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1. Overall Description:

RAN5 would like to thank GCF for its requests (Reference [1] & [2]) to update the Rel 8 LTE protocol test specifications (prose) and associated test suites to facilitate validation of Bands 13, 38 & 40 E-UTRA and EPC protocol test cases in a 10 MHz configuration, and would like to advise GCF of the ongoing action in RAN5.
At RAN5#46, it was agreed to make 10 MHz bandwidth the default bandwidth for Band 13. However, following an input from CMCC at the meeting (Reference [3]), it was agreed to leave the default bandwidth for Band 38 unchanged for now (i.e. 5 MHz), but for Band 40 to make the default bandwidth 20MHz.

Updates to the test specifications TS 36.508 and TS 36.523-3 related to the above agreement have been completed at RAN5#46. TTCN test suite has also been updated to allow execution of test cases in different bandwidth configurations. RAN5 has kicked off development of Downlink Resource Allocation Sheets for 10MHz and 20MHz bandwidth but this may not be formally released until RAN5#46bis. It is recommended that GCF allow validation of Band 13 test cases in 10MHz bandwidth configuration using the current 5MHz Transport Block Scheduling Allocation Table until the table for 10MHz is formally released.
It was also agreed to maintain the same approach on the selection of the default Downlink Control Information (DCI) format i.e. to use DCI 1A for P1 and DCI 1C for P2, P3 & P4 protocol test cases. This approach is true for both FDD & TDD, although in the case of TDD the approach is subject to further review.
2. Actions:

To: GCF CAG
ACTION: 
None, for information only.
3. Date of Next TSG-RAN WG5 Meeting:

TSG-RAN WG5 Meeting #46bis (LTE Sig only)
13 – 16 Apr 10

Beijing
TSG-RAN WG5 Meeting #47
10 – 14 May 10
Montreal
4. References:

[1] CAG-10-107r1 E-UTRA/EPC Protocol Test Cases – Bandwidth Update for Band 13 FDD
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[3] R5-101003 CMCC discussion paper on default bandwidths for Bands 38 & 40 
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