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Introduction
This document provides a summary of CRs for LCR TDD (except LTE) to be presented in RAN5 meeting #46 signalling group. 

This summary will be presented in agenda item 6.3. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.
This document is revised from R5-101004 <- R5-100345.
1.28Mcps TDD Improved L2 support for high data rates
	R5-100340
	Addition of LCR TDD contents in RLC test cases for Improved L2 testing 
	CATT


Enhanced CELL_FACH
Enhanced CELL_FACH
	R5-100337
	 Update of the default RADIO BEARER SETUP message to support enhanced CELL_FACH for LCR TDD 
	CATT

	R5-100792
	Addition of new mac test cases for LCR TDD enhanced CELL_FACH 
	CATT

	R5-100341
	 Addition of new test cases 8.2.2.59a and 8.2.2.60a for LCR TDD enhanced CELL_FACH 
	CATT


1.28Mcps TDD Continuous Connectivity for packet data users
	R5-100387
	Introduction of RRC test case for CPC of 1.28Mcps TDD      
	 ZTE

	R5-100388  
	Introduction of Default Message Contents for CPC of 1.28Mcps TDD 
	ZTE


MIMO in LCR TDD
	R5-100386  
	Introduction of RRC test case for MIMO of 1.28Mcps TDD 
	ZTE

	R5-100389
	 Introduction of Default Message Contents for MIMO of 1.28Mcps TDD 
	ZTE

	R5-100390
	Introduction of HS-DSCH Performance test case for MIMO of 1.28Mcps TDD
	ZTE

	R5-101182
	Introduction of CQI test case for MIMO of 1.28Mcps TDD      
	ZTE

	
	
	


TEIx_Test
	R5-100047
	UTRA LCR TDD ASP enhancement for Rel-8
	MCC TF160

	R5-101096
	Correction for the test case 7.1.6.3.5
	CATR

	R5-100186
	addition of new test case 8.1.2.10b
	CATR

	R5-100187
	addition of new test case 8.2.1.24b
	CATR

	R5-100188
	addition of new test case 8.2.1.34b
	CATR

	R5-100189
	addition of new test case 8.2.6.37c
	CATR

	R5-100190
	addition of new test case 7.1.5.6a
	CATR

	R5-100191
	Correction for 8.2.1.27c
	CATR

	R5-100192
	addition of new test case 8.2.1.27d
	CATR

	R5-100193
	Addition of new test case 8.2.6.39d
	CATR

	R5-101002
	Testcase names and numbering correction to 34.123-2 in for LCR TDD
	CATT, CMCC, CATR, ZTE

	R5-100334
	Correction the PCCPCH RSCP of Suitable neighbour cell in 6.1.6 from 34.108
	CATT

	R5-100336
	Addition of new combinations for LCR TDD RAB testing in 34.108
	CATT

	R5-100338
	Removing test case 'Selection and control of Power Level (1.28Mcps TDD option)' 7.1.2.1.3 from 34.123-1
	CATT

	
	
	

	R5-100344
	Addition of new test cases to cover more combinations for LCR TDD RAB
	CATT

	R5-100379
	Addition of LCR TDD test case 8.4.1.48a
	ZTE, CMCC

	R5-100420
	Update of test case 8.2.6.37a for 1.28Mbps TDD
	CMCC, CATT, ZTE

	R5-100421
	Addition of new test case 8.2.6.37c for 1.28M TDD
	CMCC, CATT, ZTE
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