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9.2.3
Tracking area updating procedure (S1 mode only)
9.2.3.1
Normal and periodic tracking area updating

9.2.3.1.1
Normal tracking area update / Accepted
9.2.3.1.1.1
Test Purpose (TP)

(1)

with { UE in state EMM-REGISTERED and EMM-IDLE mode}

ensure that {

  when { UE detects entering a new tracking area already included in the TAI list }

   then { UE does not send TRACKING AREA UPDATE REQUEST message }

             }

(2)

with { UE in state EMM-REGISTERED and EMM-IDLE mode}

ensure that {

  when { UE detects entering a new tracking area not included in the TAI list }

   then { UE sends TRACKING AREA UPDATE REQUEST message with 'EPS update type = TA updating'}

             }

(3)
with { UE in state EMM-REGISTERED and EMM-IDLE mode and has a valid TAI value }

ensure that {

  when { UE detects entering a new tracking area not included in the TAI list }

   then { UE sends TRACKING AREA UPDATE REQUEST message with the TAI value in 'Last visited registered TAI' IE }

             }

9.2.3.1.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.1, 5.5.3.2.2 and 5.5.3.2.4.

[TS24.301 clause5.5.3.1]

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

- normal tracking area updating to update the registration of the actual tracking area of a UE in the network;

...

[TS24.301 clause5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

a)
when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the MME;

...

After sending the TRACKING AREA UPDATE REQUEST message to the MME, the UE shall start timer T3430 and enter state EMM-TRACKING-AREA-UPDATING-INITIATED (see example in figure 5.5.3.2.2). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. If timer T3442 is currently running, the UE shall stop timer T3442.
If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI IE as follows:

-
If the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE shall map the P-TMSI and RAI into the Old GUTI IE. Additionally, if the UE holds a valid GUTI, the UE shall indicate the GUTI in the Additional GUTI IE.

NOTE:
The mapping of the P-TMSI and RAI to the GUTI is specified in 3GPP TS 23.003 [2].

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI IE.
…
[TS24.301 clause5.5.3.2.4]

...

Upon receiving a TRACKING AREA UPDATE ACCEPT message, the UE shall stop timer T3430, reset the routing area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED. If the message contains a GUTI, the UE shall use this GUTI as new temporary identity for EPS services and shall store the new GUTI. If no GUTI was included by the MME in the TRACKING AREA UPDATE ACCEPT message, the old GUTI shall be used. If the UE receives a new TAI list in the TRACKING AREA UPDATE ACCEPT message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

...

If the TRACKING AREA UPDATE ACCEPT message contained a GUTI, the UE shall return a TRACKING AREA UPDATE COMPLETE message to the MME to acknowledge the received GUTI.

9.2.3.1.1.3
Test description

9.2.3.1.1.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell C and Cell D are configured according to Table 6.3.2.2-1 in [18].
-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''
-
Cell C belongs to TAI-3(home PLMN, another TAC) and is set to ''Non- Suitable cell''

-
Cell D belongs to TAI-4 (home PLMN, another TAC) and is set to ''Non- Suitable cell''
UE:

- 
The UE is configured to initiate EPS attach.
-
The UE has a valid GUTI (GUTI-1). 
-
The UE is registered on TAI-1.
Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.1.3.2
Test procedure sequence

Table 9.2.3.1.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	The following messages are sent and shall be received on cell C.
	-
	-
	-
	-

	1
	Set the cell type of cell A to the "Non-Suitable cell ". 
Set the cell type of cell C to the " Serving cell"
	-
	-
	-
	-

	2
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	2, 3
	P

	3
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	4
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	2
	P

	5
	The SS releases the RRC connection.
	
	
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell C with Paging UE-Identity =S-TMSI2 and with CN domain indicator set to "PS"?

	-
	-
	2
	-

	7
	Set the cell type of cell C to the "Non-Suitable cell ". 
Set the cell type of cell D to the " Serving cell"
	-
	-
	-
	-

	8
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message in the next 30 seconds?
	-
	-
	1
	F

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell D with Paging UE-Identity =S-TMSI1 and with CN domain indicator set to "PS"?

	-
	-
	1
	-

	
	The following messages are sent and shall be received on cell A.
	-
	-
	-
	-

	10
	Set the cell type of cell D to the "Non-Suitable cell ". 
Set the cell type of cell A to the " Serving cell"
	-
	-
	-
	-

	11
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	2, 3
	P

	12
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	13
	The UE transmits a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	14
	The SS releases the RRC connection.
	-
	-
	-
	-


9.2.3.1.1.3.3
Specific message contents

Table 9.2.3.1.1.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	
	
	
	

	Old GUTI
	GUTI-1
	''Old GUTI is included by UE if valid, IMSI otherwise''
	

	Last visited registered TAI
TAI
	1
	
	


Table 9.2.3.1.1.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 3, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	PLMN= MCC/MNC

TAC 1=3

TAC 2=4
	''PLMN is set to the same MCC/MNC stored in EFIMSI'' 

''TAI-3''
''TAI-4''
	


Table 9.2.3.1.1.3.3-3: Message TRACKING AREA UPDATE REQUEST (step 11, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	
	
	
	

	Old GUTI
	GUTI-2
	
	

	Last visited registered TAI
	TAI-4
	
	


Table 9.2.3.1.1.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 12, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	GUTI
	GUTI-3
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	PLMN= MCC/MNC

TAC 1=1

TAC 2=2
	''PLMN is set to the same MCC/MNC stored in EFIMSI'' 

''TAI-1''
''TAI-2''
	


9.2.3.1.2
Normal tracking area update / Accepted / "Active" flag set

9.2.3.1.2.1
Test Purpose (TP)

(1)

with { UE in state EMM-SERVICE-REQUEST-INITIATED and EMM-CONNECTED}

ensure that {

  when { UE detects entering a new tracking area already not included in the TAI list }

   then { UE sends TRACKING AREA UPDATE REQUEST message with ''Active'' flag before expiring T3417}

             }

(2)

with { UE in state EMM-REGISTERED and EMM-CONNECTED}

ensure that {

  when { UE sends TRACKING AREA UPDATE COMPLETE to NW }

   then { UE keeps the user plane and  the NAS signalling connection }

             }

9.2.3.1.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.1, 5.5.3.2.2, 5.5.3.2.4 and 5.6.1.5. 

[TS24.301 clause5.5.3.1]

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

-
normal tracking area updating to update the registration of the actual tracking area of a UE in the network;

...

[TS24.301 clause5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

i)
when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the MME;

..

After sending the TRACKING AREA UPDATE REQUEST message to the MME, the UE shall start timer T3430 and enter state EMM-TRACKING-AREA-UPDATING-INITIATED (see figure 5.5.3.2.2). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. If timer T3442 is currently running, the UE shall stop timer T3442.
If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI IE as follows:

-
If the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE shall map the P-TMSI and RAI into the Old GUTI IE. Additionally, if the UE holds a valid GUTI, the UE shall indicate the GUTI in the Additional GUTI IE.

NOTE:
The mapping of the P-TMSI and RAI to the GUTI is specified in 3GPP TS 23.003 [2].

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI IE.
In the TRACKING AREA UPDATE REQUEST message the UE shall set the value of the EPS update type IE to "periodic updating", if the procedure initiated due to expiry of T3412; otherwise, the UE shall set the value to "TA updating". If a UE has uplink user data pending when it initiates the tracking area updating procedure, or uplink signalling not related to the tracking area updating procedure, it may also set an "active" flag in the TRACKING AREA UPDATE REQUEST message to indicate the request to establish the user plane to the network and to keep the NAS signalling connection after the completion of the tracking area updating procedure.

...

When the tracking area updating procedure is initiated in EMM-IDLE mode to perform an inter-system change from A/Gb mode or Iu mode to S1 mode and the TIN is set to "P-TMSI", the UE shall include the GPRS ciphering key sequence number applicable for A/Gb mode or Iu mode and a nonceUE in the TRACKING AREA UPDATE REQUEST message.

 [TS24.301 clause5.5.3.2.4]

...

If the "active" flag is included in the TRACKING AREA UPDATE REQUEST message, the MME shall re-establish the radio and S1 bearers for all active EPS bearer contexts.

Upon receiving a TRACKING AREA UPDATE ACCEPT message, the UE shall stop timer T3430, reset the tracking area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED. If the message contains a GUTI, the UE shall use this GUTI as new temporary identity for EPS services and shall store the new GUTI. If no GUTI was included by the MME in the TRACKING AREA UPDATE ACCEPT message, the old GUTI shall be used. If the UE receives a new TAI list in the TRACKING AREA UPDATE ACCEPT message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

...

If the TRACKING AREA UPDATE ACCEPT message contained a GUTI, the UE shall return a TRACKING AREA UPDATE COMPLETE message to the MME to acknowledge the received GUTI.

...

[TS24.301 clause5.6.1.5]

...

f)
Tracking area updating procedure is triggered


The UE shall abort the service request procedure, stop timer T3417 and perform the tracking area updating procedure. The "active" flag shall be set in the TRACKING AREA UPDATE REQUEST message.
…
...

i)
Transmission failure of SERVICE REQUEST message indication with TAI change from lower layers


If the current TAI is not in the TAI list, the service request procedure shall be aborted to perform the tracking area updating procedure. The "active" flag shall be set in the TRACKING AREA UPDATE REQUEST message.
… 

If the current TAI is still part of the TAI list, the UE shall restart the service request procedure.

...

9.2.3.1.2.3
Test description

9.2.3.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell A (TAI-1:MCC1/MNC1/TAC1) (HPLMN)
-
Cell B(TAI-2:MCC1/MNC1/TAC2) (HPLMN with different TAC)
- 
Cell A is set to the "Serving cell" 
- 
Cell B is set to the "Suitable neighbour cell". 

UE:

- 
The UE is configured to initiate EPS attach.


Preamble:

-
The UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].

9.2.3.1.2.3.2
Test procedure sequence

Table 9.2.3.1.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Force the UE to initiate uplink user data.(Note1) 
	-
	-
	-
	-

	2
	The UE transmits SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS does not perform a radio bearer establishment procedure.(Note2)
	-
	-
	-
	-

	
	The following messages are sent and shall be received on cell B.
	
	
	-
	-

	4
	Set the cell type of cell A to the "Non-suitable cell". Set the cell type of cell B to the "Serving cell".
	-
	-
	-
	-

	5
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with "Active" flag before expiring T3417 timer (5 seconds)?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	7
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	8
	The UE responds to the NAS security mode command procedure.
	-->
	SECURITY MODE COMPLETE
	-
	-

	9
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	10
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	11
	The SS waits 10seconds (T3440).
	
	
	
	

	12
	Check: does the test result of  generic procedure indicate thata dedicated EPS bearer context is active?
	-
	-
	2
	P

	Note1: This could be done by e.g. MMI or by AT command.

Note2: The SS does not send any AS or NAS messages to UE.


9.2.3.1.2.3.3
Specific message contents

Table 9.2.3.1.2.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 3, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	"Active" flag
	‘1’B
	Bearer establishment requested
	

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if valid, IMSI otherwise.
	


Table 9.2.3.1.2.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 6, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	‘00001000’B
	8 octets
	

	  Partial tracking area identity list
	
	
	

	  Number of elements
	‘00000’B
	1 element
	

	  Type of list
	‘00’B
	"list of TACs belonging to one PLMN, with non-consecutive TAC values"
	

	MCC

MNC

TAC 1
	TAI-2 
	
	


9.2.3.1.4
Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message

9.2.3.1.4.1
Test Purpose (TP)

(1)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message including a list of equivalent PLMNs }

   then { the UE stores correctly the list and considers a forbidden PLMN if the forbidden PLMN is included in the equivalent list }

}

(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message without a list of equivalent PLMNs }

   then { the UE deletes the stored list and applies a normal PLMN selection process }

}

9.2.3.1.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.3.2.4.

[TS 24.301, clause 5.5.3.2.4]

The MME may also include of list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message. Each entry in the list contains a PLMN code (MCC+MNC). The UE shall store the list as provided by the network, after having removed from the list any PLMN code that is already in the list of forbidden PLMNs. In addition, the UE shall add to the stored list the PLMN code of the registered PLMN that sent the list. The UE shall replace the stored list on each receipt of the TRACKING AREA UPDATE ACCEPT message. If the TRACKING AREA UPDATE ACCEPT message does not contain a list, then the UE shall delete the stored list.

9.2.3.1.4.3
Test description

9.2.3.1.4.3.1
Pre-test conditions

System Simulator:

· Cell A, Cell B, Cell G, Cell I and Cell J are configured according to Table 6.3.2.2-1 in [18].
-
Cell A belongs to TAI-1 (PLMN1).

-
Cell B belongs to TAI-2 (PLMN1).

-
Cell G belongs to TAI-7 (PLMN2).

-
Cell I belongs to TAI-9 (PLMN3).

-
Cell J belongs to TAI-10 (PLMN4).

UE: 
- 
The UE is configured to initiate EPS attach.

-
The UE has a valid GUTI (GUTI-1).
-
The "forbidden PLMN list" contains PLMN3

Preamble:


UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.4.3.2
Test procedure sequence

Table 9.2.3.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non--Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
Set the cell type of cell G to the '' Non-Suitable off cell''
Set the cell type of cell I to the '' Non-Suitable off cell''
Set the cell type of cell J to the '' Non-Suitable off cell''
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message. 
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	4
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.

	-->
	SECURITY MODE COMPLETE
	-
	-

	5
	SS responds with a TRACKING AREA UPDATE ACCEPT message including PLMN2 and PLMN3 in the list of equivalent PLMNs. 
	<--
	TRACKING AREA UPDATE  ACCEPT
	-
	-

	6
	The UE transmits a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	7
	Set the cell type of cell B to the ''Non-Suitable off cell''.
Set the cell type of cell G to the '' Suitable cell''
Set the cell type of cell J to the '' Suitable cell''
	-
	-
	-
	-

	8
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell G (PLMN2)?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	9
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	10
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.

	-->
	SECURITY MODE COMPLETE
	-
	-

	11
	The SS transmits a TRACKING AREA UPDATE ACCEPT message including PLMN1 and PLMN3 in the list of equivalent PLMNs.
	<--
	TRACKING AREA UPDATE  ACCEPT
	-
	-

	12
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	13
	Set the cell type of cell G to the ''Non-Suitable off cell''
Set the cell type of cell I to the '' Serving cell''
Set the cell type of cell J to the '' Non-Suitable off cell''
Note: Cell I (PLMN3) belongs to the forbidden PLMN.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell I (PLMN3) in next 30 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	F

	15
	The UE is switched to manual PLMN selection mode and is made to select PLMN3 in order to remove PLMN3 in the forbidden PLMN list in the UE.
	-
	-
	-
	-

	16
	Check: The UE transmits a TRACKING AREA UPDATE REQUEST message on cell I (PLMN3).
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	17
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	18
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.

	-->
	SECURITY MODE COMPLETE
	-
	-

	19
	The SS transmits a TRACKING AREA UPDATE ACCEPT message without the list of equivalent PLMNs.
	<--
	TRACKING AREA UPDATE  ACCEPT
	-
	-

	20
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	21
	The UE is switched back to automatic PLMN selection mode.  
	-
	-
	-
	-

	22
	Set the cell type of cell B to the ''Suitable cell''
Set the cell type of cell G to the ''Serving cell''
Set the cell type of cell I to the '' Non-Suitable off cell''
	-
	-
	-
	-

	23
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell G (PLMN2)?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	24
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause “No suitable cells in tracking area”. 
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	25
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell B (PLMN1)?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	26
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause “No suitable cells in tracking area”. 
	<--
	TRACKING AREA UPDATE REJECT
	-
	-


9.2.3.1.4.3.3
Specific message contents

Table 9.2.3.1.4.3.3-1: Message TRACKING AREA UPDATE ACCEPT (step 5, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	-
	Includes MCC and MNC digits for PLMN2 and PLMN3. 
	


Table 9.2.3.1.4.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 11, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	-
	Includes MCC and MNC digits for PLMN1 and PLMN3. 
	


Table 9.2.3.1.4.3.3-3: Message TRACKING AREA UPDATE REJECT (steps 24 and 26, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-26

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	‘00001111’ B
	No suitable cells in tracking area
	


9.2.3.1.5
Periodic tracking area update / Accepted
9.2.3.1.5.1
Test Purpose (TP)

(1)

with { UE in state EMM-REGISTERED and EMM-IDLE mode}

ensure that {

  when { the periodic tracking area updating timer T3412 expires }

   then { UE sends TRACKING AREA UPDATE REQUEST message with EPS update type = 'Periodic updating'}

             }
(2)

with { UE in 'out of E-UTRAN coverage' and the periodic tracking area updating timer T3412 expires }

ensure that {

  when { the UE enters E-UTRAN coverage }

   then { UE sends TRACKING AREA UPDATE REQUEST message with EPS update type = 'Periodic updating'}

             }

9.2.3.1.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS23.401 clause 4.3.5.2 and TS 24.301 clauses 5.3.5, 5.5.3.2.1, 5.5.3.2.2 and 5.5.3.2.4.
[TS23.401 clause 4.3.5.2]

…
An EMM-REGISTERED UE performs periodic Tracking Area Updates with the network after the expiry of the periodic TAU timer.
If the UE is out of E-UTRAN coverage (including the cases when the UE is camped on 2G/3G cells) when its periodic TAU update timer expires, and ISR is activated the UE shall start the E-UTRAN Deactivate ISR timer. After the E-UTRAN Deactivate ISR timer expires the UE shall deactivate ISR by setting its TIN to "P-TMSI". The EMM-REGISTERED UE shall remember it has to perform a Tracking Area Update when it next returns to E‑UTRAN coverage.
[TS24.301 clause5.3.5]

Periodic tracking area updating is used to periodically notify the availability of the UE to the network. The procedure is controlled in the UE by the periodic tracking area update timer (timer T3412). The value of timer T3412 is sent by the network to the UE in the ATTACH ACCEPT message and can be sent in the TRACKING AREA UPDATE ACCEPT message. The UE shall apply this value in all tracking areas of the list of tracking areas assigned to the UE, until a new value is received.

The timer T3412 is reset and started with its initial value, when the UE goes from EMM-CONNECTED to EMM-IDLE mode. The timer T3412 is stopped when the UE enters EMM-CONNECTED mode or EMM-DEREGISTERED state.

When timer T3412 expires, the periodic tracking area updating procedure shall be started and the timer shall be set to its initial value for the next start.

If the UE is in another state than EMM-REGISTERED.NORMAL-SERVICE when the timer expires the periodic tracking area updating procedure is delayed until the UE returns to EMM-REGISTERED.NORMAL-SERVICE.

…
The mobile reachable timer shall be reset and started with its initial value, when the MME releases the NAS signalling connection for the UE. The mobile reachable timer shall be stopped when a NAS signalling connection is established for the UE.

….
[TS24.301 clause5.5.3.2.1]

The periodic tracking area updating procedure is controlled in the UE by timer T3412. When timer T3412 expires, the periodic tracking area updating procedure is started. Start and reset of timer T3412 is described in subclause 5.5.3.2.

[TS24.301 clause5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

...

b)
when the periodic tracking area updating timer T3412 expires;

...

After sending the TRACKING AREA UPDATE REQUEST message to the MME, the UE shall start timer T3430 and enter state EMM-TRACKING-AREA-UPDATING-INITIATED (see example in figure 5.5.3.2.2). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. If timer T3442 is currently running, the UE shall stop timer T3442.
If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI IE as follows:

-
If the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE shall map the P-TMSI and RAI into the Old GUTI IE. Additionally, if the UE holds a valid GUTI, the UE shall indicate the GUTI in the Additional GUTI IE.

NOTE:
The mapping of the P-TMSI and RAI to the GUTI is specified in 3GPP TS 23.003 [2].

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI IE.
…
When the tracking area updating procedure is initiated in EMM-IDLE mode, the UE may also include an EPS bearer context status IE in the TRACKING AREA UPDATE REQUEST message, indicating which EPS bearer contexts are active in the UE.
[TS24.301 clause5.5.3.2.4]

...

Upon receiving a TRACKING AREA UPDATE ACCEPT message, the UE shall stop timer T3430, reset the routing area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED. If the message contains a GUTI, the UE shall use this GUTI as new temporary identity for EPS services and shall store the new GUTI. If no GUTI was included by the MME in the TRACKING AREA UPDATE ACCEPT message, the old GUTI shall be used. If the UE receives a new TAI list in the TRACKING AREA UPDATE ACCEPT message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

...

If the TRACKING AREA UPDATE ACCEPT message contained a GUTI, the UE shall return a TRACKING AREA UPDATE COMPLETE message to the MME to acknowledge the received GUTI.

9.2.3.1.5.3
Test description

9.2.3.1.5.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1. (home PLMN)
UE:
- 
The UE is configured to initiate EPS attach.


-
The UE has no valid GUTI.
Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

9.2.3.1.5.3.2
Test procedure sequence

Table 9.2.3.1.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is powered up or switched on.
	-
	
	-
	-

	2
	The UE transmits an ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN 
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	4
	The UE responds to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	5
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	6
	The UE responds to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 6Aa1 to 6Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	6Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	6Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	7
	The SS transmits an ATTACH ACCEPT message with GUTI-1 and with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	8
	The UE transmits an ATTACH COMPLETE message with the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	9
	The SS releases the RRC connection.
	
	
	-
	-

	10
	The SS waits 6minutes. (Expire of T3412)
	-
	
	
	

	11
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	12
	The SS sends TRACKING AREA UPDATE ACCEPT.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	13
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	14
	The SS releases the RRC connection.
	
	
	-
	-

	15
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell A with PagingUE-Identity = S-TMSI2 and with CN domain indicator set to "PS"?

	-
	
	1
	-

	16
	Set the cell type of cell A to the ''non-Suitable cell''. 
	-
	
	-
	-

	17
	The SS waits 8minutes.
	-
	
	-
	-

	18
	Set the cell type of cell A to the ''Serving cell''. 
	-
	
	-
	-

	19
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	20
	The SS sends TRACKING AREA UPDATE ACCEPT. 
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	21
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	2
	P

	22
	The SS releases the RRC connection.
	-
	
	-
	-

	23
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state in cell A with PagingUE-Identity = S-TMSI3 and with CN domain indicator set to "PS"?

	-
	
	2
	-


9.2.3.1.5.3.3
Specific message contents

Table 9.2.3.1.5.3.3-1: Message ATTACH ACCEPT (step 7, Table 9.2.3.1.5.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	
	

	Unit
	'010'
	''value is incremented in multiples of decihours''
	

	Timer value
	'00001'
	''6 minutes''
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001010'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00001'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	TAI-1
	
	

	GUTI
	GUTI-1
	
	


Table 9.2.3.1.5.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 11, Table 9.2.3.1.5.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	'011'B
	''Periodic updating'' 
	

	Old GUTI
	GUTI-1
	
	


Table 9.2.3.1.5.3.3-3: Message TRACKING AREA UPDATE ACCEPT (step 12, Table 9.2.3.1.5.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	
	

	Unit
	'010'
	''value is incremented in multiples of decihours''
	

	Timer value
	'00001'
	''6 minutes''
	

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00001'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1


	TAI-1
	
	


Table 9.2.3.1.5.3.3-4: Message TRACKING AREA UPDATE REQUEST (step 19, Table 9.2.3.1.5.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	'011'B
	''Periodic updating'' 
	

	Old GUTI
	GUTI-2
	
	


Table 9.2.3.1.5.3.3-5: Message TRACKING AREA UPDATE ACCEPT (step 20, Table 9.2.3.1.5.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-3
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00001'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	TAI-1
	
	


9.2.3.1.6
Normal tracking area update / UE with ISR active moves to E-UTRAN

9.2.3.1.6.1
Test Purpose (TP)

(1)

with { ISR activated UE in state EMM-REGISTERED and ECM_IDLE mode}

ensure that {

  when { ISR activated UE reselects from E-UTRAN to UTRAN/GERAN cell belonging to the RA where the UE is registered }

   then { UE does not send ROUTING AREA UPDATE REQUEST message }

             }
(2)
with { ISR activated UE in state EMM-REGISTERED and ECM_IDLE mode }

ensure that {

  when { ISR activated UE reselects from E-UTRAN to UTRAN/GERAN cell belonging to a RA which is not the RA where the UE is registered }

   then { UE sends ROUTING AREA UPDATE REQUEST message }

             }
(3)

with { ISR activated UE in state GMM-REGISTERED and PMM_IDLE mode }

ensure that {

  when { ISR activated UE reselects from UTRAN/GERAN to E-UTRAN cell belonging to one of the TAs of the list of TAs where the UE is registered }

   then { UE does not send TRACKING AREA UPDATE REQUEST message }

             }
(4)

with { ISR activated UE in state GMM-REGISTERED and PMM_IDLE mode }

ensure that {

  when { ISR activated UE reselects from UTRAN/GERAN to E-UTRAN cell belonging to a TA which is not in the list of TAs where the UE is registered }

   then { UE sends TRACKING AREA UPDATE REQUEST message }

             }
(5)

with { ISR activated UE has a stored TIN value = "RAT-related TMSI" }

ensure that {

  when { SS sends a Paging with "P-TMSI" to ISR activated UE on UTRAN/GERAN cell }

   then { UE responds to the paging message }

             }
(6)
with { ISR activated UE has a stored TIN value = "RAT-related TMSI" }

ensure that {

  when { SS sends a Paging with "GUTI" to ISR activated UE on E-UTRAN cell }

   then { UE responds to the paging message }

             }
9.2.3.1.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS23.401 clause 4.3.5.6, 3GPP TS24.008 clauses 4.7.5.1.1 and 4.7.5.1.3 and 3GPP TS 24.301 clauses  5.5.3.2.2 and 5.5.3.2.4.
[TS23.401 clause 4.3.5.6]

The Idle mode Signalling Reduction (ISR) function provides a mechanism to limit signalling during inter-RAT cell-reselection in idle mode (ECM-IDLE, PMM-IDLE, GPRS STANDBY states).

NOTE:
The Idle mode Signalling Reduction function is mandatory for E-UTRAN UEs that support GERAN and/or UTRAN and optional for core network. The UE's ISR capability in the UE Network Capability element is for test purpose.

ISR is activated by decision of the CN nodes and shall be explicitly signalled to the UE as "ISR activation" in the RAU and TAU signalling. The UE may have valid MM parameters both from MME and from SGSN. The "Temporary Identity used in Next update" (TIN) is a parameter of the UE's MM context, which identifies the UE identity that the UE shall indicate in the next RAU Request or TAU Request message. The TIN also identifies the status of ISR activation in the UE.

The TIN can take one of the three values, "P‑TMSI", "GUTI" or "RAT-related TMSI". The UE shall set the TIN when receiving an Attach Accept, a TAU Accept or RAU Accept message according to the rules in table 4.3.5.6-1.

Table 4.3.5.6-1: Setting of the TIN

	Message received by UE
	Current TIN value stored by UE
	TIN value to be set by the UE when receiving message

	Attach Accept via E-UTRAN

(never indicates ISR activation)
	Any value
	GUTI

	Attach Accept via GERAN/UTRAN

(never indicates ISR activation)
	Any value
	P-TMSI

	TAU Accept not indicating ISR
	Any value
	GUTI

	TAU Accept indicating ISR
	GUTI

P‑TMSI or RAT-related TMSI
	GUTI

RAT-related TMSI

	RAU Accept not indicating ISR
	Any value
	P‑TMSI

	RAU Accept indicating ISR
	P‑TMSI

GUTI or RAT-related TMSI
	P‑TMSI

RAT-related TMSI


When ISR activation is indicated by the RAU/TAU Accept message but the UE shall not set the TIN to "RAT-related TMSI" is a special situation. Here the UE has deactivated ISR due to special situation handling. By maintaining the old TIN value the UE remembers to use the RAT specific TMSI indicated by the TIN when updating with the CN node of the other RAT.

Only if the TIN is set to "RAT-related TMSI" ISR behaviour is enabled for the UE, i.e. the UE can change between all registered areas and RATs without any update signalling and it listens for paging on the RAT it is camped on. If the TIN is set to "RAT-related TMSI", the UE's P‑TMSI and RAI as well as its GUTI and TAI(s) shall remain registered with the network and shall remain valid in the UE.

Table 4.3.5.6-1: Old temporary UE Identity that the UE shall indicate in TAU/RAU Request (as old GUTI or as old P‑TMSI/RAI)

	Message to be sent by UE
	TIN value: P-TMSI
	TIN value: GUTI
	TIN value: RAT-related TMSI

	TAU Request
	GUTI mapped from P‑TMSI/RAI
	GUTI
	GUTI

	RAU Request
	P-TMSI/RAI
	P‑TMSI/RAI mapped from GUTI
	P‑TMSI/RAI

	Attach Request via E-UTRAN
	GUTI mapped from P‑TMSI/RAI
	GUTI
	GUTI

	Attach Request via GERAN/UTRAN
	P‑TMSI/RAI
	P‑TMSI/RAI mapped from GUTI
	P‑TMSI/RAI


Table 4.3.5.2-1 shows which temporary identity the UE shall indicate in a Tracking or Routing Area Update Request of in an Attach Request message, when the UE stores these as valid parameters.

Situations may occur that cause unsynchronized state information in the UE, MME and SGSN. Such special situations trigger a deactivation of ISR locally in the UE.

…
[TS24.008 clause 4.7.5.1.1]

…
If the MS supports S1 mode, the MS shall handle the P-TMSI IE as follows:

-
If the TIN indicates "GUTI" and the MS holds a valid GUTI, the MS shall map the GUTI into a P-TMSI, P‑TMSI signature and RAI as specified in 3GPP TS 23.003 [4]. The MS shall include the mapped RAI in the Old routing area identification IE and the mapped P-TMSI signature in the P-TMSI signature IE. When the routing area updating procedure is initiated in Iu mode, the MS shall also include the mapped P-TMSI in the P‑TMSI IE. Additionally, in Iu mode and A/Gb mode, if the MS holds a valid P-TMSI and RAI, the MS shall indicate the P-TMSI in the Additional mobile identity IE and the RAI in the Additional old routing area identification IE.

-
If the TIN indicates "P-TMSI" or "RAT‑related TMSI" and the MS holds a valid P-TMSI and RAI, the MS shall indicate the RAI in the Old routing area identification IE. When the routing area updating procedure is initiated in Iu mode, the MS shall also include the P-TMSI in the P‑TMSI IE.

…
[TS24.008 clause 4.7.5.1.3]

…
In order to indicate to the MS that the GUTI and TAI list assigned to the MS remain registered with the network and are valid in the MS, the network shall indicate in the Update result IE in the ROUTING AREA UPDATE ACCEPT message that ISR is activated.

If the ROUTING AREA UPDATE ACCEPT message contains

i)
no indication that ISR is activated, an MS supporting S1 mode shall set the TIN to "P-TMSI"; or

ii)
an indication that ISR is activated, the MS shall regard the available GUTI and TAI list as valid and registered with the network. If the TIN currently indicates "GUTI", the MS shall set the TIN to "RAT-related TMSI".
[TS24.301 clause5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,
…
If the UE supports neither A/Gb mode nor Iu mode, the UE shall include a valid GUTI in the Old GUTI IE in the TRACKING AREA UPDATE REQUEST message.

If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI IE as follows:

-
If the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE shall map the P-TMSI and RAI into the Old GUTI IE. Additionally, if the UE holds a valid GUTI, the UE shall indicate the GUTI in the Additional GUTI IE.

NOTE:
The mapping of the P-TMSI and RAI to the GUTI is specified in 3GPP TS 23.003 [2].

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI IE.
…
[TS24.301 clause5.5.3.2.4]
The network may also indicate in the EPS update result IE in the TRACKING AREA UPDATE ACCEPT message that ISR is active. If the TRACKING AREA UPDATE ACCEPT message contains:

i)
no indication that ISR is activated, the UE shall set the TIN to "GUTI";

ii)
an indication that ISR is activated, the UE shall regard a previously assigned P-TMSI and RAI as valid and registered with the network. If the TIN currently indicates "P-TMSI", the UE shall set the TIN to "RAT-related TMSI".

9.2.3.1.6.3
Test description

9.2.3.1.6.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Non- Suitable cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

-
If pc_UTRAN, Cell 5 and Cell 7 are configured.
-
If NOT pc_UTRAN and pc_GERAN, Cell 24 and Cell 25 are configured.

-
Cell 5 and Cell 24 belong to RAI-1 (home PLMN) as specified TS34.123-1 clause 12 and is set to ''Serving cell''

-
Cell 7 and Cell 25 belong to RAI-2 (home PLMN) as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

-
System information indicate that NMO 1 is used
UE:

- 
The UE is configured to initiate EPS attach.

-
The test USIM contains no valid P-TMSI and no valid GUTI.

Preamble:
-
The UE is in state Switched OFF (state 1) according to TS 36.508, [18].

9.2.3.1.6.3.2
Test procedure sequence

Table 9.2.3.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	-
	The following messages are sent on Cell 5 or 24
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message on Cell 5 or 24 
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	4
	The UE transmits an AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	5
	SS responds with ATTACH ACCEPT message including P-TMSI-1 (TIN set to P-TMSI) and RAI-1.


	<--
	ATTACH ACCEPT
	-
	-

	6
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	7
	The UE transmits an ACTIVATE PDP CONTEXT REQUEST message
	-->
	ACTIVATE PDP CONTEXT REQUEST
	-
	-

	8
	The SS responds with an ACTIVATE PDP CONTEXT ACCEPT message
	<--
	ACTIVATE PDP CONTEXT ACCEPT
	-
	-

	9
	Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	10
	The UE sends TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	11
	The SS sends TRACKING AREA UPDATE ACCEPT including GUTI-1(TIN set to RAT-related TMSI) and TAI-1. 
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	12
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	13
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	 ROUTING AREA UPDATE REQUEST
	1
	F

	15
	Check: Does the UE respond to paging on cell 5 or 24 with P-TMSI-1 for PS domain?
Note: There is no appreciate generic procedures in TS36.508/TS51.010-1.(FFS) 
	-
	-
	1, 5
	-

	16
	Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	17
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	3
	F

	18
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell A with PagingUE-Identity = S-TMSI1 and with CN domain indicator set to "PS"?

	-
	-
	3, 6
	-

	18A
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	-
	-
	-
	-

	18B
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	 ROUTING AREA UPDATE REQUEST
	1
	F

	19
	Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	20
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	21
	The SS sends TRACKING AREA UPDATE ACCEPT including GUTI-2 and TAI-2. 
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	22
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	23
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell B with PagingUE-Identity = S-TMSI2 and with CN domain indicator set to "PS"?

	-
	-
	6
	-

	24
	Set the cell type of cell B to the ''Non-Suitable cell''.
Set the cell type of cell 7 or 25 to the ''Serving cell''.
	-
	-
	-
	-

	25
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message with P-TMSI and RAI on cell 7 or 25?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	26
	The SS sends ROUTING AREA UPDATE ACCEPT message with P-TMSI-2 and RAI-2.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	27
	The UE sends ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	28
	Set the cell type of cell 7 or 25 to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	29
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that the UE is in EMM-REGISTERED state on cell B with PagingUE-Identity = S-TMSI2 and with CN domain indicator set to "PS"?

	-
	-
	6
	-


9.2.3.1.6.3.3
Specific message contents
Table 9.2.3.1.6.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 10, Table 9.2.3.1.6.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	Mapped from the P-TMSI and RAI allocated in step 5
	
	


Table 9.2.3.1.6.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 11, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update result
	'100'B
	''TA updated and ISR activated''
	

	
	
	
	

	GUTI
	GUTI-1
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	TAI-1
	
	


Table 9.2.3.1.6.3.3-3: Message TRACKING AREA UPDATE REQUEST (step 20, Table 9.2.3.1.6.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-1
	
	


Table 9.2.3.1.6.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 21, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update result
	'001'B
	''TA updated and ISR activated''
	

	
	
	
	

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	TAI-2
	
	


9.2.3.1.8
UE receives an indication that the RRC connection was released with cause "load balancing TAU required"

9.2.3.1.8.1
Test Purpose (TP)

(1)

with { UE in state EMM-REGISTERED and EMM-CONNECTED mode}

ensure that {

  when { UE receives RRC CONNECTION RELEASE message with cause "load balancing TAU required" and enters EMM-REGISTERED and EMM-IDLE mode}

   then { UE sends TRACKING AREA UPDATE REQUEST message with EPS update type = "TA updating"}

             }
9.2.3.1.8.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.1, 5.5.3.2.2 and 5.5.3.2.4.

[TS24.301 clause5.5.3.1]

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

…
-
MME load balancing;

…
[TS24.301 clause5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

…
e)
when the UE receives an indication from the lower layers that the RRC connection was released with cause "load balancing TAU required";
…
…
[TS24.301 clause5.5.3.2.4]

If the tracking area update request has been accepted by the network, the MME shall send a TRACKING AREA UPDATE ACCEPT message to the UE. If the MME assigns a new GUTI for the UE, a GUTI shall be included in the TRACKING AREA UPDATE ACCEPT message. In this case, the MME shall start timer T3450 and enter state EMM-COMMON-PROCEDURE-INITIATED as described in subclause 5.4.1. The MME may include a new TAI list for the UE in the TRACKING AREA UPDATE ACCEPT message.

…
Upon receiving a TRACKING AREA UPDATE ACCEPT message, the UE shall stop timer T3430, reset the tracking area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED. If the message contains a GUTI, the UE shall use this GUTI as new temporary identity for EPS services and shall store the new GUTI. If no GUTI was included by the MME in the TRACKING AREA UPDATE ACCEPT message, the old GUTI shall be used. If the UE receives a new TAI list in the TRACKING AREA UPDATE ACCEPT message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.
…
If the TRACKING AREA UPDATE ACCEPT message contained a GUTI, the UE shall return a TRACKING AREA UPDATE COMPLETE message to the MME to acknowledge the received GUTI.

9.2.3.1.8.3
Test description

9.2.3.1.8.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18].
- 
Cell A belongs to TAI-1(home PLMN)

UE:

- 
The UE is configured to initiate EPS attach.

-
The UE has a valid GUTI (GUTI-1).

-
The UE is registered on TAI-1.

Preamble:

-
UE is in state Generic RB established (state 3) on Cell A according to [18].
9.2.3.1.8.3.2
Test procedure sequence

Table 9.2.3.1.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits RRCConnectionReleaese with cause "load balancing TAU required".
	-
	-
	-
	-

	2
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	3
	The SS sends TRACKING AREA UPDATE ACCEPT. (Note)
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	4
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	Note: The SS assigns a different MME Identifier (MMEI) value in a GUTI.


9.2.3.1.8.3.3
Specific message contents
Table 9.2.3.1.8.3.3-1: Message TRACKING AREA UPDATE ACCEPT (step 3, Table 9.2.3.1.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	


9.2.3.1.9a
Normal tracking area update / NAS signalling connection recovery

9.2.3.1.9a.1
Test Purpose (TP)

(1)

with { UE in state EMM-REGISTERED and EMM-CONNECTED }
ensure that {
  when { UE receives an indication of "RRC Connection failure" from the lower layers }

    then { UE initiates the tracking area updating procedure }

            }

9.2.3.1.9a.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.1 and 5.5.3.2.2 and TS 36.331, clause 5.3.7.8 and 5.3.12.

[TS 24.301, clause 5.5.3.1]

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

...

-
recovery from certain error cases (for details see subclauses 5.5.3.2.2 and subclause 5.5.3.3.2);

...

[TS 24.301, clause 5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

...

i)
when the UE receives an indication of "RRC Connection failure" from the lower layers and has no user uplink data pending;

...

For all cases except case b, the UE shall set the EPS update type IE to "TA updating". For case b, the UE shall set the EPS update type IE to "periodic updating".

...

[TS 36.331, clause 5.3.7.8]

Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

...

1>
indicate the release of the RRC connection to upper layers together with the release cause;

...

9.2.3.1.9a.3
Test description

9.2.3.1.9a.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell M (same TA).

-
Cell A is "Serving cell" and Cell M is "non-Suitable cell".

UE:

- 
The UE is configured to initiate EPS attach.

-
The test USIM contains IMSI-1, GUTI-1 and TAI-1, and EPS update status is "EU1: UPDATED".

Preamble:

-
The UE is in state Generic RB Established (state 3) with EPSOnlyAttachForced on Cell A according to [18].

9.2.3.1.9a.3.2
Test procedure sequence
Table 9.2.3.1.9a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the “non-Suitable cell”. Set the cell type of Cell M to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell M.
	-
	-
	-
	-

	2
	The UE transmits an RRCConnectionReestablishmentRequest.
	-
	-
	-
	-

	3
	The SS transmits an RRCConnectionReestablishmentReject.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST with the EPS update type set to 'TA updating' in the next 10 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	5
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-


9.2.3.1.9a.3.3
Specific message contents
Table 9.2.3.1.9a.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 4, Table 9.2.3.1.9a.3.2-1)

	Derivation Path: TS 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.9a.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 5, Table 9.2.3.1.9a.3.2-1)

	Derivation Path: TS 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	


9.2.3.1.10
Normal tracking area update / Rejected / IMSI invalid
9.2.3.1.10.1
Test Purpose (TP)

(1)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''Illegal UE'' }

    then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }
(2)

with { The UE is in the state EMM-DEREGISTERED }

ensure that {

  when { UE is powered up }

    then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}
9.2.3.1.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

[TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.

#3

(Illegal UE); or

….


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall consider the USIM as invalid for EPS services until switching off or the UICC containing the USIM is removed. The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number and the MM parameters update status, TMSI, LAI and ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value. The USIM shall be considered as invalid also for non-EPS services until switching off or the UICC containing the USIM is removed.
9.2.3.1.10.3
Test description

9.2.3.1.10.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B and Cell G are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Non- Suitable cell''


-
Cell 5 (UTRAN) or Cell 24 (GERAN).

- Cell 5 and Cell 24 belong to RAI-1 as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

UE:

- 
The UE is configured to initiate EPS attach.

-
The UE has a valid GUTI (GUTI-1). 
-
The UE is registered on TAI-1.
-
IF pc_GERAN or pc_UTRAN THEN the UE has a valid P-TMSI.

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.10.3.2
Test procedure sequence

Table 9.2.3.1.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = "Illegal UE" as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Set the cell type of cell A to the ''Serving cell''. 
Set the cell type of cell B to the ''Non-Suitable cell''.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?

Note: Cell A belongs to the same PLMN where the UE was rejected but a different TAC
	-->
	ATTACH REQUEST
	1
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?
	-->
	ATTACH REQUEST
	1
	F

	9
	Set the cell type of cell A to the '' Non-Suitable cell''. 
Set the cell type of cell G to the ''Serving cell''.
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	11
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	1
	F

	13
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	
	
	
	

	
	EXCEPTION: Steps 14a1 to 14a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	14a1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	14a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	15
	The UE is switched off.
	-
	-
	-
	-

	16
	Set the cell type of cell A to the ''Serving cell''.
Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
	-
	-
	-
	-

	17
	The UE is powered up or switched on.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?
	-->
	ATTACH REQUEST
	2
	P

	19
	The SS transmit an ATTACH REJECT message with EMM cause = "Illegal UE".

Note: The EMM cause chosen is just for convenience, to ensure that UE will abort the procedure without side effects.
	<--
	ATTACH REJECT
	-
	-


9.2.3.1.10.3.3
Specific message contents
Table 9.2.3.1.10.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.10.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-1
	
	

	Old P-TMSI signature
	P-TMSI Signature-1
	
	


Table 9.2.3.1.10.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.10.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	00000011
	#3 "Illegal UE"
	


Table 9.2.3.1.10.3.3-3: Message ATTACH REQUEST (step 18, Table 9.2.3.1.10.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	


9.2.3.1.11
Normal tracking area update / Rejected / Illegal ME
9.2.3.1.11.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to "Illegal ME" }

    then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }
(2)

with { The UE is in the state EMM-DEREGISTERED }

ensure that {

  when { UE is powered up }

    then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}
9.2.3.1.11.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

[TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.

…
#6

(Illegal ME);

The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall consider the USIM as invalid for EPS services until switching off or the UICC containing the USIM is removed. The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number and the MM parameters update status, TMSI, LAI and ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value. The USIM shall be considered as invalid also for non-EPS services until switching off or the UICC containing the USIM is removed.
9.2.3.1.11.3
Test description

The test description is identical to the one of subclause 9.2.3.1.10 except that the reject cause #3 "Illegal UE" is replaced with the reject cause #6 "Illegal ME".
9.2.3.1.12
Normal tracking area update / Rejected / EPS service not allowed
9.2.3.1.12.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''EPS service not allowd'' }

    then { UE considers the USIM as invalid for EPS services and enters state EMM-DEREGISTERED }
(2)

with { The UE is in the state EMM-DEREGISTERED }

ensure that {

  when { UE is powered up or switched on }

    then { UE sends ATTACH REQUEST message with 'Old GUTI or IMSI IE = 'IMSI''}
9.2.3.1.12.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

[TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
…
#7

(EPS services not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall consider the USIM as invalid for EPS services until switching off or the UICC containing the USIM is removed. The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.
9.2.3.1.12.3
Test description

9.2.3.1.12.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B and Cell G are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Non- Suitable cell''


-
Cell 5 (UTRAN) or Cell 24 (GERAN).

- Cell 5 and Cell 24 belong to RAI-1 as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

UE:

- 
The UE is configured to initiate EPS attach.

-
The UE has GUTI-1. 
-
The UE is registered on TAI-1.
-
IF pc_GERAN or pc_UTRAN THEN the UE has P-TMSI-1 and P-TMSI signature-1.

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.12.3.2
Test procedure sequence

Table 9.2.3.1.12.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''EPS services not allowed'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Set the cell type of cell A to the ''Serving cell''. 
Set the cell type of cell B to the ''Non-Suitable cell''.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?

Note: Cell A belongs to the same PLMN where the UE was rejected but a different TAC
	-->
	ATTACH REQUEST
	1
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?
	-->
	ATTACH REQUEST
	1
	F

	9
	Set the cell type of cell A to the '' Non-Suitable cell''. 
Set the cell type of cell G to the ''Serving cell''.
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	11
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	1
	F

	13
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	-
	-
	-
	-

	
	EXCEPTION: Steps 14a1 to 14b2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	14a1
	IF pc_CS THEN the UE registers on CS domain – See TS 34.108 or TS 51.010
	-
	-
	-
	-

	14b1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	14b2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	15
	The UE is switched off.
	-
	-
	-
	-

	16
	Set the cell type of cell A to the ''Serving cell''.
Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
	-
	-
	-
	-

	17
	The UE is powered up or switched on.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?
	-->
	ATTACH REQUEST
	2
	P

	19
	The SS transmit an ATTACH REJECT message with EMM cause = "Illegal UE".

Note: The EMM cause chosen is just for convenience, to ensure that UE will abort the procedure without side effects.
	<--
	ATTACH REJECT
	-
	-


9.2.3.1.12.3.3
Specific message contents
Table 9.2.3.1.12.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.12.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-1
	
	

	Old P-TMSI signature
	P-TMSI Signature-1
	
	


Table 9.2.3.1.12.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.12.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00000111'B
	#7 "EPS service not allowed''
	


Table 9.2.3.1.12.3.3-3: Message ATTACH REQUEST (step 18, Table 9.2.3.1.12.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	


9.2.3.1.13
Normal tracking area update / Rejected / UE identity cannot be derived by the network

9.2.3.1.13.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''UE identity cannot be derived by the network'' }

    then { UE deletes any GUTI, last visited registered TAI, TAI list and KSI and enters the state EMM-DEREGISTERED and subsequently, UE automatically initiates the attach procedure}
9.2.3.1.13.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

 [TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
…
#9

(UE identity cannot be derived by the network);


The UE shall set the EPS update status to EU2 NOT UPDATED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.


Subsequently, the UE shall automatically initiate the attach procedure.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.
9.2.3.1.13.3
Test description

9.2.3.1.13.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

UE:

- 
The UE is configured to initiate EPS attach.

-
The UE has GUTI-1. 
-
The UE is registered on TAI-1.
-
IF pc_GERAN or pc_UTRAN THEN the UE has P-TMSI-1 and P-TMSI signature-1.
Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.13.3.2
Test procedure sequence

Table 9.2.3.1.13.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = '' UE identity cannot be derived by the network '' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell B?
	-->
	ATTACH REQUEST
	1
	P

	6
	The SS transmits ATTACH REJECT message.
	<--
	ATTACH REJECT
	-
	-


9.2.3.1.13.3.3
Specific message contents
Table 9.2.3.1.13.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-1
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN


Table 9.2.3.1.13.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00001001'B
	#9 ''UE identity cannot be derived by the network''
	


Table 9.2.3.1.13.3.3-3: Message ATTACH REQUEST (step 5, Table 9.2.3.1.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	

	Old P-TMSI signature
	Not present
	
	pc_GERAN or pc_UTRAN

	Last visited registered TAI
	Not present
	
	


Table 9.2.3.1.13.3.3-4: Message ATTACH REJECT (step 6, Table 9.2.3.1.13.3.2-1)

	Derivation Path: 36.508 table 4.7.2-3

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1111'B
	#15 ''No suitable cells in tracking area''
	


9.2.3.1.14
Normal tracking area update / Rejected / UE implicitly detached

9.2.3.1.14.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''UE implicitly detached'' }

    then { UE enters the state EMM-DEREGISTERED.NORMAL-SERVICE and sends ATTACH REQUEST message}
9.2.3.1.14.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

[TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
…
#10
(Implicitly detached);


The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.NORMAL-SERVICE. The UE shall then perform a new attach procedure.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM state as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.
9.2.3.1.14.3
Test description

9.2.3.1.14.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

UE:

- 
The UE is configured to initiate EPS attach.

-
The UE has GUTI-1. 
-
The UE is registered on TAI-1.
-
IF pc_GERAN or pc_UTRAN THEN the UE has P-TMSI-1 and P-TMSI signature-1.

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.14.3.2
Test procedure sequence

Table 9.2.3.1.14.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''UE implicitly detached'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell B?
	-->
	ATTACH REQUEST
	1
	P

	5
	The SS transmits ATTACH REJECT message.
	<--
	ATTACH REJECT
	-
	-


9.2.3.1.14.3.3
Specific message contents
Table 9.2.3.1.14.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.14.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-1
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN


Table 9.2.3.1.14.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.14.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00001010'B
	#10 ''UE implicitly detached''
	


Table 9.2.3.1.14.3.3-3: Message ATTACH REQUEST (step 4, Table 9.2.3.1.14.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-1
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.14.3.3-4: Message ATTACH REJECT (step 5, Table 9.2.3.1.14.3.2-1)

	Derivation Path: 36.508 table 4.7.2-3

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1111'B
	#15 ''No suitable cells in tracking area''
	


9.2.3.1.15
Normal tracking area update / Rejected / PLMN not allowed

9.2.3.1.15.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message }

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to "PLMN not allowed" }

    then { UE deletes the GUTI, the last visited registered TAI and KSI and UE deletes the list of equivalent PLMNs and UE enters state EMM-DEREGISTERED.PLMN-SEARCH and UE stores the PLMN in the "forbidden PLMN list" }
            }

(2)

with { UE is switched off having a PLMN stored in the "forbidden PLMN list" }

ensure that {

  when { UE is powered up on this PLMN }

    then { UE doesn’t perform an attach procedure }

            }
(3)

with { UE in EMM-DEREGISTERED.PLMN-SEARCH state having a PLMN stored in the "forbidden PLMN list" }

ensure that {

  when { UE enters a cell which is not in the "forbidden PLMN list" }

    then { UE initiates an attach procedure }

            }
(4)

with { UE in E-UTRA EMM-DEREGISTERED.PLMN-SEARCH state having a PLMN stored in the "forbidden PLMN list" }

ensure that {

  when { UE is in a forbidden PLMN cells and when the PLMN is selected manually }

    then { UE initiates an attach procedure }

            }

9.2.3.1.15.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

[TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
…
#11
(PLMN not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall reset the tracking area updating attempt counter, delete the list of equivalent PLMNs and enter the state EMM-DEREGISTERED.PLMN-SEARCH.


The UE shall store the PLMN identity in the "forbidden PLMN list".


The UE shall perform a PLMN selection according to 3GPP TS 23.122 [6].


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and routing area updating attempt counter and the MM parameters update status, TMSI, LAI, ciphering key sequence number and the location update attempt counter as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value and no RR connection exists.
9.2.3.1.15.3
Test description

9.2.3.1.15.3.1
Pre-test conditions

System Simulator:

-
Cell G, Cell H and Cell I are configured according to Table 6.3.2.2-1 in [18].

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Serving cell''

-
Cell H belongs to TAI-8(visited PLMN, another TAC) and is set to ''Non- Suitable cell''

-
Cell I belongs to TAI-9(visited PLMN, another PLMN) and is set to ''Non-Suitable cell''

PLMN in Cell G, Cell H and Cell I are not HPLMN of the UE.

-
Cell 5 (UTRAN) or Cell 24 (GERAN).

- Cell 5 and Cell 24 belong to RAI-1 as specified TS34.123-1 clause 12 and are set to ''Non- Suitable cell''

UE:
- 
The UE is configured to initiate EPS attach.

-
The UE has GUTI-7. 
-
The UE is registered on TAI-7.
-
IF pc_GERAN or pc_UTRAN THEN the UE has P-TMSI-1 and P-TMSI signature-1.

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell G according to [18].
9.2.3.1.15.3.2
Test procedure sequence

Table 9.2.3.1.15.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''PLMN not allowed''.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell H?
	-->
	ATTACH REQUEST
	1
	F

	6
	The UE is switched off.
	-
	-
	-
	-

	7
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	8
	The UE is powered up or switched on.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	10
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	11
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	12
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.

Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 13a1 to 13a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	13a1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	13a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	14
	The following messages are sent and shall be received on cell I.
	-
	-
	-
	-

	15
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell I to the ''Serving cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	16
	Check: Does the UE transmits ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN?
	-->
	ATTACH REQUEST
	3
	P

	17
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	18
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	19
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	20
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 20Aa1 to 20Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	20Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	20Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	21
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	22
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	23
	The SS releases the RRC connection.
	-
	-
	-
	-

	24
	The UE is switched off.
	-
	-
	-
	-

	25
	The UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	26
	The following messages are sent and shall be received on cell G.
	-
	-
	-
	-

	27
	Set the cell type of cell G to the '' Serving cell''. 
Set the cell type of cell I to the '' Non-Suitable cell''.
Note: Cell G belongs to the forbidden PLMN. 
	-
	-
	-
	-

	28
	The UE is powered up or switched on.
	-
	-
	-
	-

	29
	The UE is switched to manual PLMN selection mode and is made to select the forbidden PLMN.
	-
	-
	-
	-

	30
	Check: Does the UE transmits ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN?
	-->
	ATTACH REQUEST
	4
	P

	31
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	32
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	33
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	34
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 34Aa1 to 34Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	34Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	34Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	35
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 36 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	36
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-


9.2.3.1.15.3.3
Specific message contents
Table 9.2.3.1.15.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-7
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN


Table 9.2.3.1.15.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00001011'B
	#11 '' PLMN not allowed ''
	


Table 9.2.3.1.15.3.3-3: Message ATTACH REQUEST (step 16, Table 9.2.3.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	

	Old P-TMSI signature
	Not present
	
	pc_GERAN or pc_UTRAN

	Last visited registered TAI
	Not present
	
	


Table 9.2.3.1.15.3.3-4: Message ATTACH ACCEPT (step 21, Table 9.2.3.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	TAI list
	
	
	

	    Number of elements
	'00001'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	    MCC
	'002'B
	''TAI-9''
	

	    MNC
	'101'B
	''TAI-9''
	

	    TAC 1
	'1'B
	''TAI-9''
	

	GUTI
	GUTI-9
	
	


Table 9.2.3.1.15.3.3-5: Message ATTACH REQUEST (step 30, Table 9.2.3.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-9
	
	

	Last visited registered TAI
	TAI-9
	
	


9.2.3.1.16
Normal tracking area update / Rejected / Tracking area not allowed

9.2.3.1.16.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''Tracking area not allowed '' }

    then { shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-DEREGISTERED.LIMITED-SERVICE and store the current TAI in the list of "forbidden tracking areas for regional provision of service" }
(2)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and has a TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { UE is in the serving cell which the UE is rejected }

    then { UE does not attempt an attach procedure on any other cell}

            }

(3)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { UE entess a new cell in the same TAI it was rejected }

    then { UE does not initiate an attach procedure}

            }

(4)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { UE enters a new cell with defferent TAI without in the list of "forbidden tracking areas for regional provision of service"}

    then { UE initiates attach procedure with IMSI }

            }

(5)

with { UE is switched off }

ensure that {

  when { UE is powered on and enters the cell with "forbidden tracking areas for regional provision of service" before the UE was swithed off }

    then { UE initiates attach procedure on the cell }

9.2.3.1.16.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.5.

[TS24.301 clause5.5.3.2.5]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
…
#12
(Tracking area not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-DEREGISTERED.LIMITED-SERVICE.


The UE shall store the current TAI in the list of "forbidden tracking areas for regional provision of service".


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.
9.2.3.1.16.3
Test description

9.2.3.1.16.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B, Cell G, Cell H and Cell M are configured according to Table 6.3.2.2-1 in [18].

-
Cell A and Cell M belong to TAI-1(home PLMN, same TAC) and are set to ''Non Suitable cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Serving cell''

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Non-Suitable cell''

-
Cell H belongs to TAI-8(visited PLMN) and is set to ''Non-Suitable cell''

UE:
- 
The UE is configured to initiate EPS attach.

-
The UE has GUTI-2. 
-
The UE is registered on TAI-2.
Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell B according to [18].
9.2.3.1.16.3.2
Test procedure sequence

Table 9.2.3.1.16.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Serving cell''.
Set the cell type of cell B to the ''Non-Suitable cell''. 
Set the cell type of cell G to the ''Suitable neighbour cell''. 
Set the cell type of cell H to the ''Suitable neighbour cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''Tracking area not allowed'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G and H?
	-->
	ATTACH REQUEST
	2
	F

	6
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?
	-->
	ATTACH REQUEST
	1
	F

	8
	Set the cell type of cell A to the '' Non-Suitable cell ''.
Set the cell type of cell M to the ''Serving cell''. 
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell M?
	-->
	ATTACH REQUEST
	3
	F

	10
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell M to the ''Non-Suitable cell ''.

	-
	-
	-
	-

	11
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G including a PDN CONNECTIVITY REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	4
	P

	12
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	13
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	14
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	15
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 15Aa1 to 15Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	15Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	15Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	16
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	17
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	The UE is switched off.
	-
	-
	-
	-

	20
	The UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	21
	The following messages are sent and shall be received on cell A.
	-
	-
	-
	-

	22
	Set the cell type of cell A to the '' Serving cell''. 
Set the cell type of cell G to the '' Non-Suitable cell''.

	-
	-
	-
	-

	23
	The UE is powered up or switched on.
	-
	-
	-
	-

	24
	The UE transmits ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN. 
	-->
	ATTACH REQUEST
	5
	P

	25
	The SS sends ATTACH REJECT message.
	<--
	ATTACH REJECT
	-
	-

	26
	The SS releases the RRC connection.
	-
	-
	-
	-


9.2.3.1.16.3.3
Specific message contents
Table 9.2.3.1.16.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-7
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN


Table 9.2.3.1.16.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00001100'B
	#12 ''Tracking area not allowed''
	


Table 9.2.3.1.16.3.3-3: Message ATTACH REQUEST (step 11, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	

	Old P-TMSI signature
	Not present
	
	pc_GERAN or pc_UTRAN

	Last visited registered TAI
	Not present
	
	


Table 9.2.3.1.16.3.3-4: Message ATTACH ACCEPT (step 16, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	TAI list
	
	
	

	    Number of elements
	'00001'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	PLMN= MCC/02

TAC 1=1
	''MCC is set to the same MCC stored in EFIMSI'' 

''TAI-7''
	

	GUTI
	GUTI-7
	
	


Table 9.2.3.1.16.3.3-5: Message ATTACH REQUEST (step 24, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-7
	
	

	Last visited registered TAI
	TAI-7
	
	


Table 9.2.3.1.16.3.3-6: Message ATTACH REJECT (step 25, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2.3

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00001100'B 
	#12 "Tracking area not allowed" 
	


9.2.3.1.17
Normal tracking area update / Rejected / Roaming not allowed in this tracking area
9.2.3.1.17.1
Test Purpose (TP)

(1)

with { the UE has sent TRACKING AREA UPDATE REQUEST message }

ensure that {

  when { the UE receives TRACKING AREA UPDATE REJECT message with the reject cause set to "roaming not allowed in this tracking area" }

    then { the UE sets the EPS update status to EU3 ROAMING NOT ALLOWED and the UE deletes the last visited registered TAI and the UE enters the state EMM-REGISTERED.PLMN-SEARCH and the UE stores the current TAI in the list of "forbidden tracking areas for roaming" }

            }

(2)

with { the UE is in EMM-REGISTERED.PLMN-SEARCH state and the current TAI in the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the serving cell belongs to TAI where UE was rejected }

    then { the UE does not attempt to send TRACKING AREA UPDATE REQUEST message }

            }

(3)

with { the UE is in EMM-REGISTERED.PLMN-SEARCH state and the TAI of the current cell belongs to the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the UE enters a cell belonging to same PLMN and TAI not in the list of "forbidden tracking areas for roaming"}

    then { the UE sends TRACKING AREA UPDATE REQUEST message }

            }
(4)

with { the UE is in EMM-REGISTERED.PLMN-SEARCH state and the TAI of the current cell belongs to the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the UE enters a cell belonging to another PLMN }

    then { the UE sends TRACKING AREA UPDATE REQUEST message }

            }

(5)

with { the UE, which A/Gb mode or Iu mode is supported by the UE, in EMM-DEREGISTERED.PLMN-SEARCH state and the list of "forbidden tracking areas for roaming" contains more than one TAI }

ensure that {

  when { the UE move to UTRAN or GERAN cell }
    then { the UE sends ROUTING AREA UPDATE REQUEST message }

9.2.3.1.17.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.2.5.

[TS 24.301, clause 5.5.3.2.5]
If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.

...

#13
(Roaming not allowed in this tracking area);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete the list of equivalent PLMNs. The UE shall reset the tracking area updating attempt counter and shall change to state EMM-REGISTERED.PLMN-SEARCH.


The UE shall store the current TAI in the list of "forbidden tracking areas for roaming" and shall remove the current TAI from the stored TAI list if present.


The UE shall perform a PLMN selection according to 3GPP TS 23.122 [6].


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.

...

9.2.3.1.17.3
Test description

9.2.3.1.17.3.1
Pre-test conditions

System Simulator:

-
Cell G, Cell H and Cell I are configured according to Table 6.3.2.2-1 in [18].

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Serving cell''

-
Cell H belongs to TAI-8(visited PLMN, another TAC) and is set to ''Non- Suitable cell''

-
Cell I belongs to TAI-9(visited PLMN, another PLMN) and is set to ''Non-Suitable cell''

-
PLMN in Cell G, Cell H and Cell I are not HPLMN of the UE.

-
If pc_UTRAN, Cell 5;

-
If NOT pc_UTRAN and pc_GERAN, Cell 24. 

- Cell 5 and Cell 24 belong to RAI-8 (visited PLMN) as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

-
System information indicate that NMO 1 is used

UE:
- 
The UE is configured to initiate EPS attach.


Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell G according to [18].
9.2.3.1.17.3.2
Test procedure sequence
Table 9.2.3.1.17.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message in the next 30 seconds on cell H?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 2
	F

	6
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	7
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message in the next 30 seconds on cell G?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 3
	P

	8
	The SS transmits TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	9
	The SS releases the RRC connection.
	
	
	
	

	10
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.

Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 11a1 to 11a3 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	11a1
	Check: Does the UE transmit ROUTING AREA UPDATE  REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ROUTING AREA UPDATE REQUEST
	5
	P

	11a2
	The SS transmits a ROUTING AREA UPDATE REJECT message with cause = '' Roaming not allowed in this tracking area '' as specified.
	<--
	ROUTING AREA UPDATE REJECT
	-
	-

	11a3
	The SS releases the RRC connection.
	
	
	
	

	12
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell I to the ''Serving cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	13
	Check: Does the UE transmit TRACKING AREA REQUEST message in the next 30 seconds on cell I?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 4
	P

	14
	The SS sends TRACKING AREA ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	15
	The UE transmits TRACKING AREA COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


9.2.3.1.17.3.3
Specific message contents

Table 9.2.3.1.17.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, 7 and 13, Table 9.2.3.1.17.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-7
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN


Table 9.2.3.1.17.3.3-2: TRACKING AREA UPDATE REJECT (step 3 and 8, Table 9.2.3.1.17.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1101'B
	Roaming not allowed in this tracking area
	


9.2.3.1.18
Normal tracking area update / Rejected / EPS services not allowed in this PLMN
9.2.3.1.18.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to 'EPS services not allowed in this PLMN' }

    then { UE deletes the GUTI, the last visited registered TAI and KSI and UE deletes the list of equivalent PLMNs and UE enters state EMM-DEREGISTERED.PLMN-SEARCH and UE stores the PLMN in the "forbidden PLMNs for GPRS service" }
(2)

with { UE in E-UTRA EMM-DEREGISTERED.PLMN-SEARCH state and a PLMN is stored in the "forbidden PLMNs for GPRS service" }

ensure that {

  when { UE enters a cell which is in the "forbidden PLMNs for GPRS service" }

    then { UE doesn’t perform an attach procedure }

            }

(3)

with { UE in EMM-DEREGISTERED.PLMN-SEARCH state and a PLMN is stored in the "forbidden PLMNs for GPRS service" }

ensure that {

  when { UE enters a cell which is not in the "forbidden PLMNs for GPRS service" }

    then { UE initiates an attach procedure }

            }

(4)

with { UE is switched off and a PLMN is stored in the 'forbidden PLMNs for GPRS service' }

ensure that {

  when { UE is power ON in a cell with forbidden PLMNs for GPRS service }

    then { UE initiates an attach procedure }

9.2.3.1.18.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.2.5.

[TS 24.301, clause 5.5.3.2.5]
If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.

...

#14
(EPS services not allowed in this PLMN);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3). Furthermore the UE shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-DEREGISTERED.PLMN-SEARCH.


The UE shall store the PLMN identity in the "forbidden PLMNs for GPRS service" list.


The UE shall perform a PLMN selection according to 3GPP TS 23.122 [6]. 
If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.
...
9.2.3.1.18.3
Test description

9.2.3.1.18.3.1
Pre-test conditions

System Simulator:

-
Cell G, Cell H and Cell I are configured according to Table 6.3.2.2-1 in [18].

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Serving cell''

-
Cell H belongs to TAI-8(visited PLMN, another TAC) and is set to ''Non- Suitable cell''

-
Cell I belongs to TAI-9(visited PLMN, another PLMN) and is set to ''Non-Suitable cell''

-
PLMN in Cell G, Cell H and Cell I are not HPLMN of the UE.

-
If pc_UTRAN, Cell 5;

-
If NOT pc_UTRAN and pc_GERAN, Cell 24. 

-
 Cell 5 and Cell 24 belong to RAI-8 (visited PLMN) as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

-
System information indicate that NMO 1 is used

UE:
- 
The UE is configured to initiate EPS attach.


Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell G according to [18].
9.2.3.1.18.3.2
Test procedure sequence

Table 9.2.3.1.18.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''EPS services not allowed in this PLMN'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell H?
	-->
	ATTACH REQUEST
	1
	F

	6
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	9
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.

Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 10a1 to 10a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	10a1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	10a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	
	The following messages are sent and shall be received on cell I.
	-
	-
	-
	-

	11
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell I to the ''Serving cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	12
	Check: Does the UE send ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN? 
	-->
	ATTACH REQUEST
	3
	P

	13
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	14
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	15
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	16
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 17a1 to 17a2 describe behaviour that depends on UE configuration;

the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	17a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	17a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	18
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 19 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	
	
	
	

	19
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	20
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	The UE is switched off.
	-
	-
	-
	-

	22
	The UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	
	The following messages are sent and shall be received on cell G.
	
	
	
	

	23
	Set the cell type of cell G to the '' Serving cell''. 
Set the cell type of cell I to the '' Non-Suitable cell''.
Note: Cell G belongs to the forbidden PLMNs for GPRS service. 
	
	
	
	

	24
	The UE is powered up or switched on.
	-
	-
	-
	-

	25
	Check: Does the UE send ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN? 
	-->
	ATTACH REQUEST
	4
	P

	26
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	27
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	28
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	29
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 30a1 to 30a2 describe behaviour that depends on UE configuration;

the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	30a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	30a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	31
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 32 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	
	
	
	

	32
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	33
	The SS releases the RRC connection.
	-
	-
	-
	-


9.2.3.1.18.3.3
Specific message contents
Table 9.2.3.1.18.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.1.18.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-7
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	pc_GERAN or pc_UTRAN


Table 9.2.3.1.18.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.18.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'0001 0000'B
	#16 '' EPS services not allowed in this PLMN ''
	


Table 9.2.3.1.18.3.3-3: Message ATTACH REQUEST (step 12, Table 9.2.3.1.18.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	

	Last visited registered TAI
	Not present
	
	


Table 9.2.3.1.18.3.3-4: Message ATTACH ACCEPT (step 18, Table 9.2.3.1.18.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	TAI list
	
	
	

	    Number of elements
	'00001'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	PLMN= 002/101

TAC 1=1
	''TAI-9''
	

	GUTI
	GUTI-9
	
	


Table 9.2.3.1.18.3.3-5: Message ATTACH REQUEST (step 25, Table 9.2.3.1.18.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-9
	
	

	Last visited registered TAI
	TAI-9
	
	


9.2.3.1.19
Normal tracking area update / Rejected / No suitable cells in tracking Area
9.2.3.1.19.1
Test Purpose (TP)

(1)

with { UE is sending a TRACKING AREA UPDATE REQUEST message}

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'No Suitable Cells In tracking area' }

    then { UE selects a suitable cell in another tracking area in the same PLMN and performs the tracking area updating procedure and UE does not select a suitable cell in another PLMN}

            }

9.2.3.1.19.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.2.5.

[TS 24.301, clause 5.5.3.2.5]
If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
...

#15
(No suitable cells in tracking area);

The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3). The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-REGISTERED.LIMITED-SERVICE.


The UE shall store the current TAI in the list of "forbidden tracking areas for roaming" and shall remove the current TAI from the stored TAI list if present.


The UE shall search for a suitable cell in another tracking area or in another location area in the same PLMN according to 3GPP TS 36.304 [21].


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the GMM parameters GMM state, GPRS update status and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the normal routing area updating procedure is rejected with the GMM cause with the same value.

...

9.2.3.1.19.3
Test description

9.2.3.1.19.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B, Cell C and Cell G are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

-
Cell B belongs to TAI-2(home PLMN) and is set to ''Non- Suitable cell''

-
Cell C belongs to TAI-3(home PLMN) and is set to ''Non- Suitable cell''.

-
Cell G belongs to TAI-7(visited PLMN) and is set to ''Non- Suitable cell''.
UE:

- 
The UE is configured to initiate EPS attach.


Preamble:
-
The UE is in state Registered, Idle mode (state 2) Cell A according to [18].
9.2.3.1.19.3.2
Test procedure sequence
Table 9.2.3.1.19.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". 
Set the cell type of Cell B to the "Serving cell". Set the cell type of Cell C to the "Suitable neighbour cell".
Set the cell type of Cell G to the " Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'No Suitable Cells In tracking area'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell C.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


9.2.3.1.19.3.3
Specific message contents

Table 9.2.3.1.19.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.19.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1111'B
	No Suitable Cells In tracking area
	


Table 9.2.3.1.19.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 5, Table 9.2.3.1.19.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-1
	
	


9.2.3.1.23
Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / TA does not belong to TAI list or status is not UPDATED

9.2.3.1.23.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Periodic updating' and has the tracking area updating attempt counter set to the value less than four, the TAI of the current serving cell is included in the TAI list and the update status is equal to EU1 UPDATED }

ensure that {
  when { UE detects release of the NAS signalling connection }

    then { UE keeps the update status to EU1 UPDATED, enters state EMM-REGISTERED.NORMAL-SERVICE and starts timer T3411 }
            }
(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Periodic updating', has the tracking area updating attempt counter set to the value less than four, has detected T3430 expiry, the TAI of the current serving cell is included in the TAI list and the update status is equal to EU1 UPDATED }

ensure that {
  when { UE detects T3411 expiry }

    then { UE initiates the tracking area updating procedure }
            }
(3)
with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'TA updating' and has the tracking area updating attempt counter set to the value less than four and the TAI of the current serving cell is not included in the TAI list or the update status is different to EU1 UPDATED }

ensure that {
  when { UE detects release of the NAS signalling connection }
    then { UE starts timer T3411, sets the update status to EU2 NOT UPDATED and changes to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE }
            }
(4)
with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'TA updating', has the tracking area updating attempt counter set to the value less than four, has detected T3430 expiry and the TAI of the current serving cell is not included in the TAI list or the update status is different to EU1 UPDATED }

ensure that {
  when { UE detects T3411 expiry }

    then { UE initiates the tracking area updating procedure }
            }
9.2.3.1.23.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.1 and 5.5.3.2.6.

[TS 24.301, clause 5.5.3.1]
...

A tracking area updating attempt counter is used to limit the number of subsequently rejected tracking area update attempts. The tracking area updating attempt counter shall be incremented as specified in subclause 5.5.3.2.6. Depending on the value of the tracking area updating attempt counter, specific actions shall be performed. The tracking area updating attempt counter shall be reset when:

-
an attach or combined attach procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is successfully completed; or

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is rejected with EMM cause #11, #12, #13, #14, #15 or #25.

Additionally the tracking area updating attempt counter shall be reset when the UE is in substate EMM-REGISTERED.ATTEMPTING-TO-UPDATE or EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM, and:

-
a new tracking area is entered; or

-
timer T3402 expires.

[TS 24.301, clause 5.5.3.2.6]

The following abnormal cases can be identified:

...

b)
Lower layer failure or release of the NAS signalling connection before the TRACKING AREA UPDATE ACCEPT or TRACKING AREA UPDATE REJECT message is received


The tracking area updating procedure shall be aborted, and the UE shall proceed as described below.

c)
T3430 timeout


The UE shall abort the procedure and proceed as described below. The NAS signalling connection shall be released locally.

...

For the cases b, c, d, e, and f, the UE shall stop any ongoing transmission of user data.

For the cases b, c and d the UE shall proceed as follows:


Timer T3430 shall be stopped if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is included in the TAI list and the EPS update status is equal to EU1 UPDATED:

-
the UE shall keep the EPS update status to EU1 UPDATED and enter state EMM-REGISTERED.NORMAL-SERVICE. The UE shall start timer T3411. When timer T3411 expires the tracking area updating procedure is triggered again.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is not included in the TAI list or the EPS update status is different to EU1 UPDATED:

-
the UE shall start timer T3411, shall set the EPS update status to EU2 NOT UPDATED and change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE. When timer T3411 expires the tracking area updating procedure is triggered again.



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is less than 5 and the GPRS update status is different from GU1 UPDATED.
...

9.2.3.1.23.3
Test description

9.2.3.1.23.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B.

UE:

- 
The UE is configured to initiate EPS attach.


Preamble:
-
The UE is in state Switched OFF (state 1) according to [18].

9.2.3.1.23.3.2
Test procedure sequence

Table 9.2.3.1.23.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "Serving cell". Set the cell type of Cell B to the "non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	2
	The UE is powered on or switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message. The PDN CONNECTIVITY REQUEST message is piggybacked in ATTACH REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	5
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	6
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	7
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 8a1 to 8a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred after NAS SECURITY MODE COMPLETE message.
	-
	-
	-
	-

	8a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	8a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	9
	The SS responds with an ATTACH ACCEPT message with the T3412 value indicating 6 min. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 10 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	10
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.

NOTE: The tracking area updating attempt counter is reset.
	-->
	ATTACH COMPLETE
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	13
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	14
	The SS releases the RRC connection.
NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	15
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	16
	Check: Does the UE transmit a SERVICE REQUEST message?
	-->
	SERVICE REQUEST
	1
	P

	17
	The UE transmit a SERVICE REJECT message with EMM cause set to "Congestion".
	<--
	SERVICE REJECT
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	Wait for 10s after step 13 to ensure that T3411 expires.
	-
	-
	-
	-

	20
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	21
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
NOTE: The tracking area updating attempt counter is reset.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	22
	The SS releases the RRC connection.
	-
	-
	-
	-

	23
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	24
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	25
	The SS releases the RRC connection.
NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	26
	Make the UE initiate an outgoing call.
	-
	-
	-
	-

	27
	Check: Does the UE transmit a SERVICE REQUEST message within 5s?
	-->
	SERVICE REQUEST
	3
	F

	28
	Wait for 10s after step 24 to ensure that T3411 expires.
	-
	-
	-
	-

	29
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	30
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	31
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.

NOTE: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	32
	The SS releases the RRC connection.
	-
	-
	-
	-


9.2.3.1.23.3.3
Specific message contents

Table 9.2.3.1.23.3.3-1: Message ATTACH ACCEPT (step 9, Table 9.2.3.1.23.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-1

	Information Element
	Value/remark
	Comment
	Condition

	T3412 value
	
	6 minutes
	

	  Timer value
	'0 0001'B
	
	

	  Unit
	'010'B
	value is incremented in multiples of decihours
	

	GUTI
	GUTI-1
	
	


Table 9.2.3.1.23.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 13 and step 20, Table 9.2.3.1.23.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.23.3.3-3: Message TRACKING AREA UPDATE ACCEPT (step 21, Table 9.2.3.1.23.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	


Table 9.2.3.1.23.3.3-4: Message TRACKING AREA UPDATE REQUEST (step 24, Table 9.2.3.1.23.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.23.3.3-5: Message TRACKING AREA UPDATE REQUEST (step 29, Table 9.2.3.1.23.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  "Active" flag
	Any allowed value
	The UE may set this flag due to failing SERVICE REQUEST procedure.
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.23.3.3-6: Message TRACKING AREA UPDATE ACCEPT (step 30, Table 9.2.3.1.23.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24, condition TA_only

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	


9.2.3.1.24
Void
9.2.3.1.25
Normal tracking area update / Abnormal case / Failure after 5 attempts due to no network response

9.2.3.1.25.1
Test Purpose (TP)
(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message and has the tracking area updating attempt counter set to four }

ensure that {
  when { UE detects release of the NAS signalling connection }

    then { UE starts timer T3402, sets the update status to EU2 NOT UPDATED, changes to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection }
            }
9.2.3.1.25.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.1 and 5.5.3.2.6.

[TS 24.301, clause 5.5.3.1]
...

A tracking area updating attempt counter is used to limit the number of subsequently rejected tracking area update attempts. The tracking area updating attempt counter shall be incremented as specified in subclause 5.5.3.2.6. Depending on the value of the tracking area updating attempt counter, specific actions shall be performed. The tracking area updating attempt counter shall be reset when:

-
an attach or combined attach procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is successfully completed; or

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is rejected with EMM cause #11, #12, #13, #14, #15 or #25.

Additionally the tracking area updating attempt counter shall be reset when the UE is in substate EMM-REGISTERED.ATTEMPTING-TO-UPDATE or EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM, and:

-
a new tracking area is entered; or

-
timer T3402 expires.

[TS 24.301, clause 5.5.3.2.6]

The following abnormal cases can be identified:

...

b)
Lower layer failure or release of the NAS signalling connection before the TRACKING AREA UPDATE ACCEPT or TRACKING AREA UPDATE REJECT message is received

The tracking area updating procedure shall be aborted, and the UE shall proceed as described below.

...

For the cases b, c, d, e, and f, the UE shall stop any ongoing transmission of user data.

For the cases b, c and d the UE shall proceed as follows:


Timer T3430 shall be stopped if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.

...


If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is equal to 5.
9.2.3.1.25.3
Test description

9.2.3.1.25.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B and Cell G.

UE:

- 
The UE is configured to initiate EPS attach.


Preamble:
-
The UE is in state Switched OFF (state 1) according to [18].

9.2.3.1.25.3.2
Test procedure sequence

Table 9.2.3.1.25.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "Serving cell". Set the cell type of Cell B to the "non-Suitable cell".
Set the cell type of Cell G to the "non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	2
	The UE is powered on or switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message. The PDN CONNECTIVITY REQUEST message is piggybacked in ATTACH REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	5
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	6
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	7
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 8a1 to 8a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred after NAS SECURITY MODE COMPLETE message.
	-
	-
	-
	-

	8a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	8a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	9
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 10 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	10
	The UE transmit an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.

NOTE 1: The tracking area updating attempt counter is reset.
	-->
	ATTACH COMPLETE
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	13
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	14
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 2: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	15
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	16
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 3: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	17
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	18
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 4: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	19
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	20
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 5: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	21
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	22
	The SS releases the RRC connection.
NOTE 6: The tracking area updating attempt counter is 5.
	-
	-
	-
	-

	23
	Wait for 12 min to ensure that T3402 expires.
	-
	-
	-
	-

	24
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?

NOTE 7: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	25
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	26
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	27
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
NOTE 8: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	28
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 9: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	29
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	30
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 10: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	31
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	32
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 11: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	33
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	34
	Wait for 30s to ensure that T3430 and T3411 expire.

NOTE 12: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	35
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	36
	The SS releases the RRC connection.
NOTE 13: The tracking area updating attempt counter is 5 and reset.
	-
	-
	-
	-

	37
	Set the cell type of Cell B to the "non-Suitable cell". Set the cell type of Cell G to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell G.
	-
	-
	-
	-

	38
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	39
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	40
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


9.2.3.1.25.3.3
Specific message contents
Table 9.2.3.1.25.3.3-1: Message ATTACH ACCEPT (step 9, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-1

	Information Element
	Value/remark
	Comment
	Condition

	T3412 value
	
	6 minutes
	

	  Timer value
	'0 0001'B
	
	

	  Unit
	'010'B
	value is incremented in multiples of decihours
	

	GUTI
	GUTI-1
	
	


Table 9.2.3.1.25.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 13, step 15, step 17, step 19 and step 21, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.25.3.3-3: Message TRACKING AREA UPDATE REQUEST (step 24, step 27, step 29, step 31, step 33, step 35 and step 38, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.25.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 25, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	


Table 9.2.3.1.25.3.3-5: Message TRACKING AREA UPDATE ACCEPT (step 39, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-7
	
	


9.2.3.1.26
Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
9.2.3.1.26.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #95"semantically incorrect message" }

    then { the UE set the tracking area updating attempt counter to 5, start timer T3402, and perform tracking area updating on the expiry of timers T3402}
(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #96" invalid mandatory information"  }

    then { the UE set the tracking area updating attempt counter to 5, start timer T3402, and perform tracking area updating on the expiry of timers T3402}
(3)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #97"message type non-existent or not implemented" }

    then { the UE set the tracking area updating attempt counter to 5, start timer T3402, and perform tracking area updating on the expiry of timers T3402}
(4)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #99"information element non-existent or not implemented" }

    then { the UE set the tracking area updating attempt counter to 5, start timer T3402, and perform tracking area updating on the expiry of timers T3402}
(5)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #111"protocol error, unspecified" }

    then { the UE set the tracking area updating attempt counter to 5, start timer T3402, and perform tracking area updating on the expiry of timers T3402}

9.2.3.1.26.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.6.

[TS24.301 clause5.5.3.2.6]
...
d)
TRACKING AREA UPDATE REJECT, other causes than those treated in subclause 5.5.3.2.5

Upon reception of the EMM causes #95, #96, #97, #99 and #111 the UE should set the tracking area updating attempt counter to 5. The UE shall proceed as described below.

If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].

9.2.3.1.26.3
Test description

9.2.3.1.26.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].
UE:

- 
The UE is configured to initiate EPS attach.

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
-
set timer T3402 value to 1 minute to shorten the whole TC execute time in ATTACH ACCEPT message when brought UE to state Registered, Idle Mode (state 2).

9.2.3.1.26.3.2
Test procedure sequence

Table 9.2.3.1.26.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #95"semantically incorrect message" as specified.(Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell B?.
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	8
	Set the cell type of cell B to the ''Non-Suitable cell''. 
Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	9
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	10
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause   #96" invalid mandatory information" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	13
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	14
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	15
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	17
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #97"message type non-existent or not implemented".(Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell B?
	-->
	TRACKING AREA UPDATE REQUEST
	3
	P

	20
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	21
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	22
	Set the cell type of cell B to the ''Non-Suitable cell''. 

Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	23
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	24
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #99"information element non-existent or not implemented" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	25
	The SS releases the RRC connection.
	-
	-
	-
	-

	26
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	27
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	28
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	29
	Set the cell type of cell A to the ''Non-Suitable cell''. 

Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	30
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	31
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #111"protocol error, unspecified" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	32
	The SS releases the RRC connection.
	-
	-
	-
	-

	33
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell B?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	34
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	35
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	Note:
Upon reception of TRACKING AREA UPDATE REJECT message with EMM causes #95, #96, #97, #99 and #111, timer T3402 shall be started


9.2.3.1.26.3.3
Specific message contents
Table 9.2.3.1.26.3.3-1: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01011111
	#95 "semantically incorrect message "
	


Table 9.2.3.1.26.3.3-2: Message TRACKING AREA UPDATE REJECT (step 10, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100000
	#96 " invalid mandatory information "
	


Table 9.2.3.1.26.3.3-3: Message TRACKING AREA UPDATE REJECT (step 17, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100001
	#97 " message type non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-4: Message TRACKING AREA UPDATE REJECT (step 24, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100011
	#99 " information element non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-5: Message TRACKING AREA UPDATE REJECT (step 31, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01101111
	#111 " protocol error, unspecified "
	


Table 9.2.3.1.26.3.3-6: Message TRACKING AREA UPDATE ACCEPT (step 6, 13, 20, 27, 34 of table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3402 value
	1 minute
	The default value is 12 minutes, use 1 minute to shorten the whole TC execute time
	


9.2.3.1.27
Normal tracking area update / Abnormal case / Change of cell into a new tracking area
9.2.3.1.27.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { cell change into a new tracking area occurs before the tracking area updating procedure is completed }

    then { UE abort the tracking area updating procedure and re-initiate it in the new tracking area immediately }
9.2.3.1.27.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.6.

[TS24.301 clause5.5.3.2.6]

The following abnormal cases can be identified:

…
e)
Change of cell into a new tracking area


If a cell change into a new tracking area occurs before the tracking area updating procedure is completed, the tracking area updating procedure shall be aborted and re-initiated immediately. The UE shall set the EPS update status to EU2 NOT UPDATED.

9.2.3.1.27.3
Test description

9.2.3.1.27.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B, Cell C are configured according to Table 6.3.2.2-1 in [18].
UE:
- 
The UE is configured to initiate EPS attach.

-
The test USIM contains GUTI-1 and TAI-1, and EPS update status is "EU1: UPDATED".

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.27.3.2
Test procedure sequence

Table 9.2.3.1.27.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.
Set the cell type of cell C to the “Non-Suitable cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	SS does not send TRACKING AREA UPDATE ACCEPT to the UE.
	-
	-
	-
	-

	4
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Non-Suitable cell''.
Set the cell type of cell C to the “Serving cell''.
Note: change of cell power level should happen before timer  T3430 expired.
	-
	-
	-
	-

	5
	UE initiates RRC connection establishment procedure on cell C.
	-
	-
	-
	-

	6
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message on cell C in the next 5 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	7
	SS responds with TRACKING AREA UPDATE ACCEPT message
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	8
	UE sends TRACKING AREA UPDATE COMPLETE
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


9.2.3.1.27.3.3
Specific message contents
Table 9.2.3.1.27.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, step 6, Table 9.2.3.1.27.3.2-1)
	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.27.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 7, 9.2.3.1.27.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-3
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	      MCC

      MNC

      TAC 1
	TAC =3

	''PLMN is set to the same MCC/MNC stored in EFIMSI'' 

''TAI-3''
	


9.2.3.1.28
Normal tracking area update / Abnormal case / Tracking area updating and detach procedure collision
9.2.3.1.28.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a DETACH REQUEST message before the tracking area updating procedure has been completed }

    then { the tracking area updating procedure shall be aborted and the detach procedure shall be progressed }
9.2.3.1.28.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.6.

[TS24.301 clause5.5.3.2.6]

The following abnormal cases can be identified:

…
f)
Tracking area updating and detach procedure collision


If the UE receives a DETACH REQUEST message before the tracking area updating procedure has been completed, the tracking area updating procedure shall be aborted and the detach procedure shall be progressed.

9.2.3.1.28.3
Test description

9.2.3.1.28.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B are configured according to Table 6.3.2.2-1 in [18].
UE:
- 
The UE is configured to initiate EPS attach.

-
The test USIM contains GUTI-1 and TAI-1, and EPS update status is "EU1: UPDATED".

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.28.3.2
Test procedure sequence

Table 9.2.3.1.28.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	SS does not send TRACKING AREA UPDATE ACCEPT to the UE.
	-
	-
	-
	-

	4
	The SS transmits a DETACH REQUEST message with Detach type = 're-attach not required' on Cell B.

Note: this message should be sent before timer T3430 expired.
	<--
	DETACH REQUEST
	-
	-

	5
	Check: Does The UE transmit a DETACH ACCEPT message on Cell B in the next 6 seconds?
Note: the default value for timer T3422 is 6 seconds
	-->
	DETACH ACCEPT
	1
	P

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	7
	Check: Does the test result of CALL generic 

procedure "Test procedure for no response to 

paging (for NAS testing)" defined in clause 6.4.2.5 of TS36.508 indicates that the UE 

does not respond to paging when paged with 

S-TMSI1 and with CN domain indicator set to 

"PS" on Cell B?
	-
	-
	1
	-


9.2.3.1.28.3.3
Specific message contents
Table 9.2.3.1.28.3.3-1: Message DETACH REQUEST (step 4, Table 9.2.3.1.28.3.2-1)
	Derivation path: 36.508 table 4.7.2-12

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	‘010’B
	“re-attach not required”
	

	EMM cause
	'00001100'B
	''Tracking area not allowed''
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