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9
Reporting of Channel State Information

9.1
General

Editor’s note: The following aspects are either missing or not yet determined:

· Testrequirements are undefined.

· The ACK/NACK bundling/multiplexing effect is not considered yet for TDD tests.
· 
· Testing procedure  for RI reporting is FFS.
[UNCHANGED TEXT SKIPPED]
9.2.1.2.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.2.1.2.3-1 as appropriate.
2.
The SS shall send PDSCH using the transport format according to CQI value 8 of Annex A.4 Table A.4-3 and keep it regardless of the wideband CQI value sent by the UE. The SS sends downlink MAC padding bits on the DL RMC. Continue transmission of the PDSCH until 2000 wideband CQI reports have been gathered. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI reports.
3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.
4.
If 1800 or more of the wideband CQI values are in the range (Median CQI - 1) ≤  Median CQI ≤ ( Median CQI + 1) then continue with step 5, otherwise fail the UE.
5.
The SS shall transmit the transport format according to the wideband median-CQI value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.
For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) ≤ 0.1 then goto step 6, otherwise goto step 7.
6.
The SS shall transmit the transport format according to the wideband median-CQI+1 value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 5 until 1000 filtered ACK+NACK responses are gathered. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK
If the ratio (NACK /ACK + NACK  ) > 0.1
then pass the UE and go to step 9, otherwise go to step 8.
7.
The SS shall transmit the transport format according to the wideband median-CQI-1 value and shall not react to the UE’s wideband CQI reports. For any PDSCH, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 5 until 1000 filtered ACK+NACK responses are gathered. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK
If the ratio (NACK /ACK + NACK  ) ≤ 0.1 
then pass the UE and go to step 9, otherwise go to step 8.

8.
If both the SNR points haven’t been tested, repeat the same procedure (steps 1 to 7) for the other SNR point. Otherwise Fail the UE.
9.
Repeat the same procedure (steps 1 to 8 ) with test conditions according to the table 9.2.1.2.3-1 for Test 2.
[UNCHANGED TEXT SKIPPED]
9.2.2.2.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.2.2.2.3-1 as appropriate.
2.
The SS shall send PDSCH including two codewords with spatial multiplexing both using the transport format according to CQI value 8 of Annex A.4 Table A.4-3 and keep them regardless of the wideband CQI value sent by the UE. The SS sends downlink MAC padding bits on the DL RMC. The SS shall use a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. Continue transmission of the PDSCH until 2000 wideband and wideband spatial differential CQI reports have been gathered. In this process the SS collects wideband and wideband spatial differential CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband and wideband spatial differential CQI reports respectively.

3.
From each wideband CQI report, wideband CQI0 is defined as Wideband CQI of codeword #0 and wideband CQI1 is calculated according to clause 9.2.2.2.3. Set up a relative frequency distribution for the wideband CQI-values, reported. Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side) for each codewords. Wideband Median CQI0 is based on the wideband CQI0 and wideband median CQI1 is based on the wideband CQI1.
4.
If 1800 or more of the wideband CQI1 values are in the range (Median CQI1 - 1) ≤  Median CQI ≤ ( Median CQI1 + 1) then continue with step 5, otherwise fail the UE.
5.
The SS shall transmit PDSCH including two codewords with spatial multiplexing where the transport format of codeword #0 is according to the wideband  median- CQI0– 1 and the transport format of codeword #1 is according to the wideband median CQI1– 1. The SS sends downlink MAC padding bits on the DL RMC. The SS shall not react to the any wideband CQI reports from UE and shall use a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses for each codewords respectively. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses for each codewords reaches 1000.
If the ratio (NACK /ACK + NACK  ) ≤ 0.1 
then PASS the UE,and go to step 8, otherwise go to step 7.
6.
The SS shall transmit PDSCH including two codewords with spatial multiplexing where the transport format of codeword #0 is according to the wideband median-CQI0 + 1 and the transport format of codeword #1 is according to the wideband median-CQI1 + 1. The SS sends downlink MAC padding bits on the DL RMC.  The SS shall not react to the any wideband CQI reports from UE and shall use a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses for each codewords respectively. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses for each codewords reaches 1000.
If the ratio (NACK /ACK + NACK  ) (  0.1 
then PASS the UE and go to step 8, otherwise go to step 7.
7.
If both the SNR points haven’t been tested, repeat the same procedure (steps 1 to 7) for the other SNR point. Otherwise Fail the UE.

8.
Repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.2.2.2.3-1 for Test 2.
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