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4.4.1.5
Test requirement

Tables 4.4.1.4.1-1, 4.4.1.5-1 and 4.4.1.5-2 defines the primary level settings including test tolerances for E-UTRAN FDD to GSM cell re-selection test case.

Table 4.4.1.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.1.2 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dB
	9 + TT
	-4 + TT



	RSRP
	dBm/15 KHz
	-89 + TT
	-102 + TT
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	dB
	9 + TT
	-4 + TT



	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	44

	Threshx, low Note 2
	dB
	24

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
This refers to Threshx, low which is included in E-UTRA system information, and is a threshold for GSM target cell.


Table 4.4.1.5-2: Cell Specific Test requirement Parameters for Cell 2 GSM cell

	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90 + TT
	-75 + TT

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay test requirement in this case is expressed as:

Cell re-selection delay = 4 * TmeasureGSM + TBCCH
TmeasureGSM = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.3

TBCCH = 1.9 s; maximum time allowed to read the BCCH data from GSM cell, when being synchronized to a BCCH carrier; as specified in TS 45.008 [15] clause 6.2 

The cell re-selection delay shall be less than a total of 27.9 seconds in this test case (note: this gives a total of 26 seconds for the TmeasureGSM calculation plus 1.9 s for TBCCH but the test allows 27.9  seconds).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
<Skip>

4.4.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA TDD carrier and twelve GSM cells. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Cell 1 and Cell 2 belong to different tracking areas. By the end of T1, the UE has identified BSIC on the GSM BCCH carrier of Cell 2 but the signal levels do not meet the re-selection criterion. At the start of T2, the signal levels change such that Cell 2 meets the re-selection criterion. The GSM layer is configured at a lower priority than the serving E-UTRA TDD layer.

<Skip>

4.4.2.5
Test requirement

Tables 4.4.2.4.1-1, 4.4.2.5-1 and 4.4.2.5-2 defines the primary level settings including test tolerances for E-UTRAN TDD to GSM cell re-selection test case.

Table 4.4.2.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN TDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140
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	-98

	
[image: image5.wmf]oc

s

N

Ê


	dB
	9+TT
	-4+TT

	RSRP
	dBm/15 KHz
	-89+TT
	-102+TT
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	dB
	9+TT
	-4+TT

	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent

	Threshserving, low
	dB
	44

	Threshx, low (Note 2)
	dB
	24

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
This refers to Threshx, low   which is included in E-UTRA system information, and is a threshold for GSM target cell.


Table 4.4.1.5-2: Cell Specific Test requirement Parameters for Cell 2 GSM cell
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90+TT
	-75+TT

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2.
<Skip>

4.5.1.1.5
Test requirement
Tables 4.5.1.1.5-1 and 4.5.1.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD – HRPD cell re-selection test (HRPD cell is of lower priority).

Table A.4.5.1.1.5-1: Cell Specific Test Parameters for E-UTRAN FDD (Cell # 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.1.2 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	RSRP
	dBm/15 KHz
	-89 + TT
	-100+ TT 
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	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	Not sent 

	cellReselectionPriority
	-
	1

	Qrxlevmin
	   dBm
	-140

	Qrxlevminoffset
	dB
	0

	Pcompensation
	dB
	0

	SServingCell
	dB
	51
	40

	Threshserving, low
	dB
	43

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<Skip>
5.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14.
2. The general test parameter settings are set up according to Table 5.1.2.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 5.1.2.4.3.

5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 5.1.2.4.1-1: General Test Parameters for E-UTRAN TDD/TDD Intra Frequency Handover case
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in Annex A

	PCFICH/PDCCHPHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in Annex A

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3 
	Synchronous cells
3(s or 92*Ts

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	



	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	
	
	
	
	
	
	

	

	
	

	
	
	
	
	
	
	
	

	
	
	

	


5.1.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The start of T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3.

2. Set the parameters according to T1 in Table 5.1.2.5-1. The SS sends downlink MAC padding bits according to Annex A.1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.2.5-1.
6. UE shall transmit a MeasurementReport message triggered by Event A3.
7. SS shall transmit an RRCConnectionReconfiguration message implying handover to Cell 2.

8. The start of T3 is the instant when the last TTI containing the RRC Connection reconfiguration message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.1.2.1.5-1.

9. The UE shall transmit RRCConnectionReconfigurationComplete message.

10. If the UE transmits the uplink PRACH channel to Cell 2 less than [45 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

11. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

12. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop.

13.
Repeat step 1-12 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

5.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: [FFS].

5.1.2.5
Test requirement

Tables 5.1.2.4.1-1 and 5.1.2.5-1 define the primary level settings including test tolerances for E-UTRAN TDD/TDD Intra Frequency Handover test. 

Table 5.1.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD/TDD Intra Frequency Handover case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in TS 36.133 [4] A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 
	dB
	
	

	OCNG_RBNote 
	dB
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	dB
	8 + TT
	-3.3 + TT
	-3.3 + TT
	-Infinity
	2.36 + TT
	2.36 + TT
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	dBm/15 KHz
	-98
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	dB
	8 + TT
	8 + TT
	8 + TT
	-Infinity
	11 + TT
	11 + TT

	RSRP
	dBm/15 KHz
	-90 + TT
	-90 + TT
	-90 + TT
	- Infinity
	-87 + TT
	-87 + TT

	Propagation Condition 
	
	AWGN

	Note:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<Skip>
5.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14.
2. The general test parameter settings are set up according to Table 5.1.4.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 5.1.4.4.3.

5. There are two E-UTRA TDD carrier and one cell on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.1.4.4.1-1: General Test Parameters for E-UTRAN TDD/TDD Inter Frequency Handover case
	Parameter
	Unit
	Value
	Comment

	m
	
	DL Reference Measurement Channel R.0 TDD
	As specified in Annex A

	PCFICH/PDCCHPHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in Annex A

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	Ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3
	Synchronous cells
3(s or 92*Ts

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	



	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	
	
	
	
	
	
	

	

	
	

	
	
	
	
	
	
	
	

	
	
	

	


5.1.4.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The start of T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3.
2. Set the parameters according to T1 in Table 5.1.4.5-1. The SS sends downlink MAC padding bits according to Annex A.1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.4.5-1. 
6. UE shall transmit a MeasurementReport message triggered by Event A3.

7. SS shall transmit an RRCConnectionReconfiguration message implying handover to Cell 2. 
8. The start of T3 is the instant when the last TTI containing the RRC connection reconfiguration message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.1.3.5-1. 
9. The UE shall transmit RRCConnectionReconfigurationComplete message.

10. If the UE transmits the uplink PRACH channel to Cell 2 less than [45 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

11. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

12. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop.

13.
Repeat step 1-12 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 

5.1.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: [FFS].

5.1.4.5
Test requirement

Tables 5.1.4.4.1-1 and 5.1.4.5-1 define the primary level settings including test tolerances for E-UTRAN TDD/TDD Inter Frequency Handover test. 

Table 5.1.4.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD/TDD Inter Frequency Handover case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in TS 36.133 [4] A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote
	dB
	
	

	OCNG_RBNote
	dB
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	dB
	4 + TT
	4 + TT
	4 + TT
	-Infinity
	7 + TT
	7 + TT
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	dBm/15 KHz
	-98
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	dB
	4 + TT
	4 + TT
	4 + TT
	-Infinity
	7 + TT
	7 + TT

	RSRP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-94 + TT
	- Infinity
	-91 + TT
	-91 + TT

	Propagation Condition
	
	AWGN

	Note: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<Skip>
5.2.2.5
Test requirement

Tables 5.2.2.4.1-1, 5.2.2.5-1 and 5.2.2.5-2 define the primary level settings including test tolerances for E-UTRAN TDD – UTRAN FDD handover test. 

Table 5.2.2.5-1: Cell specific test parameters for E-UTRAN TDD (cell 1) for handover to UTRAN FDD (cell # 2)

	Parameter
	Unit
	Cell 1 (E-UTRAN)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD) 
	
	OP.1 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote 
	
	

	OCNG_RBNote 
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	dB
	0
	0
	0

	
[image: image21.wmf]oc

N


	dBm/15 kHz
	-98
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	dB
	0
	0
	0

	RSRP
	dBm/15 kHz
	-98
	-98
	-98

	Propagation Condition 
	
	AWGN

	Note:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<Skip>
5.2.4.5
Test requirement

Tables 5.2.4.4.1-1, 5.2.4.5-1 and 5.2.4.5-2 define the primary level settings including test tolerances for E-UTRAN TDD – UTRAN TDD handover test. 

Table 5.2.4.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN TDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	dB
	
	
	

	PSS_RB
	dB
	
	
	

	SSS_RB
	dB
	
	
	

	PCFICH_PA
	dB
	
	
	

	PHICH_PA
	dB
	
	
	

	PHICH_PB
	dB
	
	
	

	PDCCH_PA
	dB
	
	
	

	PDCCH_PB
	dB
	
	
	

	PDSCH_PA
	dB
	
	
	

	PDSCH_PB
	dB
	
	
	

	OCNG_RANote 
	dB
	
	
	

	OCNG_RBNote 
	dB
	
	
	

	
[image: image23.wmf]ot

s

I

Ê


	dB
	11+TT
	-3+TT
	-3+TT
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	dBm/15kHz
	-98
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	dB
	11+TT
	-3+TT
	-3+TT

	RSRP
	dBm/15kHz
	-87+TT
	-101+TT
	-101+TT

	SCH_RP
	dBm/15 kHz
	-87
	-101
	-101

	Propagation Condition 
	
	AWGN

	Note: 
OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<Skip>
5.2.6.5
Test requirement

Tables 5.2.6.4.1-1, 5.2.6.5-1 and 5.2.6.5-2 defines the primary level settings including test tolerances for E-UTRAN TDD to GSM handover test case.

Table 5.2.6.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN TDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1, T2
	T3

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.2  TDD)
	
	OP.1 TDD 
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_ RB 
	dB
	

	PSS_ RA
	dB
	

	SSS_ RA
	dB
	

	PCFICH_ RB
	dB
	

	PHICH_ RA
	dB
	

	PHICH_ RB
	dB
	

	PDCCH_ RA
	dB
	

	PDCCH_ RB
	dB
	

	PDSCH_ RA
	dB
	

	PDSCH_ RB
	dB
	

	OCNG_ RA Note
	dB
	

	OCNG_ RB Note
	dB
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	dB
	4 + TT

	
[image: image27.wmf]oc

N


	dBm/15 kHz
	-98 (AWGN)
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	dB
	4 + TT

	RSRP
	dBm/15kHz
	-94 + TT

	Propagation Condition 
	
	AWGN

	NOTE:
OCNG shall be used such that cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<Skip>
5.2.10.5
Test requirement

Tables 5.2.10.4.1-1, 5.2.10.5-1 and 5.2.10.5-2 define the primary level settings including test tolerances for E-UTRAN TDD to unknown UTRAN TDD cell  handover test. 

Table 5.2.10.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN TDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and in D.2.2(OP.2  TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_PA
	dB
	
	

	PHICH_PA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_PA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_PA
	dB
	
	

	PDSCH_PB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	3+ TT
	3+ TT
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	dBm/15kHz
	-98
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	dB
	3+ TT
	3+ TT

	RSRP
	dBm/15kHz
	-95+ TT
	-95+ TT

	SCH_RP
	dBm/15 kHz
	-95+ TT
	-95+ TT

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 5.2.10.5-2: Cell Specific Test requirement Parameters for Cell 2 UTRAN TDD cell
	Parameter
	Unit
	Cell 2 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel NumberNote1
	
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	dB
	-3
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	dB
	-infinity
	13+TT
	-infinity
	13+TT
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	dBm/1.28 MHz
	-80

	PCCPCH RSCP
	dBm
	-infinity
	-70+TT
	n.a.

	Propagation Condition 
	
	AWGN

	Note1:
In the case of multi-frequency cell, the UTRA RF Channel Number is the primary frequency’s channel number.
Note2:
P-CCPCH RSCP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<Skip>
8.5.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event B1 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2. 
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to T1 in Table’s 8.5.1.5-1 and 8.5.1.5-2. Propagation conditions are set according to Annex B clause B.2. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 8.5.1.5-1 and 8.5.1.5-2. 

6. UE shall transmit a MeasurementReport message triggered by Event B1. If the overall delay measured from the beginning of time period T2 is less than 4802 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

8. The SS shall set Cell 2 primary scambling code = ((current cell 2 primary scmbling code – 50) mod 200 + 100) for the next iteration of the test procedure loop. 

9. Repeat step 1-8 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
<Skip>

8.5.1.5
Test requirement

Tables 8.5.1.4.1-1, 8.5.1.5-1 and 8.5.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.5.1.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD event triggered reporting under fading propagation conditions 

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in D.1.1 (OP.1 FDD) 
	
	OP.1 FDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	4 + TT
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	dBm/15 kHz
	-98
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	dB
	4 + TT
	4 + TT

	RSRP
	dBm/15 kHz
	-94 + TT
	-94 + TT

	SCH_RP
	dBm/15 kHz
	-94 + TT
	-94 + TT

	Propagation Condition 
	
	ETU70

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


<Skip>

8.6.1.5
Test requirement

Tables 8.6.1.4.1-1, 8.6.1.5-1 and 8.6.1.5-2 define the primary level settings including test tolerances for E-UTRAN TDD – UTRAN FDD event triggered reporting under fading propagation conditions in synchronous cells test. 
Table 8.6.1.5-1: Cell specific test parameters for E-UTRAN TDD (cell # 1) for event triggered reporting of UTRAN FDD cell under fading propagation conditions

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD) 
	
	OP.1 TDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
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	dBm/15 kHz
	-98
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	dB
	4
	4

	RSRP
	dBm/15 kHz
	-94
	-94

	SCH_RP
	dBm/15 kHz
	-94
	-94

	Propagation Condition 
	
	ETU70

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


<Skip>
8.7.1.5
Test requirement

Tables 8.7.1.4.1-1, 8.7.1.5-1 and 8.7.1.5-2 define the primary level settings including test tolerances for E-UTRAN TDD – UTRAN TDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.7.1.5-1: Cell specific test parameters for cell search E-UTRA TDD to UTRA TDD test case (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	 BWchannel
	MHz
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD)
	
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_PA
	dB
	
	

	PHICH_PA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_PA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_PA
	dB
	
	

	PDSCH_PB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1 
	dB
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	dB
	9+TT
	9+TT
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	dBm/15kHz
	-98
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	dB
	9+TT
	9+TT

	RSRP
	dBm/15kHz
	-89+TT
	-89+TT

	SCH_RP
	dBm/15kHz
	-89+TT
	-89+TT

	Propagation Condition 
	
	ETU70

	Note 1: 
OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


<Skip>
8.7.2.5
Test requirement

The common test parameters are given in Tables 8.7.2.4.1-1, 8.7.2.5-1 and 8.7.2.5-2. DRX configuration for Test1 and Test2 are given in Table 8.7.2.5-3 and time alignment timer and scheduling request related parameters in Table 8.7.2.5-4.
Table 8.7.2.5-1: Cell specific test parameters for E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation conditions (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2.1 (OP.1 TDD)
	
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_PA
	dB
	
	

	PHICH_PA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_PA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_PA
	dB
	
	

	PDSCH_PB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1 
	dB
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	dB
	4+TT
	4+TT
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 Note 2
	dBm/15kHz
	-98
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	dB
	4+TT
	4+TT

	RSRP Note 3
	dBm/15kHz
	-94+TT
	-94+TT

	SCH_RP Note 3
	dBm/15kHz
	-94+TT
	-94+TT

	Propagation Condition 
	
	ETU70

	 Note 1: OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image46.wmf]oc
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 to be fulfilled.
Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<Skip>

8.9.1.5
Test requirement

Tables 8.9.1.4.1-1, 8.9.1.5-1 and 8.9.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD – UTRAN TDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.9.1.5-1: Cell specific test parameters for Event triggered reporting of UTRA TDD neighbours in fading propagation conditions (cell1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) 
	
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15KHz
	-98
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	dB
	4+TT
	4+TT

	RSRP
	dBm
	-94+TT
	-94+TT
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	dB
	4+TT
	4+TT

	P-SCH_RP
	dBm
	-94+TT

	S-SCH_RP
	dBm
	-94+TT

	Propagation Condition 
	
	ETU70

	Note 1: 
OCNG shall be used such that cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


<Skip>
8.11.4.5
Test requirement

Tables 8.11.4.5-1 and 8.11.4.5-2 define the primary level settings including test tolerances for two E-UTRAN TDD cells and one UTRAN FDD cell.
Table 8.11.4.5-1: Cell specific test parameters for combined E-UTRAN TDD inter-frequency and UTRA TDD cell search under fading propagation conditions(cell1 and cell2)

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4+TT
	4+TT
	-Infinity
	7+TT
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	dBm/15 kHz
	-98

	
	dB
	4+TT
	4+TT
	-Infinity
	7+TT

	RSRP
	dBm/15 kHz
	-94+TT
	-94+TT
	-Infinity
	-91+TT

	SCH_RP
	dBm/15 kHz
	-94+TT
	-94+TT
	-infinity
	-91+TT

	Propagation Condition
	
	AWGN
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE priori to the start of time period T2.
Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
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