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Introduction
This document provides a summary of CRs for LCR TDD (except LTE) to be presented in RAN5 meeting #47 signalling group. 

This summary will be presented in agenda item 6.3. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.
1.28Mcps TDD Improved L2 support for high data rates
	R5-103182
	Addition conditions in message RADIO BEARER SETUP and RRC CONNECTION SETUP for LCR TDD
	CATT

	R5-103171
	Addition LCR TDD contents in Improved L2 test case 7.1.7.1, 7.1.7.2 and 7.1.7.3
	CATT

	R5-103176
	Addition LCR TDD contents in Improved L2 test case 8.2.2.57
	CATT

	R5-103177
	Addition LCR TDD contents in Improved L2 test case 8.2.2.61
	CATT

	R5-103179
	Addition Generic test procedure of Improved L2 for LCR TDD
	CATT

	R5-103183
	Addition new test case 7.1.5a.5.4 of MAC-ehs transport block size selection for LCR TDD in RLC test cases for Improved L2 testing
	CATT

	R5-103283
	Addition of applicability for Enhanced 1.28Mcps TDD Improved L2 support for high data rates in LCR TDD testcases
	CATT


Enhanced CELL_FACH
Enhanced CELL_FACH
	R5-103172
	New Test Case to test Paging on HS-DSCH for notification of BCCH modification in CELL_PCH for LCR TDD
	CATT

	R5-103173
	 New Test Case to test Paging for Connection in connected mode (CELL_PCH) without legacy PCH configured for LCR TDD CATT          
	CATT

	R5-103175
	New Test Case to test RRC Connection Establishment for transition from Idle Mode to CELL_FACH: Success (Start of E
	CATT

	R5-103178  
	New Test Case to test Reselection between cell not supporting E
	CATT

	R5-103180  
	Addition Generic test procedure of Enhanced CELL_FACH for LCR TDD 
	CATT

	R5-103280  
	Addition of applicability for Enhanced CELL_FACH State in LCR TDD testcases
	CATT


1.28Mcps TDD Continuous Connectivity for packet data users
	R5-103689
	Introduction of RRC test case of SPS operation for 1.28Mcps TDD ZTE  
	ZTE

	R5-103690
	Introduction of RRC test case of Control Channel DRX operation for 1.28Mcps TDD
	ZTE

	R5-103433
	Addition of applicability for LCR TDD CPC test cases
	ZTE


MIMO in LCR TDD
	R5-103687
	Introduction of Radio Bearer test case for MIMO of 1.28Mcps TDD
	ZTE

	R5-103688
	Introduction of Recommended test case applicability for MIMO of 1.28Mcps TDD
	ZTE

	
	
	


TEIx_Test
	R5-103812  
	Addition band d and band e for LCR TDD in 34.108
	CATT

	R5-103170  
	Addition test condition and correction P-CCPCH RSCP in test cases 6.1.2.9a and 6.1.2.9b for LCR TDD
	CATT

	R5-103198  
	Addition of new test case 6.2.2.1a for 1.28M TDD 
	CMCC     

	R5-103199  
	Addition of new test case 6.2.2.5a for 1.28M TDD 
	CMCC     

	R5-103200  
	Modification of 8.2.2.4a 
	CMCC     

	R5-103203  
	Addition of new test case 8.3.9.1a for 1.28M TDD 
	CMCC

	R5-103204  
	Addition of new test case 8.3.9.2a for 1.28M TDD 
	CMCC

	R5-103206  
	Modification of test case 8.3.9.3 for 1.28M TDD 
	CMCC

	R5-103207  
	Addition of new test case 8.3.9.4a for 1.28M TDD 
	CMCC

	R5-103208  
	Addition of new test case 8.3.9.5a for 1.28M TDD 
	CMCC

	R5-103209  
	Modification of 8.3.9 for 1.28M TDD 
	CMCC

	R5-103691  
	Addition of new test case 8.2.2.36b for 1.28M TDD 
	CATR

	R5-103692  
	Addition of new test case 8.2.2.36c for 1.28M TDD 
	CATR

	R5-103693  
	Addition of new test case 8.2.3.30a for 1.28M TDD 
	CATR

	R5-103694  
	Addition of new test case 8.2.4.36b for 1.28M TDD 
	CATR

	R5-103695  
	Addition of new test case 8.2.4.36c for 1.28M TDD 
	CATR
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