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< Start of first changed section >
 8.2.3.30a
Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception) ( In a different frequency band) 
8.2.3.30a.1
Definition and applicability

Same conformance requirement as in clause 8.2.3.30 except that UE is support for different frequency band for TDD.

8.2.3.30a.2
Conformance requirement

Same conformance requirement as in clause 8.2.3.30.
8.2.3.30a.3
Test purpose

Same conformance requirement as in clause 8.2.3.30 except that UE can work in different frequency bands.

8.2.3.30a.4
Method of test
Same conformance requirement as in clause 8.2.3.30 except for Expected sequence
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RECONFIGURATION
	Stop of HS-DSCH reception

	2
	
	
	At the activation time, SS stops HS-DSCH transmission to the UE.

	3
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	4
	(
	RADIO BEARER RECONFIGURATION
	Start of HS-DSCH reception

	5
	
	
	At the activation time, SS resumes HS-DSCH transmission to the UE.

	6
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.

	
	
	
	UE will run test procedure for 2 kinds of condition. The first,. primary carrier and the secondary carriers of the UE work in same frequency band. Secondly,, primary carrier and the secondary carriers of the UE work in different frequency band.


8.2.3.30a.5
Test requirements

Same conformance requirement as in clause 8.2.3.30.
< End of first changed section >
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