Page 1



3GPP TSG-RAN WG5 Meeting #48 
(
R5-104260
Madrid, Spain, 23 – 27 August 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.521-3
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of test tolerances and system uncertainties for E-UTRAN FDD Random Access Tests

	
	

	Source to WG:
(

	ZTE, Anritsu

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	23/08/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The test tolerances and system uncertainties for tests 6.2.1: E-UTRAN FDD – Contention Based Random Access Test and 6.2.2: E-UTRAN FDD – Non-Contention Based Random Access Test are missing in this test.

	
	

	Summary of change:
(

	The following corrections need to be taken into account:

· The test requirements were modified to include the test tolerances values

· Removed the editor’s note stating that the test case is incomplete due to test system uncertainties and test tolerances applicable to this are undefined

· Modified test procedure to take into account test requirements that inlcude test tolerances

· Modified test requirements to define the uplink Timing error limit test requirements
· Added test system uncerfainties in Annex F.1.2

· Added Test Tolerance and derivation of Test requirements in Annex F.3.2



	
	

	Consequences if 
(

not approved:
	Tests 6.2.1 and 6.2.2 would remain incomplete and TTs would remain missing which is critical to system performance.

	
	

	Clauses affected:
(

	6.2.1, 6.2.2 , Annex F.1.2, Annex F.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	 
	 X
	 Test specifications
	 

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.2.1
E-UTRAN FDD – Contention Based Random Access Test


· 
· 
6.2.1.1
Test purpose

To verify that the UE behaviour of the random access procedure is according to the E-UTRAN FDD contention based random access requirements in an AWGN channel model and that the PRACH power settings and timing are within the specified limits.

--------------------------------------- NEXT CHANGED SECTION -------------------------------------------------------
6.2.1.4.2
Test procedure

The test consists of a single cell. The UE has a downlink PDSCH allocated centered on the center sub-carrier. The E-UTRAN shall not explicitly signal a Random Access Preamble ID to the UE.
1. Ensure the UE is in State 2A according to TS 36.508 [7] clause 4.5.2A.

2. Set the parameters according to Tables 6.2.1.5-1 and 6.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1. 

3. The UE shall establish a connection setup with SS, the random access procedure within the connection setup is used in the test.

4. Test 1: Correct behaviour when receiving random access response reception

4.1. In Test 1, the UE shall send the preamble to the SS. In response to the first 4 preambles, the SS shall transmit a random access response not corresponding to the transmitted random access preamble. 

4.2. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if all received random access response contain random access preamble identifiers that do not match the transmitted random access preamble.

4.3. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS. 

4.4. The UE shall consider this random access response reception successful and transmit the msg3.

4.5. Measure the power and timing of the first preamble, and it shall not exceed the values specified in Tables 6.2.1.5-3 and 6.2.1.5-5. Measure the relative power and timing applied to additional preambles (last 4 preambles) and it shall not exceed the values specified in Tables 6.2.1.5-4 and 6.2.1-5-5.

5. Test 2: Correct behaviour when not receiving random access response reception

5.1. Repeat step 1-3.

5.2. In Test 2, the UE shall send the preamble to the SS. The SS shall not respond to the first 4 preamble. 

5.3. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no random access response is received within the RA Response window of 10 sub-frames.

5.4. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS. 

5.5. The UE shall consider this random access response reception successful and transmit the msg3.

5.6. Measure the power and timing of the first preamble and it shall not exceed the values specified in Tables 6.2.1.5-3 and 6.2.1.5-5. Measure the relative power and timing applied to additional preambles (last 4 preambles) and it shall not exceed the values specified in Tables 6.2.1.5-4 and 6.2.1.5-5.

6. Test 3: Correct behaviour when receiving a NACK on msg3

6.1. Repeat step 1-3.

6.2. In Test 3, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

6.3. The UE shall consider this random access response reception successful and transmit the msg3.

6.4. The SS shall send NACK to all UE msg3 following a successful random access response.

6.5. The UE shall consider this contention resolution not successful then re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.  

7. Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

7.1. Repeat step 1-3.

7.2. In Test 4, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

7.3. The UE shall consider this random access response reception successful and transmit the msg3.

7.4. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.

7.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires.

8. Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

8.1. In Test 5, the SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

8.2. The UE shall consider this random access response reception successful and transmit the msg3.

8.3. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.

8.4. The UE shall send ACK and consider the contention resolution successful and the random access procedure successfully completed.

9. Test 6: Correct behaviour when contention resolution timer expires

9.1. Repeat step 1-3.

9.2. In Test 6, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.3. The UE shall consider this random access response reception successful and transmit the msg3.

9.4. The SS shall not send a response to a msg3 and allow the contention resolution timer to expire.

9.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires.

9.6. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.7. The UE shall consider this random access response reception successful and transmit the msg3.

------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
6.2.1.5
Test requirement

Tables 6.2.1.5-1 and 6.2.1.5-2 define the primary level settings for E-UTRAN FDD – contention based random access test. Table 6.2.1.5-5 defines the uplink timing error limit including test tolerances. 

Table 6.2.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD – Contention Based Random Access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern 
	
	OP.1 FDD
	As defined in D.1.1.

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As defined in A.1.1.

	PCFICH/PDCCH/PHICH parameters 
	
	DL Reference Measurement Channel R.6 FDD
	As defined in A.1.2.

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1 
	dB
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	dB
	3
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	dBm/15 KHz
	-98
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	dB
	3
	

	Io Note 2
	dBm/9 MHz
	-65.5
	

	RSRP Note 3
	dBm/15 KHz
	-95
	

	referenceSignalPower 
	dBm/15 KHz
	-5
	As defined in clause 6.3.2 in 3GPP TS 36.331 [5].

	Configured UE transmitted power (
[image: image4.wmf]CMAX

P

)
	dBm
	23
	As defined in clause 6.2.5 in 3GPP TS 36.101 [2].



	PRACH Configuration Index 
	-
	4
	As defined in table 5.7.1-2 in 3GPP TS 36.211 [9].

	Backoff Parameter Index
	-
	2
	As defined in table 7.2-1 in 3GPP TS 36.321 [11].

	Propagation Condition 
	-
	AWGN
	

	Note 1: OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 3: RSRP level has been derived from other parameters for information purposes. It is not a settable parameter.


Table 6.2.1.5-2: RACH-Configuration parameters for E-UTRAN FDD – Contention Based Random Access test

	Field
	Value
	Comment

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	ra-ResponseWindowSize
	sf10
	10 sub-frames

	mac-ContentionResolutionTimer
	sf48
	48 sub-frames

	maxHARQ-Msg3Tx
	4
	

	Note: For further information see Section 6.3.2 in 3GPP TS 36.331 [5].


The contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.

Test 1: Correct behaviour when receiving random access response reception

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.1.1 for the correct behaviour when receiving random access response reception in Test 1, the System Simulator shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a random access response not corresponding to the transmitted random access preamble.

-
The UE may stop monitoring for random access response(s) and shall transmit the msg3 if the random access response contains a random access preamble identifier corresponding to the transmitted random access preamble.

-
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if all received random access responses contain random access preamble identifiers that do not match the transmitted random access preamble.

-
The power of the first preamble shall be -30 dBm to within the accuracy specified in Table 6.2.1.5-3. 
-
The relative power for preamble ramping steps shall be 2 dB to within the accuracy specified in Table 6.2.1.5-4.

-
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.1.5-5.

Test 2: Correct behaviour when not receiving random access response reception

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.1.2 for the correct behaviour when not receiving random access response reception in Test 2, the System Simulator shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.

-
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no random access response is received within the RA Response window defined in clause 5.1.4 TS 36.321.

-
The power of the first preamble shall be -30 dBm to within the accuracy specified in Table 6.2.1.5-3. 
-
The relative power for preamble ramping steps shall be 2 dB to within the accuracy specified in Table 6.2.1.5-4.
-
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.1.5-5.

Test 3: Correct behaviour when receiving a NACK on msg3

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.1.3 for the correct behaviour when receiving a NACK on msg3 in Test 3, the System Simulator shall NACK all UE msg3 following a successful random access response.

-
The UE shall re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.1.5 for the correct behaviour when receiving an incorrect message over Temporary C-RNTI in Test 4, the System Simulator shall send a message addressed to the temporary C-RNTI with a UE contention resolution identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.

-
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE contention resolution identity MAC control element and the UE contention resolution identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.

Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.1.5 for the correct behaviour when receiving a correct message over Temporary C-RNTI in Test 5, the System Simulator shall send a message addressed to the temporary C-RNTI with a UE contention resolution identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.

-
The UE shall send ACK if the contention resolution is successful.

Test 6: Correct behaviour when contention resolution timer expires

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.1.6 for the correct behaviour when contention resolution timer expires in Test 6, the System Simulator shall not send a response to a msg3.

-
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if the contention resolution timer expires.

Table 6.2.1.5-3: Absolute power tolerance for E-UTRAN FDD – Contention Based Random Access test 

	Tolerance

	Normal Conditions  
	Extreme Conditions  

	± 10.1 dB
	± 13.1 dB


Table 6.2.1.5-4: Relative power tolerance for E-UTRAN FDD – Contention Based Random Access test 

	
	


	
	

	
	


	

	power step size (Up or down)
	PRACH



	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7


	± 5.7

	Note 1:
For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations


Table 6.2.1.5-5: Test requirements for Te Timing Error Limit for E-UTRAN FDD – Contention Based Random Access test 

	Downlink Bandwidth (MHz)
	Te

	≥3
	15*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
6.2.2
E-UTRAN FDD – Non-Contention Based Random Access Test


· 
· 
6.2.2.1
Test purpose

To verify that the UE behaviour of the random access procedure is according to the E-UTRAN FDD non-contention based random access requirements in an AWGN channel model and that the PRACH power settings and timing are within the specified limits.

------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
6.2.2.4.2
Test procedure

The test consists of a single cell. The UE has a downlink PDSCH allocated centered on the center sub-carrier. The E-UTRAN shall signal a Random Access Preamble ID to the UE via a PDCCH order.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Tables 6.2.2.5-1 and 6.2.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1. 

3. The SS shall signal a Random Access Preamble ID via a PDCCH order to the UE and initiate a Non-contention based Random Access procedure.

4. Test 1: Correct behaviour when receiving Random Access Response

4.1 In Test 1, the UE shall send the signalled preamble to the SS. In response to the first 4 preambles, the SS     shall transmit a random access response not corresponding to the transmitted random access preamble. 

4.2. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power if all received random access response contain random access preamble identifiers that do not match the transmitted random access preamble.

4.3. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS. 

4.4. The UE shall consider this random access response reception successful.

4.5. Measure the power and timing of the first preamble, and it shall not exceed the values specified in Tables 6.2.2.5-3 and 6.2.2.5-5. Measure the relative power and timing applied to additional preambles (last 4 preambles) and it shall not exceed the values specified in Tables 6.2.2.5-4 and 6.2.2.5-5.

5. Test 2: Correct behaviour when not receiving Random Access Response

5.1. Repeat step 1-3.

5.2. In Test 2, the UE shall send the signalled preamble to the SS. The SS shall not respond to the first 4 preamble. 

5.3. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power.

5.4. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS. 

5.5. The UE shall consider this random access response reception successful.

5.6. Measure the power and timing of the first preamble, and it shall not exceed the values specified in Tables 6.2.2.5-3 and 6.2.2.5-5. Measure the relative power and timing applied to additional preambles (last 4 preambles) and it shall not exceed the values specified in Tables 6.2.2.5-4 and 6.2.2.5-5.

------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
6.2.2.5
Test requirement

Tables 6.2.2.5-1 and 6.2.2.5-2 define the primary level settings for E-UTRAN FDD – non-contention based random access test.Table 6.2.2.5-5 defines the uplink timing error limit including test tolerances.
Table 6.2.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD – Non-Contention Based Random Access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern 
	
	OP.1 FDD
	As defined in D.1.1.

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As defined in A.1.1.

	PCFICH/PDCCH/PHICH parameters 
	
	DL Reference Measurement Channel R.6 FDD
	As defined in A.1.2.

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1 
	dB
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	dB
	3 
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	dBm/15 KHz
	-98
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	dB
	3
	

	Io Note 2
	dBm/9 MHz
	-65.5
	

	RSRP Note 3
	dBm/15 KHz
	-95
	

	referenceSignalPower 
	dBm/15 KHz
	-5
	As defined in clause 6.3.2 in 3GPP TS 36.331 [5].

	Configured UE transmitted power (
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P

)
	dBm
	23
	As defined in clause 6.2.5 in 3GPP TS 36.101 [2].



	PRACH Configuration Index 
	-
	4
	As defined in table 5.7.1-2 in 3GPP TS 36.211 [9].

	Backoff Parameter Index
	-
	2
	As defined in table 7.2-1 in 3GPP TS 36.321 [11].

	Propagation Condition 
	-
	AWGN
	

	Note 1: OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 3: RSRP level has been derived from other parameters for information purposes. It is not a settable parameter.


Table 6.2.2.5-2: RACH-Configuration parameters for E-UTRAN FDD – Non-Contention Based Random Access test

	Field
	Value
	Comment

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	Ra-ResponseWindowSize
	sf10
	10 sub-frames

	Note: For further information see Section 6.3.2 in 3GPP TS 36.331 [5].


The non-contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink.

Test 1: Correct behaviour when receiving Random Access Response

-
To test the UE behaviour specified in TS 36.133 [4] clause 6.2.2.2.1 for the correct behaviour when receiving Random Access Response in Test 1, the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.

-
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.

-
The UE shall re-transmit the preamble with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.

-
The power of the first preamble shall be -30 dBm to within the accuracy specified in Table 6.2.2.5-3. 
-
The relative power for preamble ramping steps shall be 2 dB to within the accuracy specified in Table 6.2.2.5-4.

-
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.2.5-5.

Test 2: Correct behaviour when not receiving Random Access Response

-
To test the UE behavior specified in TS 36.133 [4] clause 6.2.2.2.2 for the correct behaviour when not receiving Random Access Response in Test 2, the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.

-
The UE shall re-transmit the preamble with the calculated PRACH transmission power.

-
The power of the first preamble shall be -30 dBm to within the accuracy specified in Table 6.2.2.5-3. 
-
The relative power for preamble ramping steps shall be 2 dB to within the accuracy specified in Table 6.2.2.5-4.
-
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.2.5-5.

Table 6.2.2.5-3: Absolute power tolerance for E-UTRAN FDD – Non-Contention Based Random Access test

	Tolerance

	Normal Conditions  
	Extreme Conditions  

	± 10.1 dB
	± 13.1dB


Table 6.2.2.5-4: Relative power tolerance for E-UTRAN FDD – Non-Contention Based Random Access test

	
	


	
	

	
	


	

	power step size (Up or down)
	PRACH



	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7


	± 5.7

	Note 1:
For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations


Table 6.2.2.5-5: Test requirements for Te Timing Error Limit for E-UTRAN FDD – Non-Contention Based Random Access test
	Downlink Bandwidth (MHz)
	Te

	≥3
	15*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
Annex F:
Measurement uncertainties and Test Tolerances

Editor’s note: Annex is incomplete. The following aspects are either missing or not yet determined:

· In Annex F.1 the Acceptable uncertainty of Test System has not yet been defined for all tests 

· In Annex F.3 the Derivation of Test Requirements has not yet been defined for all test

· The references to other specifications need to be formalised 

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD – TDD cell re-selection intra frequency
	Same as 4.2.1
	

	4.2.3 E-UTRA FDD – FDD cell re-selection inter frequency
	Noc1 ±0.7 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Noc2 ±0.7 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig
	Note:

Noc1 is the AWGN  on cell 1 frequency 

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

Noc2 is the AWGN  on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	4.2.6 E-UTRA TDD – TDD cell re-selection inter frequency
	Same as 4.2.3
	

	5.1.1 E-UTRAN FDD-FDD Handover intra frequency case
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN


	5.1.2 E-UTRAN TDD-TDD Handover intra frequency case
	Same as 5.1.1
	Same as 5.1.1

	5.1.3 E-UTRAN FDD-FDD Handover inter frequency case
	Same as 4.2.3
	Same as 4.2.3

	5.1.4 E-UTRAN TDD-TDD Handover inter frequency case
	Same as 4.2.3
	Same as 4.2.3

	6.2.1 E-UTRAN FDD – Contention Based Random Access Test
	Test 1 and Test 2:

Noc ±0.7 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
Uplink absolute power measurement ±0.7
 dB

Uplink relative power measurement ±0.7 dB

±3Ts Uplink signal  transmit timing relative to downlink
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	6.2.2 E-UTRAN FDD – Non Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1

	7.3.1 E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync
	± 0.6dB (Subtest 1&2, AWGN conditions)

± 0.8dB (Subtest 3, Fading conditions, single antenna transmission)

± 0.9dB (Subtest 4, Fading conditions, two antenna transmission)
	Subtests 1 & 2:
Overall system uncertainty for AWGN condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution. 

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

Subtests 3:

Overall system uncertainty for fading condition comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty

3. Effect of AWGN flatness and signal flatness

Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

Subtest 4:

Same calculations as for subtest 3 but with Fading profile uncertainty of ±0.7 for two Tx.

	7.3.2 E-UTRAN FDD Radio Link Monitoring Test for In-sync
	± 0.8dB (Subtest 1, Fading conditions, single antenna transmission)

± 0.9dB (Subtest 2, Fading conditions, two antenna transmission)
	Subtest 1:

See 7.3.1 subtest 3

Subtest 2:

See 7.3.1 subtest 4

	8.1.1 E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.6 dB averaged over BWConfig
Ês2 / Noc ±0.6 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN
Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:

Ês / Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB



	8.1.2 E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells
	 Same as 8.1.1
	 Same as 8.1.1

	8.1.3 E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Same as 8.1.1
	Same as 8.1.1

	8.2.1 E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells
	Same as 8.1.1
	Same as 8.1.1

	8.2.2 E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Same as 8.1.1
	Same as 8.1.1

	8.4.1
E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Noc1 ±0.7 dB averaged over BWConfig
Ês1 / Noc1 ±0.6 dB averaged over BWConfig
Noc2 ±0.7 dB averaged over BWConfig
Ês2 / Noc2 ±0.6 dB averaged over BWConfig
	Note:

Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Each Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Ês / Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB


	8.4.2
E-UTRAN TDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Same as 8.4.1
	Same as 8.4.1

	[TBD]
	[TBD]
	[TBD]

	9.1.1.1 FDD Intra Frequency Absolute RSRP Accuracy
	Noc ±0.7 dB averaged over BWConfig
Noc ±1.0 dB for PRBs #22-27
Ês1 / Noc and Ês2 / Noc each ±0.3 dB averaged over BWConfig
Ês1 / Noc and Ês2 / Noc each ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	9.1.2.1 TDD Intra Frequency Absolute RSRP Accuracy
	Same as 9.1.1.1
	Same as 9.1.1.1

	9.1.2.2 TDD Intra Frequency Relative RSRP Accuracy
	Same as 9.1.1.2
	Same as 9.1.1.2

	9.1.3.1 FDD Inter Frequency Absolute RSRP Accuracy
	Noc1 and Noc2 each ±0.7 dB averaged over BWConfig
Noc1 and Noc2 each ±1.0 dB for PRBs #22-27
Ês1 / Noc1 and Ês2 / Noc2 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1 and Ês2 / Noc2 each ±0.8 dB for PRBs #22-27
	Note:

Noc1 is the AWGN  on cell 1 frequency 

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

Noc2 is the AWGN  on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	9.1.3.2 FDD Inter Frequency Relative RSRP Accuracy
	Noc1 and Noc2 each ±0.7 dB averaged over BWConfig
Noc1 and Noc2 each ±1.0 dB for PRBs #22-27
Ês1 / Noc1 and Ês2 / Noc2 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1 and Ês2 / Noc2 each ±0.8 dB for PRBs #22-27
	Note:

Noc1 is the AWGN  on cell 1 frequency 

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

Noc2 is the AWGN  on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	9.1.4.1 TDD Inter Frequency Absolute RSRP Accuracy
	Same as 9.1.3.1
	Same as 9.1.3.1

	9.1.4.2 TDD Inter Frequency Relative RSRP Accuracy
	Noc1 and Noc2 each ±0.7 dB averaged over BWConfig
Noc1 and Noc2 each ±1.0 dB for PRBs #22-27
Ês1 / Noc1 and Ês2 / Noc2 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1 and Ês2 / Noc2 each ±0.8 dB for PRBs #22-27
	Note:

Noc1 is the AWGN  on cell 1 frequency 

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

Noc2 is the AWGN  on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	9.2.1.1 FDD Intra Frequency Absolute RSRQ Accuracy
	Noc ±0.7 dB averaged over BWConfig
Noc ±1.0 dB for PRBs #22-27
Ês1 / Noc and Ês2 / Noc each ±0.3 dB averaged over BWConfig
Ês1 / Noc and Ês2 / Noc each ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN
   Ês2 / Noc is the ratio of cell 2 signal / AWGN

	9.2.2.1 TDD Intra Frequency Absolute RSRQ Accuracy
	Same as 9.2.1.1
	Same as 9.2.1.1

	9.2.3.1 FDD – FDD Inter Frequency Absolute RSRQ Accuracy
	Noc1 ±0.7 dB averaged over BWConfig
Noc1 ±1.0 dB for PRBs #22-27
Noc2 ±0.7 dB averaged over BWConfig
Noc2 ±1.0 dB for PRBs #22-27
Ês1 / Noc1 and Ês2 / Noc2 each ±0.3 dB averaged over BWConfig
Ês1 / Noc1 and Ês2 / Noc2 each ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN on frequency 1 
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN on frequency 2 

	9.2.3.2 FDD – FDD Inter Frequency Relative RSRQ Accuracy
	Same as 9.2.3.1
	

	9.2.4.1 TDD – TDD Inter Frequency Absolute RSRQ Accuracy
	Same as 9.2.3.1
	

	9.2.4.2 TDD – TDD Inter Frequency Relative RSRQ Accuracy
	Same as 9.2.3.1
	

	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


F.2
Interpretation of measurement results (normative)

See TS 36.521-1[10] Annex F2.

F.3
Test Tolerance and Derivation of Test Requirements (informative)

See TS 36.521-1[10] Annex F3.

F.3.1
Measurement of test environments
See TS 36.521-1[10] Annex F3.1.

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	4.2.2 E-UTRA TDD – TDD cell re-selection intra frequency
	Same as 4.2.1
	Same as 4.2.1
	Same as 4.2.1

	4.2.3 E-UTRA FDD – FDD cell re-selection inter frequency
	During T1:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +14.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: -4.00dB

During T2:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +14.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T3:

Noc1: -98dBm /15kHz
Ês1 / Noc1: +14.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +12.00dB
	During T1:

-1.1dB
+1.9dB

-1.1dB
+0.3dB

During T2:

-1.1dB
+1.9dB

-1.1dB
0dB

During T3:

-1.1dB
+1.9dB

-1.1dB
+1.9dB
	During T1:

Noc1: -99.1dBm/15kHz
Ês1 / Noc1: +15.90dB

Noc2: -99.1dBm/15kHz
Ês2 / Noc2: -3.70dB

During T2:

Noc1: -99.1dBm/15kHz
Ês1 / Noc1: +15.90dB

Noc2: -99.1dBm/15kHz
Ês2 / Noc2: -infinity

During T3:

Noc1: -99.1dBm /15kHz
Ês1 / Noc1: +15.90dB

Noc2: -99.1dBm/15kHz
Ês2 / Noc2: +13.90dB

	4.2.6 E-UTRA TDD – TDD cell re-selection inter frequency
	Same as 4.2.3
	Same as 4.2.3
	Same as 4.2.3

	5.1.1 E-UTRAN FDD-FDD Handover intra frequency case
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +8.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +8.00dB

Ês2 / Noc: +11.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +8.00dB

Ês2 / Noc: +11.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.5dB

During T3:

0dB
0dB

+0.5dB


	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +8.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +8.00dB

Ês2 / Noc: +11.50dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +8.00

Ês2 / Noc: +11.50dB

	5.1.2 E-UTRAN TDD-TDD Handover intra frequency case
	Same as 5.1.1
	Same as 5.1.1
	Same as 5.1.1

	5.1.3 E-UTRAN FDD-FDD Handover inter frequency case
	During T1:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T2:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +7.0dB

During T3:

Noc1: -98dBm /15kHz
Ês1 / Noc1: +4dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +7.0dB
	During T1:

0dB

0dB

0dB
During T2:

0dB 
0dB 

0dB
0.1dB

During T3:

0dB

0dB

0dB

+0.1dB
	During T1:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T2:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +7.10dB

During T3:

Noc1: -98dBm /15kHz
Ês1 / Noc1: +4dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +7.10dB

	5.1.4 E-UTRAN TDD-TDD Handover inter frequency case
	Same as 5.1.3
	Same as 5.1.3
	Same as 5.1.3

	6.2.1 E-UTRAN FDD – Contention Based Random Access Test
	Test 1 and Test 2
Absolute uplink power:
Normal conditions ±9dB
Extreme conditions ±12dB
Relative uplink power step:
Normal conditions ±3dB
Extreme conditions ±5dB
Uplink timing Te: ±12Ts

	1.1dB
1.1dB

0.7dB
0.7dB

3Ts

	Test 1 and Test 2
Absolute uplink power:
Normal conditions ±10.1dB
Extreme conditions ±13.1dB
Relative uplink power step:
Normal conditions ±3.7dB
Extreme conditions ±5.7dB

Uplink timing Te: ±15Ts


	6.2.2 E-UTRAN FDD – Non Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1
	Same as 6.2.1

	7.3.1 E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync
	SNRs as specified
	0.6dB (Subtests 1&2)

0.8dB (Subtest 3)


0.9dB (Subtest 4)
	During T1:

Formula: SNR + TT

During T2:

Formula: SNR + TT

During T3:

Formula: SNR – TT

	7.3.2 E-UTRAN FDD Radio Link Monitoring Test for In-sync
	SNRs as specified
	0.8dB (Subtest 1)

0.9dB (Subtest 2)
	During T1:

Formula: SNR + TT

During T2:

Formula: SNR + TT

During T3:

Formula: SNR - TT

During T4:

Formula: SNR - TT

During T5:

Formula: SNR + TT

	8.1.1 E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: +7.00dB


	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

0dB


	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: +7.00dB



	8.1.2 E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells
	 Same as 8.1.1
	Same as 8.1.1

	Same as 8.1.1


	8.1.3 E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: +7.00dB


	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

0dB


	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB

Ês2 / Noc: +7.00dB



	8.2.1 E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells
	Same as 8.1.1
	Same as 8.1.1
	Same as 8.1.1

	8.2.2 E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Same as 8.1.3
	Same as 8.1.3
	Same as 8.1.3

	8.4.1 E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	During T1:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T2:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: +7.00dB


	During T1:

0dB
0dB
0dB

0dB

During T2:

0dB
0dB

0dB

0dB


	During T1:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T2:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +4.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: +7.00dB



	8.4.2 E-UTRAN TDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Same as 8.4.1
	Same as 8.4.1
	Same as 8.4.1

	9.1.1.1 FDD Intra Frequency Absolute RSRP Accuracy
	Test 1:

Noc: -106dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +1.0dB

Reported RSRP values: ±6dB
Test 2:

Noc: -88dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +1.0dB

Reported RSRP values: ±8dB
Test 3:

Noc: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band
Ês1 / Noc: +3.0dB

Ês2 / Noc: -1.0dB

Reported RSRP values: ±6dB
	Test 1:

-0.7dB
0dB

+1.0dB

Via mapping

Test 2:

0dB
0dB

+1.0dB

Via mapping

Test 3:

0dB

0dB

+0.8dB
Via mapping
	Test 1:

Noc: -106.7dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +2.0dB

RSRP_29 to RSRP_43
Test 2:

Noc: -88dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +2.0dB

RSRP_45 to RSRP_64
Test 3:

Noc: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band
Ês1 / Noc: +3.0dB

Ês2 / Noc: -0.2dB

RSRP_17 to RSRP_32

RSRP_19 to RSRP_34

RSRP_20 to RSRP_35

RSRP_18 to RSRP_33

depending on operating band


	
	The derivation of the RSRP values takes into account the uncertainty in Cell 2 RSRP from Noc and Ês2 / Noc, the allowed UE reporting accuracy, and the UE mapping function.

The RSRP values given above are for normal conditions. In all cases the RSRP values are 3dB wider at each end for extreme conditions.

	9.1.2.1 TDD Intra Frequency Absolute RSRP Accuracy
	Same as 9.1.1.1
	Same as 9.1.1.1
	Same as 9.1.1.1

	9.1.2.2 TDD Intra Frequency Relative RSRP Accuracy
	Same as 9.1.1.2
	Same as 9.1.1.2
	Same as 9.1.1.2

	9.1.3.1 FDD Inter Frequency Absolute RSRP Accuracy
	Test 1:

Noc1: -88.65dBm/15kHz
Ês1 / Noc1: +10.00dB

Noc2: -88.65dBm/15kHz
Ês2 / Noc2: +10.00dB

Reported RSRP values: ±8dB
Test 2:

Noc1: -109dBm or -107dBm or -106dBm  or -108dBm /15kHz depending on operating band
Ês1 / Noc1: +14.00dB

Noc2: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band
Ês2 / Noc2: -5.00dB

Reported RSRP values: ±6dB
	Test 1:

-0.3dB
0dB

-0.3dB
0dB

Via mapping

Test 2:

0dB

0dB

0dB

0dB
Via mapping
	Test 1:

Noc1: -88.95dBm/15kHz
Ês1 / Noc1: +10.00dB

Noc2: -88.95dBm/15kHz
Ês2 / Noc2: +10.00dB

RSRP_52 to RSRP_71
Test 2:

Noc1: -109dBm or -107dBm or -106dBm  or -108dBm /15kHz depending on operating band
Ês1 / Noc1: +14.00dB

Noc2: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band
Ês2 / Noc: -5.00dB

RSRP_12 to RSRP_27

RSRP_14 to RSRP_29

RSRP_15 to RSRP_30

RSRP_13 to RSRP_28

depending on operating band


	
	The derivation of the RSRP values takes into account the uncertainty in Cell 2 RSRP from Noc2 and Ês2 / Noc2, the allowed UE reporting accuracy, and the UE mapping function.

The RSRP values given above are for normal conditions. In all cases the RSRP values are 3dB wider at each end for extreme conditions.

	9.1.3.2 FDD Inter Frequency Relative RSRP Accuracy
	Test 1:

Noc1: -88.65dBm/15kHz

Noc2: -88.65dBm/15kHz

Ês1 / Noc1: +10dB

Ês2 / Noc2: +10dB
Reported relative RSRP values: ±6dB

Test 2:

Noc1: -109dBm or -107dBm or -106dBm  or -108dBm /15kHz depending on operating band

Noc2: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band

Ês1 / Noc1: +14dB

Ês2 / Noc2: -5.0dB

Reported relative RSRP values: ±6dB
	Test 1:

-0.3dB
-0.3dB

0dB

0dB
Via mapping

Test 2:

-1.1dB

0dB
0dB
0dB

Via mapping
	Test 1:

Noc1: -88.95dBm/15kHz

Noc2: -88.95dBm/15kHz

Ês1 / Noc: +10dB

Ês2 / Noc: +10dB
 RSRP_(x-8) to RSRP_(x+8)

Test 2:

Noc1: -110.1dBm or -108.1dBm or -107.1dBm  or -109.1dBm /15kHz depending on operating band

Noc2: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band 
Ês1 / Noc1: +14dB

Ês2 / Noc2: -5.0dB

RSRP_(x-33) to RSRP_(x-18)



	
	The derivation of the RSRP values takes into account the uncertainty in Cell 1 and Cell 2 RSRP from Noc1 and Ês1 / Noc1 and Noc2 and Ês2 / Noc2, the allowed UE reporting accuracy, and the UE mapping function.

The RSRP values given above are for both normal and extreme conditions.

	9.1.4.1 TDD Inter Frequency Absolute RSRP Accuracy
	Same as 9.1.3.1
	Same as 9.1.3.1
	Same as 9.1.3.1

	9.1.4.2 TDD Inter Frequency Relative RSRP Accuracy
	Test 1:

Noc1: -88.65dBm/15kHz

Noc2: -88.65dBm/15kHz

Ês1 / Noc1: +10dB

Ês2 / Noc2: +10dB
Reported relative RSRP values: ±6dB

Test 2:

Noc1: -109dBm/15kHz

Noc2: -116dBm/15kHz

Ês1 / Noc1: +14dB

Ês2 / Noc2: -5.0dB

Reported relative RSRP values: ±6dB
	Test 1:

-0.3dB
-0.3dB

0dB

0dB
Via mapping

Test 2:

-1.1dB

0dB
0dB
0dB
Via mapping
	Test 1:

Noc1: -88.95dBm/15kHz

Noc2: -88.95dBm/15kHz

Ês1 / Noc: +10dB

Ês2 / Noc: +10dB
 RSRP_(x-8) to RSRP_(x+8)
Test 2:

Noc1: -110.1dBm/15kHz

Noc2: -116dBm/15kHz 
Ês1 / Noc1: +14dB

Ês2 / Noc2: -5.0dB

RSRP_(x-33) to RSRP_(x-18)



	
	The derivation of the RSRP values takes into account the uncertainty in Cell 1 and Cell 2 RSRP from Noc1 and Ês1 / Noc1 and Noc2 and Ês2 / Noc2, the allowed UE reporting accuracy, and the UE mapping function.

The RSRP values given above are for both normal and extreme conditions.

	9.2.1.1 FDD Intra Frequency Absolute RSRQ Accuracy
	Test 1:

Noc: -84.76dBm/15kHz
Ês1 / Noc: +3.0dB

Ês2 / Noc: +3.0dB

Reported RSRQ values: ±2.5dB
Test 2:

Noc: -103.85dBm/15kHz
Ês1 / Noc: -2.9dB

Ês2 / Noc: -2.9dB

Reported RSRQ values: ±3.5dB
Test 3:

Noc: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band
Ês1 / Noc: -4.0dB

Ês2 / Noc: -4.0dB

Reported RSRQ values: ±3.5dB
	Test 1:

-0.75dB
0dB

0dB

Via mapping

Test 2:

0dB
0dB

0dB

Via mapping

Test 3:

0dB

+0.4dB

+0.4dB
Via mapping
	Test 1:

Noc: -85.51Bm/15kHz
Ês1 / Noc: +3.0dB

Ês2 / Noc: +3.0dB

RSRQ_04 to RSRQ_16
Test 2:

Noc: -103.85dBm/15kHz
Ês1 / Noc: -2.9dB

Ês2 / Noc: -2.9dB

RSRQ_00 to RSRP_14
Test 3:

Noc: -116dBm or -114dBm or -113dBm  or -115dBm /15kHz depending on operating band
Ês1 / Noc: -3.6dB

Ês2 / Noc: -3.6dB

RSRQ_00 to RSRQ_14



	
	The derivation of the RSRQ values takes into account the uncertainty in Cell 2 RSRQ from Noc and Ês2 / Noc, the allowed UE reporting accuracy, and the UE mapping function.

The RSRQ values given above are for normal conditions. For test 1 the RSRQ values are 1.5dB wider at each end for extreme conditions, and for tests 2 and 3 the RSRQ values are 0.5dB wider at each end for extreme conditions.

	9.2.2.1 TDD Intra Frequency Absolute RSRQ Accuracy
	Test 1:

Noc: -84.76dBm/15kHz
Ês1 / Noc: +3.0dB

Ês2 / Noc: +3.0dB

Reported RSRQ values: ±2.5dB
Test 2:

Noc: -103.85dBm/15kHz
Ês1 / Noc: -2.9dB

Ês2 / Noc: -2.9dB

Reported RSRQ values: ±3.5dB
Test 3:

Noc: -116dBm/15kHz 
Ês1 / Noc: -4.0dB

Ês2 / Noc: -4.0dB

Reported RSRQ values: ±3.5dB
	Test 1:

-0.75dB
0dB

0dB

Via mapping

Test 2:

0dB
0dB

0dB

Via mapping

Test 3:

0dB

+0.4dB

+0.4dB
Via mapping
	Test 1:

Noc: -85.51Bm/15kHz
Ês1 / Noc: +3.0dB

Ês2 / Noc: +3.0dB

RSRQ_04 to RSRQ_16
Test 2:

Noc: -103.85dBm/15kHz
Ês1 / Noc: -2.9dB

Ês2 / Noc: -2.9dB

RSRQ_00 to RSRP_14
Test 3:

Noc: -116dBm/15kHz
Ês1 / Noc: -3.6dB

Ês2 / Noc: -3.6dB

RSRQ_00 to RSRQ_14



	
	The derivation of the RSRQ values takes into account the uncertainty in Cell 2 RSRQ from Noc and Ês2 / Noc, the allowed UE reporting accuracy, and the UE mapping function.

The RSRQ values given above are for normal conditions. For test 1 the RSRQ values are 1.5dB wider at each end for extreme conditions, and for test 2 the RSRQ values are 0.5dB wider at each end for extreme conditions.

	
	
	
	

	9.2.3.1 FDD – FDD Inter Frequency Absolute RSRQ Accuracy
	Test 1:

Noc1: -80dBm/15kHz
Noc2: -80dBm/15kHz
Ês1 / Noc1: -1.75dB

Ês2 / Noc2: -1.75dB

Reported RSRQ values:
±2.5dB for normal conditions and ±4dB for extreme conditions
Test 2:

Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc1: -4.7dB

Ês2 / No2c: -4.7dB

Reported RSRQ values:
±3.5dB for normal conditions and ±4dB for extreme conditions
Test 3:

Noc1: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Noc2: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Ês1 / Noc1: -4.5dB

Ês2 / No2c: -4.5dB

Reported RSRQ values:
±3.5dB for normal conditions and ±4dB for extreme conditions

	Test 1:

 0dB

-0.8dB
0dB

0dB

Via mapping

Test 2:

0dB

0dB
0dB

0dB

Via mapping

Test 3:

0dB

0dB
0dB

0dB

Via mapping
	Test 1:

Noc1: -80dBm/15kHz
Noc2: -80.8dBm/15kHz
Ês1 / Noc1: -1.75dB

Ês2 / Noc2: -1.75dB

RSRQ_04 to RSRQ_16 (NTC)

RSRQ_01 to RSRQ_19

Test 2:

Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc1: -4.7dB

Ês2 / No2c: -4.7dB

RSRQ_00 to RSRQ_14 (NTC)

RSRQ_00 to RSRQ_15 (ETC)
Test 3:

Noc1: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Noc2: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Ês1 / Noc1: -4.5dB

Ês2 / No2c: -4.5dB

RSRQ_00 to RSRQ_14 (NTC)

RSRQ_00 to RSRQ_15 (ETC)



	
	The derivation of the RSRQ values takes into account the uncertainty in Cell 2 RSRQ from Noc2 and Ês2 / Noc2, the allowed UE reporting accuracy, and the UE mapping function.

	9.2.3.2 FDD – FDD Inter Frequency Relative RSRQ Accuracy
	Test 1:

Noc1: -80dBm/15kHz
Noc2: -80dBm/15kHz
Ês1 / Noc1: -1.75dB

Ês2 / Noc2: -1.75dB

Reported Relative RSRQ values:
±3dB for normal conditions and ±4dB for extreme conditions
Test 2:

Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc1: -4.7dB

Ês2 / No2c: -4.7dB

Reported Relative RSRQ values:
±4dB 
Test 3:

Noc1: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Noc2: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Ês1 / Noc1: -4.5dB

Ês2 / No2c: -4.5dB

Reported Relative RSRQ values:
±4dB 
	Test 1:

-0.8dB

-0.8dB
0dB

0dB

Via mapping

Test 2:

0dB

0dB
0dB

0dB

Via mapping

Test 3:

0dB

0dB
0dB

0dB

Via mapping
	Test 1:

Noc1: -80.8dBm/15kHz
Noc2: -80.8dBm/15kHz
Ês1 / Noc1: -1.75dB

Ês2 / Noc2: -1.75dB

RSRQ_x – 8 to RSRQ_x + 8 (NTC)

RSRQ_x – 10 to RSRQ_x + 10 (ETC)

Test 2:

Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc1: -4.7dB

Ês2 / No2c: -4.7dB

RSRQ_x – 10 to RSRQ_x + 10 
Test 3:

Noc1: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Noc2: -119dBm or -117dBm or -116dBm  or -118dBm /15kHz depending on operating band
Ês1 / Noc1: -4.5dB

Ês2 / No2c: -4.5dB

RSRQ_x – 10 to RSRQ_x + 10 

	
	The derivation of the relative RSRQ values takes into account the uncertainty in Cell 1 RSRQ from Noc1 and Ês1 / Noc1   and Cell 2 RSRQ from Noc2 and Ês2 / Noc2, the allowed UE reporting accuracy, and the UE mapping function.

	9.2.4.1 TDD – TDD Inter Frequency Absolute RSRQ Accuracy
	Same as 9.2.3.1
	
	

	9.2.4.2 TDD – TDD Inter Frequency Relative RSRQ Accuracy
	Same as 9.2.3.2
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