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E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA, 5.13.2A, 6.3A, 9.2.1A to 9.2.1G, 9.3.1, 9.3.1C (HSDPA categories 1-8, 11 and 12), 9.3.2, 9.5.1 and 9.5.1A.

Table E.5.1A is applicable for the measurements for tests in subclauses 6.3B, 9.2.1H, 9.2.1I, 9.3.1, 9.3.1C (HSDPA categories 9,10 and 13-20), 9.3.1A and 9.3.2B.

Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2E, 9.3.3, 9.3.4, 9.2.4A, 9.2.4B, 9.3.7A and 9.3.7B.

Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3E, 9.3.5 and 9.3.6.

Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A.

Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A and 9.4.3.

Table E.5.4C is applicable for the measurements for tests in subclauses 9.6.1 and 9.6.2.

Table E.5.1: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for Single Link performance

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.1A: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for Single Link performance, FRC H-Set 8 to H-Set 10

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5A. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.


---------------- there are many sections skipped here ---------------
F.1.6
Performance requirement (HSDPA)

Table F.1.6: Maximum Test System Uncertainty for Performance Requirements (HSDPA)

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	9.2.1A to 9.2.1KA Single Link Performance
	
[image: image1.wmf]oc

or

I

I

ˆ




±0.6  dB
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±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB
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	9.3.2 Single Link Performance - Fading propagation conditions
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2A Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio

Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
[image: image15.wmf]oc

or

I

I

ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	Same as 9.3.2 
	Same as 9.3.2

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	
[image: image17.wmf]oc

or

I

I

ˆ




±0.5 dB


[image: image18.wmf]oc

I




±1.0 dB


[image: image19.wmf]or

c

I

E



               ±0.1 dB
	0.3 dB uncertainty in 
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 for each antenna output based on power meter measurement after the combiner

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.32 + 0.32) 0.5 = 0.424 dB. Round up to 0.5 dB


--------------- there are many section skipped here ---------------
F.2.5
Performance requirements (HSDPA)

Table F.2.5: Test Tolerances for Performance Requirements (HSDPA).

	Clause
	Test Tolerance

	9.2.1A to 9.2.1KA Single Link Performance
	0.6 dB for 
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0.1 dB for Ec/Ior

	9.2.1L Single Link Enhanced Performance Type 3i
	0.76 dB for 
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0.17 dB for DIP1, DIP2

0.1 dB for Ec/Ior

	9.2.1LA Enhanced Performance Type 3i for DC-HSDPA 
	Same as 9.2.1L

Test Tolerances apply for each carrier

	9.2.2A to 9.2.2E Open loop diversity performance
	0.8 dB for 
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0.1 dB for Ec/Ior

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A

	9.2.4A to 9.2.4B MIMO performance
	Same as 9.2.2A

	9.3.1 Single Link Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	No test tolerances applied

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	No test tolerances applied

	9.3.2 Single Link Performance - Fading propagation conditions
	No test tolerances applied

	9.3.2A Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
	No test tolerances applied

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	No test tolerances applied

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	No test tolerances applied

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	No test tolerances applied


------------------- there are many sections skipped here -------------------
F.4.5
Performance requirements (HSDPA)

Table F.4.5: Derivation of Test Requirements (Performance tests HSDPA)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	9.2.1A to 9.2.1KA Single Link Performance
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 -12, -9, -6, -3 and -2 dB
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 =  0, 5, 10, 15 and 18 dB
	0.1 dB
for 
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	Formulas:
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	9.3.1 Single Link Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	
	No test tolerances applied
	

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.2 Single Link Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.2A Single Link Performance - Fading propagation conditions,  DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	
	No test tolerances applied
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	


------------------- there are many sections skipped here ----------------
F.5.5
Performance measurements (HSDPA)

Table F.5.5: Equipment accuracy for performance measurements (HSDPA)

	Clause
	Equipment accuracy
	Test conditions

	9.2.1A to 9.2.1I 9.2.1IA,9.2.1JA,9.2.1KA Single Link Performance
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±0.1 dB
	-12, -9, -6 and -3 dB

	9.2.2A to 9.2.2E Open loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.4A to 9.2.4B MIMO performance
	Same as 9.2.1A
	-1.5, -2 dB

	9.3.1 Single Link Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	Same as 9.2.1A
	

	9.3.1B Single Link Performance - AWGN propagation conditions, DC HSDPA requirements
	Same as 9.2.1A
	

	9.3.2 Single Link Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.2A Single Link Performance - Fading propagation conditions, DC HSDPA requirements
	Same as 9.2.1A
	

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	Same as 9.2.1A
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream conditions
	Same as 9.2.1A
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream  conditions
	Same as 9.2.1A
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream  conditions– UE categories 19-20
	Same as 9.2.1A
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	Same as 9.2.1A
	

	 9.3.7E  MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20
	Same as 9.2.1A
	

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A
	-6 dB

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A
	-9 dB
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