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<Start of first modified section>

4
Recommended test case applicability

<Text Skipped>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	


<Text skipped>
	17.3.2
	Discovery of the Home Agent address and Home Network Prefix during PDP context activation procedure
	Rel-8
	C759
	UEs  supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems and being configured to discovery the Home Agent address via PCO
	

	
	
	
	C760
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems and being configured to discovery the Home Agent address via PCO
	

	17.3.3
	Void
	
	
	
	

	17.3.4
	Security association establishment
	Rel-8
	C672
	UEs  supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	


<Text skipped>
	17.3.10
	Initiation of protection of DSMIPv6 tunnel traffic by Home Agent
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.11
	Termination of protection of DSMIPv6 tunnel traffic by Home Agent
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.12
	Dual-Stack Mobile IPv6 detach in IPv6 network
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A


<Text skipped>
	C760
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.20/78 AND A.20/82 THEN R ELSE N/A

	C761
Void

	C762
IF A.1/1 AND A.18a/25 AND A.18a/26 AND A.18a/37 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<End of first modified section>
<Start of second modified section>
A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one bearer service
	22.002, 3
	R99
	
	


<Text skipped>

	81
	Support of CS call establishment 
	24.008, 5
	R99
	pc_CS_CallEst
	This ICS is set to true if UE supports CS call establishment. i.e atleast one of pc_Speech , pc_CS_BearerServ,

pc_CS_SupplServ or pc_EmergSpeech is set to true

	82
	Support for being configured to discover the Home Agent address through PCO context activation
	24.327
	Rel-8
	pc_HAAddress_via_PCO
	

	83
	Void
	
	
	
	


<End of second modified section>
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