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------------------------------------------------ Start of change ---------------------------------------------------------------

4
Recommended test case applicability

/*ommit*/
Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	/*ommit*/
	
	
	
	
	

	8.2.6.65
	Physical Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, Serving HS-DSCH cell change with 64QAM and MIMO enabled)
	Rel-8
	C663
	UEs supporting FDD and (F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 19 or FDD HS-DSCH category 20)
	1 Execution: PS

	8.2.6.66
	Physical Channel Reconfiguration from CELL_PCH to CELL_FACH: Success (autonomous transitions without cell update procedure)
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS

	8.2.6.67
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start of SPS operation without initial SPS resource) (1.28 Mcps TDD)
	Rel-8
	C729
	UEs supporting TDD and SPS operation
	1 Execution: PS

	8.2.6.68
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start of SPS operation with initial SPS resource) (1.28 Mcps TDD)
	Rel-8
	C729
	UEs supporting TDD and SPS operation
	1 Execution: PS

	8.2.6.69
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start of Control Channel DRX operation) (1.28 Mcps TDD)
	Rel-8
	C730
	UEs supporting TDD and Control Channel DRX operation
	1 Execution: PS

	8.2.7
	RRC / Physical Shared Channel Allocation [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS
	

	/*ommit*/
	
	
	
	
	


------------------------------------------------ End of change ---------------------------------------------------------------
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