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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.
Introduction

The present document is part 1 of a multi-parts TS:


3GPP TS 36.521-1: Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification Radio transmission and reception; Part 1: Conformance Testing.


3GPP TS 36.521-2 [11]: Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS).


3GPP TS 36.521-3 [12]: Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing.
1
Scope

The present document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain transmitting characteristics, receiving characteristics and performance requirements as part of the 3G Long Term Evolution (3G LTE). Conformance test for the support of RRM (Radio Resource Management) are specified in TS 36.521-3 [12].
The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “definition and applicability” part of the test.

For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.


[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 36.101: "E-UTRA UE radio transmission and reception".

[3]
ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain"

[4]
3GPP TS 36.133: "E-UTRA requirements for support of radio resource management".

[5]
3GPP TS 36.331: "E-UTRA Radio Resource Control (RRC): protocol specification".

[6]
3GPP TS 36.304: "E-UTRA UE procedures in idle mode". 

[7]
3GPP TS 36.508: “Common test environments for User Equipment (UE)". 
[8]
3GPP TS 36.211: "Physical Channels and Modulation".
[9]
3GPP TS 36.212: "E-UTRA Multiplexing and channel coding".

[10]
3GPP TS 36.213: "E-UTRA Physical layer procedures".
[11]
3GPP TS 36.521-2: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS)".

[12]
3GPP TS 36.521-3: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing".
3
Definitions, symbols and abbreviations
[Text skipped here]
6.3.4
ON/OFF time mask

6.3.4.1
General ON/OFF time mask

6.3.4.1.1
Test purpose

To verify that the general ON/OFF time mask meets the requirements given in 6.3.4.1.5.

The time mask for transmit ON/OFF defines the ramping time allowed for the UE between transmit OFF power and transmit ON power. 

Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.

6.3.4.1.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

6.3.4.1.3
Minimum conformance requirement

The General ON/OFF time mask defines the observation period between Transmit OFF and ON power and between Transmit ON and OFF power. ON/OFF scenarios include; the beginning or end of DTX, measurement gap, contiguous, and non contiguous transmission 

The OFF power measurement period is defined in a duration of at least one sub-frame excluding any transient periods. The ON power is defined as the mean power over one sub-frame excluding any transient period. 
There are no additional requirements on UE transmit power beyond that which is required in clause 6.2.2 and clause 6.6.2.3.
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Figure 6.3.4.1.3-1: General ON/OFF time mask

The normative reference for this requirement is TS 36.101 [2] clause 6.3.4.1.

6.3.4.1.4
Test description

6.3.4.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.4.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2
Table 6.3.4.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for General On/Off Time Mask test case 
	Mod’n
	RB allocation

	
	
	
	FDD
	TDD

	1.4MHz
	
	QPSK 
	6
	6

	3MHz
	
	QPSK
	15
	15

	5MHz
	
	QPSK 
	25
	25

	10MHz
	
	QPSK 
	50
	50

	15MHz
	
	QPSK 
	75
	75

	20MHz
	
	QPSK 
	100
	100

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL and DL Reference Measurement channels are set according to Table 6.3.4.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.3.4.1.4.3.

6.3.4.1.4.2
Test procedure

1.
Mandate the UE to send data in the UL by means of an UL assignment in PDCCH. The UL assignment is such that the UE transmits on UL sub-frame 3 of every radio frame.
2.
Measure the UE transmission OFF power during the sub-frame prior to the PUSCH subframe.

3.
Measure the output power of the UE PUSCH transmission during one sub-frame, excluding a transient period of 20 µs.

4.
Measure the UE transmission OFF power during one sub-frame following the PUSCH subframe, excluding a transient period of 20 µs.

6.3.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions:
Table 6.3.4.1.4.3-1: UplinkPowerControlCommon: Test point 1

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-25 UplinkPowerControlCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-DEFAULT ::= SEQUENCE {

p0-NominalPUSCH
	-105
	Test point 1 to verify a UE relative low initial power transmission
	


6.3.4.1.5
Test requirement

The requirement for the power measured in steps (2), (3) and (4) of the test procedure shall not exceed the values specified in Table 6.3.4.1.5-1.

Table 6.3.4.1.5-1: General ON/OFF time mask
	
	Channel bandwidth / minimum output power   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	-48.5 dBm

	Transmission OFF Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Expected Transmission ON Measured power 
	-14.8 ± 7.5
	-10.8 ± 7.5
	-8.6 ± 7.5
	-5.6 ± 7.5
	-3.9 ± 7.5
	-2.6 ± 7.5


6.3.4.2
PRACH and SRS time mask
Editor’s note: This test case currently covers only PRACH time mask.
6.3.4.2.1
PRACH time mask
6.3.4.2.1.1
Test purpose

To verify that the PRACH time mask meets the requirements given in 6.3.4.2.1.5.

The time mask for PRACH time mask defines the ramping time allowed for the UE between transmit OFF power and transmit ON power when transmitting the PRACH.

Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.

6.3.4.2.1.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

6.3.4.2.1.3
Minimum conformance requirement

For the PRACH Power / Time mask defines the observation period for PRACH transmissions. The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods. The measurement period for different PRACH preamble format is specified in Table 6.3.4.2.1.3-1.
There are no additional requirements on UE transmit power beyond that which is required in clause 6.2.2 and clause 6.6.2.3

Table 6.3.4.2.1.3-1: PRACH ON power measurement period

	PRACH preamble format
	Measurement period (ms)

	0
	0.9031

	1
	1.4844

	2
	1.8031

	3
	2.2844

	4 
	0.1479
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Figure 6.3.4.2.1.3-1: PRACH ON/OFF time mask
The normative reference for this requirement is TS 36.101 [2] clause 6.3.4.2.1.

6.3.4.2.1.4
Test description

6.3.4.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.4.2.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3.
Table 6.3.4.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Mid range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest, 5MHz, Highest

	PRACH  preamble format 
	

	
	FDD
	TDD

	PRACH Configuration Index (default 36.508)
	3
	51


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.
3.
Downlink signals are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.3.4.2.1.4.3.

6.3.4.2.1.4.2
Test procedure
1.
The SS shall signal a Random Access Preamble ID via a PDCCH order to the UE and initiate a Non-contention based Random Access procedure.

2.
The UE shall send the signalled preamble to the SS.  
3.
Measure the UE transmission OFF power during the sub-frame preceding  the PRACH preambl excluding a transient period of 20 µs according to Figure 6.3.4.2.1.3-1.e
4.
Measure the output power of the transmitted PRACH preamble according to Figure 6.3.4.2.1.3-1.

5.
Measure the UE transmission OFF power during the sub-frame following the last sub-frame containing PRACH preamble, excluding a transient period of 20 µs.

6.3.4.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.
Table 6.3.4.2.1.4.3-1: RACH-ConfigCommon-DEFAULT: PRACH measurement

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-12 RACH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	db0
	
	


6.3.4.2.1.5
Test requirement

The requirement for the power measured in steps (3), (4) and (5) of the test procedure shall not exceed the values specified in Table 6.3.4.2.1.5-1.

Table 6.3.4.2.1.5-1: PRACH time mask
	
	Channel bandwidth / Output Power [dBm]   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	( -48.5 dBm

	Transmission OFF Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Expected PRACH Transmission ON Measured power  
	-1± 7.5
	-1 ± 7.5
	-1 ± 7.5
	-1 ± 7.5
	-1 ± 7.5
	-1 ± 7.5


6.3.4.2.2
SRS time mask
6.3.4.2.2.1
Test purpose

To verify that the SRS time mask meets the requirements given in 6.3.4.2.2.5.
The time mask for SRS time mask defines the ramping time allowed for the UE between transmit OFF power and transmit ON power when transmitting the SRS.

Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.
6.3.4.2.2.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

6.3.4.2.2.3
Minimum conformance requirement

In the case a single SRS transmission, the ON power is defined as the mean power for each symbol duration excluding any transient period. Figure 6.3.4.2.2.3-1.

In the case a dual SRS transmission, the ON power is defined as the mean power for each symbol duration excluding any transient period. Figure 6.3.4.2.2.3-2.
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Figure 6.3.4.2.2.3-1: Single SRS time mask
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Figure 6.3.4.2.2.3-2: Dual SRS time mask for the case of UpPTS transmissions

6.3.4.2.2.4
Test description

6.3.4.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.4.2.2.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3.
Table 6.3.4.2.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Mid range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest, 5MHz, Highest

	PRACH  preamble format 
	

	
	FDD
	TDD

	PRACH Configuration Index (default 36.508)
	3
	51


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.
3.
Downlink signals are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.4. Message contents are defined in clause 6.3.4.2.2.4.3.

6.3.4.2.2.4.2
Test procedure

1.FFS

2. FFS
3. FFS

6.3.4.2.2.4.3
Message contents

FFS

6.3.4.2.2.5
Test requirement
FFS

Table 6.3.4.2.2.5-1: SRS time mask
	
	Channel bandwidth / Output Power [dBm] / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	( -48.5 dBm

	Transmission OFF Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Expected SRS Transmission ON Measured power  
	-1± 7.5
	-1 ± 7.5
	-1 ± 7.5
	-1 ± 7.5
	-1 ± 7.5
	-1 ± 7.5


[Text skipped here]
6.6.2.3.5.2 Test requirements UTRA
If the measured UTRA channel power is greater than –50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 8, shall be higher than the limits in table 6.6.2.3.5.2-1.
Table 6.6.2.3.5.2-1: UTRA UE ACLR
	
	Channel bandwidth  / UTRAACLR1/2   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	0.7+BWUTRA/2
/
-0.7-BWUTRA/2
	1.5+BWUTRA/2
/
-1.5-BWUTRA/2
	2.5+BWUTRA/2
/
-2.5-BWUTRA/2
	5+BWUTRA/2
/
-5-BWUTRA/2
	7.5+BWUTRA/2
/
-7.5-BWUTRA/2
	10+BWUTRA/2
/
-10-BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
/
-2.5-3*BWUTRA/2
	5+3*BWUTRA/2
/
-5-3*BWUTRA/2
	7.5+3*BWUTRA/2
/
-7.5-3*BWUTRA/2
	10+3*BWUTRA/2
/
-10-3*BWUTRA/2

	E-UTRA  channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	NOTE 1
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.

NOTE 3:
BWUTRA for UTRA FDD is 5MHz and for UTRA TDD is 1.6MHz.


6.6.2.4
Void

6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions. The spurious emission limits are specified in terms of general requirements inline with SM.329 [3] and E-UTRA operating band requirement to address UE co-existence.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table6.6.3.1.3-1 from the edge of the channel bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
[Text skipped here]
8.2.1.1.2
FDD PDSCH Single Antenna Port Performance with 1 PRB in presence of MBSFN
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.1.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS for 1 PRB allocation in presence of MBSFN.

[Text skipped here]
8.2.1.2
FDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)
8.2.1.2.1
FDD PDSCH Transmit Diversity 2x2
8.2.1.2.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using transmit diversity  (SFBC).

8.2.1.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.2.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.
Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.1.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 2 transmitter antennas as specified.

Table 8.2.1.2.1.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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Table 8.2.1.2.1.3-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 FDD
	OP.1 FDD
	EVA5
	2x2 Medium
	70
	6.8
	2-5

	2
	10 MHz
	R.10 FDD
	OP.1 FDD
	HST
	2x2 Low
	70
	-2.3
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.2.

8.2.1.2.1.4
Test description

8.2.1.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.2.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.2.1.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.2.1.4.3.

8.2.1.2.1.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.2.1.3-1 and 8.2.1.2.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.2.1.5-1 as appropriate. 

3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
4.
Repeat steps from 1 to 3 for each test interval in Table 8.2.1.2.1.5-1 as appropriate.

8.2.1.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.
8.2.1.2.1.5
Test requirement

Table 8.2.1.2.1.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Table 8.2.1.2.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.2.1.5-1: Test requirement Transmit Diversity (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 FDD
	OP.1 FDD
	EVA5
	2x2 Medium
	70
	7.7
	2-5

	2
	10 MHz
	R.10 FDD
	OP.1 FDD
	HST
	2x2 Low
	70
	-1.7
	1-5


8.2.1.2.2
FDD PDSCH Transmit Diversity 4x2
8.2.1.2.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using transmit diversity  (SFBC).
[Text skipped here]
8.2.1.4
FDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
8.2.1.4.1
FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
8.2.1.4.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.
[Text skipped here]
8.2.1.4.2
FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
8.2.1.4.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.
[Text skipped here]
8.2.2.4
TDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

8.2.2.4.1
TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2

Editor’s note: This test case is incomplete. The following aspectsare either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

[Text skipped here]
8.2.2.4.2
TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
Editor’s note: This test case is incomplete. The following aspectsare either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

[End of modifications]
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