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	Reason for change:
(

	A UE supporting GERAN (and ISR and not CS fallback) will, with current TCSE (condition C59), be able to execute test case 9.2.3.3.2. The UE will however fail the test case if it does not support UTRA.

	
	

	Summary of change:
(

	Updated test case applicability condition C59 to say that support of UTRA is needed, but support of GERAN is not needed.
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(

not approved:
	Conformant UE supporting GERAN and not UTRA will fail test case 9.2.3.3.2.
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	Other comments:
(

	This is an update of R5-104069 and the outcome of 1 revision to this document.


NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause nunber. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT


<< Parts of table skipped >>
	9.2.3.2.15
	Combined tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.1
	First Iu mode to S1 mode inter-system change after attach
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.2
	Iu mode to S1 mode intersystem change / ISR is active / Expiry of T3312 in E-UTRAN or T3412 in UTRAN and further intersystem change
	Rel-8
	C59
	UEs supporting E-UTRAN and UTRAN and ISR and not CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.5
	Periodic routing area update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or GERAN and ISR
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.4.1
	TAU/RAU procedure for inter-system cell reselection between A/Gb and S1 modes
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<< Parts of table and specification skipped >>
Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A


<< Parts of table skipped >>
	C57
IF (A4.1-1/1 OR A.4.1-1/2) AND A4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C58
IF A.4.1-1/21 THEN R ELSE N/A

	C59
IF A.4.1-1/6 AND A.4.4-1/5 AND NOT (A.4.2.1.1-1/1) THEN R ELSE N/A

	C60
IF A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C61
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/16 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A
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