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8.1.3.4
RRC connection release / Redirection to another E-UTRAN frequency

8.1.3.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE RedirectionInformation with E-UTRA-CarrierFreq different from the frequency UE was on in RRC_CONNECTED state}

   then { UE enters RRC_IDLE state on new frequency included in IE RedirectionInformation } 
            }

8.1.3.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.8.3, 5.3.12 and TS 36.304, clauses 5.2.4.1, 5.2.7.

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.

[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.4.1]

…

UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

…

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, UE shall select a suitable cell to camp on according to redirectedCarrierInfo, if included in the RRCConnectionRelease message. Otherwise UE shall select a suitable cell on an EUTRA carrier. If no suitable cell is found, the UE shall perform a cell selection starting with Stored Information Cell Selection procedure in order to find a suitable cell to camp on.

...

8.1.3.4.3
Test description

8.1.3.4.3.1
Pre-test conditions

System Simulator:

-
2 cells on different E-UTRA frequencies and different tracking areas: 

-
Cell 1 serving cell 

-
Cell 23 suitable neighbour inter-frequency cell

-
Cell power levels are selected according to [18] so that camping on Cell 1 is guaranteed
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on cell 1.

8.1.3.4.3.2
Test procedure sequence

Table 8.1.3.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectionInformation including eutra-CarrierFreq of Cell 23). 


	<--
	RRCConnectionRelease
	-
	-

	2
	Check: does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 23?
	-
	-
	1
	-


8.1.3.4.3.3
Specific message contents

Table 8.1.3.4.3.3-1: Conditions for tables 8.1.3.4.3.3-2 and 8.1.3.4.3.3-3 

	Condition descriptions

	Cell 1

This condition applies to system information transmitted on Cell 1.

	Cell 23

This condition applies to system information transmitted on Cell 23.


Table 8.1.3.4.3.3-2: Void
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	


Table 8.1.3.4.3.3-3: SystemInformationBlockType5 for cells 1 and 3 (preamble and all steps, Table 8.1.3.4.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-4

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	


	    dl-CarrierFreq[n]
	Same downlink EARFCN as used for Cell 23
	
	Cell 1

	
	Same downlink EARFCN as used for Cell 1
	
	Cell 23

	    cellReselectionPriority[n]
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.4.3.3-4 RRCConnectionRelease message (step 1, Table 8.1.3.4.3.2-1)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo ::= CHOICE {
	
	
	

	          eutra
	Downlink EARFCN of cell 23
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.5
RRC connection release / Success / With priority information

8.1.3.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having received an RRCConnectionRelease message with the freqPriorityListEUTRA with higher priority frequency}

ensure that {
  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }

8.1.3.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.8.3 and TS 36.304, clause 5.2.4.1, 5.2.4.2 and 5.2.4.5.

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;
2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

...

1>
if the releaseCause received in the RRCConnectionRelease message indicates 'loadBalancingTAURequired':

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
[TS 36.304, clause 5.2.4.1]

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than the eight network configured values), irrespective of any other priority value allocated to this frequency. The UE shall delete priorities provided by dedicated signalling when:

-
the UE enters RRC_CONNECTED state; or

-
the optional validity time of dedicated priorities (T320) expires; or

-
a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.

The UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.
The UE shall not consider any black listed cells as candidate for cell reselection.

The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and T3230 in GERAN), if configured, at inter-RAT cell (re)selection.

NOTE:
The network may assign dedicated cell reselection priorities for frequencies not configured by system information.

[TS 36.304, clause 5.2.4.2]

When evaluating for reselection purposes cell selection criterion or SnonServingCell,x, the UE shall use parameters provided by the serving cell.

Following rules are used by the UE to limit needed measurements:

-
If Sintrasearch is sent in the serving cell and SServingCell > Sintrasearch, UE may choose to not perform intra-frequency measurements.

-
If SServingCell <= Sintrasearch, or Sintrasearch is not sent in the serving cell UE shall perform intra-frequency measurements.

-
The UE shall apply the following rules for E-UTRAN inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:

-
For an E-UTRAN inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current E-UTRA frequency the UE shall perform measurements of higher priority E-UTRAN inter-frequency or inter-RAT frequencies according to [10].

-
For an E-UTRAN inter-frequency with an equal or lower reselection priority than the reselection priority of the current E-UTRA frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current E-UTRAN frequency:
-
If Snonintrasearch is sent in the serving cell and SServingCell > Snonintrasearch UE may choose not to perform measurements of E-UTRAN inter-frequencies or inter-RAT frequency cells of equal or lower priority.

-
If SServingCell <= Snonintrasearch or Snonintrasearch is not sent in the serving cell the UE shall perform measurements of E-UTRAN inter-frequencies or inter-RAT frequency cells of equal or lower priority according to [10].

Where SServingCell is the Srxlev-value of the serving cell.

[TS 36.304, clause 5.2.4.5]

Criteria 1: the SnonServingCell,x of a cell on evaluated frequency is greater than Threshx, high during a time interval TreselectionRAT;

Cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
A cell of a higher priority E-UTRAN frequency or inter-RAT frequency fulfils criteria 1; and

-
more than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a cell on an equal priority E-UTRAN frequency shall be based on ranking for Intra-frequency cell reselection as defined in sub-clause 5.2.4.6.

Cell reselection to a cell on a lower priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
No cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency fulfills the criteria 1; and

-
No cell on serving frequency or on an equal priority E-UTRAN frequency fulfills the criteria in 5.2.4.6; and

-
SServingCell < Threshserving, low and the SnonServingCell,x of a cell of a lower priority E-UTRAN frequency or inter-RAT frequency is greater than Threshx, low  during a time interval TreselectionRAT; and

-
more than 1 second has elapsed since the UE camped on the current serving cell.

For GERAN, UTRAN, and E-UTRAN, SnonServingCell,x is the Srxlev-value of an evaluated cell. For UTRAN FDD, Squal is higher than 0, as defined in [8]. For cdma2000 RATs, SnonServingCell,x is equal to -FLOOR(-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in [18], with Ec/Io referring to the value measured from the evaluated cell.

For cdma2000 RATs, Threshx, high and Threshx, low are equal to -1 times the values signalled for the corresponding parameters in the system information.

In all the above criteria the value of TreselectionRAT is scaled when the UE is in the medium or high mobility state as defined in subclause 5.2.4.3.1. If more than one cell meets the above criteria, the UE shall reselect a cell ranked as the best cell among the cells meeting the criteria on the highest priority frequencies or the highest priority RATif the highest priority RAT is E-UTRA according to criteria defined in 5.2.4.6.

8.1.3.5.3
Test description

8.1.3.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 3 and Cell6.
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.1.3.5.3.2
Test procedure sequence

Table 8.1.3.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.1.3.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 6
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"off”
	"off”
	The power level values are assigned to satisfy SrxlevCell 1 > Sintrasearch.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	-73
	The power level values are assigned to satisfy Threshx, low < both SrxlevCell 3 and Threshx, high <SrxlevCell 6.


Table 8.1.3.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message including the freqPriorityListEUTRA on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state on Cell 1.
	-
	-
	-
	-

	3
	The SS changes Cell 1, Cell 3 and Cell 6level according to the row "T1" in table 8.1.3.5.3.2-1.
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 6?


	-
	-
	1
	-


8.1.3.5.3.3
Specific message contents

Table 8.1.3.5.3.3-1: RRCConnectionRelease (step 1, Table 8.1.3.5.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        idleModeMobilityControlInfo SEQUENCE {
	
	
	

	          freqPriorityListEUTRA SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	3 entries
	
	

	            carrierFreq[1]
	Same downlink EARFCN as used for Cell 1
	
	

	            cellReselectionPriority[1]
	4
	
	

	            carrierFreq[2]
	Same downlink EARFCN as used for Cell 3
	
	

	            cellReselectionPriority[2]
	1
	
	

	            carrierFreq[3]
	Same downlink EARFCN as used for Cell 6
	
	

	            cellReselectionPriority[3]
	5
	
	

	          }
	
	
	

	          freqPriorityListGERAN
	Not present
	
	

	          freqPriorityListUTRA-FDD
	Not present
	
	

	          freqPriorityListUTRA-TDD
	Not present
	
	

	          bandClassPriorityListHRPD
	Not present
	
	

	          bandClassPriorityList1XRTT
	Not present
	
	

	          t320
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.5.3.3-2: SystemInformationBlockType5 for Cell 1 (preamble and all steps, Table 8.1.3.5.3.2-2)

	Derivation path: 36.508 table 4.4.3.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	    dl-CarrierFreq[n]
	Same downlink EARFCN as used for Cell 3
	
	

	    dl-CarrierFreq[m]
	Same downlink EARFCN as used for Cell 6
	
	

	threshX-Low[n]
	11
	
	

	    threshX-High[m]
	11
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.6
RRC connection release / Redirection from E-UTRAN to UTRAN

8.1.3.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectionInformation with utra-CarrierFreq UTRA frequency }

   then { UE enters RRC_IDLE state on UTRA frequency included in IE redirectionInformation } 
            }

8.1.3.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7.

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, UE shall select a suitable cell to camp on according to redirectedCarrierInfo, if included in the RRCConnectionRelease message. Otherwise UE shall select a suitable cell on an EUTRA carrier.
...

8.1.3.6.3
Test description

8.1.3.6.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one UTRA cell and different location areas:

-
Cell 1 E-UTRA serving cell 

-
Cell 5 suitable neighbour UTRA cell

-
The parameters settings and power levels for Cell 1 and Cell 5 are selected according to [18], [5] and Table 8.1.3.6.3.2-0 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 5 can take place (utra priority is lower than serving and S Cell 1 > Thresh Cell 1,low).
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].

8.1.3.6.3.2
Test procedure sequence

Table 8.1.3.6.3.2-0 shows the cell power levels after the preamble.
Table 8.1.3.6.3.2-0: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	CPICH_Ec
	dBm/3.84 MHz
	-
	-70
	


Table 8.1.3.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectionInformation including UTRA-CarrierFreq of Cell 5).
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.8 indicate that the UE is camped on UTRAN Cell 5?
	-
	-
	1
	-


8.1.3.6.3.3
Specific message or IE contents
Table 8.1.3.6.3.3-1: Conditions for tables 8.1.3.6.3.3-2 and 8.1.3.6.3.3-3 

	Condition descriptions

	Cell 1

This condition applies to system information transmitted on Cell 1.

	Cell 5

This condition applies to system information transmitted on Cell 5.


Table 8.1.3.6.3.3-2: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.3.6.3.3-3: SystemInformationBlockType6 for cell 1 (preamble and all steps, Table 8.1.3.6.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for cell 5
	
	

	    cellReselectionPriority[n]
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Same downlink UARFCN as used for cell 5
	
	

	    cellReselectionPriority[n]
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.6.3.3-4 RRCConnectionRelease message (step 1, Table 8.1.3.6.3.2-1)

	Derivation Path: 36.508 table 4.6.1.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	    rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	      redirectedCarrierInfo ::= CHOICE {
	
	
	

	        utra-FDD
	Downlink UARFCN of cell 5
	
	UTRA-FDD

	          utra-TDD
	Downlink UARFCN of cell 5
	
	UTRA-TDD

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.1.3.8
RRC connection release / Redirection from E-UTRAN to GERAN

8.1.3.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo set to geran }

   then { UE enters Idle mode on GERAN Cell included in IE redirectedCarrierInfo  } 
            }

8.1.3.8.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7. 

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or any cell on a frequency or frequency of RAT assigned by RRC in the state transition message.

...

8.1.3.8.3
Test description

8.1.3.8.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one GERAN cell and different location areas: 

-
Cell 1 E-UTRA serving cell (priority 4 default)

-
Cell 24 GERAN neighbouring cell (priority 3)

-
The parameters settings and power levels for Cell 1 and Cell 24 are selected according to [18], [5], [25] and Table 8.1.3.8.3.2-0 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 24 can take place (GERAN priority is lower than serving and S Cell 1 > Thresh Cell 1,low)
-
System information combination 5 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].

8.1.3.8.3.2
Test procedure sequence

Table 8.1.3.6.3.2-0 shows the cell power levels after the preamble.
Table 8.1.3.8.3.2-0: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	GERAN Cell Power
	dBm
	-
	-70
	


Table 8.1.3.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectedCarrierInfo including startingARFCN of Cell 24).
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.9 indicate that the UE is camped on GERAN Cell 24?

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	1
	-


8.1.3.8.3.3
Specific message or IE contents

Table 8.1.3.8.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.3.8.3.3-2: SystemInformationBlockType7 for cell 1 (preamble and all steps, Table 8.1.3.8.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-6

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType7 ::= SEQUENCE {
	
	
	

	  carrierFreqsInfoList SEQUENCE (SIZE (1..maxGNFG)) OF SEQUENCE {
	
	
	

	    CarrierFreqsGERAN SEQUENCE [n] {
	
	
	

	      startingARFCN
	Same as cell 24
	
	

	      bandIndicator
	Same as cell 24
	
	

	      followingARFCNs CHOICE {
	
	
	

	        equallySpacedARFCNs SEQUENCE {
	
	
	

	          arfcn-Spacing
	Same as cell 24
	
	

	          numberOfFollowingARFCNs
	Same as cell 24
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo SEQUENCE {
	
	
	

	      cellReselectionPriority
	3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.8.3.3-3: RRCConnectionRelease message (step 1, Table 8.1.3.8.3.2-1)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo CHOICE {
	
	
	

	          geran SEQUENCE {
	
	
	

	              startingARFCN
	Downlink ARFCN of Cell 24
	
	

	              bandIndicator
	The same band indicator of the Cell 24
	
	

	              followingARFCNs CHOICE {
	
	
	

	                explicitListOfARFCNs
	0 Entries
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.9
RRC connection release / Redirection from E-UTRAN to CDMA2000-HRPD

8.1.3.9.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo set to cdma2000-HRPD }

   then { UE enters cdma2000-HRPD mode } 
            }

8.1.3.9.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7. 

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
use the idle mobility parameters broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or any cell on a frequency or frequency of RAT assigned by RRC in the state transition message.

...

8.1.3.9.3
Test description

8.1.3.9.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one HRPD cell: 

-
Cell 1 E-UTRA serving cell 

-
Cell 15 suitable neighbour HRPD cell

-
The parameters settings and power levels for Cell 1 and Cell 15 are selected according to [18], [xx] and Table 8.1.3.9.3.2-1 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 15 can take place (hrpd priority is lower than serving and S Cell 1 > Thresh Cell 1,low).
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

Note: UE is not pre-registered in Cell 15.

8.1.3.9.3.2
Test procedure sequence

Table 8.1.3.9.3.2-1 shows the cell power levels after the preamble.
Table 8.1.3.9.3.2-1: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 15
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.


	
	Îor/Ioc
	dB
	-
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	

	
	Pilot Ec /Io (Note 1)
	dB
	-
	-6
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.1.3.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message (IE redirectedCarrierInfo including cdma2000-HRPD of Cell 15).
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the UE transmit an Access Probe on Cell 15 to initiate registration? 
	-->
	Access Probe
	1
	P


8.1.3.9.3.3
Specific message or IE contents

Table 8.1.3.9.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.3.9.3.3-2: RRCConnectionRelease (step 1, Table 8.1.3.9.3.2-2)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo CHOICE {
	
	
	

	              cdma2000-HRPD
	cdma2000-CarrierInfo for Cell 15
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.1.3.10
RRC connection release / Redirection from E-UTRAN to CDMA2000-1xRTT

8.1.3.10.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo set to cdma2000-1xRTT }

   then { UE enters cdma2000-1xRTT mode } 
            }

8.1.3.10.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3, 5.3.12 and TS 36.304, clause 5.2.7. 

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

…

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates ‘loadBalancingTAURequired’:

…
1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’.
[TS 36.331, clause 5.3.12]

Upon leaving RRC_CONNECTED, the UE shall:

…

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].

[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or any cell on a frequency or frequency of RAT assigned by RRC in the state transition message.

...

8.1.3.10.3
Test description

8.1.3.10.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one 1xRTT cell: 

-
Cell 1 E-UTRA serving cell 

-
Cell 19 suitable neighbour 1xRTT cell

-
The parameters settings and power levels for Cell 1 and Cell 19 are selected according to [18], [yy] and Table 8.1.3.10.3.2-1 so that camping on Cell 1 is guaranteed and no cell re-selection to Cell 19 can take place (1xRTT priority is lower than serving and S Cell 1 > Thresh Cell 1,low).
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

- 
UE is not pre-registered in Cell 19.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].

8.1.3.10.3.2
Test procedure sequence

Table 8.1.3.10.3.2-1 shows the cell power levels after the preamble.
Table 8.1.3.10.3.2-1: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.1.3.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionRelease message.
	<--
	RRCConnectionRelease
	-
	-

	2
	Check: Does the UE transmit an Access Probe on Cell 19 to initiate registration? 
	-->
	Access Probe
	1
	P


8.1.3.10.3.3
Specific message or IE contents

Table 8.1.3.10.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.3.10.3.3-2: RRCConnectionRelease (step 1, Table 8.1.3.10.3.2-1)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo CHOICE {
	
	
	

	              cdma2000-1xRTT
	cdma2000-CarrierInfo for Cell 19
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.2.4.6
RRC connection reconfiguration / Handover / Success / Inter-frequency

8.2.4.6.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA frequency}

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:
2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...

[TS 36.331, clause 5.3.10.4]
The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.6.3
Test description

8.2.4.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 3.
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.6.3.2
Test procedure sequence

Table 8.2.4.6.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.6.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy exit condition for event A3 (M3 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).


Table 8.2.4.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 3 parameters according to the row "T1" in table 8.2.4.6.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter frequency handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 3 to confirm the successful completion of the inter frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?
	-
	-
	1
	-


8.2.4.6.3.3
Specific message contents

Table 8.2.4.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.6.3.3-2: MeasConfig (Table 8.2.4.6.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1 condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.6.3.3-3: MeasurementReport (step 4, Table 8.2.4.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.6.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.6.3.3-5: MobilityControlInfo (Table 8.2.4.6.3.3-5)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.2.4.9
RRC connection reconfiguration / Handover / Inter-band blind handover / Success

8.2.4.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating an E-UTRA frequency on different frequency band }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

...

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...
[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.9.3
Test description

8.2.4.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 10.
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.9.3.2
Test procedure sequence

Table 8.2.4.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter band handover to Cell 10.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 10?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 10?
	-
	-
	1
	-


8.2.4.9.3.3
Specific message contents

Table 8.2.4.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.9.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.9.3.3-2: MobilityControlInfo (Table 8.2.4.9.3.3-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 10
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 10
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.10
RRC connection reconfiguration / Handover (between FDD and TDD)
8.2.4.10.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement in FDD mode}

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including an IE mobilityControlInformation with TDD configuration parameters included }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

(2)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement in TDD mode}

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including an IE mobilityControlInformation with FDD configuration parameters included }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.10.2  Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.4, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.

[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.4.2.10.3  Test description

8.4.2.10.3.1
Pre-test conditions
System Simulator:

-
Cell 1 in FDD and Cell 10 in TDD
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE: 

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on cell 1 according to [18].
8.4.2.10.3.2
Test procedure sequence
Table 8.4.2.10.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including TDD-Config to order the UE to perform inter band handover to Cell 10.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 10?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 10?
	-
	-
	1
	-

	4
	The SS transmits an RRCConnectionReconfiguration message without including TDD-Config to order the UE to perform inter band handover to Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	5
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1?
	-->
	RRCConnectionReconfigurationComplete
	2
	P

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	2
	-


8.4.2.10.3.3
Specific message content

Table 8.2.4.10.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.2.10.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.10.3.3-2: MobilityControlInfo (Table 8.2.4.10.3.3-1)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 10
	
	

	  carrierFreq SEQUENCE {
	
	
	

	dl-CarrierFreq
	Same downlink EARFCN as used for Cell 10
	
	

	    ul-CarrierFreq
	Not present
	
	

	}
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 10
	
	

	    ul-Bandwidth
	Not present
	
	

	  }
	
	
	

	  additionalSpectrumEmission
	Same additionalSpectrumEmission as used for Cell 10
	
	

	    tdd-Config
	TDD-Config-DEFAULT
	
	

	}
	
	
	


Table 8.2.4.10.3.3-3: RRCConnectionReconfiguration (step 4, Table 8.4.2.10.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.10.3.3-4: MobilityControlInfo (Table 8.2.4.10.3.3-3)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq SEQUENCE {
	
	
	

	dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1
	
	

	    ul-CarrierFreq
	Same uplink EARFCN as used for Cell 1
	
	

	}
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 1
	
	

	    ul-Bandwidth
	Same uplink system bandwidth as used for Cell 1
	
	

	  }
	
	
	

	  additionalSpectrumEmission
	Same additionalSpectrumEmission as used for Cell 1
	
	

	    tdd-Config
	Not present
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.3.1.3
Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements)

8.3.1.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for two event A3 at the same time}

ensure that {

  when { Entry condition for event A3 is not met }

   then { UE does not send MeasurementReport }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for two event A3 at the same time}

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport with correct measId for event A3 }

}

8.3.1.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.4 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of  cellGlobalId for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)


[image: image1.wmf]Off

Ocs

Ofs

Ms

Hys

Ocn

Ofn

Mn

+

+

+

>

-

+

+


Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.5]
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cellGlobalId for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.1.3.3
Test description

8.3.1.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.3.3.2
Test procedure sequence

Table 8.3.1.3.3.2-1 illustrates the downlink power levels to be applied for Cell 1, Cell 2 and Cell 3 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1"and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.3.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2

(DL only)
	Cell 3

(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Off
	Power levels are such that entry condition for event A3 (measId 1 & 2) is not satisfied:
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	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	Off
	Power levels are such that entry condition for event A3 (measId 1) is satisfied:
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	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Off
	-73
	Power levels are such that entry condition for event A3 (measId 2) is satisfied:
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Table 8.3.1.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including MeasConfig to setup intra E-UTRAN measurement and reporting for two event A3 (measId 1 and measId 2) (intra and inter frequency measurement).
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message within the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.3.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 1) with the measured RSRP value for Cell 2?
	-->
	MeasurementReport
	2
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.3.3.2-1.
	-
	-
	-
	-

	7
	Void
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 2) with the measured RSRP value for Cell 3?
	-->
	MeasurementReport
	2
	P


8.3.1.3.3.3
Specific message contents

Table 8.3.1.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.3.3.3-2: MeasConfig (step 1, Table 8.3.1.3.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.1.3.3.3-3: ReportConfig-A3-H (step 1, Table 8.3.1.3.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.1.3.3.3-4: MeasurementReport (step 5, Table 8.3.1.3.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	physCellId of the Cell 2.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.3.3.3-5: MeasurementReport (step 8, Table 8.3.1.3.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97) 
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	physCellId of the Cell 3.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.4
Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra and inter-frequency measurements)

8.3.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of intra frequency cells and inter frequency cells on specified frequency }

ensure that {

  when { The UE receives reference signal power for cells on the serving frequency and cells on the frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these cells }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of intra and inter frequency cells was sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available intra and inter frequency cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing measIds for periodic reporting }

   then { UE stops sending MeasurementReport messages for these measIds }

}

8.3.1.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId value included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
…

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

...
[TS 36.331, clause 5.5.5]

…

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than to reportAmount as defined corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

...

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

8.3.1.4.3
Test description

8.3.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2, Cell 3, Cell 4 and Cell 6
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on Cell 1.

8.3.1.4.3.2
Test procedure sequence

Table 8.3.1.4.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.4.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2

(DL only)
	Cell 3

(DL only)
	Cell 4

(DL only)
	Cell 6

(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	 8-5
	Off
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	 -85
	 Off
	 8-5
	 -91
	 Off
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	 -85
	Off
	Off
	 -91
	 -85
	


Table 8.3.1.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurements and periodical reporting for intra and inter frequency cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	
	EXCEPTION: In parallel to events described in step 3 the steps specified in table 8.3.1.4.3.2-3 and table 8.3.1.4.3.2-4 shall take place
	
	
	
	

	3
	Wait for 30 s to ensure that the UE performs a periodical intra frequency reporting and a periodical inter frequency reporting.
	-
	-
	1
	-

	4
	SS sets the cell-specific reference signal levels and switches Cell 2 “Off” and Cell 4 “On” according to row "T1" in table 8.3.1.4.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	
	EXCEPTION: In parallel to events described in step 6 the steps specified in table 8.3.1.4.3.2-4 and table 8.3.1.4.3.2-5 shall take place.
	
	
	
	

	6
	Wait for 30 s to ensure that the UE performs a periodical intra frequency reporting and a periodical inter frequency reporting.
	-
	-
	1, 2
	-

	7
	SS sets the cell-specific reference signal levels and switches Cell 3 “Off” and Cell 6 ”On” according to row "T2" in table 8.3.1.4.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	
	EXCEPTION: In parallel to events described in steps 9 to 11 the steps specified in table 8.3.1.4.3.2-5 and table 8.3.1.4.3.2-6 shall take place
	-
	-
	-
	-

	9
	Wait for 30 s to ensure that the UE performs a periodical intra frequency reporting and a periodical inter frequency reporting.
	-
	-
	1, 2
	-

	10
	SS transmits an RRCConnectionReconfiguration message including measConfig to remove measIds for periodical reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	12
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	3
	F


Table 8.3.1.4.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed 
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 2?
	-->
	MeasurementReport
	1
	P


Table 8.3.1.4.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical inter frequency reporting for Cell 3?
	-->
	MeasurementReport
	1
	P


NOTE1: Cell 2 may be included in the MeasurementReport due to UE averages power levels over a period of time.

NOTE2: Cell 3 may be included in the MeasurementReport due to UE averages power levels over a period of time.

Table 8.3.1.4.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 4(NOTE1)?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.1.4.3.2-6: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical inter frequency reporting for Cell 6(NOTE2)?
	-->
	MeasurementReport
	1, 2
	P


8.3.1.4.3.3
Specific message contents

Table 8.3.1.4.3.3-1: RRCConnectionReconfiguration (step 1 and step 10, Table 8.3.1.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.4.3.3-2: MeasConfig (step 1, Table 8.3.1.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	measObjectId[2]
	IdMeasObject-f2
	
	

	measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	measObjectId[2]
	IdMeasObject-f3
	
	

	measObject[2]
	MeasObjectEUTRA-GENERIC(f3)
	
	

	  }
	
	
	

	  reportConfigToAddModiList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigEUTRA-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-PERIODICAL
	
	

	    measId[3]
	3
	
	

	    measObjectId[3]
	IdMeasObject-f3
	
	

	    reportConfigId[3]
	IdReportConfig-PERIODICAL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-3 ReportConfigEUTRA-PERIODICAL (step 1, Table 8.3.1.4.3.2-2)
	Derivation path: 36.508 table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  maxReportCells
	2
	Report Cell 2, Cell 3, Cell 4 or Cell 6
	

	}
	
	
	


Table 8.3.1.4.3.3-4: MeasConfig (step 10, Table 8.3.1.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    MeasId[1]
	1
	
	

	    MeasId[2]
	2
	
	

	    MeasId[3]
	3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-5: MeasurementReport (step 1, Table 8.3.1.4.3.2-3)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId [1]
	physicalCellIdentity-Cell2
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-6: MeasurementReport (step 1, Table 8.3.1.4.3.2-5) 

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 4
	

	              physCellId [1]
	physicalCellIdentity-Cell4
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-7: MeasurementReport (step 1, Table 8.3.1.4.3.2-4)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId [1]
	physicalCellIdentity-Cell3
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.4.3.3-8: MeasurementReport (step 1, Table 8.3.1.4.3.2-6) 

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 6
	

	              physCellId [1]
	physicalCellIdentity-Cell6
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.3.1.6
Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-frequency measurements)

8.3.1.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for event A2 and event A3 }

ensure that {

  when { Serving becomes worse than threshold }

   then { UE sends MeasurementReport for event A2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for event A2 and event A3 }

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport for event A3 }

}

8.3.1.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.4.1, 5.5.4.3, 5.5.4.4 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

...
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical, eventA1 or eventA2 is configured in the corresponding reportConfig:
5>
consider only the serving cell to be applicable;
4>
else:

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

…
2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to 'event' and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to 'reportCGI' and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
[TS 36.331, clause 5.5.4.3]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

Inequality A2-1 (Entering condition)
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Inequality A2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).

Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigEUTRA for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to 'event':
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;

…
…
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.1.6.3
Test description

8.3.1.6.3.1
Pre-test conditions

System Simulator:

- Cell 1 and Cell 3
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.6.3.2
Test procedure sequence

Table 8.3.1.6.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 3 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1"and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.6.3.2-1 : Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 3

(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Power levels are  such that entry condition for event A2 and event A3 is not satisfied:


[image: image11.wmf]Thresh

Hys

Ms

>

-


AND


[image: image12.wmf]Off

Ocs

Ofs

Ms

Hys

Ocn

Ofn

Mn

+

+

+

<

+

+

+



	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-93
	-105
	Power level of Cell 1 is such that entry condition for event A2 is satisfied:
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AND

Power levels of Cell 1 and Cell 3 are such that entry condition for event A3 is not satisfied:
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	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	Power levels are such that entry condition for event A3 is satisfied:
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Table 8.3.1.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A2 and event A3 (inter frequency measurement) 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message within the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.6.3.2.-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report event A2 with the measured RSRP value for Cell 1?
	-->
	MeasurementReport
	1
	P

	6
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.6.3.2.-1.
	-
	-
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP value for Cell 3?
	-->
	MeasurementReport
	2
	P


8.3.1.6.3.3
Specific message contents

Table 8.3.1.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.6.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.1.6.3.3-2: MeasConfig (step 1, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	2 entries
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfig-A2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	    reportConfig[2]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.1.6.3.3-3: ReportConfig-A2 (step 1, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-5 ReportConfigEUTRA-A2(-83)

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      hysteresis
	6
	3 dB
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.6.3.3-4: ReportConfig-A3 (step 1, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	         a3-Offset
	0
	0 dB
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.1.6.3.3-5: MeasurementReport (step 5, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        MeasResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	PhysCellId of the Cell 3.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.6.3.3-6: MeasurementReport (step 7, Table 8.3.1.6.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        MeasResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId
	PhysCellId of the Cell 3.
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.3.1.9
Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present

8.3.1.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and not including a measConfig }

    then { UE performs intra frequency handover and continues the intra frequency measurement }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and not including a measConfig }

    then { UE performs intra frequency handover and continues the inter frequency measurement after the activation of the measurement gaps }

            }

8.3.1.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.4 and 5.5.6.1.

[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.6.1]

E-UTRAN applies the handover procedure as follows:

-
when performing the handover procedure, as specified in 5.3.5.4, ensure that a measObjectId corresponding to the handover target carrier frequency is configured as a result of the procedures described in this sub-clause and in 5.3.5.4;
...
The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to 'periodical':

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig:

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the target carrier frequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;

2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;

1>
remove all measurement reporting entries within VarMeasReportList;

1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.

8.3.1.9.3
Test description

8.3.1.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3.
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.9.3.2
Test procedure sequence

Table 8.3.1.9.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2","T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.9.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) do not satisfy entry condition for event A3 (M3 < M1).
(NOTE 1)

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

(NOTE 1)

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

(NOTE 1)

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	-85
	-73
	The power level values are such that measurement results for Cell 2 (M2) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M2).

(NOTE 1)

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M1 > M2).

(NOTE 1)

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.3.1.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION:
Steps 3a1 to 3a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	3a1
	IF pc_FeatrGrp_25 THEN the SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T1" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	3a2
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 3.
	-->
	MeasurementReport
	-
	-

	4
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T2" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	5
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 2.
	-->
	MeasurementReport
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message without a measConfig message on Cell 1, to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	-
	EXCEPTION:
Steps 8a1 to 8a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	8a1
	IF pc_FeatrGrp_25 THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	8a2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	8a3
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T3" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	8a4
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 3?
	-->
	MeasurementReport
	2
	P

	9
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T4" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 1?
	-->
	MeasurementReport
	1
	P

	11
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1,2
	-


8.3.1.9.3.3
Specific message contents

Table 8.3.1.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.9.3.3-2: MeasConfig (Table 8.3.1.9.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1entry or 2 entries
	number of entry depending on the UE capability
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	pc_FeatrGrp_25

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1entry or 2 entries
	number of entry depending on the UE capability
	

	    measId[1]
	1
	Intra frequency
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	Inter frequency
	pc_FeatrGrp_25

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    reportConfigId[2]
	IdReportConfig-A3
	
	pc_FeatrGrp_25

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-3: MeasurementReport (step 3a2 and 8a4, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-4: MeasurementReport (step 5, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-5: RRCConnectionReconfiguration (step 6, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.3.1.9.3.3-6: MobilityControlInfo (Table 8.1.3.9.3.3-5)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.3.1.9.3.3-7: RRCConnectionReconfiguration (step 8a1, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.9.3.3-8: MeasConfig (Table 8.1.3.9.3.3-7)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.9.3.3-9: MeasurementReport (step 10, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          MeasResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.10
Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-frequency handover / IE measurement configuration not present

8.3.1.10.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency and inter frequency measurements }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA frequency and not including a measConfig }

    then { UE performs inter frequency handover, continues the intra frequency measurement and continues inter frequency measurement after the activation of the measurement gaps }

            }

8.3.1.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.6.1.

[TS 36.331, clause 5.5.6.1]

E-UTRAN applies the handover procedure as follows:

-
when performing the handover procedure, as specified in 5.3.5.4, ensure that a measObjectId corresponding to the handover target carrier frequency is configured as a result of the procedures described in this subclause and in 5.3.5.4;

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to 'periodical':

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:
5>
link this measId value to the measObjectId value corresponding to the target carrierfrequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:
5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;
2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;
1>
remove all measurement reporting entries within VarMeasReportList;
1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.

8.3.1.10.3
Test description

8.3.1.10.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2, Cell 3 and Cell 12.
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.10.3.2
Test procedure sequence

Table 8.3.1.10.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2","T3", and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.10.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 12
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	-97
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) do not satisfy entry condition for event A3 (M2 < M1).

(NOTE 1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	-97
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

(NOTE 1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-73
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

(NOTE 1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-97
	"Off"
	-85
	-79
	The power level values are such that measurement results for Cell 3 (M3) and Cell 12 (M12) satisfy entry condition for event A3 (M12 > M3).

(NOTE 1).

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	"Off"
	-85
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M1 > M3).

(NOTE 1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.3.1.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T1" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to perform event A3 intra frequency reporting for Cell 2 during the next 30 s.
	-
	MeasurementReport
	-
	-

	5
	The SS changes Cell 1 and Cell 3 parameters, sets the cell-specific reference signal levels and switches Cell 2 off according to row "T2" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	6
	The UE transmits a MeasurementReport message on Cell 1 to perform event A3 inter frequency reporting for Cell 3 during the next 30 s.
	-->
	MeasurementReport
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message without a measurementConfig, to order the UE to perform inter frequency handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message to Cell 3?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	The SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	10
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 3.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	11
	The SS changes Cell 1 and Cell 3 parameters,sets the cell-specific reference signal levels and switches Cell 12 on  according to the row "T3" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	12
	Check: Does the UE transmit a MeasurementReport message on Cell 3 to perform event A3 intra frequency reporting for Cell 12 during the next 30 s?
	-->
	MeasurementReport
	1
	P

	13
	The SS changes Cell 1 and Cell 3 parameters, sets the cell-specific reference signal levels and switches Cell 12 off according to row "T4" in table 8.3.1.10.3.2-1.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a MeasurementReport message on Cell 3 to perform event A3 inter frequency reporting for Cell 1 during the next 30 s?
	-->
	MeasurementReport
	1
	P

	15
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?
	-
	-
	1
	-


8.3.1.10.3.3
Specific message contents

Table 8.3.1.10.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.10.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.10.3.3-2: MeasConfig (Table 8.3.1.10.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-3: ReportConfig-A3 (Table 8.3.1.10.3.3-2)

	Derivation path: 36.508, Table 4.6.6-6

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  reportAmount 
	r1
	
	

	}
	
	
	


Table 8.3.1.10.3.3-4: MeasurementReport (step 4, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-5: MeasurementReport (step 6, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-6: RRCConnectionReconfiguration (step 7, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.3.1.10.3.3-7: MobilityControlInfo (Table 8.3.1.10.3.3-6)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.3.1.10.3.3-8: RRCConnectionReconfiguration (step 9, Table 8.3.1.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.10.3.3-9: MeasConfig (Table 8.3.1.10.3.3-8)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.10.3.3-10: MeasurementReport (step 12, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 12
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.10.3.3-11: MeasurementReport (step 14, Table 8.3.1.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.11
Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment
8.3.1.11.1
Test Purpose (TP)
(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency measurement and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell having attempted intra frequency handover}

ensure that {
  when { UE detects handover failure and the intra frequency cell is selectable }

then {UE performs RRC Connection Re-establishment, continues the intra frequency measurement }

}
(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter frequency measurement and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell having attempted intra frequency handover}

ensure that {
  when { UE detects handover failure and the intra frequency cell is selectable }

then {UE performs RRC Connection Re-establishment, continues the inter frequency measurement after the activation of the measurement gaps }

}
8.3.1.11.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.4, 5.3.5.6, 5.3.7.2 and 5.5.6.1.
[TS 36.331,clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
 configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;
…
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
the procedure ends;
NOTE 3:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.
[TS 36.331,clause 5.3.5.6]

The UE shall:

1>
if T304 expires (handover failure):

NOTE:
Following T304 expiry any dedicated preamble, if provided within the rach-ConfigDedicated, is not available for use by the UE anymore.

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends;

[TS 36.331,clause 5.3.7.2]

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
[TS 36.331,clause 5.5.6.1]

E-UTRAN applies the re-establishment procedure as follows:

-
when performing the connection re-establishment procedure, as specified in 5.3.7, ensure that a measObjectId corresponding to the target carrier frequency is configured as a result of the procedure described in this sub-clause and the subsequent connection reconfiguration procedure immediately following the re-establishment procedure;

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to ‘periodical’:

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig:

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the target carrier frequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;

2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;

1>
remove all measurement reporting entries within VarMeasReportList;

1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.
8.3.1.11.3
Test description

8.3.1.11.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3.
-
System information combination 3 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.11.3.2
Test procedure sequence

Table 8.3.1.11.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1", "T2","T3", "T4", "T5" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.1.11.3.2-1: Time instances of cell power levels
	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	”off”
	”off”
	 

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	”off”
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 - Hys > M1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	”off”
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 - Hys > M1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	”off”
	-79
	”off”
	The power level values are assigned values to satisfy SrxlevCell 1 < 0 and SrxlevCell 3 < 0 such that selecting Cell 2 is guaranteed

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	”off”
	The power level values are such that measurement results for Cell 2 (M2) and Cell 1 (M1) satisfy entry condition for event A3 (M1 - Hys > M2).

	T5
	Cell-specific RS EPRE
	dBm/15kHz
	”off”
	-85
	-73
	The power level values are such that measurement results for Cell 2 (M2) and Cell 3 (M3) satisfy entry condition for event A3 (M3 - Hys > M2).


Table 8.3.1.11.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION:
Steps 3a1 to 3a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	3a1
	IF pc_FeatrGrp_25 THEN the SS changes Cell 1, Cell 2 and Cell 3 power levels according to the row "T1" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	3a2
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 3.
	-->
	MeasurementReport
	-
	-

	4
	The SS changes Cell 2 and Cell 3 power levels according to the row "T2" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	5
	The UE transmits a MeasurementReport message on Cell 1 to perform event A3 intra frequency reporting for Cell 2.
	-->
	MeasurementReport
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message including a mobilityControlInfo, to order the UE to perform intra frequency handover to Cell 2. 
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 7 the steps specified in Table 8.3.1.11.3.2-3 should take place.
	-
	-
	-
	-

	7
	The SS changes Cell 1 and Cell 3 power levels according to the row "T3" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 2?
	-->
	RRCConnectionReestablishmentRequest
	1,2
	P

	9
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 2.
	<--
	RRCConnectionReestablishment
	-
	-

	10
	The UE transmits an RRCConnectionReestablishmentComplete message on Cell 2.
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	11
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	12
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	13
	The SS changes Cell 1, Cell 2 and Cell 3 power levels according to the row "T4" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to perform event A3 intra frequency reporting for Cell 1?
	-->
	MeasurementReport
	1
	P

	-
	EXCEPTION:
Steps 15a1 to 15a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	15a1
	IF pc_FeatrGrp_25 THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	15a2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	15a3
	The SS changes Cell 1, Cell 2 and Cell 3 power levels according to the row "T5" in Table 8.3.1.11.3.2-1.
	-
	-
	-
	-

	15a4
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 3?
	-->
	MeasurementReport
	2
	P

	16
	Check: Does the test result of CALL generic test procedure in 36.508 subclause 6.2,4.3  indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1,2
	-


Table 8.3.1.11.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on Cell 2.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.3.1.11.3.3
Specific message contents
Table 8.3.1.11.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.11.3.3-2: MeasConfig (step 1, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	pc_FeatrGrp_25

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	pc_FeatrGrp_25

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    reportConfigId[2]
	IdReportConfig-A3
	
	pc_FeatrGrp_25

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-3: ReportConfig-A3 (step 1, Table 8.3.1.11.3.2-2)

	Derivation path: 36.508 clause 4.6.6 Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  reportAmount 
	r1
	
	

	}
	
	
	


Table 8.3.1.11.3.3-4: MeasurementReport (step 3a2,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-5: MeasurementReport (step 5, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-6: RRCConnectionReconfiguration (step 6,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.3.1.11.3.3-7: MobilityControlInfo (step 6, Table 8.1.3.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.3.1.11.3.3-8: RRCConnectionReestablishmentRequest (step 8, Table  8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 2
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-9: RRCConnectionReestablishment (step 9, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-10: RRCConnectionReconfiguration (step 11, Table 8.3.1.11.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-11: MeasurementReport (step 14,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.11.3.3-12: RRCConnectionReconfiguration (step 15a1,Table 8.3.1.11.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-8 condition MEAS


Table 8.3.1.11.3.3-13: MeasConfig (step 15a1,Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.11.3.3-14: MeasurementReport (step 15a4, Table 8.3.1.11.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2
Inter-RAT measurements

8.3.2.1
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of GERAN cells

8.3.2.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5.
[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:

…

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Ms.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.1.3
Test description

8.3.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 24.
-
System information combination 5 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.1.3.2
Test procedure sequence

Table 8.3.2.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	RSSI 
	dBm
	-
	[-65]
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	RSSI 
	dBm
	-
	[-85]
	


Table 8.3.2.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1and Cell 24 parameters according to the row "T1" in table 8.3.2.1.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 24?
	-->
	MeasurementReport
	2
	P

	6
	The SS changes Cell 1 and Cell 24 parameters according to the row "T2" in table 8.3.2.1.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5 s to allow change of power levels for Cells 1 and Cell 24.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	-
	-


8.3.2.1.3.3
Specific message contents

Table 8.3.2.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.1.3.3-2: MeasConfig (Table 8.3.2.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    measObject[1]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.3.3-3: MeasurementReport (step 5, Table 8.3.2.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 24
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                  rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.2
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of GERAN cells

8.3.2.2.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell }

ensure that {

  when { The UE receives reference signal power for cells on the GERAN frequencies where measurements are configured }

    then { UE sends MeasurementReport message at regular intervals for these GERAN cells }

            }

(2)
with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of GERAN cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable and the UE receives reference signal power on a reported GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport message at regular intervals for the available GERAN cells }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of GERAN cells ongoing }

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of GERAN cells }

    then { UE stops sending MeasurementReport message for GERAN cells }

            }

8.3.2.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
…

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2> perform the measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
…

2>
else:

…

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

…

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to 'periodical':

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

...

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.2.3
Test description

8.3.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 25 and Cell 26.
-
System information combination 5 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.2.3.2
Test procedure sequence

Table 8.3.2.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 25
	Cell 26
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that camping on Cell 1 is guarantee.

	
	RSSI 
	dBm
	-
	Off
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 25 is satisfied for periodic reporting.

	
	RSSI 
	dBm
	-
	[-70]
	Off
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 26 is satisfied for periodic reporting and Cell 25 become unavailable.

	
	RSSI 
	dBm
	-
	Off
	[-70]
	


Table 8.3.2.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS power "On" Cell 25 according to the row "T1" in table 8.3.2.2.3.2-1.
	-
	-
	-
	-

	4
	Wait and ignore MeasurementReport messages for 5s to allow power "On" for Cell 25.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 5 to 6 the steps specified in table 8.3.2.2.3.2-3 shall take place
	-
	-
	-
	-

	5
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	6
	The SS power "Off" Cell 25 and power "On" Cell 26 according to the row "T2" in table 8.3.2.2.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5s to allow power "Off" and power "On" for Cell 25 and Cell 26 respectively.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 8 to 9 the steps specified in table 8.3.2.2.3.2-4 shall take place
	-
	-
	-
	-

	8
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	9
	The SS transmits an RRCConnectionReconfiguration message to remove inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	10
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the remove of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	11
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	3
	F


Table 8.3.2.2.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed 
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 25?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.2.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 26(NOTE1)?
	-->
	MeasurementReport
	1, 2
	P


NOTE1: Cell 25 may be included in the MeasurementReport due to UE averages power levels over a period of time.

8.3.2.2.3.3
Specific message contents

Table 8.3.2.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.2.3.3-2: MeasConfig (Table 8.3.2.2.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f12
	
	

	    measObject[1]
	MeasObjectGERAN-GENERIC(f12)
	
	

	    measObjectId[2]
	IdMeasObject-f13
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f13)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f12
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f13
	
	

	    reportConfigId[2]
	IdReportConfigInterRAT -PERIODICAL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.3.3-3: MeasurementReport (step 1, Table 8.3.2.2.3.2-3)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 25
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.3.3-4: MeasurementReport (step 1, Table 8.3.2.2.3.2-4)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 26
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.3.3-5: RRCConnectionReconfiguration (step 9, Table 8.3.2.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.2.3.3-6: MeasConfig (Table 8.3.2.2.3.3-5)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measId[2]
	2
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.3
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of UTRAN cells

8.3.2.3.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfig includes a purpose set to 'reportStrongestCellsForSON':

...
2>
else:

3>
if the corresponding measObject concerns E-UTRA:

...
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);
3>
else if the corresponding measObject concerns GERAN:
4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the  for this measId;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId:(a first cell triggers the event)

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

...

2>

if the triggerType is set to 'event' and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportListfor this measId for all measurements after layer 3 filtering taken duringtimeToTrigger defined within the VarMeasConfigfor this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to 'reportCGI' and if the UE acquired the information needed to set all fields of cellGlobalId for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

...
[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell)
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event)

Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event)

Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event)

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell

Ofn, Hys are expressed in dB

Thresh1 is expressed in the same unit as Ms
Thresh2 is expressed in the same unit as Mn
[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the triggerType is set to 'event':
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId
3>
else:

4>
include the applicable calls for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

...
5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

...
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId
2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>
else: 

2>
if the triggerType is set to 'periodical':

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer’s HRPD preRegistrationStatus; 

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to 'FALSE';

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.3.3
Test description

8.3.2.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 7.
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.3.3.2
Test procedure sequence

Table 8.3.2.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.3.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 7
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	CPICH_Ec/Io (Note 1)

CPICH Ec= -83.5[dBm/3.84MHz]
	dB
	-
	-23.5
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	CPICH_Ec/Io (Note 1)

CPICH Ec= -72.3[dBm/3.84MHz]
	dB
	-
	-12.3
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	CPICH_Ec/Io (Note 1)

CPICH Ec= -83.5[dBm/3.84MHz]
	dB
	-
	-23.5
	


NOTE 1:
This parameter is not directly settable, but are derived by calculation from the other parameters set by the SS.
Table 8.3.2.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message on Cell 1 to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1 and Cell 7 parameters according to the row "T1" in table 8.3.2.3.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 7?
	-->
	MeasurementReport
	2
	P

	6
	The SS changes Cell 1 and Cell 7 parameters according to the row "T2" in table 8.3.2.3.3.2-1.
	-
	-
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message on Cell 1 to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	8
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1,2,3
	-


8.3.2.3.3.3
Specific message contents

Table 8.3.2.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.3.3.3-2: MeasConfig (Table 8.3.2.3.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    measObject[1]
	MeasObjectUTRA-GENERIC(f8)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-UTRA
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-UTRA(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-B2-UTRA
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.3.3.3-2A: QuantityConfig (Table 8.3.2.3.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-3A, condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig SEQUENCE {
	
	
	

	  quantityConfigUTRA SEQUENCE {
	
	
	

	    measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	    measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    filterCoefficient
	fc0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.3.3.3-3: Void
Table 8.3.2.3.3.3-4: MeasurementReport (step 5, Table 8.3.2.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 7
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


8.3.2.4
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of UTRAN cells

8.3.2.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of UTRA cells }

ensure that {

  when { The UE receives reference signal power for cells on the UTRA frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these UTRA cells }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of UTRA cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported UTRA frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available UTRA cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRA cells ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of UTRA cells }

   then { UE stops sending MeasurementReport message for UTRA cells }

}

8.3.2.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId value included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:
2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

 [TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

… 

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than to reportAmount as defined corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

8.3.2.4.3
Test description

8.3.2.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 7
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on Cell 1.

8.3.2.4.3.2
Test procedure sequence

Table 8.3.2.4.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.4.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Parameter
	Unit
	Cell 5
	Cell 7
	Remark

	
	E-UTRA Cell
	UTRA Cells
	

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	CPICH_Ec
	dBm/3.84 MHz
	 -85
	Off
	Power levels shall be such that  camping on Cell 1 is guaranteed

	T1
	
	
	-75
	
	
	-85
	 -85
	

	T2
	
	
	-75
	
	
	Off
	 -85
	


Table 8.3.2.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup measurements and periodical reporting for UTRA cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	
	EXCEPTION: In parallel to events described in steps 3 to 4 the steps specified in table 8.3.2.4.3.2-3 shall take place
	
	
	
	

	3
	Wait for 30 s to ensure that the UE performs a periodical reporting of UTRA cells.
	-
	-
	1
	-

	4
	The SS sets the cell-specific reference signal levels and switches Cell 7 on according to row "T1" in table 8.3.2.4.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	
	EXCEPTION: In parallel to events described in steps 6 to 7 the steps specified in table 8.3.2.4.3.2-4 shall take place
	
	
	
	

	6
	Wait for 30 s to ensure that the UE performs a periodical reporting of UTRA cells.
	-
	-
	1, 2
	-

	7
	The SS sets the cell-specific reference signal levels and switches Cell 5 "Off" according to row "T2" in table 8.3.2.4.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	
	EXCEPTION: In parallel to events described in steps 9 to 10 the steps specified in table 8.3.2.4.3.2-5 shall take place
	
	
	
	

	9
	Wait for 30 s to ensure that the UE performs a periodical reporting of UTRA cells.
	-
	-
	1, 2
	-

	10
	The SS transmits an RRCConnectionReconfiguration message including measConfig to remove measId for periodic reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	12
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	3
	F


Table 8.3.2.4.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 5?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.4.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 5 and Cell 7?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.2.4.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: Step 1 shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 7(NOTE1)?
	-->
	MeasurementReport
	1, 2
	P


NOTE1: Cell 5 may be included in the MeasurementReport due to UE averages power levels over a period of time.

8.3.2.4.3.3
Specific message contents

Table 8.3.2.4.3.3-1 RRCConnectionReconfiguration (step 1 and step 10, Table 8.3.2.4.3.2-2)

	Derivation path: 36.508 table table 4.6.1-8 with condition MEAS


Table 8.3.2.4.3.3-2 MeasConfig (step 1, Table 8.3.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 with condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    measObject[1]
	MeasObjectUTRA-f8
	UTRA frequency
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL-UTRA
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE { 
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-3 MeasObjectUTRA-f8 (step 1, Table 8.3.2.4.3.2-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	
	UTRA DL carrier frequency of Cell 5 and Cell 7
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	      cellIndex [2]
	2
	
	

	      physCellId [2]
	physicalCellIdentity – Cell 7
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	      cellIndex [2]
	2
	
	

	      physCellId [2]
	physicalCellIdentity – Cell 7
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-4 ReportConfigInterRAT-PERIODICAL-UTRA (step 1, Table 8.3.2.4.3.2-2)
	Derivation path: 36.508 table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL-UTRA ::= SEQUENCE {
	
	
	

	  maxReportCells
	2
	Report Cell 5 and Cell 7
	

	}
	
	
	


Table 8.3.2.4.3.3-5: MeasConfig (step 10, Table 8.3.2.4.3.2-2) 

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.4.3.3-6: MeasurementReport (step 1, Table 8.3.2.4.3.2-3)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-TDD

	              }
	
	
	

	              measResult [1] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-7: MeasurementReport (step 1, Table 8.3.2.4.3.2-4)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 5
	Report Cell 5
	UTRA-TDD

	              }
	
	
	

	              measResult [1] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	              physCellId[2] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-TDD

	              }
	
	
	

	              measResult [2] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.4.3.3-8: MeasurementReport (step 1, Table 8.3.2.4.3.2-5)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-FDD

	                tdd
	physicalCellIdentity – Cell 7
	Report Cell 7
	UTRA-TDD

	              }
	
	
	

	              measResult [1] ::= SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


8.3.2.5
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurements of E-UTRAN, UTRAN and GERAN cells

8.3.2.5.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRAN and GERAN cells }

ensure that {

  when { The UE receives reference signal power for cells on either UTRAN or GERAN frequency where measurements are configured }

    then { UE sends MeasurementReport message at regular intervals for UTRAN or GERAN cell }

            }

(2)
with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of UTRAN or GERAN cell on a configured frequency was sent }

ensure that {

  when { A previously reported cell become unavailable and the UE receives reference signal power on a reported UTRAN or GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport message at regular intervals for the available UTRAN or GERAN cell }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRAN or GERAN cells ongoing }

ensure that {

when { The UE receives reference signal power on a reported UTRAN or GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport messages at regular intervals for the available UTRAN and GERAN cells }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRAN and GERAN cells ongoing }

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of UTRAN and GERAN cells }

    then { UE stops sending MeasurementReport message for UTRAN and GERAN cells }

            }

8.3.2.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
…

1>
if the RRCConnectionReconfiguration message includes the measConfig:

3> perform the measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
...

2>
else:

...

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

...

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

...

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
...

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to 'event'; or the purpose is set to 'reportStrongestCells' or to 'reportStrongestCellsForSON':

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

...

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to 'periodical':

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

...

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.5.3
Test description

8.3.2.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 24.
-
System information combination 10 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.5.3.2
Test procedure sequence

Table 8.3.2.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that camping on Cell 1 is guarantee.

	
	CPICH_Ec/Io
	dB
	-
	Off
	-
	

	
	RSSI 
	dBm
	-
	-
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 5 is satisfied for periodic reporting.

	
	CPICH_Ec/Io
	dB
	-
	-18
	-
	

	
	RSSI 
	dBm
	-
	-
	Off
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 24 is satisfied for periodic reporting and Cell 5 become unavailable.

	
	CPICH_Ec/Io
	dB
	-
	Off
	-
	

	
	RSSI 
	dBm
	-
	-
	-70
	

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that Cell 5 and Cell 24 are satisfied for periodic reporting.

	
	CPICH_Ec/Io
	dB
	-
	-18
	-
	

	
	RSSI 
	dBm
	-
	-
	-70
	


Table 8.3.2.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS power "On" Cell 5 according to the row "T1" in table 8.3.2.5.3.2-1.
	-
	-
	-
	-

	4
	Wait and ignore MeasurementReport messages for 5s to allow power "On" for Cell 5.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in step 5 the steps specified in table 8.3.2.5.3.2-3 shall take place
	-
	-
	-
	-

	5
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	6
	The SS power "Off" Cell 5 and power "On" Cell 24 according to the row "T2" in table 8.3.2.5.3.2-1.
	-
	-
	-
	-

	7
	Wait and ignore MeasurementReport messages for 5s to allow power "Off" and power "On" for Cell 5 and Cell 24 respectively.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in step 8 the steps specified in table 8.3.2.5.3.2-4 shall take place
	-
	-
	-
	-

	8
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	9
	The SS power "On" for Cell 5 according to the row "T3" in table 8.3.2.5.3.2-1.
	-
	-
	-
	-

	10
	Wait and ignore MeasurementReport messages for 5s to allow power "On" for Cell 5.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 11 to 12 the steps specified in table 8.3.2.5.3.2-3  and 8.3.2.5.3.2-4 shall take place
	-
	-
	-
	-

	11
	Wait for 30 s to ensure that the UE performs a inter-RAT periodical reporting.
	-
	-
	-
	-

	12
	The SS transmits an RRCConnectionReconfiguration message to remove inter-RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	13
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the remove of inter-RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	14
	Check: Does the UE attempt to transmit an uplink message for the next 10s?
	-
	-
	4
	F


Table 8.3.2.5.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed 
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 5?
	-->
	MeasurementReport
	1, 3
	P


Table 8.3.2.5.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical reporting for Cell 24?
	-->
	MeasurementReport
	1, 2, 3
	P


8.3.2.5.3.3
Specific message contents

Table 8.3.2.5.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.5.3.3-2: MeasConfig (Table 8.3.2.5.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    measObject[1]
	MeasObjectUTRA-GENERIC(f8)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    }
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp1
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.5.3.3-3: MeasurementReport (step 1, Table 8.3.2.5.3.2-3)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              physCellId[1] CHOICE {
	
	
	

	                fdd
	PhysicalCellIdentity of Cell 5
	
	UTRA-FDD

	                tdd
	PhysicalCellIdentity of Cell 5
	
	UTRA-TDD

	              }
	
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	

	                utra-EcN0
	(0..49)

	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.5.3.3-4: MeasurementReport (step 1, Table 8.3.2.5.3.2-4)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultsNeighCells CHOICE {
	
	
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry 
	
	

	              carrierFreq[1] SEQUENCE {
	
	
	

	                arfcn
	Not checked
	
	

	                bandIndicator
	Not checked
	
	

	              }
	
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 24
	
	

	              cgi-info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.5.3.3-5: RRCConnectionReconfiguration (step 12, Table 8.3.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.5.3.3-6: MeasConfig (Table 8.3.2.5.3.3-5)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measId[2]
	2
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.6
Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Mmeasurements of E-UTRAN, UTRAN and GERAN cells

8.3.2.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the events A2 and B2 are not met }

    then { UE does not transmit any MeasurementReport messages}

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the event A2 is met }

    then { UE transmits a MeasurementReport message}

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the event B2 for UTRAN is met }

    then { UE transmits a MeasurementReport message }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state and measurements configured for A2 on E-UTRAN, B2 on UTRAN and B2 on GERAN at the same time }

ensure that {

  when { UE detects entering condition for the event B2 for GERAN is met }

    then { UE transmits a MeasurementReport message }

            }

8.3.2.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.3, 5.5.4.8 and 5.5.5.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

[TS 36.331, clause 5.5.4.3]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

Inequality A2-1 (Entering condition)
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Inequality A2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).

Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigEUTRA for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)


[image: image29.wmf]2

Thresh

Hys

Ofn

Mn

>

-

+


Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Ms.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

…

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

…

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.2.6.3
Test description

8.3.2.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 24.
-
System information combination 10 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.6.3.2
Test procedure sequence

Table 8.3.2.6.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.6.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Cell 24
	Remark

	T0
	RS EPRE
	dBm/15kHz
	-85
	-
	-
	Entry conditions for A2 and B2 events are not fulfilled. 



	
	CPICH_Ec/ PCCPCH RSCP
	dBm/3.84 MHz/dBm
	-
	-80
	-
	

	
	GERAN Cell Power
	dBm
	-
	-
	-85
	

	T1
	RS EPRE
	dBm/15kHz
	-105
	-
	-
	Entry conditions for A2 and B2 events are fullfilled.

	
	CPICH_Ec/ PCCPCH RSCP
	dBm/3.84 MHz/dBm
	-
	-60
	-
	

	
	GERAN Cell Power
	dBm
	-
	-
	-65
	


Table 8.3.2.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter RAT measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit any MeasurementReport messages during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 5 and Cell 24 parameters according to row “T1” in table 8.3.2.6.3.2-1.
	-
	-
	-
	-

	-
	EXCEPTION:
In parallel to step 5 the steps specified in Table 8.3.2.6.3.2-3 shall take place.
	-
	-
	-
	-

	5
	The SS waits for 10s.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	-
	-


Table 8.3.2.6.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1-3 may occur in any order.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to report event A2 for Cell 1.
	-->
	MeasurementReport
	2
	P

	2
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 5.
	-->
	MeasurementReport
	3
	P

	3
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 24.
	-->
	MeasurementReport
	4
	P


8.3.2.6.3.3
Specific message contents

Table 8.3.2.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.6.3.2-2)

	Derivation Path: 36.508 table 4.6.1-8 with condition MEAS


Table 8.3.2.6.3.3-2: MeasConfig (Table 8.3.2.6.3.3-1)

	Derivation path: 36.508 table 4.6.6-1 with condition INTER-RAT

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-EUTRA
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-UTRA
	
	

	    measObject[2]
	MeasObjectUTRA-GENERIC(f8)
	
	

	    measObjectId[2]
	IdMeasObject-GERAN
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	3 entries
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A2(-95)
	
	

	    reportConfigId[2]
	IdReportConfig-B2-UTRA
	
	

	    reportConfig[2]
	ReportConfigInterRAT-B2-UTRA(-95, -70)
	
	

	    reportConfigId[3]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[3]
	ReportConfigInterRAT-B2-GERAN(-95,-75)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-EUTRA
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-UTRA
	
	

	    reportConfigId[2]
	IdReportConfig-B2-UTRA
	
	

	    measId[3]
	3
	
	

	    measObjectId[3]
	IdMeasObject-GERAN
	
	

	    reportConfigId[3]
	IdReportConfig-B2-GERAN
	
	

	   }
	
	
	

	quantityConfig SEQUENCE {
	
	
	

	  quantityConfigEUTRA SEQUENCE {
	
	
	

	    filterCoefficientRSRP
	fc4
	
	

	    filterCoefficientRSRQ
	fc4
	
	

	   }
	
	
	

	quantityConfigUTRA SEQUENCE {
	
	
	

	   measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	   measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	   filterCoefficient
	fc4
	
	

	  }
	
	
	

	quantityConfigGERAN SEQUENCE {
	
	
	

	   measQuantityGERAN
	rssi
	
	

	   filterCoefficient
	fc2
	
	

	  }
	
	
	

	 quantityConfigCDMA2000
	Not present
	
	

	 }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.6.3.3-3: Void

Table 8.3.2.6.3.3-4: Void

Table 8.3.2.6.3.3-5: Void
Table 8.3.2.6.3.3-6: MeasurementReport (step 1 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.6.3.3-7: MeasurementReport (step 2 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	Report Cell 5
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA SEQUENCE {
	1 entry
	
	

	               physCellId [1]
	physCellId of cell 5
	
	

	               cgi-Info [1]
	Not present
	
	

	               measResult [1] SEQUENCE {
	
	
	

	                 utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                 utra-EcN0
	(0..49)
	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.6.3.3-8: MeasurementReport (step 3 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultServCell ::= SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	Report Cell 24
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN SEQUENCE {
	1 entry
	
	

	             carrierFreq [1]
	Not checked
	
	

	             physCellId [1] 
	physCellId of cell 24
	
	

	             cgi-Info [1]
	Not present
	
	

	             measResult [1] SEQUENCE {
	
	
	

	               rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.7
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 (measurement HRPD cells)

8.3.2.7.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.7.2
Conformance Requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.5.4.1, 5.5.4.8, and 5.5.5. 

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:…

2>else:

…
3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

…

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
…
NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup .
[TS 36.331, clause 5.5.4.8] 

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
apply inequality B2-1 and inequality B2-2 i.e. both have to be fulfilled, as specified below, as the entry condition for this event;

1>
apply inequality B2-3 and inequality B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving condition for this event;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offset.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).

Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).

Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.

Mn is expressed in dBm or dB, depending on the measurement quantity of the inter RAT neighbour cell.
Ofn, Hys are expressed in dB.

Thresh1 is expressed in the same unit as Ms.
Thresh2 is expressed in the same unit as Mn.

[TS 36.331, clause 5.5.5]

 For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;
1> 
set the measResultServCell to include the quantities of serving cell;
1> 
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId;

…

>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>

set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>

set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

…
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfigfor this measId :

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

…

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ` FALSE'’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.2.7.3
Test description

8.3.2.7.3.1
Pre-test conditions

System Simulator:

· Cell 1 is high quality cell on E-UTRA
· Cell 15 and Cell 16 are high quality cell on HRPD.
· System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.7.3.2
Test procedure sequence

Table 8.3.2.7.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1", “T2” “T3” and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.7.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Cell 16
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	Îor/Ioc
	dB
	-
	-20
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15 kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-5
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-6
	-20
	

	T2
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-20
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	-20
	

	T3
	Cell-specific RS EPRE
	dBm/15 kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-5
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-6
	-20
	

	T4
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-20
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	-20
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.7.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 15 and Cell 16 parameters according to row “T1” in table 8.3.2.7.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 15, not including Cell 16?
	-->
	MeasurementReport
	2
	P

	6
	Void
	-
	-
	-
	-

	7
	The SS changes Cell 1, Cell 15 and Cell 16 parameters according to row “T2” in table 8.3.2.7.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	9
	The SS changes Cell 1, Cell 15 and Cell 16 parameters according to row “T3” in table 8.3.2.7.3.2-1.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 15, not including Cell 16?
	-->
	MeasurementReport
	2
	P

	11
	Void
	-
	-
	-
	-

	12
	The SS changes Cell 1, Cell 15 and Cell 16 parameters according to row “T4” in table 8.3.2.7.3.2-1.
	-
	-
	-
	-

	13
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	14
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	-
	-


8.3.2.7.3.3
Specific Message Contents

Table 8.3.2.7.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.7.3.3-2: MeasConfig (Table 8.3.2.7.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.7.3.3-3: MeasObjectCDMA2000-GENERIC (Table 8.3.2.7.3.3-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.7.3.3-4: MeasurementReport (steps 5 and 10, Table 8.3.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId [1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.8
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of HRPD cells)

8.3.2.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of HRPD cells }

ensure that {

  when { The UE receives reference signal power for cells on the HRPD frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these HRPD cells }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of HRPD cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported HRPD frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available HRPD cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of HRPD cells ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measID of periodic reporting of HRPD cells }

   then { UE stops sending MeasurementReport message for HRPD cells }            

}

8.3.2.8.2
Conformance Requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:
………..

1>
if the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the measurement configuration procedure as specified in 5.5.2;
[TS 36.331, clause 5.5.2.2] 

The UE shall:

1>
for each measId value included in the measIdToRemoveList:

2>
remove the entry, from the parameter measIdList within VarMeasurementConfiguration, with the corresponding measId value;

2>
remove the entry within the VarMeasurementReports for this measId, if included;

2>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for this measId.

[TS 36.331, clause 5.5.4.1] 

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’:

3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
else if the corresponding measObject concerns EUTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency/ set of frequencies (GERAN) to be applicable as follows:

3>
if the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’:

4>
consider any neighbouring cell detected on the associated frequency to be applicable

3>
if the corresponding reportingConfig includes a purpose set to ‘reportCGI’:

4>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which  has a physicalCellIdentity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasurementConfiguration to be applicable

3>
else:

4>
if the corresponding measObject concerns UTRA or CDMA2000:

5>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

………..

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available for one or more applicable cells:

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report immediately after the requested reportQuantity becomes available for at least either serving cell or one of the applicable cells

2>
Upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

[TS 36.331, clause 5.5.5]

 For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the neighbouringMeasResults to include the best neighbouring cells up to maxReportCells in accordance with the following:
2>
if the triggerType is set to ‘event’:
3>
include the cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId;

2>
else:

3>
set the neighbouringMeasResults to include the applicable cells for which the requested reportQuantity has been available since the last periodical reporting or since the measurement was initiated or reset;

2>
for each cell that is included in the neighbouringMeasResults, include the physicalCellIdentity;

1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than the reportAmount as defined within the corresponding reportingConfiguration as defined in the VarMeasurementConfiguration:

2>
stop the periodical reporting timer, if running;

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1>
else if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is equal to the reportAmount as defined within the corresponding reportingConfiguration as defined in the VarMeasurementConfiguration:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasurementReports for this measId;
1>
if the measured results are for CDMA HRPD:

2>
set the hrpdPreRegistrationStatus to the UE’s CDMA upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA 1xRTT:

2>
set the hrpdPreRegistrationStatus to `0’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

8.3.2.8.3
Test description

8.3.2.8.3.1
Pre-test conditions

System Simulator:

· Cell 1 is high quality cell on E-UTRA
· Cell 15 and Cell 16 are high quality cell on HRPD
· System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is brought to state Generic RB Established (state 3) according to [18] on Cell 1

8.3.2.8.3.2
Test procedure sequence

Table 8.3.2.8.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.8.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Cell 16
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	Power levels shall be such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-5
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-6
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	-5
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-6
	-6
	

	T2
	Cell-specific RS EPRE
	dBm/15 kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	-20
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	-55
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-20
	-6
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.8.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup measurements and periodical reporting for HRPD cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm measurement on Cell 15.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 3 and 4, the steps specified in table 8.3.2.8.3.2-3 shall take place
	-
	-
	-
	-

	3
	Wait for 30 s to ensure that the UE performs a periodical reporting of HRPD cells.
	-
	-
	-
	-

	4
	SS sets the cell-specific reference signal levels for Cell 1, Cell 15 and Cell 16 according to row "T1" in table 8.3.2.8.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 6 to 7 the steps specified in table 8.3.2.8.3.2-4 shall take place
	-
	-
	-
	-

	6
	Wait for 30 s to ensure that the UE performs a periodical reporting of HRPD cells.
	-
	-
	-
	-

	7
	SS sets the cell-specific reference signal levels for Cell 1, Cell 15 according to row "T2" in table 8.3.2.4.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to events described in steps 9 to 10 the steps specified in table 8.3.2.8.3.2-5 shall take place
	-
	-
	-
	-

	9
	Wait for 30 s to ensure that the UE performs a periodical reporting of HRPD cells.
	-
	-
	-
	-

	10
	SS transmits an RRCConnectionReconfiguration message including measConfig to remove measId for periodic reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-


Table 8.3.2.8.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 15?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.8.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 15 and Cell 16?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.2.8.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION: Step 1 shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	
	
	
	

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 16?
	-->
	MeasurementReport
	1, 2
	P


8.3.2.8.3.3
Specific message contents

Table 8.3.2.8.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.8.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.8.3.3-2: MeasConfig (Table 8.3.2.8.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT- PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.8.3.3-3: MeasObjectCDMA2000-GENERIC (Table 8.3.2.4.3.3-2)

	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrier Freq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    bandClassfrequency
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList CHOICE {}
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.8.3.3-4: MeasurementReport (step 1 Table 8.3.2.8.3.2-3, Table 8.3.2.8.3.2-4, Table 8.3.2.8.3.2-5)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.8.3.2-3

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	Table 8.3.2.8.3.2-4

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	                physCellId[2]
	PhysicalCellIdentity of Cell 16
	
	

	                cgi-Info[2]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.8.3.2-5

	                physCellId[1]
	PhysicalCellIdentity of Cell 16
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.8.3.3-5: RRCConnectionReconfiguration (step 10, Table 8.3.2.8.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.2.8.3.3-6: MeasConfig (Table 8.3.2.8.3.3-5)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.9
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of 1xRTT cells)

8.3.2.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig
…

2>else
:

…

3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

…

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfign for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT  for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT  for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Mn.
Thresh2 is expressed in the same unit as Mn.
[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the globalCellIdentity for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.9.3
Test description

8.3.2.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 19 and Cell 20.
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.9.3.2
Test procedure sequence

Table 8.3.2.9.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1", “T2”, "T3" and “T4” are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.3.2.9.3.2-1: Time instances of cell power level and parameter changes 

	
	Parameter
	Unit
	Cell 1
	Cell 19
	Cell 20
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that entering conditions for event B2 are not satisfied.

	
	Îor/Ioc
	dB
	-
	-15
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-22
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	0
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot _Ec/Io (Note 1)
	dB
	-
	-10
	-22
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-15
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-22
	

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-
	The power level values are such that entering conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	0
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	-22
	

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	The power level values are such that leaving conditions for event B2 are satisfied.

	
	Îor/Ioc
	dB
	-
	-15
	-15
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-22
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 19 and Cell 20 parameters according to row “T1” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 19, not including Cell 20?
	-->
	MeasurementReport
	2
	P

	6
	Void
	-
	-
	-
	-

	7
	The SS changes Cell 1, Cell 19 and Cell 20 parameters according to row “T2” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	9
	The SS changes Cell 1, Cell 19 and Cell 20 parameters according to row “T3” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 19, not including Cell 20?
	-->
	MeasurementReport
	2
	P

	11
	Void
	-
	-
	-
	-

	12
	The SS changes Cell 1, Cell 19 and Cell20 parameters according to row “T4” in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	13
	Check: Does the UE transmit a MeasurementReport message to report the event B2 during the next 10s?
	-->
	MeasurementReport
	3
	F

	14
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	-
	-


8.3.2.9.3.3
Specific message contents

Table 8.3.2.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.9.3.3-2: MeasConfig (Table 8.3.2.9.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.9.3.3-3: MeasObjectCDMA2000-GENERIC (Table 8.3.2.9.3.3-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.9.3.3-3: MeasurementReport (steps 5 and 10, Table 8.3.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResults NeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.10
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of 1xRTT cells

8.3.2.10.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of 1xRTT cells }

ensure that {

  when { The UE receives reference signal power for cells on the 1xRTT frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these 1xRTT cells }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of 1xRTT cells on a configured frequency was sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported 1xRTT frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available 1xRTT cells }

             }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of 1xRTT cells ongoing}

ensure that {

  when { The UE receives an RRCConnectionReconfiguration message removing the measID of periodic reporting of 1xRTT cells }

   then { UE stops sending MeasurementReport message for 1xRTT cells }

            }

8.3.2.10.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.2, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

[TS 36.331, clause 5.5.2.2]

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in varMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

…

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

…

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

…
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

…

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

…

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultsNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
…

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultsNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

…

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

…

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

…

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

8.3.2.10.3
Test description

8.3.2.10.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 19 and Cell 20.
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18] on Cell 1.

8.3.2.10.3.2
Test procedure sequence

Table 8.3.2.10.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.10.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Cell 20
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	Power levels shall be such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	0
	-15
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	-22
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	0
	0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	-10
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-
	

	
	Îor/Ioc
	dB
	-
	-15
	-0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-22
	-10
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.3.2.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRCConnectionReconfiguration message including measurementConfiguration to setup measurements and periodical reporting for 1xRTT cells.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 3 to 4, the steps specified in table 8.3.2.10.3.2-3 shall take place.
	-
	-
	-
	-

	3
	Wait for 30 s to ensure that the UE performs a periodical reporting of 1xRTT cells.
	-
	-
	1
	-

	4
	SS sets the cell-specific reference signal levels and switches Cell 20 on according to row "T1" in table 8.3.2.10.3.2-1.
	-
	-
	-
	-

	5
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 6 to 7, the steps specified in table 8.3.2.10.3.2-4 shall take place.
	-
	-
	-
	-

	6
	Wait for 30 s to ensure that the UE performs a periodical reporting of 1xRTT cells.
	-
	-
	1, 2
	-

	7
	SS sets the cell-specific reference signal levels and switches Cell 19 off according to row "T2" in table 8.3.2.10.3.2-1.
	-
	-
	-
	-

	8
	Wait and ignore MeasurementReport messages for 5 s to allow for the switching of cells.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 9 to 10, the steps specified in table 8.3.2.10.3.2-5 shall take place.
	-
	-
	-
	-

	9
	Wait for 30 s to ensure that the UE performs a periodical reporting of 1xRTT cells.
	-
	-
	1, 2
	-

	10
	SS transmits an RRCConnectionReconfiguration message including measurementConfiguration to remove measId for periodic reporting.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RCConnectionReconfigrationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-


Table 8.3.2.10.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: After the 1st message is received, step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 19?
	-->
	MeasurementReport
	1
	P


Table 8.3.2.10.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 below shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 20 and Cell20?
	-->
	MeasurementReport
	1, 2
	P


Table 8.3.2.10.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 shall be repeated every time the duration indicated in the IE reportInterval has elapsed.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to perform periodical intra frequency reporting for Cell 20?
	-->
	MeasurementReport
	1, 2
	P


8.3.2.10.3.3
Specific message contents

Table 8.3.2.10.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.2.10.3.3-2: MeasConfig (step 1, Table 8.3.2.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-f17
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-f17
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	Not present
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.10.3.3-3: MeasObjectCDMA2000 (step 1, Table 8.3.2.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.3.2.10.3.3-4: RRCConnectionReconfiguration (step 10, Table 8.3.2.10.3.2-2)

	Derivation path: 36.508 table 4.6.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measIdToRemoveList::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId[1]
	1
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.10.3.3-5: MeasurementReport (step 1, Table 8.3.2.10.3.2-3, Table 8.3.2.10.3.2-4, Table 8.3.2.10.3.2-5)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.10.3.2-3

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cfg-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	Table 8.3.2.10.3.2-4

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	                physCellId[2]
	PhysicalCellIdentity of Cell 20
	
	

	                cgi-Info[2]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.10.3.2-5

	                physCellId[1]
	PhysicalCellIdentity of Cell 20
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.3.3.2
Measurement configuration control and reporting / SON / ANR / CGI reporting of UTRAN cell

8.3.3.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of UTRA cells with the purpose of SON }

ensure that {

  when { The UE receives reference signal power for cells on the UTRA frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these UTRA cells }

}

(2)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the inter-RAT(UTRAN) neighbour cell }

   then { UE determines the global cell identity of the inter-RAT(UTRAN) cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport message}

}

8.3.3.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3, 5.5.4.1and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

...

[TS 36.331, clause 5.5.2.3]

The UE shall:

...

2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configuredfor which the purpose within the associated reportConfig is set to ‘reportCGI’:

…
2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

...

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

…
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

…
2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:
3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;
…
8.3.3.2.3
Test description

8.3.3.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.3.2.3.2
Test procedure sequence

Table 8.3.3.2.3.2-1 illustrates the downlink power levels to be applied for cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.2.3.2-1: Time instance of cell power levels

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	

	
	CPICH_Ec
	dBm/3.84MHz
	-
	Off
	For Cell 5 is a UTRA FDD Cell

	
	P-CCPCH
	dBm/1.28 MHz
	
	Off
	For Cell 5 is a UTRA TDD Cell

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	

	
	CPICH_Ec
	dBm/3.84MHz
	-
	-75
	For Cell 5 is a  UTRA FFDD Cell

	
	P-CCPCH
	dBm/1.28 MHz
	
	-78
	For Cell 5 is  a UTRA TDD Cell


Table 8.3.3.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement for the purpose of SON.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 5 power level according to the row "T1" in table 8.3.3.2.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report the measured result for Cell 5?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 5 and sufficient idle periods for UE to acquire the relevant system information from Cell 5.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 5 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.2.3.3
Specific message contents
Table 8.3.3.2.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Configuration
	PCCH-Configuration-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Configuration-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.2.3.3-1A: Master Information Block for Cell 5 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 34.108 clause 6.1.0a.3

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock ::= SEQUENCE {
	
	
	

	  plmn-Type ::= CHOICE {
	
	
	

	    gsm-MAP SEQUENCE { 
	
	
	

	      plmn-Identity SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.2.3.3-2B
	(SIZE (3)) OF Digit
	

	        mnc
	See Table 8.3.3.2.3.3-2B
	(SIZE (2..3)) OF Digit
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  v690NonCriticalExtensions SEQUENCE {
	
	
	

	    masterInformationBlock-v690ext SEQUENCE {
	
	
	

	      multiplePLMN-List SEQUENCE {
	
	
	

	        mibPLMN-Identity
	TRUE
	
	

	        multiplePLMNs SEQUENCE (SIZE (1..5)) OF SEQUENCE {
	1 entry
	
	

	          mcc
	See Table 8.3.3.2.3.3-2B
	(SIZE (3)) OF Digit
	

	          mnc
	See Table 8.3.3.2.3.3-2B
	(SIZE (2..3)) OF Digit
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


The MIB PLMN Identity and PLMN codes broadcasted on the BCCH in Cell 5 shall be configured as defined in the table below.

	Cell
	MIB PLMN Identity
	PLMN Identity
	Multiple PLMNs (1)

	
	
	MCC digits
	MNC digits
	MCC digits
	MNC digits

	5
	TRUE
	PLMN 3
	PLMN 3
	PLMN 2
	PLMN 2


Table 8.3.3.2.3.3-2B: PLMN Identity List broadcasted for Cell 5

The definition of each PLMN code is found in table below.

	PLMN
	MCC digit
	MNC digit

	
	1
	2
	3
	1
	2
	3

	1
	0
	0
	1
	0
	1
	-

	2
	0
	0
	1
	0
	2
	-

	3
	0
	0
	1
	0
	3
	-


NOTE: “–“ (dash) denotes “not present”

Table 8.3.3.2.3.3-1C: System Information Block type 1 for Cell 5 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 34.108 clause 6.1.0b with Condition A1 "UTRAN cell environment"


Table 8.3.3.2.3.3-1D: System Information Block type 3 (FDD) for Cell 5 (preamble and all the steps in Table 8.3.3.2.3.2-2)
	Derivation Path: 34.108 clause 6.1.0b


Table 8.3.3.2.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.3.2.3.3-3 MeasConfig (step 1, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    measObject[1]
	MeasObjectUTRA-f8
	UTRA frequency
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-P-UTRA
	
	

	    reportConfig[1]
	ReportConfigInterRAT-P-UTRA
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-P-UTRA
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.3.2.3.3-4 MeasObjectUTRA-f8 (step 1, Table 8.3.3.2.3.2-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 5
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.2.3.3-5: ReportConfigInterRAT-P-UTRA (step 1, Table 8.3.2.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	  reportStrongestCellsForSON
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	  }
	
	
	


Table 8.3.3.2.3.3-6 MeasurementReport (step 4, Table 8.3.3.2.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 5
	

	              physCellId
	PhysicalCellIdentity of the Cell 5.
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                  utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                  utra-EcN0
	(0..49)
	
	UTRA-FDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.3.2.3.3-7: RRCConnectionReconfiguration (step 5, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfiguration
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.2.3.3-8 MeasConfig (step 5, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f8-CGI
	
	

	    measObject[1]
	MeasObjectUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigUTRA-CGI
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f8-CGI
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.2.3.3-9: MeasObjectUTRA-CGI (step 5, Table 8.3.3.2.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq
	Downlink UARFCN of f8
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of the Cell 5.
	
	

	}
	
	
	


Table 8.3.3.2.3.3-10: ReportConfigUTRA-CGI (step 5, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.2.3.3-11: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf1
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            Sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	sf750
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.2.3.3-12: MeasurementReport (step 7, Table 8.3.3.2.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	  measurementReport-r8 SEQUENCE {
	
	
	

	    measResults ::= SEQUENCE {
	
	
	

	   measId
	2
	
	

	 measResultServCell SEQUENCE {
	
	Report Cell 1
	

	rsrpResult
	(0..97)
	
	

	rsrqResult
	(0..34)
	
	

	   }
	
	
	

	 measResultNeighCells CHOICE {
	
	
	

	   measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	  physCellId[1]
	PhysicalCellIdentity of Cell 5
	
	

	cgi-Info[1] SEQUENCE {
	
	
	

	cellGlobalId
	cellGlobalId formed from ’PLMN Identity’ and ’Cell identity’ of Cell 5
	
	

	locationAreaCode
	locationAreaCode of Cell 5
	
	

	routingAreaCode
	routingAreaCode of Cell 5
	
	

	plmn-IdentityList
	 'Multiple PLMN List’ of Cell 5
	
	

	}
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                utra-EcN0
	(0..49)
	
	UTRA-FDD

	}
	
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


8.3.3.3
Measurement configuration control and reporting / SON / ANR / CGI reporting of GERAN cell
8.3.3.3.1
Test Purpose (TP)
(1)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }
(2)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the inter-RAT(GERAN) neighbour cell }

   then { UE determines the global cell identity of the inter-RAT(GERAN) cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport }

}

8.3.3.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

 [TS 36.331, clause 5.5.2.3]

The UE shall:

...

2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configuredfor which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

 [TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

…
3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

...

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:
3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.3.3.3
Test description

8.3.3.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 24.
-
System information combination 5 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.3.3.3.2
Test procedure sequence

Table 8.3.3.3.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 24 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.3.3.2-1: Time instances of cell power levels

	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Power levels are shall be such that entry condition for event B2 is not satisfied:

	
	RSSI
	dBm
	-
	-85
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	[-80]
	-
	Power levels are shall be such that entry condition for event B2  is satisfied:

	
	RSSI
	dBm
	-
	-65
	


Table 8.3.3.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter-RAT measurements and reporting for event B2.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.3.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 24?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 24 and sufficient idle periods for UE to acquire the relevant system information from Cell 24.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigrationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 24 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.3.3.3
Specific message contents
Table 8.3.3.3.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Configuration
	PCCH-Configuration-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Configuration-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.3.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.3.3.3.3-3: MeasConfig (step 1, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 with condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    measObject[1]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, -79)
	EUTRA-Thres = -69;

GERAN-Thres = -79;

threshold-RSRP =  EUTRA-Thres+140 = 71;

b2-Threshold2GERAN =  GERAN-Thres + 110 = 31.
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11 
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.3.3.3.3.3-4: MeasObjectGERAN-GENERIC(f11) (step 1, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.6-2A

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreqs SEQUENCE {
	
	
	

	    startingARFCN
	Same as Cell 24
	
	

	    bandIndicator 
	Same as Cell 24
	
	

	    followingARFCNs CHOICE {
	
	
	

	      explicitListOfARFCNs
	Same as Cell 24
	
	

	    }
	
	
	

	  }
	
	
	

	  ncc-Permitted
	11111111
	
	

	}
	
	
	


Table 8.3.3.3.3.3-5: Void

Table 8.3.3.3.3.3-6: MeasurementReport (step 4, Table 8.3.3.3.3.2-2)

	Derivation path: 36.508, Table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	  measurementReport-r8 SEQUENCE {
	
	
	

	 measResults SEQUENCE {
	
	
	

	  measId
	1
	
	

	measResultServCell SEQUENCE {
	
	Report Cell 1
	

	  rsrpResult
	(0..97)
	
	

	rsrqResult
	(0..34)
	
	

	}
	
	
	

	measResultNeighCells CHOICE {
	
	
	

	measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 24
	

	  carrierFreq[1] SEQUENCE {
	
	CarrierFreq of Cell 24
	

	  Arcfn
	Downlink arcfn of Cell 24
	
	

	  bandIndicator
	Same bandindicator as Cell 24
	
	

	}
	
	
	

	physCellId[1]
	PhysicalCellIdentity of Cell 24.
	
	

	             cgi-info[1]
	Not present
	
	

	measResult[1] SEQUENCE{
	
	
	

	  rssi
	(0..63)
	
	

	}
	
	
	

	}
	
	
	

	  } 
	
	
	

	}
	
	
	

	  }
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.3.3.3-7: RRCConnectionReconfiguration (step 5, Table 8.3.3.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.3.3.3-8: MeasConfig (step 5, Table 8.3.3.3.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f11-CGI
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectGERAN
	MeasObjectGERAN-CGI
	
	

	    }
	
	
	

	  reportConfigToAddModList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigGERAN
	ReportConfigGERAN-CGI
	
	

	    }
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f11-CGI
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.3.3.3-9: MeasObjectGERAN-CGI (step 5, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.308, Table 4.6.6-2A

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreqs SEQUENCE {
	
	
	

	    startingARFCN
	Same as Cell 24
	
	

	    bandIndicator 
	Same as Cell 24
	
	

	    followingARFCNs CHOICE {
	
	
	

	      explicitListOfARFCNs
	Same as Cell 24
	
	

	     }
	
	
	

	   }
	
	
	

	  offsetFreq
	Not present
	
	

	  ncc-Permitted
	11111111
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of Cell 24.
	
	

	}
	
	
	


Table 8.3.3.3.3.3-10: ReportConfigGERAN-CGI (step 5, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.3.3.3-11: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf1
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	sf750
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.3.3.3-12: MeasurementReport (step 7, Table 8.3.3.3.3.2-2)
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	  measResults SEQUENCE {
	
	
	

	  measId
	2
	
	

	measResultServCell SEQUENCE {
	
	Report Cell 1
	

	  rsrpResult
	(0..97)
	
	

	  rsrqResult
	(0..34)
	
	

	}
	
	
	

	measResultNeighCells CHOICE {
	
	
	

	  measResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Report Cell 24
	

	  carrierFreq[1] SEQUENCE {
	
	CarrierFreq of Cell 24
	

	    arcfn
	Downlink arcfn of Cell 24
	
	

	    bandIndicator
	Same bandIndicator as Cell 24
	
	

	  }
	
	
	

	  physCellId[1]
	PhysicalCellIdentity of Cell 24
	
	

	  cgi-Info[1] SEQUENCE {
	
	
	

	  cellGlobalId SEQUENCE {
	CellGlobalIdentity of Cell 24
	
	

	  plmn-Identity
	PLMN Identity of Cell 24
	
	

	  locationAreaCode
	Location Area Code of Cell 24
	
	

	  cellIdentity
	Cell Identity of Cell 24
	
	

	}
	
	
	

	routingAreaCode
	Routing Area Code of Cell 24
	
	

	}
	
	
	

	measResult[1] SEQUENCE {
	
	
	

	rssi
	(0..63)
	
	

	}
	
	
	

	}
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	


8.3.3.4
Measurement configuration control and reporting / SON / ANR / CGI reporting of HRPD cell

8.3.3.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE detects that entering conditions for event B2 are met }

  

then { UE sends MeasurementReport for event B2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE is commanded to report the global cell identity of the 


          neighbour cell }

  

then { UE determines the global cell identity of the cell included 



          in the associated measurement object by acquiring the 




          relevant system information from the concerned cell and     

          reports the global cell identity in the MeasurementReport }



 }

8.3.3.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses  5.3.5.3, 5.5.2.3, 5.5.3.1 , 5.5.4.1, 5.5.4.8, 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;
[TS 36.331, clause 5.5.2.3]

The UE shall:

1>
for each measId included in the received measIdToAddModList:
2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3.1]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configuredfor which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘typeHRPD’:

3>
try to acquire the Sector ID in the concerned cell;

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilledapply inequality B2-1 and inequality B2-2 i.e. both have to be fulfilled, as specified below, as the entry condition for this event;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilledapply inequality B3-3 and inequality B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving condition for this event;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any cell individual offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsetsneighbouring inter RAT cell.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell)neighbour cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRATthe VarMeasurementConfiguration for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbourneighbouring inter RAT cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as MndBm in case Ms is expressed in dBm; otherwise it is expressed in dB.
Thresh2 is expressed in the same unit as MndBm in case Mn is expressed in dBm; otherwise it is expressed in dB.
[TS 36.331, clause 5.5.5]

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.3.4.3
Test description

8.3.3.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 15
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

UE:

None.

8.3.3.4.3.2
Test procedure sequence

Table 8.3.3.4.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 15 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.4.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 15
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	The power level values are such that entering conditions for event B2 are not satisfied:
Inequality B2-1 (Entering condition 1)

Ms Hys > Thresh1
Inequality B2-2 (Entering condition 2)

Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	-20
	

	
	Ioc
	dBm/1.23MHz
	-
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 are satisfied:
Inequality B2-1 (Entering condition 1)

Ms HysThresh1
Inequality B2-2 (Entering condition 2)

Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	-5
	

	
	Ioc
	dBm/1.23MHz
	-
	-55
	

	
	Pilot_Ec/Io (Note 1)
	dB
	-
	-6
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS


Table 8.3.3.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement and reporting for event B2.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.4.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event B2 on Cell 15?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 15 and sufficient idle periods for UE to acquire the relevant system information from Cell 15.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 15 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.4.3.3
Specific message contents

Table 8.3.3.4.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.4.3.2-2)
	Derivation Path: TS 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Config
	PCCH-Config-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Config-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	nB
	oneT
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.3.4.3.3-3: MeasConfig (step 1, Table 8.3.3.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-4: MeasObjectCDMA2000-GENERIC (step 1, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	}
	
	
	


Table 8.3.3.4.3.3-5 MeasurementReport (step 4, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	TRUE
	
	

	              measResultListCDMA2000 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysCellId of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.4.3.3-7 MeasConfig (step 5, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f14-CGI
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f14-CGI
	
	

	    measObject[1]
	MeasObjectCDMA2000-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  reportConfigToAddModList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigCDMA2000-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.4.3.3-7A: MeasObjectCDMA2000-CGI (step 5, Table 8.3.3.4.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of Cell 15
	
	

	}
	
	
	


Table 8.3.3.4.3.3-8: ReportConfigCDMA2000-CGI (step 5, Table 8.3.3.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.4.3.3-9: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.4.3.2-2)
	Derivation Path: TS 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf1
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	sf750
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.4.3.3-10: MeasurementReport (step 7, Table 8.3.3.4.3.2-2)
	Derivation path: TS 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServing SEQUENCE {
	
	Report Cell 15
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	TRUE
	
	

	              measResultListCDMA2000 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1] CHOICE {
	
	
	

	                  cellGlobalIdHRPD
	cellGlobalId of Cell 15
	
	

	                }
	
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.3.5
Measurement configuration control and reporting / SON / ANR / CGI reporting of 1xRTT cell

8.3.3.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE detects that entering conditions for event B2 are met }

  

then { UE sends MeasurementReport for event B2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE is commanded to report the global cell identity of the 


          neighbour cell }

  

then { UE determines the global cell identity of the cell included 



          in the associated measurement object by acquiring the 




          relevant system information from the concerned cell and     

          reports the global cell identity in the MeasurementReport }




}

8.3.3.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses  5.3.5.3, 5.5.2.3, 5.5.3.1 , 5.5.4.1, 5.5.4.8, 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;
[TS 36.331, clause 5.5.2.3]

The UE shall:

1>
for each measId included in the received measIdToAddModList:
2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3.1]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configuredfor which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘type1XRTT’:

3>
try to acquire the BASE ID, SID and NID in the concerned cell;

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilledapply inequality B2-1 and inequality B2-2 i.e. both have to be fulfilled, as specified below, as the entry condition for this event;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilledapply inequality B3-3 and inequality B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving condition for this event;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any cell individual offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsetsneighbouring inter RAT cell.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell)neighbour cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRATthe VarMeasurementConfiguration for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT the VarMeasurementConfiguration for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbourneighbouring inter RAT cell.
Ofn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as MndBm in case Ms is expressed in dBm; otherwise it is expressed in dB.
Thresh2 is expressed in the same unit as MndBm in case Mn is expressed in dBm; otherwise it is expressed in dB.
[TS 36.331, clause 5.5.5]  

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
8.3.3.5.3
Test description

8.3.3.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

None.

8.3.3.5.3.2
Test procedure sequence

Table 8.3.3.5.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 19 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that entering conditions for event B2 are not satisfied:
Inequality B2-1 (Entering condition 1)                           Ms Hys > Thresh1
Inequality B2-2 (Entering condition 2) Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	-15
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-22
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that entering conditions for event B2 are satisfied:
Inequality B2-1 (Entering condition 1)                           Ms HysThresh1
Inequality B2-2 (Entering condition 2)  Mn Ofn Hys Thresh2

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/ Ior
	dB
	-
	-7
	


	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	CPICH_Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS


Table 8.3.3.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup inter RAT measurement and reporting for event B2.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.5.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event B2 on Cell 19?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including MeasConfig including reportCGI for Cell 19 and sufficient idle periods for UE to acquire the relevant system information from Cell 19.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 19 within 8 sec?
	-->
	MeasurementReport
	2
	P


8.3.3.5.3.3
Specific message contents

Table 8.3.3.5.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.5.3.2-2)
	Derivation Path: TS 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Config
	PCCH-Config-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Config-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	nB
	oneT
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.5.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.3.3.5.3.3-3: MeasConfig (step 1, Table 8.3.3.5.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-4: MeasObjectCDMA2000-GENERIC (step 1, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMAcdma2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	}
	
	
	


Table 8.3.3.5.3.3-5 MeasurementReport (step 4, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysCellId of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.5.3.3-7 MeasConfig (step 5, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f17-CGI
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	   measObjectId[1]
	IdMeasObject-f17-CGI
	
	

	   measObject[1]
	MeasObjectCDMA2000-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  reportConfigToAddModList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfigCDMA2000-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.5.3.3-7A: MeasObjectCDMA2000-CGI (step 5, Table 8.3.3.5.3.2-2)

	Derivation Path: TS 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMAcdma2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  searchWindowSize
	15
	
	

	  cellForWhichToReportCGI
	PhysicalCellIdentity of Cell 19
	
	

	}
	
	
	


Table 8.3.3.5.3.3-8: ReportConfigCDMA2000-CGI (step 5, Table 8.3.3.5.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-9 ReportConfigInterRAT-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportCGI
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.5.3.3-9: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.5.3.2-2)
	Derivation Path: TS 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf1
	
	

	          drx-RetransmissionTimer
	sf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	0
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	sf750
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.5.3.3-10: MeasurementReport (step 7, Table 8.3.3.5.3.2-2)
	Derivation path: TS 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServing SEQUENCE {
	
	Report Cell 19
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1] CHOICE {
	
	
	

	                  cellGlobalId1XRTT
	GlobalCellId of Cell 19
	
	

	                }
	
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4
Inter-RAT handover

8.4.1

8.4.1.1
Void
8.4.1.2
Inter-RAT handover / From E-UTRA to UTRA PS / Data
8.4.1.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message and a DPCH PS RAB combination is configured for an UTRA cell}

    then { UE transmits a HANDOVER TO UTRAN COMPLETE message on the utra cell}

            }

8.4.1.2.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.3.3.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

8.4.1.2.3
Test description

8.4.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.1.2.3.2
Test procedure sequence

Table 8.4.1.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures UTRA cell 5 to reference configuration according 36.508 table 4.8.3-1, condition UTRA PS RB.
	-
	-
	-
	-

	2
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	3
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P


8.4.1.2.3.3
Specific message contents

Table 8.4.1.2.3.3-1: MobilityFromEUTRACommand (step 2, Table 8.4.1.2.3.2-1)

	Derivation Path: 36.508t able 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        purpose CHOICE {
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	utra
	
	

	            targetRAT-MessageContainer
	HANDOVER TO UTRAN COMMAND
	
	

	            nas-SecurityParamFromEUTRA
	The 4 least significant bits of the NAS downlink COUNT value
	
	

	            systemInformation
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.2.3.3-2: HANDOVER TO UTRAN COMMAND (Table 8.4.1.2.3.3-1)

	Derivation Path: 36.508 table 4.7B.1-1, condition UTRA PS RB


8.4.1.3
Void
8.4.1.4
Inter-RAT handover / From E-UTRA to UTRA HSDPA / Data
8.4.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message and a DPCH and HS-PDSCH PS RAB combination is configured for an UTRA cell}

    then { UE transmits a HANDOVER TO UTRAN COMPLETE message on the utra cell}

            }
8.4.1.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.3.3.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

8.4.1.4.3
Test description

8.4.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.1.4.3.2
Test procedure sequence

Table 8.4.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures UTRA cell 5 to reference configuration according 36.508 table 4.8.3-1, condition UTRA HSDPA RB..
	-
	-
	-
	-

	2
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	3
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P


8.4.1.4.3.3
Specific message contents

Table 8.4.1.4.3.3-1: MobilityFromEUTRACommand (step 2, Table 8.4.1.4.3.2-1)

	Derivation Path: 36.508t able 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        purpose CHOICE {
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	utra
	
	

	            targetRAT-MessageContainer
	HANDOVER TO UTRAN COMMAND
	
	

	            nas-SecurityParamFromEUTRA
	The 4 least significant bits of the NAS downlink COUNT value
	
	

	            systemInformation
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.1.4.3.3-2: HANDOVER TO UTRAN COMMAND (Table 8.4.1.4.3.3-1)

	Derivation Path: 36.508 table 4.7B.1-1, condition UTRA HSDPA RB


<< Part of specification skipped here >>
8.4.2.2
Inter-RAT handover / From UTRA PS to E-UTRA / Data
8.4.2.2.1
Test Purpose (TP)

(1)

with { UE in UTRA CELL_DCH(PS-DCCH+DTCH_DCH) state }

ensure that {

  when { UE receives a HANDOVER FROM UTRAN COMMAND message including the eutra-Message }

    then { UE transmits an RRCConnectionReconfigurationComplete message and enters E-UTRA RRC_CONNECTED state }

            }
8.4.2.2.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.2.3.

[TS 36.331, clause 5.4.2.3]

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;
8.4.2.2.3
Test description

8.4.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell 1 (serving cell) according to [18].
8.4.2.2.3.2
Test procedure sequence
Table 8.4.2.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 8.4.2.2.3.2-2.   
Table 8.4.2.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-90
	-
	The power level values are assigned to satisfy Threshx,high < Srxlevcell 5.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-65
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering conditions for event 3a are satisfied.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-115
	


Table 8.4.2.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 5 level according to the row "T1" in table 8.4.2.2.3.2-1.
	-
	-
	-
	-

	2
	Generic test procedure in TS 36.508 subclause 6.4.2.8 is performed on Cell 5.

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	-
	-

	3
	Make the UE initiate an outgoing call.
	-
	-
	-
	-

	4
	Generic test procedure in TS 34.108 subclause 7.2.4.2.3 is performed on Cell 5.
NOTE: The UE performs Radio Bearer Establishment in a UTRAN cell.
	-
	-
	-
	-

	5
	The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message on Cell 5 including the DPCH compressed mode info.
	<--
	PHYSICAL CHANNEL RECONFIGURATION
	-
	-

	6
	The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on Cell 5.
	-->
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	-
	-

	7
	Void
	-
	-
	-
	-

	8
	The SS transmits a MEASUREMENT CONTROL message to setup inter-RAT measurement on Cell 5.
	<--
	MEASUREMENT CONTROL
	-
	-

	9
	The SS changes Cell 1 and Cell 5 level according to the row "T2" in table 8.4.2.2.3.2-1.
	-
	-
	-
	-

	10
	The UE transmits a MEASUREMENT REPORT message on Cell 5 including the E-UTRA event results.
	-->
	MEASUREMENT REPORT
	-
	-

	11
	The SS transmits a HANDOVER FROM UTRAN COMMAND message on Cell 5.
	<--
	HANDOVER FROM UTRAN COMMAND
	-
	-

	12
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1 using the security key derived from the new KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	12A
	Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.
NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.
	-
	-
	-
	-

	13-19
	Void
	-
	-
	-
	-

	20
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC CONNECTED state on Cell 1?
	-
	-
	1
	-


8.4.2.2.3.3
Specific message contents

Table 8.4.2.2.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.2.2.3.3-2: SystemInformationBlockType6 for Cell 1 (preamble, Table 8.4.2.2.3.2-2)
	Derivation Path: 36.508, Table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.4.2.2.3.3-3: Void
Table 8.4.2.2.3.3-4: Void
Table 8.4.2.2.3.3-5: HANDOVER FROM UTRAN COMMAND (step 11, Table 8.4.2.2.3.2-2)
	Derivation Path: 36.508, Table 4.7B.1-2


Table 8.4.2.2.3.3-6: RRCConnectionReconfiguration (Table 8.4.2.2.3.3-5)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO-TO-EUTRA(1,0)


Table 8.4.2.2.3.3-7: MobilityControlInfo (Table 8.4.2.2.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.2.2.3.3-8: SecurityConfigHO (Table 8.4.2.2.3.3-5)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    interRAT SEQUENCE {
	
	
	

	      securityAlgorithmConfig SEQUENCE {
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default integrity protection algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default ciphering algorithm
	
	

	      }
	
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.

Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.

Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.

Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.
Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.

Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm
Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.

Bits 1 to 4 of octet 6 include the NAS key set identifier.
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.2.3
Void
8.4.2.4
Inter-RAT handover / From UTRA HSPA to E-UTRA / Data
8.4.2.4.1
Test Purpose (TP)

(1)

with { UE in UTRA CELL_DCH(PS-DCCH+DTCH_HS-DSCH) state }

ensure that {

  when { UE receives a HANDOVER FROM UTRAN COMMAND message including the eutra-Message }

    then { UE transmits an RRCConnectionReconfigurationComplete message and enters E-UTRA RRC_CONNECTED state }

            }

8.4.2.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.2.3.

[TS 36.331, clause 5.4.2.3]

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;
8.4.2.4.3
Test description

8.4.2.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell 1 (serving cell) according to [18].
8.4.2.4.3.2
Test procedure sequence
Table 8.4.2.4.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 8.4.2.4.3.2-2.

Table 8.4.2.4.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-90
	-
	The power level values are assigned to satisfy Threshx,high < Srxlevcell 5.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-65
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering conditions for event 3a are satisfied.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-115
	


Table 8.4.2.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 5 level according to the row "T1" in table 8.4.2.4.3.2-1.
	-
	-
	-
	-

	2
	Generic test procedure in TS 36.508 subclause 6.4.2.8 is performed on Cell 5.

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	-
	-

	3
	Make the UE initiate an outgoing call.
	-
	-
	-
	-

	4
	Generic test procedure in TS 34.108 subclause 7.2.4.2.3 is performed on Cell 5.
NOTE: The UE performs Radio Bearer Establishment in a UTRAN cell.
	-
	-
	-
	-

	5
	The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message on Cell 5 including the DPCH compressed mode info.
	<--
	PHYSICAL CHANNEL RECONFIGURATION
	-
	-

	6
	The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on Cell 5.
	-->
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	-
	-

	7
	Void
	-
	-
	-
	-

	8
	The SS transmits a MEASUREMENT CONTROL message to setup inter-RAT measurement on Cell 5.
	<--
	MEASUREMENT CONTROL
	-
	-

	9
	The SS changes Cell 1 and Cell 5 level according to the row "T2" in table 8.4.2.4.3.2-1.
	-
	-
	-
	-

	10
	The UE transmits a MEASUREMENT REPORT message on Cell 5 including the E-UTRA event results.
	-->
	MEASUREMENT REPORT
	-
	-

	11
	The SS transmits a HANDOVER FROM UTRAN COMMAND message on Cell 5.
	<--
	HANDOVER FROM UTRAN COMMAND
	-
	-

	12
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1 using the security key derived from the new KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	12A
	Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.

NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.
	-
	-
	-
	-

	13-19
	Void
	-
	-
	-
	-

	20
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC CONNECTED state on Cell 1?
	-
	-
	1
	-


8.4.2.4.3.3
Specific message contents

Table 8.4.2.4.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.2.4.3.3-2: SystemInformationBlockType6 for Cell 1 (preamble, Table 8.4.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Same downlink UARFCN as used for Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    p-MaxUTRA[n]
	0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.4.2.4.3.3-3: Void
Table 8.4.2.4.3.3-4: Void
Table 8.4.2.4.3.3-5: HANDOVER FROM UTRAN COMMAND (step 11, Table 8.4.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.7B.1-2


Table 8.4.2.4.3.3-6: RRCConnectionReconfiguration (Table 8.4.2.4.3.3-5)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO-TO-EUTRA(1,0)


Table 8.4.2.4.3.3-7: MobilityControlInfo (Table 8.4.2.4.3.3-5)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1.
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1.
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 8.4.2.4.3.3-8: SecurityConfigHO (Table 8.4.2.4.3.3-5)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    interRAT SEQUENCE {
	
	
	

	      securityAlgorithmConfig SEQUENCE {
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default integrity protection algorithm [FFS]
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default ciphering algorithm
	
	

	      }
	
	
	

	      nas-SecurityParamToEUTRA
	Octets 1 to 4 are arbitrarily selected.

Bits 1 to 3 of octet 5 are set according to PIXIT parameter for default integrity protection algorithm.

Bits 5 to 7 of octet 5 are set according to PIXIT parameter for default ciphering algorithm.

Bits 1 to 3 of octet 6 are arbitrarily selected between '000'B and '110'B, different from the valid NAS key set identifier of the UE if such a value exists.
Bit 4 of octet 6 is set to 1.
	Octets 1 to 4 include the NonceMME value.

Bits 1 to 3 of octet 5 include the Type of integrity protection algorithm
Bits 5 to 7 of octet 5 include the Type of ciphering algorithm.

Bits 1 to 4 of octet 6 include the NAS key set identifier.
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped here >>
8.4.3.2
Inter-RAT cell change order / From E-UTRA data RRC_CONNECTED to GPRS / Without NACC

8.4.3.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including information facilitating access of the target cell }

    then { UE successfully completing the cell change order and leaves the RRC_CONNECTED,enter the GPRS_Paccket_Idle}

            }
8.4.3.2.2
Conformance requirements[D]

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.3.4.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to ‘geran’:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

NOTE 2:
The systemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

[TS 36.331, clause 5.4.3.4]

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

1>
stop timer T304, if running;

8.4.3.2.3
Test description

8.4.3.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1and Cell 24 - Cell 1 is an E-UTRAN cell, Cell 24 is a GERAN cell.

-
All cells belong to the same PLMN.
-
System information combination 5 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

-
None.
Preamble:
-
UE is in state3 (Generic RB Established)in cell 1 as specified in clause 4.5.3 of TS 36.508.

8.4.3.2.3.2
Test procedure sequence
Table 8.4.3.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial condition after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.3.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	_

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	_

	
	RSSI 
	dBm
	-
	[-65]
	


Table 8.4.3.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1and Cell 24 parameters according to the row "T1" in table 8.4.3.2.3.2-1.
	-
	-
	-
	-

	4
	The UE transmit a MeasurementReport message to report the event B2 for Cell 24.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.9 indicate that the UE is camped on GERAN Cell 24?

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	1
	P


8.4.3.2.3.3
Specific message contents

Table 8.4.3.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.3.2.3.3-2: MeasConfig (step 1, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    measObject[1]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.2.3.3-3: MobilityFromEUTRACommand (step 5, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8::=SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE {
	
	
	

	          cellChangeOrder::= SEQUENCE {
	
	
	

	            t304
	ms1000
	
	

	            targetRAT-Type CHOICE{
	
	
	

	              geran::= SEQUENCE {
	
	
	

	                physCellId
	0001H
	
	

	                carrierFreq
::= SEQUENCE {
	
	
	

	                  arfcn
	Downlink ARFCN of Cell 24
	
	

	                  bandIndicator
	The same band indicator of the Cell 24
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.3.3
Inter-RAT cell change order / From E-UTRA data to GPRS / With NACC 
8.4.3.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including information facilitating access of the target cell }

    then { UE successfully completing the cell change order and leaves the RRC_CONNECTED,enter the GPRS_Paccket_Idle}

            }
8.4.3.3.2
Conformance requirements[D]

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.3.4.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to ‘geran’:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

NOTE 2:
The systemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

[TS 36.331, clause 5.4.3.4]

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

1>
stop timer T304, if running;

8.4.3.3.3
Test description

8.4.3.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1and Cell 24 - Cell 1 is an E-UTRAN cell, Cell 24 is a GERAN cell.

-
All cells belong to the same PLMN.
-
System information combination 5 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:

-
None.

Preamble:
-
UE is in state3 (Generic RB Established)in cell 1 as specified in clause 4.5.3 of TS 36.508.

8.4.3.3.3.2
Test procedure sequence
Table 8.4.3.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.3.3.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 24
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	-

	
	RSSI 
	dBm
	-
	[-85]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	-

	
	RSSI 
	dBm
	-
	[-65]
	


Table 8.4.3.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1and Cell 24 parameters according to the row "T1" in table 8.4.3.3.3.2-1.
	
	
	-
	-

	4
	The UE transmit a MeasurementReport message to report the event B2 for Cell 24.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.9 indicate that the UE is camped on GERAN Cell 24?

NOTE: The UE performs an RAU procedure and the RRC connection is released.
	-
	-
	1
	P


8.4.3.3.3.3
Specific message contents

Table 8.4.3.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.3.3.3.3-2: MeasConfig (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    measObject[1]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.3.3.3-3: MobilityFromEUTRACommand (step 5, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8::=SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE {
	
	
	

	          cellChangeOrder::= SEQUENCE {
	
	
	

	            t304
	ms1000
	
	

	            targetRAT-Type CHOICE{
	
	
	

	              geran::= SEQUENCE {
	
	
	

	                physCellId
	0001H
	
	

	                  carrierFreq
::= SEQUENCE {
	
	
	

	                    arfcn
	Downlink ARFCN of Cell 24
	
	

	                    bandIndicator
	The same band indicator of the Cell 24
	
	

	                    }
	
	
	

	                  networkControlOrder
	00
	NC0:
MS controlled cell re-selection, no measurement reporting
	

	                  systemInformation
	FFS
	As specified in TS 44.060
	

	                }
	
	
	

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.4
Void
8.4.5
Inter-RAT handover E-UTRA to HRPD

8.4.5.1
Void
8.4.5.2
Void
8.4.5.3
Void
8.4.5.4
Pre-registration at HRPD and inter-RAT handover / From E-UTRA to HRPD Active / Data
8.4.5.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and UE has performed pre-registration on HRPD neighbor cell }

ensure that {

  when { UE receives a HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘HRPD’ }

    then { UE transmits a ULHandoverPreparationTransfer message containing a tunneled HRPD ConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and UE has performed pre-registration on HRPD neighbor cell }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled HRPD TrafficChannelAssignment message }

    then { UE transmits a TrafficChannelComplete message on the target HRPD cell }

            }

8.4.5.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.4.3, 5.4.5.1 and 5.4.5.3, TS 23.402, clause 9.3.2 and 3GPP2 X.S0057-0, clause 13.1.2. 

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

…

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

[TS 36.331, clause 5.4.4.3]

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:

1>
indicate the request to prepare handover and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to ‘type1XRTT’:

2>
forward the rand and the mobilityParametersCDMA2000 to the CDMA2000 upper layers;

[TS 36.331, clause 5.4.5.1]
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Figure 5.4.5.1-1: UL handover preparation transfer

The purpose of this procedure is to tunnel the handover related CDMA2000 dedicated information from UE to E-UTRAN when requested by the higher layers. The procedure is triggered by the higher layers on receipt of HandoverFromEUTRAPreparationRequest message. This procedure applies to CDMA2000 capable UEs only.

[TS 36.331, clause 5.4.5.3]

The UE shall set the contents of the ULHandoverPreparationTransfer message as follows:

1>
include the cdma2000-Type and the dedicatedInfoCDMA2000;

1>
if the cdma2000-Type is set to ‘type1XRTT’:

2>
include the meid and set it to the value received from the CDMA2000 upper layers;

1>
submit the ULHandoverPreparationTransfer message to lower layers for transmission, upon which the procedure ends;

[TS 23.402, clause 9.3.2]

Figure 9.3.2-1 illustrates a high-level call flow for the optimised E-UTRAN to HRPD handover procedure, Handover phase. The prerequisite of the handover phase is the successfully performed Pre-registration phase as it is specified in clause 9.3.1.
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Figure 9.3.2-1: E-UTRAN to HRPD handover

[3GPP2 X.S0057-0, clause 13.1.2]
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Figure 9.3.2-2

8.4.5.4.3
Test description

8.4.5.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 15.
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

-
The UE has performed HRPD pre-registration on Cell 15.

8.4.5.4.3.2
Test procedure sequence
Table 8.4.5.4.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.5.4.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 15
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-20
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-20
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	-
	The power level values are such that entering conditions for event B2 on Cell 15 are satisfied.

	
	Îor/Ioc
	dB
	-
	-5
	

	
	Ioc
	dBm/1.23 MHz
	-
	-55
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-6
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.5.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement on Cell 15.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 15 parameters according to row “T1” in table 8.4.5.4.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 15, 
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.
	<--
	HandoverFromEUTRAPreparationRequest
	-
	-

	6
	Check: Does the UE transmit a tunneled HRPD Connection Request message contained in an ULHandoverPreparationTransfer message on Cell 1?
	-->
	ULHandoverPreparationTransfer
	1
	P

	7
	The SS transmits a tunneled HRPD Traffic Channel Assignment message contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT handover to Cell 15.
	<--
	MobilityFromEUTRACommand
	-
	-

	8
	The UE tunes to HRPD radio.
	-
	-
	-
	-

	9
	Check: Does the UE transmit a Traffic Channel Complete message on Cell 15?
	-->
	Traffic Channel Complete
	2
	P


8.4.5.4.3.3
Specific message contents

Table 8.4.5.4.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.5.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.5.4.3.3-2: MeasConfig (step 1, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-3: MeasObjectCDMA2000-GENERIC (step 1, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f14
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.5.4.3.3-4: MeasurementReport (step 4, Table 8.4.5.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	Note 1
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 15
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-5: HandoverFromEUTRAPreparationRequest (step 5, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	typeHRPD
	
	

	        rand
	Not present
	
	

	        mobilityParameters
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-6: ULHandoverPreparationTransfer (step 6, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	typeHRPD
	
	

	        meid
	Not present
	
	

	        dedicatedInfo
	Set according to Table 8.4.5.4.3.3-7
	HRPD Connection Request
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-7: HRPD Connection Request (step 6, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘0000001’
	
	

	TransactionID
	Any allowed value
	8 bit field
	

	RequestReason
	‘0000’
	Access Terminal Initiated
	


Table 8.4.5.4.3.3-8: MobilityFromEUTRACommand (step 7, Table 8.4.5.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	cdma2000-HRPD
	
	

	            targetRAT-MessageContainer
	Set according to Table 8.4.5.4.3.3-8
	HRPD Traffic Channel Assignment
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3.3-9: HRPD Traffic Channel Assignment (step 7, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’
	
	

	MessageSequence
	Set by SS
	8 bit field
	

	ChannelIncluded
	‘1’
	Channel record included
	

	Channel
	FFS
	channel record for Cell 15
	

	FrameOffset
	FFS
	frame offset for Cell 15
	

	DRCLength
	FFS
	DRCLength for Cell 15
	

	DRCChannelGainBase
	FFS
	ratio of the power level of the DRC Channel (when it is transmitted) to the power level of the Reverse Traffic Pilot Channel expressed as 2's complement value in units of 0.5 dB
	

	ACKChannelGain
	FFS
	ratio of the power level of the Ack Channel (when it is transmitted) to the power level of the Reverse Traffic Pilot Channel expressed as 2's complement value in units of 0.5 dB
	

	NumPilots
	‘1’
	
	

	  PilotPN
	FFS
	PN Offset of target sector (Cell 15)
	

	  SofterHandoff
	‘0’
	Set to ‘0’since only 1 pilot included in message
	

	  MACIndexLSBs
	Set by SS
	6 least significant bits of the MACIndex assigned to UE
	

	  DRCCover
	FFS
	index of the DRC cover associated with target sector (Cell 15)
	

	  RABLength
	FFS
	2 bit field
	

	  RABOffset
	FFS
	3 bit field
	


Table 8.4.5.4.3.3-10: HRPD Traffic Channel Complete (step 9, Table 8.4.5.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000010’
	
	

	MessageSequence
	Same value as MessageSequence in HRPD Traffic Channel Assignment message (Table 8.4.5.4.3.3-9)
	
	


8.4.6
Void
8.4.7
Inter-RAT handover E-UTRA to 1xRTT

8.4.7.1
Inter-RAT handover / SRVCC from E-UTRA to 1xRTT(CS) / Speech
8.4.7.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘type1XRTT’ }

    then { UE transmits an ULHandoverPreparationTransfer message containing a tunneled 1xRTT Origination message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled 1xRTT Handoff Direction message }

    then { UE transmits a 1xRTT Handoff Completion message on the target 1xRTT cell }

            }

8.4.7.1.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.4.3.3, 5.4.4.3, 5.4.5.1 and 5.4.5.3, TS 23.216, clause 6.1.3 and 3GPP2 X.S0042-A, clause 4.5.1. 

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utra’ or ‘geran’:

…

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

[TS 36.331, clause 5.4.4.3]

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:

1>
indicate the request to prepare handover and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to ‘type1XRTT’:

2>
forward the rand and the mobilityParametersCDMA2000 to the CDMA2000 upper layers;

[TS 36.331, clause 5.4.5.1]
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Figure 5.4.5.1-1: UL handover preparation transfer

The purpose of this procedure is to tunnel the handover related CDMA2000 dedicated information from UE to E-UTRAN when requested by the higher layers. The procedure is triggered by the higher layers on receipt of HandoverFromEUTRAPreparationRequest message. This procedure applies to CDMA2000 capable UEs only.

[TS 36.331, clause 5.4.5.3]

The UE shall set the contents of the ULHandoverPreparationTransfer message as follows:

1>
include the cdma2000-Type and the dedicatedInfoCDMA2000;

1>
if the cdma2000-Type is set to ‘type1XRTT’:

2>
include the meid and set it to the value received from the CDMA2000 upper layers;

1>
submit the ULHandoverPreparationTransfer message to lower layers for transmission, upon which the procedure ends;

[TS 23.216, clause 6.1.3]

Figure 6.1.3-1 illustrates a high-level call flow for the E-UTRAN-to-1x voice service continuity procedure.
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Figure 6.1.3-1: LTE VoIP-to-1x CS voice service continuity

1.
Ongoing VoIP session over the IMS access leg established over EPS/E‑UTRAN access.

2.
1xCS SRVCC UE sends measurement reports to eNodeB.

3.
The E‑UTRAN (e.g., based on some trigger, measurement reports) makes a determination to initiate an inter‑technology handover to cdma2000 1xRTT.

4.
The E‑UTRAN signals the UE to perform an inter‑technology handover by sending a Handover from EUTRA Preparation Request (3G1x Overhead Parameters, RAND value) message.

5.
The UE initiates signalling for establishment of the CS access leg by sending a UL handover preparation message containing the 1xRTT Origination message.

6.
The E‑UTRAN sends an Uplink S1 cdma2000 Tunnelling (MEID, RAND, 1x Origination, Reference CellID) message to the MME. The eNodeB will also include CDMA2000 HO Required Indication IE to Uplink S1 CDMA2000 Tunnelling message, which indicates to the MME that the handover preparation has started.

7.
Upon reception of the Uplink S1 cdma2000 Tunnelling message, the MME selects a 3GPP2 1xCS IWS based on Reference CellID and encapsulates the 1x Origination Message along with the MEID and RAND in a S102 Direct Transfer message (as "1x Air Interface Signalling").

8.
The traffic channel resources are established in the 1x RTT system and 3GPP2 1xCS procedures for initiation of Session Transfer are performed as per 3GPP2 X.S0042 [4].

NOTE 1:
Step 9 and 3GPP2 1xCS procedures in step 8 are independent of each other.

NOTE 2:
The "VDN" parameter referred to in 3GPP2 X.S0042 [4] corresponds to the STN-SR parameter defined in TS 23.237 [14].

9.
The 3GPP2 1xCS IWS creates a 1x message and encapsulates it in a S102 Direct Transfer message (1x , Handover indication). If the 3GPP2 access was able to allocate resources successfully, the 1x message is a 1x Handover Direction message and the handover indicator indicates successful resource allocation. Otherwise, the handover indicator indicates to the MME that handover preparation failed and the embedded 1x message indicates the failure to the UE.

10.
The MME sends the 1x message and CDMA2000 HO Status IE in a Downlink S1 cdma2000 Tunnelling message to the E‑UTRAN. The CDMA2000 HO Status IE is set according to the handover indicator received over the S102 tunnel.

11.
If the CDMA2000 HO Status IE indicates successful handover preparation, the E‑UTRAN forwards the 1x Handoff Direction message embedded in a Mobility from EUTRA Command message to the UE. This is perceived by the UE as a Handover Command message. If handover preparation failed, DL Information transfer message will be sent instead, with the embedded 1xRTT message that indicates the failure to the UE.

12.
Once the UE receives the traffic channel information from the cdma2000 1xRTT system, the UE retunes to the 1xRTT radio access network and performs traffic channel acquisition with the 1xRTT CS access (e.g., 1xRTT BSS).

13.
The UE sends a 1xRTT handoff completion message to the 1xRTT CS access (e.g., 1xRTT BSS).

14.
The 1xRTT CS Access sends message to 1xRTT MSC to indicate of handoff done. The resources between 1x CS IWS and 1xRTT MSC may be released at this step.

15.
Ongoing voice call over the CS access leg established over 1xRTT access. The E‑UTRAN/EPS context may be released based on the normal E‑UTRAN/EPS procedure.

16.
The eNodeB sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates the S1 release procedure is caused by handover from E-UTRAN to 1xRTT.

17.
The MME exchanges Suspend Request/ Acknowledge messages with the Serving GW. The S1-U bearers are released for all EPS bearers and the GBR bearers are deactivated by the MME. The non-GBR bearers are preserved and are marked as suspended in the S‑GW. Upon receipt of downlink data the S‑GW should not send a downlink data notification message to the MME.

18.
S1 UE Context in the eNodeB is released as specified in TS 23.401 [2].

[3GPP2 X.S0042-A, clause 4.5.1]

Figure 16 illustrates a detailed call flow for the single radio VoIP-to-1x CS voice DT procedure.
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1.
UE 1 and the packet data AN interact to initiate a DT. See [A.S0008] and [A.S0009] or SRVCC] for signaling details.

2.
UE 1 sends a 1x call origination to the MSC/VLR via the packet data AN (and optionally, the 1x BS) and includes the VDN. The specific messages and any acknowledgements are not shown for brevity. See [A.S0008] and [A.S0009] or [SRVCC] for signaling details.

NOTE 1: steps 3-6 are optional, depending on whether the UE 1 has previously been 1xCS registered and authenticated.

3.
The Visited MSC/VLR may initiate a 1x registration procedure on behalf of UE 1. The Visited MSC sends a MAP AUTHREQ message to UE 1’s HLR to authenticate UE 1 prior to allowing registration and prior to allocating a 1x traffic channel to UE 1.

4.
UE 1’s HLR responds by sending an MAP authreq message to the Visited MSC.

5.
The Visited MSC sends an MAP REGNOT message to UE 1’s HLR.

6.
UE 1’s HLR responds by sending an MAP regnot message to the Visited MSC.

NOTE 2: Steps 7-8 are shown using the MAP ORREQ operation. Optionally, a post digit analysis trigger using the MAP ANLYZD operation may be used instead to obtain routing information for the DT.

NOTE 3: If either origination triggers are not supported by the MSC/VLR or origination triggers are not armed for this subscriber, proceed to Step 9.

7.
Once the visited MSC/VLR has obtained the service profile for the originating subscriber (i.e., by Step 4), the Visited MSC/VLR invokes a call origination trigger to obtain routing information. The Visited MSC/VLR sends a MAP RREQ message to the WIN SCP (or to the HLR), containing the Calling Party Number (MDN) of UE 1 (derived from the IMSI) and the Called Party Number from the call origination. The WIN SCP (or HLR) sends the ORREQ message on to the VCC AS. Optionally, the Visited MSC/VLR may send the ORREQ message directly to a VCC AS that has an integrated WIN SCP function.

8.
The VCC AS determines that this is a DT scenario based on the VDN in the Called Party Number (and the Calling Party Number) in the ORREQ message, and then allocates an IMS Routing Number, which is an E.164 temporary routing number associated with this DT. The VCC AS then sends back the MAP orreq message to WIN SCP (or HLR), which returns the orreq message to the MSC/VLR. Optionally, the VCC AS has an integrated WIN SCP function and sends the orreq message directly to the MSC/VLR.

9.
Anytime after Step 2 the MSC/VLR sends a 1x traffic assignment/handoff initiation to UE 1 via the packet data AN and the packet data air interface. This instructs UE 1 to perform the handoff and acquire the 1x traffic channel. See [A.S0008] and [A.S0009] or [SRVCC] for signaling details.

10.
The 1x BS acquires UE 1’s reverse traffic channel and the voice path is established with the MSC.

8.4.7.1.3
Test description

8.4.7.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19.
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.4.7.1.3.2
Test procedure sequence
Table 8.4.7.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.7.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	Cell 19 is off.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	-
	The power level values are such that entering conditions for event B2 on Cell 19 are satisfied.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement on Cell 19.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 19 parameters according to row “T1” in table 8.4.7.1.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 19, 
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.
	<--
	HandoverFromEUTRAPreparationRequest
	-
	-

	6
	Check: Does the UE transmit a tunneled 1xRTT Origination message contained in an ULHandoverPreparationTransfer message on Cell 1?
	-->
	ULHandoverPreparationTransfer
	1
	P

	7
	The SS transmits a tunneled 1xRTT Handoff Direction message contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT handover to Cell 19.
	<--
	MobilityFromEUTRACommand
	-
	-

	8
	The UE tunes to 1xRTT radio.
	-
	-
	-
	-

	9
	Check: Does the UE transmit a 1xRTT Handoff Completion message on Cell 19?
	-->
	Handoff Completion
	2
	P


8.4.7.1.3.3
Specific message contents

Table 8.4.7.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.7.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.7.1.3.3-2: MeasConfig (step 1, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	Not present
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-3: MeasObjectCDMA2000-GENERIC (step 1, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	Type1XRTT
	
	

	  CarrierFreqCDMA2000 SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    arfcn
	f17
	
	

	  }
	
	
	

	  SearchWindowSize
	15
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList CHOICE {}
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.7.1.3.3-4: MeasurementReport (step 4, Table 8.4.7.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultsCDMA2000 :=SEQUENCE {
	
	
	

	              preRegistrationStatusHRPD
	FALSE
	
	

	              measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 19
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  pilotStrength
	(0..63)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-5: HandoverFromEUTRAPreparationRequest (step 5, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Rand
	Set by SS
	Random Challenge Data as broadcast on Cell 19
	

	        mobilityParameters
	Set according to Table 8.4.7.1.3.3-6
	3G1x Overhead Parameters
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-6: mobilityParameters (step 5, Table 8.4.7.1.3.2-2)
	Field
	Value/remark
	Comment
	Condition

	SIDIncluded
	FFS
	
	

	SID
	FFS
	
	

	NIDIncluded
	FFS
	
	

	NID
	FFS
	
	

	REG_ZONEIncluded 
	FFS
	
	

	REG_ZONE 
	FFS
	
	

	TOTAL_ZONESIncluded 
	FFS
	
	

	TOTAL_ZONES 
	FFS
	
	

	ZONE_TIMERIncluded
	FFS
	
	

	ZONE_TIMER
	FFS
	
	

	PACKET_ZONE_IDIncluded
	FFS
	
	

	PACKET_ZONE_ID
	FFS
	
	

	PZIDHystParametersIncluded 
	FFS
	
	

	PZ_HYST_ENABLED 
	FFS
	
	

	PZ_HYST_INFO_INCL 
	FFS
	
	

	PZ_HYST_LIST_LEN 
	FFS
	
	

	PZ_HYST_ACT_TIMER 
	FFS
	
	

	PZ_HYST_TIMER_MUL 
	FFS
	
	

	PZ_HYST_TIMER_EXP 
	FFS
	
	

	P_REVIncluded 
	FFS
	
	

	P_REV 
	FFS
	
	

	NEG_SLOT_CYCLE_INDEX_SUPIncluded 
	FFS
	
	

	NEG_SLOT_CYCLE_INDEX_SUP 
	FFS
	
	

	ENCRYPT_MODEIncluded 
	FFS
	
	

	ENCRYPT_MODE 
	FFS
	
	

	ENC_SUPPORTEDIncluded 
	FFS
	
	

	ENC_SUPPORTED 
	FFS
	
	

	SIG_ENCRYPT_SUPIncluded 
	FFS
	
	

	SIG_ENCRYPT_SUP 
	FFS
	
	

	MSG_INTEGRITY_SUPIncluded 
	FFS
	
	

	MSG_INTEGRITY_SUP 
	FFS
	
	

	SIG_INTEGRITY_SUP_INCLIncluded 
	FFS
	
	

	SIG_INTEGRITY_SUP_INCL 
	FFS
	
	

	SIG_INTEGRITY_SUPIncluded 
	FFS
	
	

	SIG_INTEGRITY_SUP 
	FFS
	
	

	AUTHIncluded 
	FFS
	
	

	AUTH 
	FFS
	
	

	MAX_NUM_ALT_SOIncluded 
	FFS
	
	

	MAX_NUM_ALT_SO
	FFS
	
	

	USE_SYNC_IDIncluded 
	FFS
	
	

	USE_SYNC_ID 
	FFS
	
	

	MS_INIT_POS_LOC_SUP_INDIncluded 
	FFS
	
	

	MS_INIT_POS_LOC_SUP_IND 
	FFS
	
	

	MOB_QOSIncluded 
	FFS
	
	

	MOB_QOS 
	FFS
	
	

	BAND_CLASS_INFO_REQIncluded 
	FFS
	
	

	BAND_CLASS_INFO_REQ 
	FFS
	
	

	ALT_BAND_CLASSIncluded
	FFS
	
	

	ALT_BAND_CLASS 
	FFS
	
	

	MAX_ADD_SERV_INSTANCEIncluded 
	FFS
	
	

	MAX_ADD_SERV_INSTANCE 
	FFS
	
	

	HOME_REGIncluded 
	FFS
	
	

	HOME_REG 
	FFS
	
	

	FOR_SID_REGIncluded 
	FFS
	
	

	FOR_SID_REG 
	FFS
	
	

	FOR_NID_REGIncluded 
	FFS
	
	

	FOR_NID_REG 
	FFS
	
	

	POWER_UP_REGIncluded 
	FFS
	
	

	POWER_UP_REG 
	FFS
	
	

	POWER_DOWN_REGIncluded 
	FFS
	
	

	POWER_DOWN_REG 
	FFS
	
	

	PARAMETER_REGIncluded 
	FFS
	
	

	PARAMETER_REG 
	FFS
	
	

	REG_PRDIncluded 
	FFS
	
	

	REG_PRD 
	FFS
	
	

	REG_DISTIncluded 
	FFS
	
	

	REG_DIST 
	FFS
	
	

	PREF_MSID_TYPEIncluded 
	FFS
	
	

	PREF_MSID_TYPE 
	FFS
	
	

	EXT_PREF_MSID_TYPEIncluded 
	FFS
	
	

	EXT_PREF_MSID_TYPE 
	FFS
	
	

	MEID_REQDIncluded 
	FFS
	
	

	MEID_REQD 
	FFS
	
	

	MCCIncluded 
	FFS
	
	

	MCC 
	FFS
	
	

	IMSI_11_12Included 
	FFS
	
	

	IMSI_11_12 
	FFS
	
	

	IMSI_T_SUPPORTEDIncluded 
	FFS
	
	

	IMSI_T_SUPPORTED 
	FFS
	
	

	RECONNECT_MSG_INDIncluded 
	FFS
	
	

	RECONNECT_MSG_IND 
	FFS
	
	

	RER_MODE_SUPPORTEDIncluded 
	FFS
	
	

	RER_MODE_SUPPORTED 
	FFS
	
	

	TKZ_MODE_SUPPORTEDIncluded 
	FFS
	
	

	TKZ_MODE_SUPPORTED 
	FFS
	
	

	TKZ_IDIncluded 
	FFS
	
	

	TKZ_ID 
	FFS
	
	

	PILOT_REPORTIncluded PILOT_REPORT
	FFS
	
	

	PILOT_REPORT
	FFS
	
	

	SDB_SUPPORTEDIncluded 
	FFS
	
	

	SDB_SUPPORTED 
	FFS
	
	

	AUTO_FCSO_ALLOWEDIncluded 
	FFS
	
	

	AUTO_FCSO_ALLOWED 
	FFS
	
	

	SDB_IN_RCNM_INDIncluded 
	FFS
	
	

	SDB_IN_RCNM_IND 
	FFS
	
	

	FPC_FCH_Included 
	FFS
	
	

	FPC_FCH_INIT_SETPT_RC3 
	FFS
	
	

	FPC_FCH_INIT_SETPT_RC4 
	FFS
	
	

	FPC_FCH_INIT_SETPT_RC5 
	FFS
	
	

	T_ADD_Included 
	FFS
	
	

	T_ADD 
	FFS
	
	

	PILOT_INC_Included 
	FFS
	
	

	PILOT_INC 
	FFS
	
	


Table 8.4.7.1.3.3-7: ULHandoverPreparationTransfer (step 6, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	Type1XRTT
	
	

	        Meid
	UE’s meid
	
	

	        dedicatedInfo
	Set according to Table 8.4.7.1.3.3-8
	1xRTT Origination message
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-8: 1xRTT Origination (step 6, Table 8.4.7.1.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	1xCircuitService message
	

	GCSNARevision
	FFS
	
	

	MessageSequence
	Any allowed value
	
	

	1xLogicalChannel
	‘0’B
	
	

	PDU
	
	1x LAC encapsulated PDU
	

	  MSG_ID
	‘000100’B
	Origination Message
	

	  SPECIAL_SERVICE
	‘1’B
	
	

	  SERVICE_OPTION
	Any value mapping to a voice service option
	
	


Table 8.4.7.1.3.3-9: MobilityFromEUTRACommand (step 7, Table 8.4.7.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	cdma2000-1XRTT
	
	

	            targetRAT-MessageContainer
	Set according to Table 8.4.7.1.3.3-10
	1xRTT Handoff Direction message
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.1.3.3-10: 1xRTT Handoff Direction (step 7, Table 8.4.7.1.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	1xCircuitService message
	

	GCSNARevision
	FFS
	
	

	MessageSequence
	Set by SS
	
	

	1xLogicalChannel
	‘1’B
	
	

	PDU
	
	1x LAC encapsulated PDU
	

	  MSG_ID
	‘00010001’B
	Extended Handoff Direction Message
	

	  USE_TIME
	‘0’B
	
	

	  ACTION_TIME
	‘000000’B
	
	

	  HDM_SEQ
	Set by SS
	
	

	  SEARCH_INCLUDED
	‘0’B
	
	

	  HARD_INCLUDED
	‘1’B
	
	

	  FRAME_OFFSET
	Set by SS
	Forward and Reverse Traffic Channel frame offset on Cell 19
	

	  PRIVATE_LCM
	‘0’B
	
	

	  RESET_L2
	‘1’B
	
	

	  RESET_FPC
	‘1’B
	
	

	  SERV_NEG_TYPE
	‘0’B
	Service option negotiation
	

	  ENCRYPT_MODE
	Set by SS
	
	

	  NOM_PWR_EXT
	‘0’B
	
	

	  NOM_PWR
	Set by SS
	Correction factor to be used by UE in open loop power estimate
	

	  NUM_PREAMBLE
	Set by SS
	Traffic Channel Preamble length to be used by UE
	

	  BAND_CLASS
	Band class of Cell 19
	Band class for f17
	

	  CDMA_FREQ
	CDMA chanel number of Cell 19
	CDMA channel number for f17
	

	  ADD_LENGTH
	‘000’B
	
	

	  PILOT_PN
	Set by SS
	Pilot PN sequence offset for Cell 19
	

	  PWR_COMB_IND
	‘0’B
	
	

	  CODE_CHAN
	Set by SS
	Code channel index to be used by UE as the Forward Fundamental Channel associated with pilot on Cell 19
	


Table 8.4.7.1.3.3-11: 1xRTT Handoff Completion (step 9, Table 8.4.7.1.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00001010’
	
	

	LAST_HDM_SEQ
	Same value as HDM_SEQ in 1xRTT Handoff Direction message at Step 7
	
	

	PILOT_PN
	Same value as PILOT_PN included in 1xRTT Handoff Direction message at Step 7
	
	


8.4.7.2
Void
8.4.7.3
Pre-registration at 1xRTT and inter-RAT Handover / CS fallback from E-UTRA RRC_IDLE to 1xRTT
8.4.7.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having completed the 1xRTT CS pre-registration procedure and having received a DLInformationTransfer message containing a 1xRTT CS Paging message }

ensure that {
  when { CS paging for the CS Fallback to 1xRTT is accepted at the UE }

    then { UE transmits an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” }

            }

(2)

with { UE having transmitted an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” in response to a 1xRTT CS Paging message }

ensure that {
  when { SS transmits an RRCConnectionRelease message with redirection to 1xRTT }

    then { UE tunes to 1xRTT cell and transmits a 1xRTT Page Response message on 1xRTT cell }

            }

8.4.7.3.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.3.

[TS 23.272, clause B.2.3]

This clause describes the mobile terminating call procedures when the UE accepts or rejects CS paging for the CS Fallback to 1xRTT.

When the 1x MSC receives a registration from a UE, it makes note of the RAN equipment from which it received the registration. Subsequent paging activities may thus be directed toward that RAN equipment. However, paging activities by the 1xMSC are not limited to the single RAN equipment from which the registration was received. The MSC may choose to page a wider area, including inter‑system paging. If the 1xMSC has direct interfaces to 1xCS IWS, as well as to 1xRTT access, the MSC may choose to do direct paging activities to both E‑UTRAN and 1x RAN equipments in its attempts to contact the UE.

The 1x paging request sent by the 1xMSC to the 1xCS IWS is delivered to the UE via the tunnel. The UE tunes to 1xRTT access, acknowledges the 1x page and performs the 1xCS procedures for mobile terminated call. When the UE receives a page message, it may not want to accept it based on Caller Line Identification or pre-provisioned local policy. In that case, the UE sends the 1x Release Order to 1xCS IWS over a tunnel in E-UTRAN and EPC.

The detailed procedure is described in figure B.2.3‑1.
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Figure B.2.3-1: CS MT call using fallback to CDMA 1x RTT network

1.
UE is E-UTRAN attached and pre-registered with 1xRTT CS as defined in clause B.2.1.1.

2.
1xMSC sends a paging request to the 1xCS IWS node with Caller Line Identification if available.

3.
1xCS IWS node forwards the 1x RTT CS paging request with Caller Line Identification if available via the S102 tunnel to the MME.

4.
If the UE is in idle state, the MME performs the network initiated Service Request procedure in order to bring the UE to active state prior to tunnelling of the 1x RTT CS paging request toward the UE.

5.
MME forwards the 1xRTT CS paging request to the UE.

6a.
If the UE decides to reject CSFB based on e.g. user decision by Caller Line Identification or UE locally pre-provisioned policy, then the UE rejects the 1x CS paging by sending an 1x Release Order to the MME. The MME forwards the 1x Release Order in an S102 Direct Transfer message to the 1xCS IWS and the 1x IWS sends a Rejection to the 1x MSC. This completes the procedure.

6b.
If the UE accepts CS paging for the CS Fallback to 1xRTT, the UE sends an Extended Service Request (CS Fallback Indicator) to the MME and proceeds with step 7 to step 15 below.

7.
MME sends S1-AP: UE Context Modification (UE capabilities, CS Fallback Indicator) to indicate the E‑UTRAN to move the UE to 1xRTT.

8.
E-UTRAN may optionally solicit a measurement report from the UE to determine the target 1xRTT cell to which the CS Fallback will be performed.

9.
E-UTRAN triggers RRC connection release with redirection to 1xCS.

10.
E-UTRAN sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the S1 UE Context Release was caused by CS fallback to 1xRTT.

11.
MME sets the UE context to suspended status and sends to the S-GW a Suspend Request (IMSI) message that requests the suspension of EPS bearers for the UE. The S1-U bearers are released for all EPS bearers by the MME and all GBR bearers are deactivated. The non-GBR bearers are preserved and are marked as suspended in the S-GW.

12.
S-GW acknowledges the Suspend Request message and marks the UE as suspended. When a downlink data arrives at the S-GW, the S-GW should not send a downlink data notification message to the MME if the UE is marked as suspended.

13.
S1 UE Context in the E-UTRAN is released as specified in TS 23.401 [2].

14.
UE tunes to 1xRTT and acknowledges the page by transmitting a 1xRTT Paging Response message over the 1x Access Channel.

15.
Subsequently UE performs the procedure for mobile terminated call establishment as specified in 3GPP2 A.S0013 [18].

8.4.7.3.3
Test description

8.4.7.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19.
-
Cell 19 has a lower reselection priority than Cell 1.
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

-
The UE has completed the 1xRTT CS pre-registration procedure on Cell 19.
8.4.7.3.3.2
Test procedure sequence
Table 8.4.7.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.7.3.3.2-1: Cell configuration changes over time 

	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.3.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message to the UE on Cell 1 using S-TMSI with CN domain indicator set to ''PS”.
	<--
	Paging
	-
	-

	2
	The UE transmits an RRCConnectionRequest message on Cell 1.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS transmit an RRCConnectionSetup message with SRB1 configuration on Cell 1.
	<--
	RRCConnectionSetup
	-
	-

	4
	The UE transmits an RRCConnectionSetupComplete message containing a SERVICE REQUEST message on Cell 1.
	-->
	RRCConnectionSetupComplete
	-
	-

	5
	The SS transmits a SecurityModeCommand on Cell 1.
	<--
	SecurityModeCommand
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message with SRB2-DRB(1,1) configuration on Cell 1.
	<--
	RRCConnectionReconfiguation
	-
	-

	7
	The UE transmits a SecurityModeComplete message on Cell 1.
	-->
	SecurityModeComplete
	-
	-

	8
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	9
	The SS changes the cell power levels according to “T1” in Table 8.4.7.3.3.2-1.
	
	
	
	

	10
	The SS transmits a DLInformationTransfer containing a 1x RTT CS Paging message on Cell 1.
	<--
	DLInformationTransfer
	-
	-

	11
	The CS paging for the CS Fallback to 1xRTT is accepted at the UE.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ULInformationTransfer containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile terminating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	13
	The SS transmits an RRCConnectionRelease message on Cell 1 redirecting the UE to Cell 19.
	<--
	RRCConnectionRelease
	-
	-

	14
	The UE tunes to 1xRTT radio.
	-
	-
	-
	-

	15
	Check: Does the UE transmit a Page Response message on Cell 19?
	-->
	Page Response
	2
	P

	16
	The SS transmits an Extended Channel Assignment message on Cell 19.
	<--
	Extended Channel Assignment
	-
	-

	17
	After the SS detects that Traffic Channel Initialization is successful, it transmits an Acknowledgement Order message on Cell 19. 
	<--
	Acknowledgement Order
	-
	-

	18
	The SS transmits a Service Connect message on Cell 19.
	<--
	Service Connect
	-
	-

	19
	The UE transmits a Service Connect Completion message on Cell 19.
	-->
	Service Connect Completion
	-
	-


8.4.7.3.3.3
Specific message contents

Table 8.4.7.3.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.7.3.3.3-2: SystemInformationBlockType8 for Cell 1 (all steps, Table 8.4.7.3.3.2-2)

	Derivation Path: 36.508 Table 4.4.3.3-7, condition 1XRTT

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType8 ::= SEQUENCE {
	
	
	

	  parameters1XRTT SEQUENCE {
	
	
	

	    csfb-RegistrationParam1XRTT SEQUENCE {
	
	
	

	      Sid
	FFS
	Sid of Cell 19
	

	      Nid
	FFS
	Nid of Cell 19
	

	      multipleSID
	FFS
	BOOLEAN
	

	      multipleNID
	FFS
	BOOLEAN
	

	      homeReg
	FFS
	BOOLEAN
	

	      foreignSIDReg
	FFS
	BOOLEAN
	

	      foreignNIDReg
	FFS
	BOOLEAN
	

	      parameterReg
	FFS
	BOOLEAN
	

	      powerUpReg
	FFS
	BOOLEAN
	

	      registrationPeriod
	FFS
	BIT STRING (SIZE (7))
	

	      registrationZone
	FFS
	BIT STRING (SIZE (12))
	

	      totalZone
	FFS
	BIT STRING (SIZE (3))
	

	      zoneTimer
	FFS
	BIT STRING (SIZE (3))
	

	    }
	
	
	

	    longCodeState1XRTT
	Set by SS
	BIT STRING (SIZE (42)) OPTIONAL
	

	    cellReselectionParameters1XRTT SEQUENCE {
	
	
	

	      bandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	1 entry
	
	

	        bandClass
	FFS
	ENUMERATED {bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	        cellReselectionPriority
	3
	
	

	        threshX-High
	FFS
	INTEGER (0..63)
	

	        threshX-Low
	FFS
	INTEGER (0..63)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-3: DLInformationTransfer (step 10, Table 8.4.7.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoCDMA2000-1XRTT
	Set according to Table 8.4.7.3.3.3-4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-4: 1xRTT CS Paging message (step 10, Table 8.4.7.3.3.2-2)
	Field
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	1xCircuitService message
	

	GCSNARevision
	FFS
	
	

	MessageSequence
	Set by SS
	
	

	1xLogicalChannel
	‘0’B
	
	

	PDU
	
	1x LAC encapsulated PDU
	

	  MSG_ID
	‘010001’B
	General Page Message
	

	  PAGE_CLASS
	Set  as per identity type of UE, for a mobile-addressed page
	
	

	  PAGE_SUBCLASS
	Set  as per identity type of UE, for a mobile-addressed page
	
	

	  Page Type-specific fields
	Set to match UE’s identity
	
	


Table 8.4.7.3.3.3-5: ULInformationTransfer (step 12, Table 8.4.7.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.3.3.3-6
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-6: EXTENDED SERVICE REQUEST (step 12, Table 8.4.7.3.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0001'B
	mobile terminating CS fallback or 1xCS fallback
	

	CSFB response
	’001’B
	CS fallback accepted by the UE
	


Table 8.4.7.3.3.3-7: RRCConnectionRelease (step 13, Table 8.4.7.3.3.2-2)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectionInformation ::= CHOICE {
	
	
	

	          interRAT-target CHOICE {
	
	
	

	            cdma2000-1xRTT
	cdma2000-CarrierInfo for Cell 19
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.3.3.3-8: Page Response (step 15, Table 8.4.7.3.3.2-2)

	FIeld
	Value/remark
	Comment
	Condition

	MSG_ID
	‘000101’B
	Page Response Message
	

	MOB_TERM
	‘1’B
	
	


Table 8.4.7.3.3.3-9: Extended Channel Assignment (step 16, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘010101’B
	Extended Channel Assignment Message
	

	ASSIGN_MODE
	‘000’B
	Traffic Channel Assignment
	


Table 8.4.7.3.3.3-10: Acknowledgment Order (step 17, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00000001’B
	Order Message
	

	ORDER
	‘010000’B
	Base Station Acknowledgment Order
	

	ORDQ
	‘00000000’B
	
	


Table 8.4.7.3.3.3-11: Service Connect (step 18, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00010100’B
	Service Connect Message
	

	SERV_CON_SEQ
	Set by SS
	
	


Table 8.4.7.3.3.3-12: Service Connect Completion (step 19, Table 8.4.7.3.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00001110’B
	Service Connect Completion Message
	

	SERV_CON_SEQ
	Same value as SERV_CON_SEQ received in Service Connect Message (Table 8.4.7.3.3.3-15)
	
	


8.4.7.4
Pre-registration at 1xRTT and inter-RAT handover / CS fallback caused by addition of CS service / From E-UTRA (Data) to 1xRTT
8.4.7.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and having completed the 1xRTT CS pre-registration procedure }

ensure that {
  when { a voice call is originated at the UE }

    then { UE transmits an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

            }

(2)

with { UE having transmitted an ULInformationTranfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

ensure that {
  when { SS transmits a RRCConnectionRelease message with redirection to 1xRTT }

    then { UE tunes to 1xRTT cell and transmits a 1xRTT Origination message on 1xRTT cell }

            }

8.4.7.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.2.

[TS 23.272, clause B.2.2]

This clause describes the mobile originating call procedures for the CS Fallback to 1xRTT.
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Figure B.2.2-1: CS MO call using fallback to CDMA 1x RTT network

1.
UE is E‑UTRAN attached and registered with 1xRTT CS as defined in clause B.2.1.1.

2.
UE makes a decision to perform a mobile originated CS call.

3.
UE sends an Extended Service Request (CS Fallback Indicator) to the MME.

4.
MME sends S1-AP: UE Context Modification (UE capabilities, CS Fallback Indicator) to indicate the E‑UTRAN to move the UE to 1xRTT.

5.
E-UTRAN may optionally solicit a measurement report from the UE to determine the target 1xRTT cell to which the CS Fallback will be performed.

6.
E-UTRAN triggers RRC connection release with redirection to 1xCS.

7.
E-UTRAN sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the S1 UE Context Release was caused by CS fallback to 1xRTT.

8.
MME sets the UE context to suspended status and sends to the S-GW a Suspend Request (IMSI) message that requests the suspension of EPS bearers for the UE. The S1-U bearers are released for all EPS bearers by the MME and all GBR bearers are deactivated. The non-GBR bearers are preserved and are marked as suspended in the S-GW.

9.
S-GW acknowledges the Suspend Request message and marks the UE as suspended. When a downlink data arrives at the S-GW, the S-GW should not send a downlink data notification message to the MME if the UE is marked as suspended.

10.
S1 UE Context in the E-UTRAN is released as specified in TS 23.401 [2].

11.
UE moves to 1xRTT and performs the procedure for mobile originating call as specified in 3GPP2 A.S0013 [18].

8.4.7.4.3
Test description

8.4.7.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 19.
-
Cell 19 has a lower reselection priority than Cell 1.
-
System information combination 6 as defined in TS 36.508 section 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

-
The UE has completed the 1xRTT CS pre-registration procedure on Cell 19.
8.4.7.4.3.2
Test procedure sequence
Table 8.4.7.4.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.4.7.4.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1: This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.


Table 8.4.7.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	A voice call is originated at the UE
	-
	-
	-
	-

	2
	Check: Does the UE transmit an ULInformationTransfer containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	3
	The SS changes the cell power levels according to “T1” in Table 8.4.7.3.3.2-1 and waits for [2] seconds.
	-
	-
	-
	-

	4
	The SS transmits an RRCConnectionRelease message on Cell 1 redirecting the UE to Cell 19.
	<--
	RRCConnectionRelease
	-
	-

	5
	The UE tunes to 1xRTT radio.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an Origination message on Cell 19?
	-->
	Origination
	2
	P

	7
	The SS transmits an Extended Channel Assignment message on Cell 19.
	<--
	Extended Channel Assignment
	-
	-

	8
	After the SS detects that Traffic Channel Initialization is successful, it transmits an Acknowledgement Order message on Cell 19. 
	<--
	Acknowledgement Order
	-
	-

	9
	The SS transmits a Service Connect message on Cell 19.
	<--
	Service Connect
	-
	-

	10
	The UE transmits a Service Connect Completion message on Cell 19.
	-->
	Service Connect Completion
	-
	-


8.4.7.4.3.3
Specific message contents

Table 8.4.7.4.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.7.4.3.3-2: SystemInformationBlockType8 for cell 1 (all steps, Table 8.4.7.4.3.2-2)

	Derivation Path: 36.508 Table 4.4.3.3-7, condition 1XRTT

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType8 ::= SEQUENCE {
	
	
	

	  parameters1XRTT SEQUENCE {
	
	
	

	    csfb-RegistrationParam1XRTT SEQUENCE {
	
	
	

	      Sid
	FFS
	Sid of Cell 19
	

	      Nid
	FFS
	Nid of Cell 19
	

	      multipleSID
	FFS
	BOOLEAN
	

	      multipleNID
	FFS
	BOOLEAN
	

	      homeReg
	FFS
	BOOLEAN
	

	      foreignSIDReg
	FFS
	BOOLEAN
	

	      foreignNIDReg
	FFS
	BOOLEAN
	

	      parameterReg
	FFS
	BOOLEAN
	

	      powerUpReg
	FFS
	BOOLEAN
	

	      registrationPeriod
	FFS
	BIT STRING (SIZE (7))
	

	      registrationZone
	FFS
	BIT STRING (SIZE (12))
	

	      totalZone
	FFS
	BIT STRING (SIZE (3))
	

	      zoneTimer
	FFS
	BIT STRING (SIZE (3))
	

	    }
	
	
	

	    longCodeState1XRTT
	Set by SS
	BIT STRING (SIZE (42)) OPTIONAL
	

	    cellReselectionParameters1XRTT SEQUENCE {
	
	
	

	      bandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	1 entry
	
	

	        bandClass
	FFS
	ENUMERATED {bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	        cellReselectionPriority
	3
	
	

	        threshX-High
	FFS
	INTEGER (0..63)
	

	        threshX-Low
	FFS
	INTEGER (0..63)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.4.3.3-3: ULInformationTransfer (step 2, Table 8.4.7.4.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.4.3.3-4
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.4.3.3-4: EXTENDED SERVICE REQUEST (step 2, Table 8.4.7.4.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0001'B
	mobile originating CS fallback or 1xCS fallback
	

	CSFB response
	Not present
	
	


Table 8.4.7.4.3.3-5: RRCConnectionRelease (step 4, Table 8.4.7.4.3.2-2)

	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectionInformation ::= CHOICE {
	
	
	

	          interRAT-target CHOICE {
	
	
	

	            cdma2000-1xRTT
	cdma2000-CarrierInfo for Cell 19
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.4.3.3-6: Origination (step 6, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘000100’B
	Origination Message
	

	SPECIAL_SERVICE
	‘1’B
	
	

	SERVICE_OPTION
	Any value mapping to a voice service option
	
	


Table 8.4.7.4.3.3-7: Extended Channel Assignment (step 7, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘010101’B
	Extended Channel Assignment Message
	

	ASSIGN_MODE
	‘000’B
	Traffic Channel Assignment
	


Table 8.4.7.4.3.3-8: Acknowledgment Order (step 8, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00000001’B
	Order Message
	

	ORDER
	‘010000’B
	Base Station Acknowledgment Order
	

	ORDQ
	‘00000000’B
	
	


Table 8.4.7.4.3.3-9: Service Connect (step 9, Table 8.4.7.4.3.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00010100’B
	Service Connect Message
	

	SERV_CON_SEQ
	Set by SS
	
	


Table 8.4.7.4.3.3-10: Service Connect Completion (step 10, Table 8.4.7.4.3.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_ID
	‘00001110’B
	Service Connect Completion Message
	

	SERV_CON_SEQ
	Same value as SERV_CON_SEQ received in Service Connect Message (Table 8.4.7.4.3.3-9
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