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==== start of modified TC 9.1.2.6 =============================
9.1.2.6.3.2
Test procedure sequence

Table 9.1.2.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell A as the "Serving cell".

- Cell I as a " Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	SS transmits an AUTHENTICATION REQUEST message which contains an invalid MAC code
	<--
	AUTHENTICATION REQUEST
	-
	-

	5
	UE responds with an AUTHENTICATION FAILURE message, with reject cause "MAC failure" .
	-->
	AUTHENTICATION FAILURE
	-
	-

	6
	SS responds nothing and waits for the expiration of T3418.
	
	
	
	

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message in the next 30 seconds after T3418 expired?
	-->
	ATTACH REQUEST
	1
	P

	8-19
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.1.2.6.3.3
Specific message contents
==== modified TC 9.1.2.6 end =============================

==== start of modified TC 9.2.1.1.18 =============================

9.2.1.1.18.3.1
Pre-test conditions

System Simulator:
-
cell A (TAC 1, frequency 1,  not a CSG cell);
-
cell B(TAC 2, frequency 1,  is a CSG cell);
-
cell C(TAC 3, frequency 2,  not a CSG cell).
UE: 
- 
the UE is configured to initiate EPS attach;

-
the UE is previously registered on cell B using manual CSG selection (so the allowed CSG list includes CSG ID of cell B);

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered in E-UTRAN using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.18.3.2
Test procedure sequence
==== modified TC 9.2.1.1.18 end =============================

==== start of modified TC 9.2.1.2.12 =============================

9.2.1.2.12.3.1
Pre-test conditions

System Simulator:

-
cell I, cell J and Cell A (belonging to different PLMNs and different frequencies).
UE:

- 
the UE is configured to initiate combined EPS/IMSI attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].
Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.2.12.3.2
Test procedure sequence

==== modified TC 9.2.1.2.12 end =============================

==== start of modified TC 9.2.3.1.13 =============================

9.2.3.1.13.3.1
Pre-test conditions

System Simulator:

-
cell A (belongs to TAI-1, home PLMN) is set to ''Serving cell'';
-
cell B (belongs to TAI-2, home PLMN) is set to ''Non-suitable cell''.
UE:

- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].
9.2.3.1.13.3.2
Test procedure sequence

==== modified TC 9.2.3.1.13 end =============================

==== start of modified TC 9.2.3.1.26 =============================

9.2.3.1.26.3.1
Pre-test conditions

System Simulator:

-
cell A and cell B.
UE:

none.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18];
-
timer T3402 value is set to 1 minute to shorten the whole TC execute time in ATTACH ACCEPT message when bringing UE to state Registered, Idle Mode (state 2).

9.2.3.1.26.3.2
Test procedure sequence

==== modified TC 9.2.3.1.26 end =============================

==== start of modified TC 9.3.2.2 =============================

9.3.2.2.3.1
Pre-test conditions

System Simulator:

-
cell A.
UE:

none.
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].
9.3.2.2.3.2
Test procedure sequence
==== modified TC 9.3.2.2 end =============================
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