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	Reason for change:
(

	The current common configuration in 36.508 for RF testing should not configure Sounding RS dedicated configuration, this is espressed by “not present” in RadioResourceConfigCommon. However, the optionality for this field is not possible in SIB2 RadioResourceConfigCommonSIB. For SIB2 the field shold be set to “srs-release” to make sure the UE does not reserve symbols for potentially transmit SRS at a later stage. 



	
	

	Summary of change:
(

	Clarify soundingRSUL-ConfigCommon is not to be configured in SIB2 RadioResourceConfigCommonSIB.


	
	

	Consequences if 
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not approved:
	SRS “not present” is not an option for SIB2 RadioResourceConfigCommonSIB. The UE might reserve some symbols for potentially trasnmit SRS later causing incorrect test results and potentially fail the test cases
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< Unchanged sections omitted >
Table 5.3.1-2: RadioResourceConfigCommon-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	Not present
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	Not present
	
	

	  pucch-ConfigCommon
	Not present
	
	

	  soundingRSUL-ConfigCommon
	Not present
	
	SRB1

	
	release
	
	SIB2

	  uplinkPowerControlCommon
	Not present
	
	

	  antennaInfoCommon
	Not present
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD

	 
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	SIB2
	Used in SystemInformationBlockType2
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