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19.3
Non-UE detectable the emergency call
19.3.1
Non-UE detectable emergency call / IM CN sends a 1xx response / UE geographical location information available
19.3.1.1
Definition and applicability
Test to verify that the UE acts correctly when it receives a  1xx response to an initial request for a dialog from the IM CN, the response containing a P-Asserted-Identity header field set to an emergency number that is recognisable by the UE.
If the UE has its geographical location available it sends an UPDATE request.
19.3.1.2
Conformance requirement

If the UE receives a 1xx or 200 (OK) response to an initial request for a dialog, the response containing a P-Asserted-Identity header field set to an emergency number as specified in 3GPP TS 22.101 [1A], and:

-
if a public GRUU value (pub-gruu) has been saved associated with the public user identity, the public GRUU value has not been included in the Contact header field of the initial request for a dialog as specified in RFC 5627 [93]; 

-
if a public GRUU value (pub-gruu) has not been saved and a protected server port was not included in the address in the Contact header field of the the initial request for a dialog; or

-
if the UE has its geographical location information available and the geographical location information has not been included in the initial request for a dialog; then the UE shall send an UPDATE request according to RFC 3311 [29]; and

1)
if available to the UE, and if defined for the access type as specified in subclause 7.2A.4, the UE shall include in the UPDATE request a P-Access-Network-Info header field and it shall contain a location identifier such as the cell id or the identity of the I-WLAN access node;

2)
if the UE has its geographical location information available, then the UE shall include it in the UPDATE request in the following way:

I)
if the UE is aware of the URI that points to where the UE's location is stored, include the URI in the Geolocation header field and set the "inserted-by" parameter to indicate its hostport, all in accordance with draft-ietf-sipcore-location-conveyance [89]; or 

II)
if the geographical location information of the UE is available to the UE, include its geographical location information as PIDF location object in accordance with RFC 4119 [90] and include the location object in a message body with the content type application/pidf+xml in accordance with draft-ietf-sipcore-location-conveyance [89]. The Geolocation header field is set to a Content ID and set the "inserted-by" parameter to indicate its hostport, all in accordance with draft-ietf-sipcore-location-conveyance [89]; 

3)
if the UE has no geographical location information available, the UE shall not include any geographical location information as specified in draft-ietf-sipcore-location-conveyance [89]; and

4)
if a public GRUU value ("pub-gruu" header field parameter) has been saved associated with the public user identity, then the UE shall insert the public GRUU ("pub-gruu" header field parameter) value in the Contact header field of the UPDATE request as specified in RFC 5627 [93]; otherwise the UE shall include the address in the Contact header field set in accordance with subclause 5.1.6.8.4, item 8.

NOTE 1:
The IMS emergency specification in 3GPP TS 23.167 [4B] describes several methods how the UE can get its location information from the access network or from a server. Such methods are not in the scope of this specification.
Reference(s)

3GPP TS 24.229[10], clauses 5.1.6.10
19.3.1.3
Test purpose

To verify that if the UE is not able to detect that an emergency number has been dialled:

-
in the event the UE receives a 1xx response to an INVITE request the response containing a P-Asserted-Identity header field set to an emergency number, the UE:

-
if the UE has its geographical location information available and the geographical location information has not been included in the initial request for a dialog; then the UE shall send an UPDATE request with the correct contents
19.3.1.4
Method of test
Initial conditions

UE contains ISIM and USIM applications or only USIM application on UICC.
The UE has not yet optained its geo-location information.

UE has discovered P-CSCF and registered to IMS services, by executing the generic test procedure in Annex C.2 up to the last step.

SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration.

Related ICS/IXIT Statement(s)
UE capable of initiating a bidirectional voice session over IMS (Yes/No)

Test procedure

1)
A non-emergency MO call is initiated on the UE.

2)
SS waits the UE to send an INVITE request with Request-URI that matches the non emergency number dialled.
3)
SS responds to the INVITE request with a 183 Session in Progress containing a P-Asserted-Identity header field set to an emergency number.
4)
SS waits for the UE to send UPDATE.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	A Non-emergency  MO call is initiated on the UE.

	2
	(
	INVITE
	

	3
	
	
	Provide the UE with geo-location information.

	4
	(
	183 Session in Progress
	SS responds to the INVITE request with a 100 TRYING containing a P-Asserted-Identity header field set to an emergency number.

	5
	(
	UPDATE
	


INVITE (Step 2)

Use the default message “INVITE” in annex A.2.1.

183 Session in Progress (Step 3)

Use the default message “183 Session in Progress for INVITE” in annex A.2.3 with condition A5.
UPDATE (Step 4) 

Use the default message "UPDATE" in annex A.2.5 with the following exceptions:
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	P-Access-Network-Info
	
	
	
	RFC 3455 [18]

	
access-net-spec
	
	access network technology and, if applicable, the cell ID
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/sdp
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	

	Message-body
	
	UE geographical location info.
	
	draft-ietf-sipcore-location-conveyance]


19.3.1.5
Test requirements

SS must check that in Step 4 the UE sends the UPDATE message with the correct contents.
Step 2: the UE sends an INVITE message with correct content.

Step 4: the UE shall send an UPDATE with:

·  the P-Access-Network-Info set to the correct cell-ID and access technology.
· With the geographical location included
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