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8.1.2.2
RRC connection establishment / Reject with wait time

8.1.2.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state and has sent an RRCConnectionRequest message }

ensure that {

  when { UE receives an RRCConnectionReject message including an IE waitTime set to non-zero value }

   then { UE doesn't re-send RRCConnectionRequest before the waitTime is expired}

            }

8.1.2.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.3.2, 5.3.3.3 and 5.3.3.8.

[TS 36.331, clause 5.3.3.2]

…

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;
1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

...

1>
If access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

...

 [TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the IE ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
Set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

...

[TS 36.331, clause 5.3.3.8]

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
start timer T302, with the timer value set to the waitTime;

1>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling and mobile terminating access is applicable, upon which the procedure ends.
 8.1.2.2.3
Test description

8.1.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 (serving cell) according to [18].
8.1.2.2.3.2
Test procedure sequence

Table 8.1.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	1A
	Wait for 1 s after the IP packet has been transmitted in step 1. (Note 3)
	
	
	
	

	1B
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	
	

	1C
	The SS transmits a Paging message with a matching UE identity.
	<--
	Paging
	
	

	2
	The UE transmit an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	The SS responds with RRCConnectionReject message with IE waitTime set to 10s.
	<--
	RRCConnectionReject
	-
	-

	-
	EXCEPTION: the behaviour in table 8.1.2.2.3.2-2 runs in parallel with steps 4 and 5 below.
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	The SS transmits a Paging message with a matching UE identity.
	<--
	Paging
	-
	-

	6
	The SS starts timer Timer_1 =   5 s (Note 1)
	-
	-
	-
	-

	-
	EXCEPTION: Steps 7a1 to 7a9 describe a transaction that depends on the UE behaviour; the "lower case letter" identifies a step sequence that takes place if a specific behaviour happens.(Note 2)
	-
	-
	-
	-

	7a1
	Check: Does UE transmit RRCConnectionRequest message when the Cell is treated as normal cell and access is granted for originating call? 
	-
	RRCConnectionRequest
	1
	P

	7a2-7a6
	Steps 4 to 8 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed.

	-
	-
	-
	-

	
	EXCEPTION: Step 7a7 and 7a8 can occur in any order
	
	
	
	

	7a7
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	
	

	7a8
	The UE loop backs the IP packet received in step 1 on the DRB associated with the default EPS bearer context on Cell 1.
	
	
	
	

	7a9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	
	
	1
	

	7b1
	The SS wait for Timer_1 expiry
	-
	-
	-
	-

	7b2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1
	-

	Note 1:
Test step 6 is always executed 10s after step 3, i.e. when the reject timer is expired in the UE and the UE is allowed to answer paging and initiate calls again. This is because test steps 4 and 5 of the main behaviour run in parallel with test step 1 of the parallel behaviour, which lasts 10s unless the verdict is "Failed".

Note 2:
A UE may send RRCConnectionRequest for the pending data sent at step 1.

Note 3:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 1 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 1B.


Table 8.1.2.2.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE transmit an RRCConnectionRequest message within 10s.
	-->
	RRCConnectionRequest
	1
	F


8.1.2.2.3.3
Specific message contents
Table 8.1.2.2.3.3-1: RRCConnectionReject (step 3, table 8.1.2.2.3.2-1)

	Derivation path: 36.508 table 4.6.1-14

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReject-r8 SEQUENCE {
	
	
	

	        waitTime
	10
	10 seconds
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.2.3.3-2: CLOSE UE TEST LOOP (preamble, Table 8.1.2.2.3.2-1)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
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