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Introduction
This document provides a summary of CRs for LCR TDD (except LTE) to be presented in RAN5 meeting #49 signalling group. 

This summary will be presented in agenda item 6.3. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.
Multiple Band & Multiple Freq operation for LCR TDD
	
R5-106650
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.3.1.1c
	CATR

	
R5-106651
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.3.2.1b
	CATR

	
R5-106652
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.4.1.2c
	CATR

	
R5-106653
	Testcase names and numbering correction to 34.123-2 for LCR TDD
	CATR


TEIx_Test
	
R5-106654
	Correction to test case 6.2.2.5a - Cell reselection using SIB18: UTRAN(1.28Mcps TDD) to GSM
	CMCC

	
R5-106649
	
	

	R5-106343
	Addition SIB schedule for LCR TDD two S-CCPCH or two PRACH
	CATT

	R5-106344
	Correction the TTI for LCR TDD 3.4kbps SRBs (multiframe)
	CATT

	R5-106345
	Correction the parameters for LCR TDD two PRACH in 34.123-1 8.1.2.2
	CATT

	R5-106346
	Correction the uplink data rate and TFS for RACH in 34.123-1 18.1.3.3
	CATT

	R5-106347
	Correction the TFS for LCR TDD 128Kbps RAB in 34.123-1 18.1.6.7
	CATT

	R5-106065
	Correction of ASP definition and channel configuration for LCR TDD high rate HSPA RAB test cases
	MCC TF160, CATT

	R5-106546
	Correction to test case 8.3.7.14 for 1.28Mcps TDD - Inter system handover from UTRAN/To GSM/Speech/Success (stop of HS-DSCH reception)
	CMC
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