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	Reason for change:
(

	1. The GPS Data Perf and the GPS Data Sig zip files are missing from the specification zip file (and have been missing in all versions since version 8.2.0)

2. In the Almanac 01.csv file in the GPS Data Perf V4.zip  zip file all the values for SV Health are incorrectly set to “1”. This would mean that all the SVs are unhealthy and not to be used.

3. In the Almanac 02.csv and Almanac 03.csv files in the GPS Data Perf V4.zip zip file all the values in the columns for W and M0 have been incorrectly swapped over.

4. In the Navigation model 01.csv and Navigation model 02.csv and Navigation model 03.csv files in the GPS Data Perf V4.zip zip file the heading for the “SF1 Rsvd4” column has extra text “Tgd” and the heading for the “Tgd” column is missing.
5. The three Yuma.txt files are missing from the GPS Data Perf V4.zip zip file

	
	

	Summary of change:
(

	1. The GPS Data Perf and the GPS Data Sig zip files are added back into the specification zip file.

2. In the Almanac 01.csv file in the GPS Data Perf V4.zip  zip file all the values for SV Health are set to “0”.

3. In the Almanac 02.csv and Almanac 03.csv files in the GPS Data Perf V4.zip zip file the values for W and M0 are corrected.

4. In the Navigation model 01.csv and Navigation model 02.csv and Navigation model 03.csv files in the GPS Data Perf V4.zip zip file the headings for the “SF1 Rsvd4” and the “Tgd” columns are corrected.

5. The three Yuma.txt files are added back into the GPS Data Perf zip file 

6. A new zip file GPS Data Perf V5.zip  is created with the updated files.

7. Reference in Annex C.2 to GPS Data Perf V4.zip  is updated

	
	

	Consequences if 
(

not approved:
	A correctly implemented UE may fail the test cases.

	
	

	Clauses affected:
(

	Annex C.2, GPS Data Perf zip file, GPS Data Sig zip file
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	 O&M Specifications
	

	
	

	Other comments:
(

	The attached two zip files are to be added to the specification zip file


Annex C (normative):
GPS Data Files

C.1
GPS data files for signalling tests

The GPS data files for use in signalling tests defined in 3GPP TS 34.123-1 [1] are contained in archive GPS Data Sig V2.zip which accompanies the present document.

C.2
GPS data files for performance tests

The GPS data files for use in performance tests defined in 3GPP TS 34.171 [41]are contained in archive GPS Data Perf V5.zip which accompanies the present document. 
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