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<Start of first modified section>
4
Recommended Test Case Applicability
<Text skipped>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT


<Text skipped>
	7.1.3.1
	Correct handling of DL assignment / Dynamic case 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.2
	Correct handling of DL assignment / Semi-persistent case
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	Rel-9
	Cxx
	UEs supporting E-UTRA and Feature Group Indicator 29
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.3
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<Text skipped>
	7.1.4.1
	Correct handling of UL assignment / Dynamic case
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.2
	Correct handling of UL assignment / Semi-persistent case
	Rel-8
	C18
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	Rel-9
	Cxx
	UEs supporting E-UTRA and Feature Group Indicator 29
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.3
	Logical channel prioritization handling
	Rel-8
	C19
	UEs supporting E-UTRA and Feature Group Indicator 6
	pc_eFDD
	

	
	
	
	
	 and 7
	pc_eTDD
	


<Text skipped>
	7.1.4.13
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.14
	Correct HARQ process handling / TTI bundling
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	Rel-9
	Cyy
	UEs supporting E-UTRA and Feature Group Indicator 28
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.15
	UE power headroom reporting / Periodic reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<Text skipped>
Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A


<Text skipped>
	C87
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/5 THEN R ELSE N/A

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4  THEN R ELSE N/A

	Cxx 
IF A.4.5-1/29 THEN R ELSE N/A

	Cyy 
IF A.4.5-1/28 THEN R ELSE N/A


<End of first modified section>
<Start of second modified section>
Annex A (normative):
ICS proforma for E-UTRA/EPC Generation User Equipment
Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

<Text skipped>
A.4.5
Feature group indicators
Table A.4.5-1: Feature group indicators
	Item
	Additional information
	Notes
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of

- Intra-subframe frequency hopping for PUSCH scheduled by UL grant

- DCI format 3a (TPC commands for PUCCH and PUSCH with single bit power adjustments)

- Multi-user MIMO for PDSCH

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI
	
	36.331, Annex B.1
	Rel-8
	pc_FeatrGrp_1
	Corresponding to the Index of Indicator, the leftmost binary bit 1
Set to true if supporting all functionalities in the feature group

	2
	Support of

- Simultaneous CQI and ACK/NACK on PUCCH, i.e. PUCCH format 2a and 2b

- Absolute TPC command for PUSCH

- Resource allocation type 1 for PDSCH

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI
	
	36.331, Annex B.1
	Rel-8
	pc_FeatrGrp_2
	Corresponding to the Index of Indicator, the leftmost binary bit 2
Set to true if supporting all functionalities in the feature group

	3
	Support of

- Semi-persistent scheduling

- TTI bundling

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	36.331, Annex B.1
	Rel-8
	pc_FeatrGrp_3
	Corresponding to the Index of Indicator, the leftmost binary bit 3
Set to true if supporting all functionalities in the feature group

	
	Support of

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	36.331, Annex B.1
	Rel-9
	pc_FeatrGrp_3
	Corresponding to the Index of Indicator, the leftmost binary bit 3
Set to true if supporting all functionalities in the feature group

	4
	Support of

- Short DRX cycle
	- can only be set to 1 if the UE has set bit number 5 to 1.
	36.331, Annex B.1
	Rel-8
	pc_FeatrGrp_4
	Corresponding to the Index of Indicator, the leftmost binary bit 4
Set to true if supporting all functionalities in the feature group


<Text skipped>
	27
	Support of

- EUTRA RRC_CONNECTED to UTRA CELL_DCH  CS handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 8 to 1
	36.331, Annex B.1
	Rel-8
	pc_FeatrGrp_27
	Corresponding to the Index of Indicator, the leftmost binary bit 27
Set to true if supporting all functionalities in the feature group

	28
	Support of
- TTI bundling
	
	36.331, Annex B.1
	Rel-9
	pc_FeatrGrp_28
	Corresponding to the Index of Indicator, the leftmost binary bit 28
Set to true if supporting all functionalities in the feature group

	29
	Support of
- Semi-Persistent Scheduling

	
	36.331, Annex B.1
	Rel-9
	pc_FeatrGrp_29
	Corresponding to the Index of Indicator, the leftmost binary bit 29
Set to true if supporting all functionalities in the feature group


<End of second modified section>
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