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	Reason for change:
(

	1. At test step 3 SS transmits TRACKING AREA UPDATE REJECT with cause as "implicitly detached''. Later SS expect Attach request from the UE on the existing RRC Connection. As per 24.301, clause 5.5.3.3.5, UE shall enter EMM-DEREGISTERD state & as per clause 5.4.2.2 UE shall do a cell selection;

>>>

5.2.2.4
Substate when back to state EMM-DEREGISTERED from another EMM state

When returning to state EMM-DEREGISTERED, the UE shall select a cell as specified in 3GPP TS 36.304 [21].

<<<

MME has no EMM context for the UE and UE performs cell selection in idle state, this means existing NAS Signalling Connection must be released. This requires a conformant UE to wait for the network to release the NAS Signalling Connection and initiate the subsequent Attach procedure on a new NAS Signalling Connection.

3GPP SA2 and CT1 discussions have concluded that allowing the UE to initiate the subsequent Attach procedure using existing NAS Signalling Connection could lead to complexity and interoperability issues in the real network. 

>>>
2. CT1 CR C1-110734 agreed in CT1#69 added a  note 

>>>

#10
(Implicitly detached);


The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.NORMAL-SERVICE. The UE shall delete any mapped EPS security context or partial native EPS security context. The UE shall perform a new attach procedure.
NOTE 3:
User interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.
<<<

The purpose of the above note is to highlight an implementation option that already existed in Rel-8.
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	1. Conformance requirements updated

2. Step 3a is added to release RRC connection

3. Optional step 3b is added.
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	Other comments:
(

	Applicable to Rel 8 and later releases


9.2.3.2.10
Combined tracking area update / Rejected / UE implicitly detached

9.2.3.2.10.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Implicitly detached' }
    then { UE sends an ATTACH REQUEST message }

            }

9.2.3.2.10.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5.

[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.
...

#10
(Implicitly detached);


The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.NORMAL-SERVICE. The UE shall perform a new attach procedure.
NOTE 3:
User interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.

...

9.2.3.2.10.3
Test description

9.2.3.2.10.3.1
Pre-test conditions

System Simulator:

-
cell A and cell B;
-
cell A is set to the "Serving cell" and cell B is set to the "non-Suitable cell".

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

-
the UE is configured to initiate combined EPS/IMSI attach.

Preamble:

-
the UE is in state Registered, Idle mode (state 2) on cell A according to 36.508 [18].

9.2.3.2.10.3.2
Test procedure sequence

Table 9.2.3.2.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Implicitly detached'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	3a
	The SS releases the RRC connection.
	-
	-
	-
	-

	
	EXCEPTION: Steps 3b describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3b
	IF NOT pc_Automatic_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.3.2.10.3.3
Specific message contents
Table 9.2.3.2.10.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.10.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1010'B
	Implicitly detached
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