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8.8.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event B1 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2. 

In Test 1 when DRX = 40 ms is used, UE needs to be provided at least once every 500 ms with new Timing Advance Command MAC control element to restart the Timer Alignment Timer to keep the UE uplink time alignment. Furthermore, the UE is allocated with PUSCH resource at every DRX cycle. In Test 2 when DRX = 1280 ms is used, the uplink time alignment is not maintained and the UE needs to use RACH to obtain uplink allocation for measurement reporting.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to T1 in Table 8.8.2.5-1, 8.8.2.5-2, 8.8.2.5-3 and 8.8.2.5-4. propagation conditions are set according to Annex B clause B.1.1.T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 8.8.2.5-1 and 8.8.1.5-4. T2 starts.
6. UE shall transmit a MeasurementReport message triggered by Event B1. If the overall delays measured from the beginning of time period T2 is less than 3162 ms for Test 1 or less than 44082 ms for Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop. 

9. Repeat step 1-8 until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved. 
10. Repeat step 1-9 for each sub-test in Table 8.8.2.4.1-1 as appropriate.

8.8.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.8.2.4.3-1: Common Exception messages for E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	
Table H.3.1-6
Table H.3.1-7

Table H.3.7-1

Table H.3.7-2

Table H.3.7-3


Table 8.8.2.4.3-2: SystemInformationBlockType7: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.8.2.4.3-3: RRCConnectionReconfiguration: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	MEAS

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	HO

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.8.2.4.3-3: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres) 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventIdeventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-ThresholdGERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.2.4.3-4: SchedulingRequest-Config-DEFAULT: Additional  E-UTRAN FDD-GSM Event triggered reporting when DRX is used in AWGN

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.2.4.3-5: MeasResults: Additional E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed 
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test  
	

	     rsrqResult
	
	Set according to specific test  
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 8.8.2.4.3-6: MeasResultListGERAN: Additional E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  measResult SEQUENCE {
	
	
	

	    rssi
	
	Set according to specific test 
	

	  }
	
	
	

	}
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