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4.5.6A.4
Specific message contents

Editor's note: message contents need to be specified where necessary.

4.5.7
GERAN Registration
4.5.7.1
Initial conditions

System Simulator:
-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

- 
The Test USIM shall be inserted.

4.5.7.2
Definition of system information messages
The default system information messages are used.
4.5.7.3
Procedure

Table 4.5.7.3-1: GERAN registration procedure
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	
	<--
	SYSTEM INFORMATION (BCH)

	2
	UE transmits an CHANNEL REQUEST message.
	-->
	CHANNEL REQUEST

	3
	An uplink TBF is established in order to allow the UE to transmit an ATTACH REQUEST message signalling.
	-
	-

	4
	The UE transmits an ATTACH REQEST message.
	-->
	ATTACH REQUEST

	5
	A downlink TBF is established by the SS in order to transmit the AUTHENTICATION AND CIPHERING REQUEST message
	-
	-

	6
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message.
	<--
	AUTHENTICATION AND CIPHERING REQUEST

	7
	An uplink TBF is established in order to allow the UE to transmit an AUTHENTICATION AND CIPHERING RESPONSE message
	-
	-

	8
	The UE transmits a AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE

	9
	A downlink TBF is established by the SS in order to transmit the ROUTING AREA UPDATE ACCEPT message
	-
	-

	10
	The SS transmits a ATTACH ACCEPT  message.
	<--
	ATTACH ACCEPT

	11
	An uplink TBF is established in order to allow the UE to transmit a ATTACH COMPLETE message
	
	

	12
	The UE transmits a ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE


NOTE:
The TS 51.010-1 [25] uses Network Mode of Operation I as default, for this reason a combined MM/GMM procedure is performed.

4.5.7.4
Specific message contents

All specific message contents shall be referred to TS 51.010-1 [25].

4.5A
Other generic procedures
4.5A.1
Procedure for IP address allocation in the U-plane
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