Page 1



3GPP TSG-RAN WG5 Meeting #51
(
R5-112087
Barcelona, Spain, 09th – 13th May 11

	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	GCF Priority 1 - Correction to EUTRA RLC test case 7.2.3.17

	
	

	Source to WG:
(

	Anite

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	09/05/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	1) Step 6 and 6A does not appear in correct order.
2) As per 36.523-1 any scheduled event in future should be 100 ms in advance. Step 6A and 10 A has a requirement to schedule events in future which is less than 100 ms. 
Note: These changes are required as result of change in expected sequence due to CR R5-110792

	
	

	Summary of change:
(

	1) Step 6 and 6A is updated to appear in correct order.
2) IE “t-PollRetransmit” is set to 150ms.
3) Step 6 and step 10 are updated to configure the events in advance to meet requirements from 36.523-3.

	
	

	Consequences if 
(

not approved:
	Contradiction between the requirements from the test specification and 36.523-3 will remain

	
	

	Clauses affected:
(

	7.2.3.17

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	TTCN Impact


7.2.3.17
AM RLC / Re-segmentation RLC PDU / SO, FI, LSF

7.2.3.17.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { AMD PDU to be retransmitted does not fit in new allocated TBS }

then { UE segments AMD PDU into AMD PDU segments }

 }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { AMD PDU segment to be retransmitted does not fit in new allocated TBS }
then { UE resegments AMD PDU segment to fit TBS }

 }

7.2.3.17.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.322 clauses 4.2.1.3.2, 5.2.1, 6.2.1.4 and 6.2.1.5.

[TS 36.322, clause 4.2.1.3.2]

When the transmitting side of an AM RLC entity forms AMD PDUs from RLC SDUs, it shall:

-
segment and/or concatenate the RLC SDUs so that the AMD PDUs fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity notified by lower layer.

The transmitting side of an AM RLC entity supports retransmission of RLC data PDUs (ARQ):

-
if the RLC data PDU to be retransmitted does not fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity notified by lower layer, the AM RLC entity can re-segment the RLC data PDU into AMD PDU segments; 

-
the number of re-segmentation is not limited. 

When the transmitting side of an AM RLC entity forms AMD PDUs from RLC SDUs received from upper layer or AMD PDU segments from RLC data PDUs to be retransmitted, it shall:

-
include relevant RLC headers in the RLC data PDU. 

[TS 36.322 clause 5.2.1]

...

When retransmitting an AMD PDU, the transmitting side of an AM RLC entity shall:

-
if the AMD PDU can entirely fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity:

-
deliver the AMD PDU as it is except for the P field (the P field should be set according to sub clause 5.2.2) to lower layer;

-
otherwise:

-
segment the AMD PDU form a new AMD PDU segment which will fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity and deliver the new AMD PDU segment to lower layer.

When retransmitting a portion of an AMD PDU, the transmitting side of an AM RLC entity shall:

-
segment the portion of the AMD PDU as necessary form a new AMD PDU segment which will fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity and deliver the new AMD PDU segment to lower layer.

When forming a new AMD PDU segment, the transmitting side of an AM RLC entity shall:

-
only map the Data field of the original AMD PDU to the Data field of the new AMD PDU segment;

-
set the header of the new AMD PDU segment in accordance with the description in sub clause 6.;

-
set the P field according to sub clause 5.2.2. 

[TS 36.322, clause 6.2.1.4]

AMD PDU consists of a Data field and an AMD PDU header.

AMD PDU header consists of a fixed part (fields that are present for every AMD PDU) and an extension part (fields that are present for an AMD PDU when necessary). The fixed part of the AMD PDU header itself is byte aligned and consists of a D/C, a RF, a P, a FI, an E and a SN. The extension part of the AMD PDU header itself is byte aligned and consists of E(s) and LI(s).

An AMD PDU header consists of an extension part only when more than one Data field elements are present in the AMD PDU, in which case an E and a LI are present for every Data field element except the last. Furthermore, when an AMD PDU header consists of an odd number of LI(s), four padding bits follow after the last LI

....
[TS 36.322, clause 6.2.1.5]

AMD PDU segment consists of a Data field and an AMD PDU segment header.

AMD PDU segment header consists of a fixed part (fields that are present for every AMD PDU segment) and an extension part (fields that are present for an AMD PDU segment when necessary). The fixed part of the AMD PDU segment header itself is byte aligned and consists of a D/C, a RF, a P, a FI, an E, a SN, a LSF and a SO. The extension part of the AMD PDU segment header itself is byte aligned and consists of E(s) and LI(s).

An AMD PDU segment header consists of an extension part only when more than one Data field elements are present in the AMD PDU segment, in which case an E and a LI are present for every Data field element except the last. Furthermore, when an AMD PDU segment header consists of an odd number of LI(s), four padding bits follow after the last LI.

...

7.2.3.17.3
Test description

7.2.3.17.3.1
Pre-test conditions

System Simulator:

-
Cell 1.

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) according to [18] with a loop back size of 98 bytes and with the expectations listed in table 7.2.3.17.3.1-1.

Table 7.2.3.17.3.1-1: RLC Settings

	Parameter
	Value

	t-PollRetransmit
	ms150


.

7.2.3.17.3.2
Test procedure sequence

Table 7.2.3.17.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The SS transmits one AMD PDU containing SDU#1 (100 bytes) in its data field. 
	<--
	AMD PDU#1
	-
	-

	2
	The UE transmits an AMD PDU with the same data contents as received in the corresponding part of DL PDU#1?
	-->
	AMD PDU#1 (SN=0)
	-
	-

	3
	The SS transmits one AMD PDU containing SDU#2 (100 bytes) in its data field. 
	<--
	AMD PDU#2
	-
	-

	4
	The UE transmits an AMD PDU with the same data contents as received in the corresponding part of DL PDU#2?
	-->
	AMD PDU#2 (SN=1)
	-
	-

	5
	Void
	-
	-
	-
	-

	6
	The SS waits for 100ms and then transmits a STATUS PDU. This PDU nacks the AMD PDU with SN=0. NACK_SN=0 and ACK_SN=2.
	<--
	STATUS PDU
	-
	-

	6A
	After 60 ms SS allocates 2 UL grants (UL grant allocation type 2) of size 472 bits such that there is 20 ms gap between UL grants (Note 1) (Note 4)
	<--
	(UL grants, 472 bits)
	-
	-

	7
	Check: Does the UE transmit an AMD PDU segment with SO=0, LSF=0 and the same data contents at the received positions as in the original AMD PDU?
	-->
	AMD PDU#1 segment 1 (SN=0)
	1
	P

	8
	Check: Does the UE transmit an AMD PDU segment with SO=<x>, LSF=1 and the same data contents at the received positions as in the original AMD PDU? (Note 3) 
	-->
	AMD PDU#1 segment 2 (SN=0)
	1
	P

	9
	Void
	-
	 -
	-
	-

	10
	The SS waits for 100ms and then transmits a STATUS PDU. This PDU nacks the AMD PDU with SN=0. NACK_SN=0, SOStart=0, SOEnd=<x-1> and ACK_SN =2. (Note 3)
	<--
	STATUS PDU
	-
	-

	10A
	After 60 ms SS allocates 2 UL grants (UL grant allocation type 2) of size 328 bits such that there is 20 ms gap between UL grants (Note 2) (Note 4)
	<--
	(UL grants, 472 bits)
	-
	-

	11
	Check: Does the UE transmit an AMD PDU segment with SO=0, LSF=0 and the same data contents at the received positions as in the original AMD PDU?
	-->
	AMD PDU#1 segment 1, 1st part  (SN=0)
	2
	P

	12
	Check: Does the UE transmit an AMD PDU segment with SO=<y>, LSF=0 and the same data contents at the received positions as in the original AMD PDU? (Note 3)
	-->
	AMD PDU#1 segment 1, 2nd part  (SN=0)
	2
	P

	13
	The SS transmits a STATUS PDU. This PDU acks the AMD PDUs with SN=0 and SN=1. ACK_SN=2.
	<--
	STATUS PDU
	-
	-

	Note 1: UL grant of 472 bits (ITBS=7, NPRB=4, see TS 36.213 Table 7.1.7.2.1-1) is chosen such that UE will segment into 2 AMD PDUs. MAC PDU of 472 bits=59 bytes fits an AMD PDU payload of >= 50 bytes + 2 bytes AMD PDU header + 2 bytes of segment header +  ? bytes spare for MAC header and possible RLC STATUS PDU and BSR report.

Note 2: UL grant of 328 bits (ITBS=5, NPRB=4, see TS 36.213 Table 7.1.7.2.1-1) is chosen such that UE will segment into 2 AMD PDUs. MAC PDU of 328 bits=41 bytes fits an AMD PDU payload of >= 25 bytes + 2 bytes AMD PDU header + 2 bytes of segment header +  ? bytes spare for MAC header and possible RLC STATUS PDU and BSR report.

Note 3: The values x and y depend upon the need of the UE to add RLC STATUS PDU and BSR report. The TBS has been chosen to ensure that the PDUs to be resegmented can be carried in 2 segments.

Note 4: 20 ms gap between transmissions both in DL and UL respectively allows TTCN to tolerate one HARQ retransmission (FDD/TDD) per transport block, if such happen (TS 36.523-3).


7.2.3.17.3.3
Specific message contents

None. 
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