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1. Overall Description:

In chapter 9.6 of TS 23.402, Optimized Idle Mode Mobility from cdma2000 HRPD Access to E-UTRAN Access was defined, according to this scenario, test case “9.2.3.1.7 UE performs an intersystem change from S101 mode to S1 mode and has no user data pending” was proposed in TS 36.523-1.
According to TS 23.402, when UE decides to handover to E-UTRAN from HRPD network, it will send Attach Request and related EPS message at first through HRPD access network. However, the container which will be used to transfer these initial EPS messages is undefined and simply called Message X.
After checking 3GPP2 specification X.S0057, we can not find any scenario relating to Optimized Idle Mode Mobility from cdma2000 HRPD Access to E-UTRAN Access. 

2. Actions:

To 3GPP SA WG2:

RAN5 kindly asks SA WG2 to define the message X as stated above.
To 3GPP2 TSG-X:
RAN5 kindly asks 3GPP2 TSG-X to clear the necessity of the scenario of Optimized Idle Mode Mobility from cdma2000 HRPD Access to E-UTRAN Access and whether it is necessary to cover this scenario in TS 36.523.
3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #52 
22 – 26 Aug 11
Athens

TSG-RAN WG5 Meeting #53  
14 – 18 Nov 11
San Francisco
4. Reference:
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