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6.4.6
Inter-RAT cell reselection / From UTRA CELL_PCH to E-UTRA RRC_IDLE member hybrid cell
6.4.6.1
Test Purpose (TP)

(1)

with { UE in UTRA Cell PCH state and UE’s CSG whitelist is not empty }

ensure that {

  when { UE detects a suitable E-UTRA member hybrid cell that is not the strongest cell on that frequency }

    then { UE does not reselect to the E-UTRA member hybrid cell }

            }

(2)

with { UE in UTRA Cell PCH state and UE’s CSG whitelist is not empty }

ensure that {

  when { UE detects a suitable E-UTRA member hybrid cell previously visited }

    then { UE reselects the suitable previously visited E-UTRA member hybrid cell irrespective of the EUTRAN cell reselection priority }

            }

6.4.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 25.304, 5.2.6.5, 5.2.6.4.1, TS 36.304 clause 5.2.4.9, 5.2.4.8.1, 5.2.4.6, 5.2.4.8.2, 5.2.4.1 and TS 25.133 clause 4.2.2.11.2.

[TS 25.304, clause 5.2.6.5]

In addition to normal cell reselection rules, the UE shall use an autonomous search function to detect at least previously visited hybrid cells whose CSG IDs are in the UE's CSG whitelist according to the performance requirements specified in [10]. The UE shall treat detected hybrid cells as CSG cells if the CSG ID of the hybrid cell is in the UE’s CSG whitelist and as normal cells otherwise.

[TS 25.304, clause 5.2.6.4.1]

In addition to normal cell reselection, the UE shall use an autonomous search function to detect at least previously visited allowed CSG cells on non-serving frequencies, including inter-RAT frequencies, according to the performance requirements specified in [10], when at least one CSG ID is included in the UE’s CSG whitelist. The UE is required to perform autonomous search function in Idle, Cell_PCH and URA_PCH states. The UE shall disable the autonomous search function for CSG cells if the UE’s CSG whitelist is empty. If "Dedicated CSG frequency(ies) " IE is present, the UE may use the autonomous search function only on these dedicated frequencies and on the other frequencies listed in the system information.

NOTE:
The UE autonomous search function, per UE implementation, determines when and/or where to search for allowed CSG cells.

When the UE has no or an empty CSG whitelist, the UE may ignore cells with PSC in the stored range "CSG PSC Split Information" [4] reserved for CSG cells for intra-frequency and inter-frequency measurements and cell re-selections.

…

If the UE detects a suitable CSG cell on a different frequency it shall reselect this cell irrespective of the cell reselection rules applicable for the cell the UE is currently camped on, if the detected suitable CSG cell is the strongest cell on that frequency. If suitable CSG cells are detected on different frequencies and these are the strongest cells on their frequencies, then the UE shall reselect to any one of them.

If the UE detects one or more suitable CSG cell on another RAT, the UE shall reselect to one of them according to [18].

[TS 25.133, clause 4.2.2.11.2]

The UE shall perform search and reselection to an allowed inter-RAT E-UTRA CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist, within 6 minutes in the conditions shown in table 4.2.2.11.2-1. There is no need for statistical testing of this requirement.

Table 4.2.2.11.2-1: Parameters for CSG inter-RAT E-UTRA reselection

	Parameter
	Unit
	Cell 1
	Cell 2

	UARFCN Note1
	
	Channel 1
	N/A

	E-UARFCN Note1
	
	N/A
	Channel 2

	CSG indicator
	
	False
	True

	Primary scrambling code Note1
	
	Scrambling 
code 1
	N/A

	Physical cell identityNote1
	
	N/A
	2

	CSG identity
	
	Not sent
	Sent

(Already stored in UE whitelist from previous visit)

	Propagation conditions
	
	Static, non multipath

	CSG cell previously visited by UE
	
	Yes

	CPICH_EcNote2
	dBm
	[≥TBD]
	N/A

	CPICH_Ec/Ior
	dB
	-10
	

	PCCPCH_Ec/Ior
	dB
	-12
	

	SCCPCH_Ec/Ior
	dB
	-12
	

	AICH_Ec/Ior
	dB
	-15
	

	SCH_Ec/Ior
	dB
	-15
	

	PICH_Ec/Ior
	dB
	-15
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	dBm/3.84 MHz
	Off
	

	PBCH_RA
	dB
	N/A
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	  dBm
	
	-140
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	dBm/15 kHz
	
	Off

	RSRP Note2
	dBm/15 KHz
	
	[≥TBD]

	Note 1:
For this requirement to be applicable, the UARFCN and scrambling code for cell 1 and the E-UARFCN and physical cell identity for cell 2 shall be unchanged from when the CSG cell was visited previously

Note 2:
Chosen to ensure that CSG autonomous search has a high probability of success on every attempt made by UE


[TS 36.304, clause 5.2.4.9]
In addition to normal cell reselection rules, the UE shall use an autonomous search function to detect at least previously visited hybrid cells whose CSG IDs are in the UE’s CSG whitelist according to the performance requirements specified in [10]. The UE shall treat detected hybrid cells as CSG cells if the CSG ID of the hybrid cell is in the UE’s CSG whitelist and as normal cells otherwise.

[TS 36.304, clause 5.2.4.8.1]

In addition to normal cell reselection, the UE shall use an autonomous search function to detect at least previously visited allowed CSG cells on non-serving frequencies, including inter-RAT frequencies, according to the performance requirements specified in [10], when at least one CSG ID is included in the UE’s CSG whitelist. The UE may also use autonomous search on the serving frequency. The UE shall disable the autonomous search function for CSG cells if the UE’s CSG whitelist is empty.

NOTE:
The UE autonomous search function, per UE implementation, determines when and/or where to search for allowed CSG cells.

If the UE detects one or more suitable CSG cells on different frequencies, then the UE shall reselect to one of the detected cells irrespective of the  frequency priority of the cell the UE is currently camped on, if the concerned CSG cell is the highest ranked cell on that frequency.

If the UE detects a suitable CSG cell on the same frequency, it shall reselect to this cell as per normal reselection rules (5.2.4.6.).

[TS 36.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2, but may exclude all CSG cells that are known by the UE to be not allowed.
The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If a cell is ranked as the best cell the UE shall perform cell reselection to that cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better ranked than the serving cell during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

[TS 36.304, clause 5.2.4.8.2]

While camped on a suitable CSG cell, the UE shall apply the normal cell reselection rules as defined in subclause 5.2.4.

[TS 36.304, clause 5.2.4.1]

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. 
…

While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than the eight network configured values), irrespective of any other priority value allocated to this frequency. 
6.4.6.3
Test description

6.4.6.3.1
Pre-test conditions

System Simulator:
-
Cell 1 and Cell 2 are E-UTRAN Cells.

-
Cell 5 is UTRAN Cell.

-
Cell 1, Cell 5 are not CSG or Hybrid CSG cells.
-
Cell 2 is Hybrid CSG cell.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cell 1.

-
System information combination 11 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cell 2.
UE:

-
UE’s CSG whitelist contains the CSG ID of Cell 2.
Preamble:

-
Cell 2 is a previously visited cell.

-
The UE is in state CELL_PCH (state 6-12) on Cell 5 according to [5].

6.4.6.3.2
Test procedure sequence

Table 6.4.6.3.2-1 and  Table 6.4.6.3.2-2 illustrate the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.4.6.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.

	
	Qrxlevmin
	dBm
	-106
	-106
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	

	
	Srxlev*
	dB
	21
	15
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA


	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA

	Note:
Srxlev is calculated in the UE


Table 6.4.6.3.2-2: Time instances of cell power level and parameter changes for UTRA cell

	
	Parameter
	Unit
	Cell 5
	Remark

	T0
	CPICH_Ec
	dBm/3.84 MHz
	-60
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	

	
	Qrxlevmin (FDD)
	dBm
	-79
	Default value

	
	Qrxlevmin(TDD)
	dBm
	-81
	Default value

	
	Srxlev*
	dB
	19
	

	T1
	CPICH_Ec
	dBm/3.84 MHz
	-60
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	

	
	Srxlev*
	dB
	19
	

	T2
	CPICH_Ec
	dBm/3.84 MHz
	-60
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	

	
	Srxlev*
	dB
	19
	


Table 6.4.6.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 2 levels according to the row "T1" in table 6.4.6.3.2-1. (Note 1)
	-
	-
	-
	-

	2
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within 6 minutes?
	-
	-
	1
	F

	3
	The SS changes Cell 1 and Cell 2 levels according to the row "T2" in table 6.4.6.3.2-1.
	-
	-
	-
	-

	4-10
	Check: Does the test result of steps 1 to 7 of the generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 2 within 6 minutes from T2 to the time RRCConnctionRequest received by SS?

NOTE: The UE performs a TAU procedure
	-
	-
	2
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-

	Note 1: SS should not send any RRC message after UE has successfully proceed to CELL_PCH state in preamble.


6.4.6.3.3
Specific message contents

Table 6.4.6.3.3-1: Conditions for specific message contents
in Table 6.4.6.3.3-2
	Condition
	Explanation

	Cell 1
	This condition applies to system information transmitted on Cell 1.

	Cell 2
	This condition applies to system information transmitted on Cell 2.


Table 6.4.6.3.3-2: SystemInformationBlockType1 for Cell 1 and Cell 2 (preamble and all steps, Table 6.4.6.3.2-3)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	csg-Indication
	FALSE
	
	

	csg-Identity
	Not Present
	
	Cell 1

	csg-Identity
	'000 0000 0000 0000 0000 0000 0001'B
	
	Cell 2

	}
	
	
	


Table 6.3.34.6.3.3-3: SystemInformationBlockType4 for Cell 2 (preamble and all steps, Table 6.4.6.3.2-3)

	Derivation Path: 36.508 Table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	  csg-PhysCellIdRange
	
	
	

	  Start
	2
	
	

	  Range
	n4
	
	

	}
	
	
	


Table 6.4.6.3.3-4: System Information Block type 19 for Cell 5 (Pre-test conditions and all steps, Table 6.4.6.3.2-3
	Derivation Path: 36.508 clause 4.4.4.1, Table 4.4.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        Priority
	5
	Higher priority than E-UTRA
	

	      }
	
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	1 entry
	the first entry only
	

	      priority[1]
	4
	
	

	    }
	
	
	

	}
	
	
	


Table 6.4.6.3.3-5: SystemInformationBlockType6 for Cell 1 and Cell 2 (Pre-test conditions and all steps, Table 6.4.6.3.2-3
	Derivation Path: 36.508 Table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	1 entry
	the first entry only
	UTRA-FDD

	    cellReselectionPriority[1]
	5
	
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	1 entry
	the first entry only
	UTRA-TDD

	    cellReselectionPriority[1]
	5
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment
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Rs = Qmeas,s + QHyst 







Rn = Qmeas,n - Qoffset � 




















