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1
Introduction

At the RAN#50 meeting in Dec 2010, a RAN5 work item for conformance test aspects of Home eNB enhancements was approved [1].

The purpose of the present document is to provide a work plan for the RAN5 work item for Home eNB enhancements. The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned test cases and the detailed status.

2
Work item status

The current completeness of the Home eNB enhancements work item is as follows:
	Test specification
	Testing area
	Completeness
	3 Month Target
	6 Month Target
	Comments
	History

	TS 36.523-1

TS 36.523-2
	Protocol testing area
	100%


	100%
	-
	
	RAN5#50: 20%
RAN5#51: 70%


Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	100%
	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
Home eNB enhancements Test Case Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Testing

	6.3 Closed Subscriber Group cells 

	    Manual Selection

	
	36.523-1
	6.3.9
	Rel-9
	Manual CSG ID selection across PLMNs
	User manually selects a CSG cell not belonging to the Registered PLMN. Test sequence should verify that 

- UE select the PLMN corresponding to the CSG and attempts to register on the selected CSG cell in the PLMN

- when UE is no longer in the coverage of the CSG, then UE returns to the stored duplicate PLMN selection mode and uses the stored duplicate value of RPLMN and initiates the procedures to reselect to a cell on the appropriate PLMN including registering on the PLMN
(cf TS 23.122 clause 4.4.3.1.3.3 and figure 1 in clause 5)
	Qualcomm
	
	100%
	R5-110814
R5-113755
	

	6.4 Hybrid cells 

	    Manual Selection

	
	36.523-1
	6.4.1
	Rel-9
	Manual CSG ID selection / Hybrid cell whose CSG ID is not in the Allowed CSG list nor Operator’s list
	Manual selection of a hybrid cell whose ID is not in the Allowed CSG list and the Operator’s list (cf TS 36.304 clauses 5.2.3.3 and 5.5, TS 36.300 clause 10.7.1). UE shall not add CSG ID to Allowed CSG list (cf TS 23.401 clause 5.3.2.1 Note 10, clause 5.3.3.1 Note 6,  clause 5.3.3.2 Note 7, and clause 5.3.3.3 Note 5)
	NTT DOCOMO, ZTE
	
	100%
	R5-112750 
R5-113754
	

	    Cell reselection with Hybrid cells

	
	36.523-1
	6.4.2
	Rel-9
	Inter-frequency cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE member hybrid cell
	Inter-freq cell reselection to E-UTRA member hybrid cell, based on autonomous search (cf TS 36.304 clauses 5.2.4.9 and 5.2.4.8.1)
	Qualcomm
	
	100%
	R5-110815
R5-113755
	

	
	36.523-1
	6.4.3
	Rel-9
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-CSG cell to UTRA_Idle member hybrid cell
	Inter-RAT cell reselection  from E-UTRA RRC_IDLE to UTRA_Idle member hybrid cell, based on autonomous search (cf TS 36.304 clause 5.2.4.9 and 5.2.4.8.1).
	Panasonic
	
	100%
	R5-112678
R5-113755
R5-113756
	

	
	36.523-1
	6.4.4
	Rel-9
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-member hybrid cell to UTRA_Idle member hybrid cell
	Inter-RAT cell reselection  from E-UTRA RRC_IDLE non-member hybrid cell to UTRA_Idle member hybrid cell, based on autonomous search (cf TS 36.304 clauses 5.2.4.9 and 5.2.4.8.1). The UE shall treat the non-member hybrid cell like a non-CSG cell.
	Panasonic
	
	100%
	R5-112679
R5-113755
R5-113756
	

	
	36.523-1
	6.4.5
	Rel-9
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE member hybrid cell
	Inter-RAT cell reselection  from UTRA_Idle to E-UTRA RRC_IDLE member hybrid cell, based on autonomous search (cf TS 25.304 clause 5.2.6.5 and TS 36.304 clause 5.2.4.8.1)
	Panasonic
	
	100%
	R5-112680
R5-113755
R5-113756
	

	
	36.523-1
	6.4.6
	Rel-9
	Inter-RAT cell reselection / From UTRA CELL_PCH to E-UTRA RRC_IDLE member hybrid cell
	Inter-RAT cell reselection  from UTRA CELL_PCH to E-UTRA RRC_IDLE member hybrid cell, based on autonomous search (cf TS 25.304 clause  5.2.6.5 and TS 36.304 clause 5.2.4.8.1)
	Telecom Italia
	
	100%
	R5-112594
R5-113755
R5-113756
	

	
	36.523-1
	6.4.7
	Rel-9
	Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell 
	Inter-RAT cell reselection from GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell (cf TS 45.008 clause 6.6.7.1a ) 
	Telecom Italia
	
	100%
	R5-112595
R5-113755
R5-113756
R5-113332
	

	8.3.4 System Information reading on CSG, Hybrid and Open  cells

	
	36.523-1
	8.3.4.1
	Rel-9
	Intra-frequencySI acquisition / CSG cell and non-CSG cell
	Intra-frequency SI acquisition on a) member CSG cell  then b) non-member CSG cell then c) non-CSG cell. Test should verify that UE will report CSG ID and correct membership status for CSG cells, and will not report any CSG ID for non-CSG cell (cf TS 36.331 clauses 5.5.2.3, 5.5.3.1 and 5.5.5).
	Qualcomm
	
	100%
	R5-112682
R5-113755
	 

	
	36.523-1
	8.3.4.2
	Rel-9
	Inter-freq SI acquisition / Non-member hybrid cell
	Inter-freq SI acquisition  on non-member hybrid cell (cf TS 36.300 clause 10.5.1.2)
	Panasonic
	
	100%
	R5-113757
	

	
	36.523-1
	8.3.4.3
	Rel-9
	Inter-freq SI acquisition / Member hybrid cell
	Inter-freq SI acquisition  on member hybrid cell (cf TS 36.300 clause 10.5.1.2)
	Telecom Italia
	
	100%
	R5-113759
	

	
	36.523-1
	8.3.4.4
	Rel-9
	Inter-RAT SI acquisition / RRC_CONNECTED / UMTS member CSG cell
	Inter-RAT SI acquisition on UMTS member CSG cell while in E-UTRA RRC_CONNECTED (cf TS 36.300 clause 10.5.1.2)
	Panasonic
	
	100%
	R5-113758
	

	
	36.523-1
	8.3.4.5
	Rel-9
	Inter-RAT SI acquisition / GPRS Packet_transfer / E-UTRA hybrid member cell
	Inter-RAT SI acquisition on E-UTRA member hybrid cell while in GPRS Packet_transfer (cf TS 45.008 clause 10.1a and TS 44.060 clause 5.6.3.9)
	RIM
	FFS
	0%
	
	This test case may need to be included at a later stage if the corresponding GERAN requirements are confirmed.
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