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4.4.3
Common parameters for simulated E-UTRA cells

The parameters specified in this sub clause apply to all simulated E-UTRA cells unless otherwise specified.

4.4.3.1
Common configurations of system information blocks

4.4.3.1.1
Combinations of system information blocks

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, the following combinations of system information blocks are defined.

Combination 1 is the default combination which applies to the following test case scenarios:

- E-UTRA FDD single cell scenario

- E-UTRA TDD single cell scenario

- E-UTRA FDD intra-frequency multi cell scenario

- E-UTRA TDD intra-frequency multi cell scenario

- E-UTRA FDD+TDD dual mode multi cell scenario

Combination 2 applies to the following test case scenarios:
- E-UTRA FDD intra-frequency multi cell scenario with neighbouring cell related information
- E-UTRA TDD intra-frequency multi cell scenario with neighbouring cell related information
Combination 3 applies to the following test case scenarios:
- E-UTRA FDD inter-frequency multi cell scenario

- E-UTRA TDD inter-frequency multi cell scenario

- E-UTRA FDD inter-band multi cell scenario

- E-UTRA TDD inter-band multi cell scenario

Combination 4 applies to the following test case scenarios:
- 3GPP inter-RAT E-UTRA FDD + UTRA FDD multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD multi cell scenario

Editor’s note: 3GGP Inter-RAT multi cell scenarios with other combinations of E-UTRA and UTRA modes are FFS.

Combination 5 applies to the following test case scenarios:
- 3GPP inter-RAT E-UTRA FDD + GERAN multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + GERAN multi cell scenario

Combination 6 applies to the following test case scenarios:
- 3GPP2 inter-RAT E-UTRA FDD + HRPD multi cell scenario

- 3GPP2 inter-RAT E-UTRA TDD + HRPD multi cell scenario

- 3GPP2 inter-RAT E-UTRA FDD + 1xRTT multi cell scenario

- 3GPP2 inter-RAT E-UTRA TDD + 1xRTT multi cell scenario

Editor’s note: 3GPP2 Inter-RAT multi cell scenarios with E-UTRA + HRPD + 1xRTT are FFS.

Combination 7 applies to the following test case scenarios:
- E-UTRA FDD + home eNB multi cell scenario

- E-UTRA TDD + home eNB multi cell scenario

Combination 8 applies to the following test case scenarios:
- E-UTRA FDD ETWS single cell scenario

- E-UTRA TDD ETWS single cell scenario

Combination 9 applies to the following test case scenarios:
- E-UTRA FDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario

- E-UTRA TDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario
Combination 10 applies to the following test case scenarios:
- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + GERAN multi cell scenario.
Combination 10a applies to the following test case scenarios:
- E-UTRA FDD inter-frequency  + 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario

- E-UTRA TDD inter-frequency + 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + GERAN multi cell scenario
Combination 11 applies to the following test case scenarios:
- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + home eNB multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + home eNB multi cell scenario 

Combination 12 applies to the following test case scenarios:
- E-UTRA FDD inter-frequency + GERAN cell scenario

- E-UTRA TDD inter-frequency + GERAN cell scenario

Combination 13 applies to the following test case scenarios:
- E-UTRA FDD inter-frequency + home eNB
- E-UTRA TDD inter-frequency + home eNB

Combination 14 applies to the following test case scenarios:
- 3GPP inter-RAT E-UTRA FDD + GERAN + home eNB multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + GERAN + home eNB multi cell scenario
Combination 15 applies to the following test case scenarios:
- 3GPP E-UTRA FDD + MBMS

- 3GPP E-UTRA TDD + MBMS
Combination 16 applies to the following test case scenarios:
- 3GPP E-UTRA FDD + MBMS
- 3GPP E-UTRA TDD + MBMS
Table 4.4.3.1.1-1: Combinations of system information blocks
	
	System information block type

	Combination No.
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB8
	SIB9
	SIB10
	SIB11
	SIB13

	1
	X
	X
	
	
	
	
	
	
	
	
	

	2
	X
	X
	X
	
	
	
	
	
	
	
	

	3
	X
	X
	
	X
	
	
	
	
	
	
	

	4
	X
	X
	
	
	X
	
	
	
	
	
	

	5
	X
	X
	
	
	
	X
	
	
	
	
	

	6
	X
	X
	
	
	
	
	X
	
	
	
	

	7
	X
	X
	X
	
	
	
	
	X
	
	
	

	8
	X
	X
	
	
	
	
	
	
	X
	X
	

	9
	X
	X
	
	X
	X
	
	
	
	
	
	

	10
	X
	X
	
	
	X
	X
	
	
	
	
	

	10a
	X
	X
	
	X
	X
	X
	
	
	
	
	

	11
	X
	X
	X
	
	X
	
	
	X
	
	
	

	12
	X
	X
	
	X
	
	X
	
	
	
	
	

	13
	X
	X
	X
	X
	
	
	
	X
	
	
	

	14
	X
	X
	X
	
	
	X
	
	X
	
	
	

	15
	X
	X
	
	
	
	
	
	
	
	
	

	16
	X
	X
	X
	
	
	
	
	
	
	
	X


4.4.3.1.2
Scheduling of system information blocks

The scheduling configurations for combinations of system information blocks are defined in the following tables.

Table 4.4.3.1.2-1: Scheduling for combination 1

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3


Table 4.4.3.1.2-2: Scheduling for combination 2

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4


Table 4.4.3.1.2-3: Scheduling for combination 3

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5


Table 4.4.3.1.2-4: Scheduling for combination 4

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB6


Table 4.4.3.1.2-5: Scheduling for combination 5

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-6: Scheduling for combination 6

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB8


Table 4.4.3.1.2-7: Scheduling for combination 7

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB9


Table 4.4.3.1.2-8: Scheduling for combination 8

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB11

	4
	See sub clause 4.4.3.4
	SIB10


Table 4.4.3.1.2-9: Scheduling for combination 9

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5, SIB6


Table 4.4.3.1.2-10: Scheduling for combination 10

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB6

	4
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-10a: Scheduling for combination 10a
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5, SIB6

	4
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-11: Scheduling for combination 11

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB6

	5
	See sub clause 4.4.3.4
	SIB9


Table 4.4.3.1.2-12: Scheduling for combination 12

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5

	4
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-13: Scheduling for combination 13

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB5


Table 4.4.3.1.2-14: Scheduling for combination 14

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB7

	5
	See sub clause 4.4.3.4
	SIB9


Table 4.4.3.1.2-15: Scheduling for combination 15

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB13


Table 4.4.3.1.2-16: Scheduling for combination 16

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB13
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