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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	ROWS SKIPPED

	
	
	
	
	

	17.2
	Location services
	
	
	
	

	17.2.2.1
	LCS Network Induced location request/ UE-Based GPS/ Emergency Call / with USIM 
	R99
	C365
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.2.2
	LCS Network induced location request/ UE-Based GPS/ Emergency call/ Without USIM
	R99
	C365
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.2.3
	LCS Network induced location request/ UE-Assisted GPS/ Emergency call/ With USIM
	R99
	C383
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.2.4
	LCS Network induced location request/ UE-Assisted GPS/ Emergency call/ Without USIM
	R99
	C383
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.3.1
	Void
	
	
	
	

	17.2.3.2
	LCS Mobile originated location request/ UE-Based GPS/ Position estimate request/ Success
	R99
	C460
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.3.3
	LCS Mobile originated location request UE-Based or UE-Assisted GPS / Assistance data request/ Success
	R99
	C388
	UEs supporting FDD and (UE based or UE assisted Network Assisted GPS L1 C/A only) and  MO-LR request for assistance data
	1 Execution: CS

	17.2.3.4
	LCS Mobile originated location request/ UE-Assisted GPS/ Position Estimate/ Success
	R99
	C461
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.3.5
	Void
	
	
	
	

	17.2.3.6
	LCS Mobile originated location request/ UE-Based GPS/ Transfer to third party/ Success
	R99
	C458
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for transfer to 3rd party
	1 Execution: CS

	17.2.3.7
	LCS Mobile originated location request/ UE-Assisted GPS/ Transfer to third party/ Success
	R99
	C459
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MO-LR request for transfer to 3rd party
	1 Execution: CS

	17.2.3.8
	LCS Mobile originated location request/ UE-Based or UE-Assisted GPS/ Assistance data request/ Failure
	R99
	C388
	UEs supporting FDD and (either UE based or UE assisted Network Assisted GPS L1 C/A only) and MO-LR request for assistance data
	1 Execution: CS

	17.2.3.9
	LCS Mobile originated location request/ UE-Based GPS/ Position estimate request/ Failure
	R99
	C460
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for assistance data
	1 Execution: CS

	17.2.4.1
	LCS Mobile terminated location request/ UE-Based GPS
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.2
	LCS Mobile terminated location request/ UE-Based GPS/ Request of additional assistance data/ Success
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.3
	LCS Mobile terminated location request/ UE-Based GPS/ Request for additional assistance data/ Failure
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.4
	LCS Mobile terminated location request/ UE-Assisted GPS
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.5
	LCS Mobile terminated location request/ UE-Assisted GPS/ Request for additional assistance data/ Success
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.6
	LCS Mobile terminated location request/ UE-Based GPS/ Privacy Verification/ Location Allowed if No Response
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.7
	LCS Mobile terminated location request/ UE-Based GPS/ Privacy Verification/ Location Not Allowed if No Response
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.8
	LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy Verification/ Location Allowed if No Response
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.9
	LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy Verification/ Location Not Allowed if No Response
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and Mobile terminated Location Request
	1 Execution: CS

	17.2.4.10
	LCS Mobile terminated location request/ UE-Based or UE-Assisted GPS/ Configuration incomplete
	R99
	C392
	UEs supporting FDD and UE based and/or UE assisted Network Assisted GPS L1 C/A only and Mobile terminated Location Request, but not UE-based OTDOA
	1 Execution: CS

	17.2.5.1-1
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 1
	Rel-8
	C765
	UEs supporting FDD, emergency speech call and UE based Network Assisted GANSS with GLONASS only
	1 Execution: CS

	17.2.5.1-2
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 2
	Rel-7
	C766
	UEs supporting FDD, emergency speech call and UE based Network Assisted GANSS with Galileo only
	1 Execution: CS

	17.2.5.1-3
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 3
	Rel-8
	C767
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	17.2.5.1-4
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 4
	Rel-8
	C768
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	17.2.5.2-1
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 1
	Rel-8
	C769
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GANSS with GLONASS only
	1 Execution: CS

	17.2.5.2-2
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 2
	Rel-7
	C770
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GANSS with Galileo only
	1 Execution: CS

	17.2.5.2-3
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 3
	Rel-8
	C771
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	17.2.5.2-4
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 4
	Rel-8
	C772
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	17.2.6.1-1
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 1
	Rel-8
	C773
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.1-2
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 2
	Rel-7
	C774
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.1-3
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 3
	Rel-8
	C775
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.1-4
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 4
	Rel-8
	C776
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-1
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 1
	Rel-8
	C777
	UEs supporting FDD and UE assisted Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-2
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 2
	Rel-7
	C778
	UEs supporting FDD and UE assisted Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-3
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 3
	Rel-8
	C779
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-4
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 4
	Rel-8
	C780
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-1
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 1
	Rel-8
	C773
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-2
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 2
	Rel-7
	C774
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-3
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 3
	Rel-8
	C775
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-4
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 4
	Rel-8
	C776
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.4-1
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 1
	Rel-8
	C794
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.4-2
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 2
	Rel-7
	C795
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.4-3
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 3
	Rel-8
	C796
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.4-4
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 4
	Rel-8
	C797
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-1
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 1
	Rel-8
	C794
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-2
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 2
	Rel-7
	C795
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-3
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 3
	Rel-8
	C796
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-4
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 4
	Rel-8
	C797
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.7.1-1
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 1
	Rel-8
	C802
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.1-2
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 2
	Rel-7
	C803
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.1 -3
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 3
	Rel-8
	C804
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.1-4
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 4
	Rel-8
	C805
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.2-1
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 1
	Rel-8
	C798
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.2-2
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 2
	Rel-7
	C799
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.2-3
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 3
	Rel-8
	C800
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.2-4
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 4
	Rel-8
	C801
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and Mobile Terminated location request
	1 Execution: CS

	17.2.7.3
	Location Notification
	Rel-7
	CXXX
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and  LCS location request notification capability
	1 Execution: CS

	17.2.7.4
	Privacy Verification - Location Allowed if No Response
	Rel-7
	CXXX
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and  LCS location request notification capability
	1 Execution: CS

	17.2.7.5
	Privacy Verification - Location Not Allowed if No Response
	Rel-7
	CXXX
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and  LCS location request notification capability
	1 Execution: CS


NEXT CHANGE

Table 1a: Applicability of tests Conditions
	C01
IF A.1/1 THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	ROWS SKIPPED

	C794
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/7 AND A.7/31 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C795
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/9 AND A.7/31 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C796
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/9 AND A.7/31 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C797
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/7 AND A.7/31 AND NOT A.8a/9 THEN R ELSE N/A

	C798
IF A.1/1 AND A.8a/6 AND A.8a/7 AND A.7/34 AND NOT (A.18a/13 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C799
IF A.1/1 AND A.8a/6 AND A.8a/9 AND A.7/34 AND NOT (A.18a/13 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C800
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/8 AND A.7/34 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C801
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/7 AND A.7/34 AND NOT A.8a/9 THEN R ELSE N/A

	C802
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/7 AND A.7/34 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C803
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/9 AND A.7/34 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C804
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/9 AND A.7/34 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C805
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/7 AND A.7/34 AND NOT A.8a/9 THEN R ELSE N/A

	C806
IF A.2/7 AND A.10/22 THEN R ELSE N/A

	C807
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1c/25 OR A.18a.1c/26 OR A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A

	C808
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A

	C809
IF A.1/1 AND (A.10/12 AND A.10/23) THEN R ELSE N/A

	CXXX
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.7/35 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]
NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


NEXT CHANGE
A.4.2.1.3
Supplementary Services

Table A.7: Supplementary Services

	Item
	Supplementary services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Call Deflection 
	22.072; 22.004, 4
	R99
	
	

	2
	Calling Line Identification Presentation
	22.081, 1; 22.004, 4
	R99
	
	

	3
	Calling Line Identification Restriction
	22.081, 2; 22.004, 4
	R99
	
	

	4
	Connected Line Identification Presentation
	22.081, 3; 22.004, 4
	R99
	
	

	5
	Connected Line Identification Restriction
	22.081, 4; 22.004, 4
	R99
	
	

	6
	Call Forwarding Unconditional
	22.082, 1; 22.004, 4
	R99
	
	

	7
	Call Forwarding on Mobile Subscriber Busy
	22.082, 2; 22.004, 4
	R99
	
	

	8
	Call Forwarding on No Reply
	22.082, 3; 22.004, 4
	R99
	
	

	9
	Call Forwarding on Mobile Subscriber Not Reachable
	22.082, 4; 22.004, 4
	R99
	
	

	10
	Call Waiting
	22.083, 1; 22.004, 4
	R99
	pc_CallWaitingSupp
	

	11
	Call Hold
	22.083, 2

22.004, 4
	R99
	
	

	12
	Multi Party Service
	22.084; 22.004, 4
	R99
	
	

	13
	Closed User Group
	22.085; 22.004, 4
	R99
	
	

	14
	User-to-user signalling 
	22.087; 22.004, 4
	R99
	
	

	15
	Advice of Charge (Information)
	22.086, 1; 22.004, 4
	R99
	
	

	16
	Advice of Charge (Charging)
	22.086, 2; 22.004, 4
	R99
	
	

	17
	Barring of All Outgoing Calls
	22.088, 1; 22.004, 4
	R99
	
	

	18
	Barring of Outgoing International Calls
	22.088, 1; 22.004, 4
	R99
	
	

	19
	Barring of Outgoing International Calls except those directed to the Home PLMN Country
	22.088, 1; 22.004, 4
	R99
	
	

	20
	Barring of All Incoming Calls
	22.088, 2; 22.004, 4
	R99
	
	

	21
	Barring of Incoming Calls when Roaming Outside the Home PLMN Country
	22.088, 2; 22.004, 4
	R99
	
	

	22
	Explicit call transfer
	22.091; 22.004, 4
	R99
	
	

	23
	Call Completion to Busy Subscriber
	22.093; 22.004, 4
	R99
	
	

	24
	Call Completion to Busy Subscriber Request 
	22.093; 22.004, 4
	R99
	
	

	25
	Follow Me
	22.094
	R99
	
	

	26
	Calling name presentation (CNAP)
	22.096; 22.004, 4
	R99
	
	

	27
	Multiple Subscriber Profile (MSP)
	22.097;

22.004, A
	R99
	
	

	28
	Multicall
	22.135;

22.004, 4
	R99
	pc_Multicall
	

	29
	enhanced Multi-Level Precedence and Pre-emption
	22.067;

22.004, 4
	R99
	
	

	30
	At least one non-call related Supplementary Service supported
	
	R99
	pc_NonCallRelSS
	

	31
	Support of MO-LR request for assistance data
	24.030, 5.1.1;

24.080, 4.4.3.44

23.171, 8.1.1
	R99
	pc_ParamGpsAssisData
	

	32
	Support of MO-LR request for a position estimate
	23.171, 8.1.1
	R99
	pc_ParamPosEstimate
	

	33
	Support of MO-LR request for transfer to 3rd party
	23.171, 8.1.1
	R99
	pc_ParamXfer3rdPty
	

	34
	Support of Mobile Terminated location request
	24.030
	R99
	pc_MT_LR
	

	35
	Support for LCS value added location request notification capability
	23.271
	R99
	
	NOTE 2

	NOTE:
Test cases for features in items 1 to 30 will not be include in R99 of TS 34.123-1. 
NOTE 2: 
If the capability is supported by the UE, then A.7/34  must be supported as well.


A.4.2.1.4
Service Capabilities

Table A.8: Service Capabilities

	Item
	Services Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Mobile station Execution Environment (MExE)
	22.057
	R99
	
	

	2
	Location Service (LCS)
	22.071
	R99
	
	

	3
	USIM Application Toolkit (USAT)
	31.111
	R99
	
	

	NOTE:
Test cases for these features will not be included in R99 of TS 34.123-1.


Table A.8a: UE positioning capability

	Item
	Services Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support for IPDL
	25.306, 4.8
	R99
	pc_UE_PositioningIPDL_Sup
	

	2
	Support of GPS timing of cell frames
	25.306, 4.8
	R99
	pc_UE_PositioningGPS_TimingOfCellFramesSup
	

	3
	UE-based OTDOA is supporting by UE
	25.306, 4.8
	R99
	pc_UE_PositioningBasedOTDOA_Sup
	

	4
	Standalone location method is supporting by UE
	25.306, 4.8
	R99
	pc_UE_PositioningStandaloneLocMethodsSup
	

	5
	Support of UE-Based A-GANSS
	25.306, 4.8
	Rel-7
	pc_UEB_A-GANSS
	

	6
	Support of UE-Assisted A-GANSS
	25.306, 4.8
	Rel-7
	pc_UEA_A-GANSS
	

	7
	Support for GLONASS
	25.306, 4.8
	Rel-8
	pc_GLONASS
	NOTE

	8
	Support for Modernized GPS
	25.306, 4.8
	Rel-8
	pc_MGPS
	NOTE

	9
	Support for Galileo
	25.306, 4.8
	Rel-7
	pc_GALILEO
	NOTE

	NOTE: If the capability is supported by the UE, then A.8a/5 or A.8a/6 must be supported as well.
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