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1
Introduction

During RAN5#50, test environment for RSRQ measurement was discussed [1] and then it was concluded to investigate RRM test coverage. In RAN5#51, as a result of the discussion about outcome of the investigation [2], it was determined that new test cases for RSRQ measurements would be added to Work Plan for SIG.
In this document, we propose to add two test cases for RSRQ measurement in RRC CONNECTED newly. RSRQ measurement in RRC CONNECTED is a mandatory function in Rel-8, but we propose to add new test cases to LTE SIG work plan for Rel-9.

Since the consensus is not reached for a test environment at this point (i.e. probably the SS needs to be upgraded, but it is unclear how to upgrade it), we think that it is difficult to complete Work Item for Rel-8 in the near future.
2
Proposal
We suggest adding the new test cases for RSRQ measurement in RRC CONNECTED to section 8.3:
	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	8.3 Measurement configuration control and reporting
	
	
	
	
	
	
	

	8.3.1 Intra E-UTRAN measurements
	
	
	
	
	
	
	

	
	36.523-1
	8.3.1.3a
	Rel-9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements) / RSRQ based measurements
	To test the triggering of measurement reporting event A3 with trigger quantity set to "RSRQ" when neighbour becomes amount of offset better than serving (intra and inter frequency measurement). To test event based periodical reporting (reportInterval) and leaving condition for this event.
	
	
	
	
	See TS 36.331 clause 5.5.4.4
Event A3 (Neighbour becomes offset better than serving)

	8.3.2 Inter-RAT measurements
	
	
	
	
	
	
	

	
	36.523-1
	8.3.2.3a
	Rel-9
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of UTRAN cells / RSRQ based measurements
	To test the triggering of measurement reporting event B2 with trigger quantity set to "RSRQ" when serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2 (measurement of UTRAN cells). To test event based periodical reporting (reportInterval) and leaving condition for this event.
	
	
	
	
	See TS 36.331 clause 6.3.5 Measurement information elements


3
Conclusion

We propose to add the two TCs to the LTE SIG work plan.
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