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<Begin of modified section>
A.4.5
Additional information for the audit capabilities

Table A.21: Additional information for audit of UTRA capabilities

	Item
	UTRA Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Require DL compressed mode in order to perform measurements on UTRA FDD
	25.331, 10.3.3.21
	R99
	
	

	2
	Require UL compressed mode in order to perform measurements on UTRA FDD
	25.331, 10.3.3.21
	R99
	
	

	3
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 1
	25.331, 10.3.3.21
	R99
	
	

	4
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 1
	25.331, 10.3.3.21
	R99
	
	

	5
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 2
	25.331, 10.3.3.21
	R99
	
	

	6
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 2
	25.331, 10.3.3.21
	R99
	
	

	7
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 3
	25.331, 10.3.3.21
	R99
	
	

	8
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 3
	25.331, 10.3.3.21
	R99
	
	

	9
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 4
	25.331, 10.3.3.21
	R99
	
	

	10
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 4
	25.331, 10.3.3.21
	R99
	
	

	11
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 5
	25.331, 10.3.3.21
	R99
	
	

	12
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 5
	25.331, 10.3.3.21
	R99
	
	

	13
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 6
	25.331, 10.3.3.21
	R99
	
	

	14
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 6
	25.331, 10.3.3.21
	R99
	
	

	15
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 7
	25.331, 10.3.3.21
	R99
	
	

	16
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 7
	25.331, 10.3.3.21
	R99
	
	

	17
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 8
	25.331, 10.3.3.21
	R99
	
	

	18
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 8
	25.331, 10.3.3.21
	R99
	
	

	19
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 9
	25.331, 10.3.3.21
	R99
	
	

	20
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 9
	25.331, 10.3.3.21
	R99
	
	

	21
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 10
	25.331, 10.3.3.21
	R99
	
	

	22
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 10
	25.331, 10.3.3.21
	R99
	
	

	23
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 11
	25.331, 10.3.3.21
	R99
	
	

	24
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 11
	25.331, 10.3.3.21
	R99
	
	

	25
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 12
	25.331, 10.3.3.21
	R99
	
	

	26
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 12
	25.331, 10.3.3.21
	R99
	
	

	27
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 13
	25.331, 10.3.3.21
	R99
	
	

	28
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 13
	25.331, 10.3.3.21
	R99
	
	

	29
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 14
	25.331, 10.3.3.21
	R99
	
	

	30
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 14
	25.331, 10.3.3.21
	R99
	
	

	31
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 19
	25.331, 10.3.3.21
	R99
	
	

	32
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 19
	25.331, 10.3.3.21
	R99
	
	

	33
	Require DL compressed mode in order to perform measurements on UTRA FDD Band 21
	25.331, 10.3.3.21
	R99
	
	

	34
	Require UL compressed mode in order to perform measurements on UTRA FDD Band 21
	25.331, 10.3.3.21
	R99
	
	

	35
	Require DL compressed mode in order to perform measurements on multi-carrier
	25.331, 10.3.3.21
	R99
	pc_DL_CompressedModeRequiredForMultiCarrier_Meas
	

	36
	Require UL compressed mode in order to perform measurements on multi-carrier
	25.331, 10.3.3.21
	R99
	pc_UL_CompressedModeRequiredForMultiCarrier_Meas
	

	37
	Support for System Information Block type 11bis
	25.331, 10.3.3.42
	Rel-6
	pc_SupportSIB11bis
	

	38
	Capable of benefitting from battery consumption optimisation
	25.331, 10.3.3.42
	Rel-6
	pc_DeviceType
	

	39
	Support for E-DPCCH Power Boosting
	25.331, 10.3.3.42
	Rel-7
	
	

	40
	Support for Two DRX schemes in URA_PCH and CELL_PCH
	25.331, 10.3.3.42
	Rel-7
	pc_TwoDRX_InPCH_States
	

	41
	Support for E-DPDCH power interpolation formula
	25.331, 10.3.3.42
	Rel-7
	
	

	42
	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	25.331, 10.3.3.42oa
	Rel-7
	
	Applicable if  pc_MIMO is set to true

	43
	Support for Two logical channel Configuration
	25.331, 10.3.3.34
	Rel-7
	
	

	44
	Require DL compressed mode in order to perform measurements on adjacent carriers
	25.331, 10.3.3.21
	Rel-8
	pc_DL_CompressedModeRequiredForAdjacentCarriers
	

	45
	Support UTRA CELL_PCH/URA_PCH to EUTRA RRC_IDLE cell reselection
	25.331, Annex E
	Rel-8
	pc_PCH_StatesToEUTRA_IdleReselection
	

	46
	Support for absolute priority based cell re-selection in UTRAN
	25.331, 10.3.3.42
	Rel-8
	pc_AbsolutePriorityReselection
	

	47
	Support for cell-specific Tx diversity configuration for dual-cell operation
	23.331, 10.3.3.42
	Rel-8
	
	Applicable if pc_DualCell is set to true

	48
	Void
	
	
	
	

	49
	Void
	
	
	
	

	50
	Void
	
	
	
	

	51
	Support of intra-frequency proximity indication
	25.331, 10.3.3.8a
	Rel-9
	
	

	52
	Support for lossless DL RLC PDU size change
	25.323, 5.5
	Rel-5
	
	


<End of modified section>
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