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<Start of first modified section>
4.7B.2
UTRA NAS messages

This section contains default message contents for UTRA NAS messages.

In 3GPP TS 36.523-1 [18]:

-
UTRA NAS messages are defined as exceptions, IE by IE, to the messages defined in this section;

-
UTRA NAS messages not defined in this section are specified completely.

The following messages are not specified in this section:



-
AUTHENTICATION REQUEST (CS)

-
AUTHENTICATION RESPONSE (CS)

-
DETACH REQUEST (CS & PS)

-
DETACH ACCEPT (CS & PS)

-
IDENTITY REQUEST (CS & PS)

-
IDENTITY RESPONSE (CS & PS)

-
P-TMSI REALLOCATION COMMAND (PS)

-
P-TMSI REALLOCATION COMPLETE (PS)



-
SERVICE REQUEST (PS)

Table 4.7B.2-1: ROUTING AREA UPDATE REQUEST

	Derivation path: 24.008 table 9.4.14

	Information Element
	Value/Remark
	Comment
	Condition

	Update type
	000 'RA updating' or
001 'combined RA/LA updating'
	In NMO I, depending on capability and domain preference for voice and SMS, the UE may initiate either PS only or CS/PS registration procedures.
	

	GPRS ciphering key sequence number
	Any allowed value
	
	

	Old routing area identification
	Any allowed value
	
	

	MS Radio Access capability
	Any allowed value
	The checking of this IE is expected to be covered in UMTS test cases.
	

	Old P-TMSI signature
	Not present or any allowed value
	For test cases where no "UE" statement indicates that a PTMSI signalrtreu was previously registered, whether or not the UE includes this IE depends on previous USIM contents.
	

	Requested READY timer value
	Not present or any allowed value
	The checking of this IE is expected to be covered in UMTS test cases.
	

	DRX parameter
	Not present or any allowed value
	The checking of this IE is expected to be covered in UMTS test cases.
	

	TMSI status
	0 'no valid TMSI available' or not present
	
	

	P-TMSI
	Not present or any allowed value
	
	

	MS network capability
	Any allowed value
	The checking of this IE is expected to be covered in UMTS test cases.
	

	PDP context status
	Any allowed value
	The checking of this IE is expected to be covered in UMTS test cases.
	

	PS LCS Capability
	Not present or any allowed value
	The checking of this IE is expected to be covered in UMTS test cases.
	

	MBMS context status
	Not present
	
	

	UE network capability
	Any allowed value (must be present)
	No detailed checking by default but should be aligned with PICS
	

	Additional mobile identity
	Not present or any allowed value
	
	

	Additional old routing area identification
	Not present or any allowed value
	
	

	Mobile station classmark 2
	Not present or any allowed value
	This IE shall be included if the MS supports SRVCC to GERAN or UTRAN.
	

	Mobile station classmark 3
	Not present or any allowed value
	This IE shall be included if the MS supports SRVCC to GERAN.
	

	Supported Codecs
	Not present or any allowed value
	
	

	Voice domain preference and UE's usage setting
	Not present or any allowed value
	Rel-9 only
	


Table 4.7B.2-2: ROUTING AREA UPDATE ACCEPT

	Derivation path: 24.008 table 9.4.15

	Information Element
	Value/Remark
	Comment
	Condition

	Force to standby
	0 'Force to standby not indicated'
	
	

	Update result
	000 'RA updated'
	
	IF the UE indicated 000 'RA updating' in the previous RAU request message

	
	001 'combined RA/LA updated'
	
	IF the UE indicated 001 'combined RA/LA updating' in the previous RAU request message

	Periodic RA update timer
	111 (deactivated)
	
	

	Routing area identification
	1
	Value in table 4.4.4-2 for simulated UTRA cells.
	

	P-TMSI signature
	Arbitrary value
	
	

	Allocated P-TMSI
	Arbitrary value
	2 most significant bits = 11 to indicate SGSN
	

	MS identity
	Not present
	Is never present in case of RA only procedure, and RA/LA procedures do not necessarily change TMSI
	

	List of Receive N PDU Numbers
	Not present
	Realistic network value
	

	Negotiated READY timer value
	Not present
	
	

	GMM cause
	Not present
	
	

	T3302 value
	Not present
	
	

	Cell Notification
	Not present
	This IE is for A/Gb mode only.
	

	Equivalent PLMNs
	Not present
	
	

	PDP context status
	Not present
	
	

	Network feature support
	 Not present
	
	

	Emergency Number List
	Not present
	
	

	MBMS context status
	Not present
	
	

	Requested MS Information
	Not present
	
	

	T3319 value
	Not present
	
	

	T3323 value
	Not present
	
	


Table 4.7B.2-3: ROUTING AREA UPDATE COMPLETE

	Derivation path: 24.008 table 9.4.16

	Information Element
	Value/Remark
	Comment
	Condition

	List of Receive N PDU Numbers
	Not present
	
	

	Inter RAT handover information
	Not present
	
	

	E-UTRAN inter RAT handover information
	Not present
	
	


Table 4.7B.2-4: LOCATION UPDATING REQUEST

	Derivation path: 24.008 table 9.2.17

	Information Element
	Value/Remark
	Comment
	Condition

	Location updating type
	Any allowed value 
	
	

	Ciphering key sequence number
	Any allowed value
	
	

	Location area identification
	Any allowed value
	
	

	Mobile station classmark
	Any allowed value
	
	

	Mobile identity
	Any allowed value
	
	

	Mobile station classmark for UMTS
	Any allowed value
	
	


Table 4.7B.2-5: LOCATION UPDATING ACCEPT

	Derivation path: 24.008 table 9.2.15

	Information Element
	Value/Remark
	Comment
	Condition

	Location area identification
	1
	
	

	Mobile identity
	
	
	

	  TMSI
	Arbitrary value
	2 most significant bits = 00 to indicate VLR
	

	Follow on proceed
	Present
	This IE is unncessary in non-CS fallback test cases.
	

	CTS permission
	Absent
	
	

	Equivalent PLMNs
	Absent
	
	

	Emergency Number List
	Absent
	
	


Table 4.7B.2-6: ATTACH REQUEST

	Derivation path: 24.008 table 9.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	MS network capability
	Any allowed value
	
	

	Attach type
	001 'GPRS attach' or
011 'Combiner GPRS/IMS attach'
	
	

	GPRS ciphering key sequence number
	Any allowed value
	
	

	DRX parameter
	Any allowed value
	
	

	P-TMSI or IMSI
	Any allowed value
	
	

	Old routing area identification
	Any allowed value
	
	

	MS Radio Access capability
	Any allowed value
	
	

	Old P-TMSI signature
	Not present or any allowed value
	
	

	Requested READY timer value
	Not present or any allowed value
	
	

	TMSI status
	0 'no valid TMSI available' or not present
	
	

	PS LCS Capability
	Not present or any allowed value
	
	

	Mobile station classmark 2
	Not present or any allowed value
	
	

	Mobile station classmark 3
	Not present or any allowed value
	
	

	Supported Codecs
	Not present or any allowed value
	
	

	UE network capability
	Any allowed value (must be present)
	
	

	Additional mobile identity
	Not present or any allowed value
	
	

	Additional old routing area identification
	Not present or any allowed value
	
	

	Voice domain preference and UE's usage setting
	Not present or any allowed value
	Rel-9 only
	


Table 4.7B.2-7: ATTACH ACCEPT

	Derivation path: 24.008 table 9.4.2

	Information Element
	Value/Remark
	Comment
	Condition

	Attach result
	001 'GPRS only attached'
	
	IF the UE indicated 001 'GPRS attach' in the previous attach request message

	
	011 'combined GPRS/IMSI attached'
	
	IF the UE indicated 011 'Combiner GPRS/IMS attach' in the previous attach request message

	Force to standby
	000 'Force to standby not indicated'
	
	

	Periodic RA update timer
	111 (deactivated)
	
	

	Radio priority for SMS
	100 'priority level 4 (lowest)'
	
	

	Radio priority for TOM8
	100 'priority level 4 (lowest)'
	
	

	Routing area identification
	1
	
	

	P-TMSI signature
	Arbitrary value
	
	

	Negotiated READY timer value
	Not present
	
	

	Allocated P-TMSI
	Arbitrary value
	2 most significant bits = 11 to indicate SGSN
	

	MS identity
	Not present
	Is never present in case of GPRS only attach, and combined GPRS/IMSI procedures do not necessarily change TMSI
	

	GMM cause
	Not present
	
	

	T3302 value
	Not present
	
	

	Cell Notification
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	Network feature support
	 Not present
	
	

	Emergency Number List
	Not present
	
	

	Requested MS Information
	Not present
	
	

	T3319 value
	Not present
	
	

	T3323 value
	Not present
	
	


Table 4.7B.2-8: ATTACH COMPLETE

	Derivation path: 24.008 table 9.4.3

	Information Element
	Value/Remark
	Comment
	Condition

	Inter RAT handover information
	Not present
	
	

	E-UTRAN inter RAT handover information
	Not present
	
	


Table 4.7B.2-9: AUTHENTICATION AND CIPHERING REQUEST
	Derivation path: 24.008 table 9.4.9

	Information Element
	Value/Remark
	Comment
	Condition

	Ciphering algorithm
	Any allowed value
	
	

	IMEISV request
	000 ‘IMEISV not requested’
	
	

	Force to standby
	000 'Force to standby not indicated'
	
	

	A&C reference number
	Any allowed value
	
	


Table 4.7B.2-10: AUTHENTICATION AND CIPHERING RESPONSE
	Derivation path: 24.008 table 9.4.10

	Information Element
	Value/Remark
	Comment
	Condition

	A&C reference number
	Arbitrary value
	
	

	Spare half octet
	0000
	
	


Table 4.7B.2-11: TMSI REALLOCATION COMMAND
	Derivation path: 24.008 table 9.2.20

	Information Element
	Value/Remark
	Comment
	Condition

	Location area identification
	Any allowed value
	
	

	Mobile identity
	Any allowed value
	
	


Table 4.7B.2-12: TMSI REALLOCATION COMPLETE
	Derivation path: 24.008 table 9.2.21


<End of modified section>
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