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	Reason for change:
(

	As per the core spec 36.331, the subIE purpose type is ENUMERATED in the IE ReportConfigEUTRA-PERIODICAL, but now it is defined as CHOICE type in section 4.6.6

	
	

	Summary of change:
(

	Corrected the purpose subIE type from CHOICE to ENUMERATED in IE ReportConfigEUTRA-PERIODICAL and ReportConfigInterRAT-PERIODICAL
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	Other comments:
(

	R5-113501->R5-113751: Added the correction to IE ReportConfigInterRAT-PERIODICAL



ReportConfigEUTRA-PERIODICAL
Table 4.6.6-7: ReportConfigEUTRA-PERIODICAL
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	
	
	
	

	
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


<Unchanged Section Skipped>
-
ReportConfigInterRAT-PERIODICAL
Table 4.6.6-9: ReportConfigInterRAT-PERIODICAL
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	
	
	
	

	
	
	
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	infinity
	
	

	}
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