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1. Overall Description:

While defining a conformance test for manual CSG ID selection in intra-frequency E-UTRA case (see attached R5-113803), RAN5 was unable to reach a consensus on the understanding of the following requirement in TS 36.304:
5.5
Support for manual CSG ID selection

5.5.1
E-UTRA case
In the UE on request of NAS, the AS shall scan all RF channels in the E-UTRA bands according to its capabilities to find available CSG cells. On each carrier, the UE shall at least search for the strongest cell, read its system information and report available CSG ID(s) belonging to the registered PLMN together with their “HNB name” (if broadcast) to the NAS. The search for available CSGs may be stopped on request of the NAS. 

During the discussion, the following 2 interpretations of the requirement were expressed:

1. When manual CSG ID selection is initiated, the UE shall at least search for the strongest cell on each carrier.

2. When manual CSG ID selection is initiated, the UE shall at least search for the strongest CSG cell on each carrier.
2. Actions:

To RAN2 group.

ACTION: 
RAN5 kindly asks RAN2 to confirm which one of the 2 interpretations listed above is correct.
3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #53
14 – 18 Nov 11

San Francisco
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06 – 10 Feb 12

Dresden
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