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1. Overall Description:

While defining the first two conformance tests for RSTD measurement accuracy (for Intra-Frequency), RAN5 could not reach a consensus on the correct understanding of the following requirements and test conditions in TS 36.133. (Only the FDD test cases are mentioned below but all the items also refer equally to the TDD test cases as well).
Item 1. 

[TS 36.133, clause A.9.8.1.1]

The OTDOA assistance data as defined in TS 36.355, Section 6.5.1, shall be provided to the UE before the measurement period. The last TTI containing the OTDOA assistance data shall be provided to the UE (T ms before the start of measurement period, where (T = 150 ms is the maximum processing time of the OTDOA assistance data. 
RAN5 has the following uncertainty about this test condition:

This test condition seems to imply that a measurement of the reporting delay is also required at the same time as testing the measurement accuracy. However this is not mentioned at all in the requirements in clause 9.1.10.1 and it is unclear in the remainder of the test case if this parallel measurement is to be made  or not.

If a measurement of the reporting delay is also required at the same time as testing the measurement accuracy, then RAN5 would like to raise the same issues as detailed in item 1 of the parallel LS concerning the reporting delay test cases (R5-114028)

If a measurement of the reporting delay is not required at the same time as testing the measurement accuracy, then RAN5 would like understand the importance of this test condition as it would seem to be overly complicated and probably unnecessary for the purpose of the test case.

Item 2. 
 [TS 36.133, clause A.9.8.1.1]

A time span of 
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 is provided for the measurement period, and PRS are configured according to 
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 in Tables A.9.8.1.1-1 and A.9.8.1.1-2 during this time.
RAN5 has similar uncertainty about this test condition as to that in item1:

This test condition seems to imply that a measurement of the reporting delay is also required at the same time as testing the measurement accuracy. However this is not mentioned at all in the requirements in clause 9.1.10.1 and it is unclear in the remainder of the test case if this parallel measurement is to be made  or not.

If a measurement of the reporting delay is not required at the same time as testing the measurement accuracy, then RAN5 would like understand the use of this test condition as it would seem to be unnecessary for the purpose of the test case.

2. Actions:

To RAN4 group.

ACTIONs: 

Item 1: RAN5 kindly requests RAN4 to clarify the purpose of the test condition.
Item 2: RAN5 kindly requests RAN4 to clarify the purpose of the test condition. 
3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #53
14 – 18 Nov 11

San Francisco

TSG-RAN WG5 Meeting #54
06 – 10 Feb 12

Dresden
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