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6.8
BMC test method and architecture


[image: image1.emf] 

   


Figure 6.8: BMC testing architecture single party method

6.8.1
BMC test architecture

The single party test method is used for BMC testing, i.e. it does not exist an Upper Tester. BMC emulation is used as shown in Figure 6.8. The BMC emulation makes use of two PCOs. The CBMC PCO is defined, to pass configuration information for a BMC entity. The BMC PCO is defined for BMC message data transfer.

Separation of TTCN test cases from the configuration of the tester and initialization of the UE is achieved by using test steps. For BMC test cases, common test steps and newly defined test steps for BMC configuration will be used to perform the configuration of the tester and on UE side. These test steps make use of PCOs, CRLC, CMAC, and CPHY.

The UE shall be able to activate and deactivate a certain CB MessageID according CB data to be sent while testing.

BMC messages are sent in BMC message blocks on the CTCH. For sending BMC messages (BMC Scheduling Message (Level 2, DRX) and BMC CBS Message ) a configuration in downlink direction shall be performed to map the CTCH (RB#30) onto the FACH - S-CCPCH.

6.8.2
BMC test method

For BMC testing, only PS Cell Broadcast Service as distributed BMC service is applied. CBS Messages and BMC Schedule Messages are only sent in downlink direction. No uplink is used for BMC testing. The BMC test data with necessary CBS information shall be given by PIXIT parameter with a description of the indication on the display.

There are two level of BMC scheduling, Level 1 for CTCH configuration and Level 2 for DRX. The BMC scheduling information is conveyed to both BMC and MAC layer.

Level 1 scheduling is used to configure the CTCH on the S-CCPCH. For BMC testing (FDD), the Level 1 scheduling parameter MTTI contains one radio frame in the TTI of the FACH used for CTCH. Therefore, only Level 1 scheduling information N (period of CTCH allocation on S-CCPCH) and K (CBS frame offset to synchronize to the SFN cycle (0 to 4 095 frames per cycle)) are necessary to configure the CTCH onto the S-CCPCH.

The Level 1 scheduling is done in the SS MAC layer, therefore this information is given by using the primitive "CMAC_BMCscheduling_REQ" to inform the MAC on SS side about K and N. The Level 1 scheduling information, K and N, is broadcast as system information in SIB 5 and SIB 6. After having performed the CTCH configuration as Level 1 scheduling, the SS is configured to send BMC messages and the UE has to listen to each CTCH for a BMC message.

Segmentation of BMC messages is performed by RLC in UM according to the payload size on RB#30 (152 bits).
If only one CB data as BMC CBS message is sent and repeated for a BMC test case, Level 1 scheduling is adequate, i.e. no BMC Scheduling Message (Level 2) is needed. Then, no level 2 scheduling information are included in the "CMAC_BMCscheduling_REQ" primitive. If more then one BMC CBS message are transmitted and repeated or if BMC Scheduling Messages are transmitted, BMC scheduling Level 2 message shall be performed. 
Level 2 scheduling is used to predict the sent event of the next BMC message blocks and the BS index contents.

BMC scheduling Level 2 predicts exactly, which information is contained on a certain CTCH block set with an aligned Block Set index number and how many spare CTCH blocks are given as offset, before the next BMC message block will be sent. Figure 6.8.2.1 shows an example, how the messages flow shall be done for BMC scheduling Level 2.
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Figure 6.8.2.1: BMC Scheduling

The BMC test method makes use of the primitive: "BMC_Data_REQ" to transmit the BMC Messages to RLC. If BMC Scheduling Level 2 is used, it includes BMC CBS PDUs or BMC Schedule PDUs, created by the BMC TTCN and forwarded to the BMC emulation. The transmission of BMC PDU is confirmed through the primitive BMC_Data_CNF. 
According to the K and N value, the MAC layer at SS side determines the CTCH blocks for the BMC use. The CTCH blocks are indexed (i = 1 ... 256). 
If BMC DRX is needed, the BMC scheduling Level 2 information indicates the occupancy/spare of the available CTCH blocks by using a DRX_Selection_Bitmap and the list of CTCH BS index offsets. In the bitmap each bit, set to '1', corresponds to an actually available CTCH block belonging to the DRX period for the SS transmission. The all consecutive occupied CTCH blocks constitutes a BMC DRX period, whilst the consecutive spared blocks indicate the DRX offset as spare CTCH slot. 
Following the DRX_Selection_Bitmap, the segmented BMC messages are transmitted.  Each BMC PDU is transmitted in a BMC_Data_REQ primitive in the order of expected transmission. The list of CTCH BS index offset indicating the offset relative to the previous message transmitted is included in the CMAC_BMC_Scheduling_REQ. If any, the retransmission is handled by the BMC TTCN.
The figure 6.8.2.2 shows an example of DRX level2 scheduling when sending 4 BMC messages (either BMC schedule or CBS BMC data messages) with the CTCH BS Index Offset List={0,6,1,11} and the Bitmap=‘107002’O. 
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Figure 6.8.2.2: Example of BMC DRX scheduling: CTCH BS index offset list and Bitmap handling
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<Start of modified section>
7.3.2.2.11
CPHY_RL_Setup

	ASN.1 ASP Type Definition

	Type Name
	CPHY_RL_Setup_CNF

	PCO Type
	CSAP

	Comment
	To confirm to setup the Radio Link

	Type Definition

	SEQUENCE
{




cellId





INTEGER(0..63),




routingInfo




RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_RL_Setup_REQ

	PCO Type
	CSAP

	Comment
	To request to setup the associated transport channels and the Radio Link itself.

	Type Definition

	SEQUENCE     {




cellId





INTEGER(0..63),




routingInfo




RoutingInfo,




ratType





RatType,




setupMessage



CphyRlSetupReq

}


	ASN.1  Type Definition

	Type Name
	CphyRlSetupReq

	Comment
	To request to setup the Radio Link

	Type Definition


	SEQUENCE
{


physicalChannelInfo


CHOICE

{



primaryCPICHInfo


PrimaryCPICHInfo,



secondaryCPICHInfo


SecondaryCPICHInfo,



primarySCHInfo  


PrimarySCHInfo,



secondarySCHInfo  


SecondarySCHInfo,



primaryCCPCHInfo


PrimaryCCPCHInfo,



secondaryCCPCHInfo


SecondaryCCPCHInfo,



pRACHInfo




PRACHInfo,



pICHInfo




PICHInfo,



aICHInfo




AICHInfo,



dPCHInfo




DPCHInfo,



pDSCHInfo




PDSCHInfo,



dPCHInfo_r5




DPCHInfo_r5OrLater,

-- Rel-5 or later



hS_PDSCHInfo



HS_PDSCHInfo_r5OrLater,
-- Rel-5 or later



e_DPCHInfo




SS_E_DPCH_Info_r6OrLater,
-- Rel-6 or later



e_AGCHInfo




SS_E_AGCH_Info,



-- Rel-6 or later



e_HICHInfo




SS_E_HICH_Info,



-- Rel-6 or later



e_RGCHInfo




SS_E_RGCH_Info,



-- Rel-6 or later



mBMS_MICHInfo



SS_MBMS_MICHConfigurationInfo_r6










-- Rel-6 or later

},


activationTime



SS_ActivationTime,

trchConfigToFollow


BOOLEAN


DEFAULT
TRUE
}


	ASN.1 Type Definition

	Type Name
	PrimaryCPICHInfo

	Comment
	mimoAntenna2CPICH indicates if MIMO is either not configured or configured with a P-CPICH or with an S-CPICH on the MIMO antenna2 (see figure 7 of 3GPP TS 25.214 [12], clause 9).
dC_SecondaryServingCell indicates if the cell is configured as secondary HS-DSCH serving cell, without other common channel than P-CPICH.

MIMO and DC-HSDPA do not co-exist.

	Type Definition

	SEQUENCE
{


dl_TxPower_PCPICH


DL_TxPower_PCPICH,



tx_diversityIndicator

BOOLEAN,



mimoAntenna2CPICH


MimoAntennaConfigType
DEFAULT
noMimo,


-- Rel-7 or later


dC_SecondaryServingCell

BOOLEAN 



DEFAULT FALSE



-- Rel-8 or later
}


	ASN.1 Type Definition

	Type Name
	SecondaryCPICHInfo

	Comment
	The channel can be configured for the MIMO antenna2. The value antenna2pCPICH is not applicable.

	Type Definition

	SEQUENCE {


scramblingCode



INTEGER(0..15),



dl_ChannelizationCode

SF512_AndCodeNumber,



dl_TxPower




DL_TxPower,



mimoAntenna




MimoAntennaConfigType
DEFAULT
noMimo



-- Rel-7 or later
}


	ASN.1 Type Definition

	Type Name
	MimoAntennaConfigType

	Comment
	Rel-7 or later

	Type Definition

	ENUMERATED
{noMimo(0), antenna2pCPICH(1), antenna2sCPICH(2), spare(3)}


	ASN.1 Type Definition

	Type Name
	PrimarySCHInfo

	Comment
	

	Type Definition

	SEQUENCE {




tstdIndicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	SecondarySCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




tstdIndicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	PrimaryCCPCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{



sttd_Indicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	SecondaryCCPCHInfo

	Comment
	The range for powerOffsetOfTFCI_PO1 and powerOffsetOfPILOT_PO3 is 0 dB to 6 dB, 0.25 dB per step.

mbms_softCombTimingOffset is present when L1-combination applies

When configuring SCCPCH for MBMS "positionFixedOrFlexible" shall be set to Flexible, and sCCPCHSlotFormat shall be chosen to the one without pilot bits

	Type Definition

	SEQUENCE {


scramblingCode



INTEGER(0..15),



dl_ChannelizationCode

SF256_AndCodeNumber,



sCCPCHSlotFormat


SCCPCHSlotFormat,



timingOffset



INTEGER (0..149),



positionFixedOrFlexible

PositionFixedOrFlexible,



sttd_Indicator



BOOLEAN,



dl_TxPower




DL_TxPower,



powerOffsetOfTFCI_PO1

INTEGER (0..24),



powerOffsetOfPILOT_PO3

INTEGER (0..24),


mbms_softCombTimingOffset
MBMS_SoftComb_TimingOffset OPTIONAL –-Rel-6 or later

}


	ASN.1 Type Definition

	Type Name
	PRACHInfo

	Comment
	

	Type Definition

	SEQUENCE {



fdd_tdd




CHOICE
{




fdd





SEQUENCE   {






preambleSignature



AvailableSignatures,






spreadingFactorForDataPart

SF_PRACH,






preambleScramblingCode


PreambleScramblingCodeWordNumber,






puncturingLimit




PuncturingLimit,






accessSlot





AvailableSubChannelNumbers




},




tdd





SEQUENCE   {






-- timeSlot





TimeSlot,






-- spreadingCode



SpreadingCode,






-- midambleCode




MidambleCode





},




fdd_prachForEnhUL


-- Rel-8 or later





SEQUENCE{






preambleSignature



AvailableSignatures,






preambleScramblingCode


PreambleScramblingCodeWordNumber,






puncturingLimit




PuncturingLimit,






accessSlot





AvailableSubChannelNumbers





}



}
}


	ASN.1 Type Definition

	Type Name
	PICHInfo

	Comment
	When the PICH is associated to the HS-SCCH , sccpchId_associated is set to 32 (Rel-7 or later).

	Type Definition

	SEQUENCE
{



pichinfo




PICH_Info,




dl_TxPower




PICH_PowerOffset,




sccpchId_associated


INTEGER (0..32)










-- Value 32 used in Rel-7 or later
}


	ASN.1 Type Definition

	Type Name
	AICHInfo

	Comment
	When e_AI_Info  is present, the Extended Acquisition Indicators is transmitted on AICH.

	Type Definition

	SEQUENCE
{



aichinfo




AICH_Info,




dl_TxPower




AICH_PowerOffset,



e_AI_Info




E_AI_InfoType
OPTIONAL
-- Rel-8 or later
}


	ASN.1 Type Definition

	Type Name
	DPCHInfo

	Comment
	At least one of the fields shall be present.

	Type Definition

	SEQUENCE
{



ul_DPCHInfo



UL_DPCH_Info
OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo

OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation,




dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL,




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	HS_DPCCHInfo

	Comment
	mimoStatus represents status of MIMO and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration

	Type Definition

	SEQUENCE
{




cqi_RepetitionFactor

CQI_RepetitionFactor,




ackNackRepetitionFactor
ACK_NACK_repetitionFactor,




mimoStatus




BOOLEAN
DEFAULT FALSE




-- Rel-7 or later
}


	ASN.1 Type Definition

	Type Name
	HS_DPCCHInfo_r8

	Comment
	mimoStatus represents status of MIMO and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration.

secondaryServing_HS_DSCH_Cell indicates if the HS-DSCH secondary serving cell is activated (see 3GPP TS 25.214 [12], clause 6A.1)

	Type Definition

	SEQUENCE
{


cqi_RepetitionFactor

CQI_RepetitionFactor,


ackNackRepetitionFactor

ACK_NACK_repetitionFactor,


mimoStatus




BOOLEAN
DEFAULT FALSE,


secondaryServing_HS_DSCH_Cell
ENUMERATED { deactivated (0), activated (1) } 










DEFAULT deactivated









-- Rel-8 or later

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r5

	Comment
	Applicable Rel-5 or later

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation_r5,




dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL_r5,




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_TxPower_PCPICH

	Comment
	Absolute Tx Power of PCPICH

	Type Definition

	INTEGER (-60..-30)


	ASN.1 Type Definition

	Type Name
	DL_TxPower

	Comment
	Downlink Tx Power relative to PCPICH

	Type Definition

	INTEGER (-35..+15)


	ASN.1 Type Definition

	Type Name
	SCCPCHSlotFormat

	Comment
	Reference to 3GPP TS25.211 [40]

	Type Definition

	INTEGER
(0..17)


	ASN.1 Type Definition

	Type Name
	PDSCHInfo

	Comment
	

	Type Definition

	SEQUENCE {

fdd_tdd


CHOICE
{




fdd

SEQUENCE
{






pdsch_CodeMapping

PDSCH_CodeMapping

  







},




tdd

SEQUENCE
{







--pdsch_Identity

PDSCH_Identity,







--pdsch_Info


PDSCH_Info,







--pdsch_PowerControlInfo
PDSCH_PowerControlInfo
OPTIONAL








},








},


dl_TxPower


DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	DPCHInfo_r5OrLater

	Comment
	Applicable Rel-5 or later

At least one of the first two fields ul_DPCHInfo or dl_DPCHInfo shall be present.

Presence of hs_DPCCHInd means that the HS-DPCCH shall be configured in the uplink DPCH. If hs_DPCCHInd is absent no HS-DPCCH shall be configured in the uplink DPCH, or the configured HS-DPCCH shall be removed in the modify ASP. In the active set which has radio links from more than one cell the HS-DPCCH is configured only in the HS-DSCH serving cell.

Three combinations are valid: ul_DPCH_Info only, dl_DPCHInfo only and ul_DPCH_Info + hs_DPCCHInd.

Presence of ss_UL_DPCCH_DRX_Info if UL DPCH being configured and presence of ss_DRX_Info if DL F-DPCH being configured indicates that UL_DTX is enabled.

ss_DRX_Info is provided as F-DPCH TPC commands need not be transmitted during gaps due to UL-DPCCH DTX (3GPP TS 25.214 [12], subclause 5.1.2.2.1).

	Type Definition

	CHOICE
{


r5
SEQUENCE
{




ul_DPCHInfo



UL_DPCH_Info_r5


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r5


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo


OPTIONAL


},


r6

SEQUENCE {




ul_DPCHInfo



UL_DPCH_Info_r6


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r6


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo


OPTIONAL


},


r7
SEQUENCE{




ul_DPCHInfo



UL_DPCH_Info_r7


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r7


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo


OPTIONAL,




ss_UL_DPCCH_DRX_Info
SS_UL_DPCCH_DRX_Info
OPTIONAL,




ss_DRX_Info



DTX_Info



OPTIONAL

},

r8
SEQUENCE{




ul_DPCHInfo



UL_DPCH_Info_r7


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r8


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo_r8


OPTIONAL,




ss_UL_DPCCH_DRX_Info
SS_UL_DPCCH_DRX_Info
OPTIONAL,




ss_DRX_Info



DTX_Info



OPTIONAL

},

spare2
SEQUENCE {}

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r6

	Comment
	Applicable Rel-6
For SS reconfiguration from DL-DPCH to F-DPCH and vice versa the dl_CommonInformation shall include the defaultDPCH_OffsetValue as additional information for SS even when this is not included in the corresponding RRC message sent to the UE and the timing is maintained.

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation_r6,




dl_Dpch_InfoPerRL


CHOICE {





dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL_r6,






dl_FDPCH_InfoPerRL


DL_FDPCH_InfoPerRL_r6






},




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r7

	Comment
	Applicable Rel-7 or later 

	Type Definition

	SEQUENCE
{


dl_CommonInformation
DL_CommonInformation_r7,


dl_Dpch_InfoPerRL

CHOICE
{



dl_DPCH_InfoPerRL

DL_DPCH_InfoPerRL_r7,



dl_FDPCH_InfoPerRL

DL_FDPCH_InfoPerRL_r7



},


rl_Information


RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r8

	Comment
	Applicable Rel-8 or later 

	Type Definition

	CHOICE
{


r8
SEQUENCE
{



dl_CommonInformation
DL_CommonInformation_r8,



dl_Dpch_InfoPerRL

CHOICE
{




dl_DPCH_InfoPerRL

DL_DPCH_InfoPerRL_r7,




dl_FDPCH_InfoPerRL

DL_FDPCH_InfoPerRL_r7




},


rl_Information


RL_Information


},


spare1 NULL

}


	ASN.1 Type Definition

	Type Name
	SS_UL_DPCCH_DRX_Info

	Comment
	

	Type Definition

	SEQUENCE
{


ss_DRX_Info






DTX_Info



OPTIONAL,


dtx_DRX_timingInfo




DTX_DRX_TimingInfo_r7
OPTIONAL,


uplink_DPCCHSlotFormatInformation
Uplink_DPCCH_Slot_Format_Information

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r5OrLater

	Comment
	Applicable Rel-5 or later

When CHY_RL_Setup_REQ is called with CHOICE of hS_PDSCHInfo HS_PDSCH and HS-SCCH shall be configured in SS.

The following HS-DSCH related parameters are passed to the SS implicitly by HSDSCH_physical_layer_category:

-
Maximum number of HS-DSCH codes can be received by UE.
-
Minimum inter-TTI interval.
-
Maximum number of bits of an HS-DSCH transport block within an HS‑DSCH TTI.
-
Total number of soft channel bits".

HSDSCH_physical_Layer_category is also used for interpretation of the meaning of CQI value.
If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured.

	Type Definition

	CHOICE {


r5
SEQUENCE
{



hSDSCHPhysicalLayerCategory

HSDSCH_physical_layer_category,



h_RNTI






H_RNTI,


dlHSPDSCHInformation


DL_HSPDSCH_Information,


sttd_Indicator




BOOLEAN,



hs_SCCH_TxPower




DL_TxPower,
-- offset related to CPICH


hs_DPCCHToFollow



BOOLEAN
DEFAULT TRUE





},


r6
SEQUENCE
{



hSDSCHPhysicalLayerCategory

HSDSCH_physical_layer_category,



h_RNTI






H_RNTI,


dlHSPDSCHInformation


DL_HSPDSCH_Information_r6,


sttd_Indicator




BOOLEAN,



hs_SCCH_TxPower




DL_TxPower,
-- offset related to CPICH


hs_DPCCHToFollow



BOOLEAN
DEFAULT TRUE





},


r7
HS_PDSCHInfo_r7,

r8
HS_PDSCHInfo_r8,

r9
HS_PDSCHInfo_r9
}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r7

	Comment
	Rel-7 or later.

Choice of hS_PDSCH_Info will be used for configuring HSD-DSCH with 64QAM and/or CPC.

Choice of common_HS_PDSCH_Info will be used for Enhanced Cell_FACH.

commonOrDedicated_H_RNTI indicates, the H-RNTI that will be used by UE (either dedicated H-RNTI if provided in RRC message, or selected common H-RNTI transmitted in SIB5).

The transmission of BCCH on HS-DSCH is performed by using BCCH specific H-RNTI on the first indexed HS-SCCH code indicated in system information broadcast.

Presence of ss_DTX_Info makes DL DRX to be enabled.

Presence of hs_scch_LessInfo makes HS-SCCH less operation enabled.

Presence of mimo_Parameters indicate MIMO is to be started.

MIMO and HS-SCCH less operation do not co-exist. MIMO is not applicable for non DCH states. 

The two IE "hSDSCHPhysicalLayerCategory" and "hsdsch_physical_layer_category_ext" are mutually exclusive. One of the IE shall be present in the SS configuration. The IE "hsdsch_physical_layer_category_ext" is present when MAC-ehs is configured.
If commonOrDedicated_H_RNTI  is omitted, HS-SCCHless is to be applied.
If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured. In common_HS_PDSCH_Info, hs_DPCCHToFollow is set to FALSE unless HS-DPCCH is required in specific configuration.

	Type Definition

	CHOICE
{


hS_PDSCH_Info
SEQUENCE
{



hSDSCHPhysicalLayerCategory
HSDSCH_physical_layer_category OPTIONAL,



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext OPTIONAL,


h_RNTI





H_RNTI,



dlHSPDSCHInformation

DL_HSPDSCH_Information_r7,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



ss_DTX_Info




DRX_Info
OPTIONAL,



hs_scch_LessInfo


HS_SCCH_LessInfo_r7

OPTIONAL,



mimo_Parameters



MIMO_Parameters_r7

OPTIONAL,



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


common_HS_PDSCH_Info
SEQUENCE
{



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext,


commonOrDedicated_H_RNTI
H_RNTI
OPTIONAL, 



bcchSpecific_H_RNTI


H_RNTI,



hs_scch_SystemInfo


HS_SCCH_SystemInfo,



hs_dsch_PagingSystemInformation
HS_DSCH_PagingSystemInformation
OPTIONAL,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH


hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


spare2
SEQUENCE
{},


spare3
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r8

	Comment
	Rel-8 or later.

Choice of hS_PDSCH_Info will be used for configuring HSD-DSCH with 64QAM and/or CPC.

Choice of common_HS_PDSCH_Info will be used for Enhanced Cell_FACH.

commonOrDedicated_H_RNTI indicates, the H-RNTI that will be used by UE (either dedicated H-RNTI if provided in RRC message, or selected common H-RNTI transmitted in SIB5).

The transmission of BCCH on HS-DSCH is performed by using BCCH specific H‑RNTI on the first indexed HS-SCCH code indicated in system information broadcast.

Presence of ss_DTX_Info makes DL DRX to be enabled.

Presence of hs_scch_LessInfo makes HS-SCCH less operation enabled.

Presence of mimo_Parameters indicate MIMO is to be started.

MIMO and HS-SCCH less operation do not co-exist. MIMO is not applicable for non DCH states. 

The three IE "hSDSCHPhysicalLayerCategory", "hsdsch_physical_layer_category_ext" and "hsdsch_physical_layer_category_ext2" are mutually exclusive. One of the IE shall be present in the SS configuration. The IE "hsdsch_physical_layer_category_ext2" is present when DC-HSDPA is configured.
If commonOrDedicated_H_RNTI  is omitted, HS-SCCHless is to be applied.
If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured. 

Presence of ss_HS_DSCH_DtxCellFach makes HS-DSCH DRX operation enabled and SS shall transmit any requested HS-SCCH and HS-DSCH only in occasions when UE will be listening.

	Type Definition

	CHOICE
{


hS_PDSCH_Info
SEQUENCE
{



hSDSCHPhysicalLayerCategory
HSDSCH_physical_layer_category OPTIONAL,



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext OPTIONAL,



hsdsch_physical_layer_category_ext2











HSDSCH_physical_layer_category_ext2 OPTIONAL,



h_RNTI





H_RNTI,



dlHSPDSCHInformation

DL_HSPDSCH_Information_r8,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



ss_DTX_Info




DRX_Info
OPTIONAL,



hs_scch_LessInfo


HS_SCCH_LessInfo_r7

OPTIONAL,



mimo_Parameters



MIMO_Parameters_r8

OPTIONAL,



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


common_HS_PDSCH_Info
SEQUENCE
{



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext,


commonOrDedicated_H_RNTI
H_RNTI





OPTIONAL,



bcchSpecific_H_RNTI


H_RNTI,



hs_scch_SystemInfo


HS_SCCH_SystemInfo,



hs_dsch_PagingSystemInformation
HS_DSCH_PagingSystemInformation
OPTIONAL,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH


hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE,



ss_HS_DSCH_DtxCellFach

HS_DSCH_DrxCellfach_info OPTIONAL


},


spare2
SEQUENCE
{},


spare3
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r9

	Comment
	Rel-9 or later.

Choice of hS_PDSCH_Info will be used for configuring HSD-DSCH with 64QAM and/or CPC.

Choice of common_HS_PDSCH_Info will be used for Enhanced Cell_FACH.

commonOrDedicated_H_RNTI indicates, the H-RNTI that will be used by UE (either dedicated H-RNTI if provided in RRC message, or selected common H-RNTI transmitted in SIB5).

The transmission of BCCH on HS-DSCH is performed by using BCCH specific H‑RNTI on the first indexed HS-SCCH code indicated in system information broadcast.

Presence of ss_DTX_Info makes DL DRX to be enabled.

Presence of hs_scch_LessInfo makes HS-SCCH less operation enabled.

Presence of mimo_Parameters indicate MIMO is to be started.

MIMO and HS-SCCH less operation do not co-exist. MIMO is not applicable for non DCH states. 

The IEs "hSDSCHPhysicalLayerCategory", "hsdsch_physical_layer_category_ext", "hsdsch_physical_layer_category_ext2" and "hsdsch_physical_layer_category_ext3" are mutually exclusive. One of the IE shall be present in the SS configuration. The IE "hsdsch_physical_layer_category_ext2" is present when DC-HSDPA is configured. The IE "hsdsch_physical_layer_category_ext3" is present when DC-HSDPA with MIMO is configured.

If commonOrDedicated_H_RNTI  is omitted, HS-SCCHless is to be applied.

If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured. 

Presence of ss_HS_DSCH_DtxCellFach makes HS-DSCH DRX operation enabled and SS shall transmit any requested HS-SCCH and HS-DSCH only in occasions when UE will be listening.

	Type Definition

	CHOICE
{


hS_PDSCH_Info
SEQUENCE
{



hSDSCHPhysicalLayerCategory
HSDSCH_physical_layer_category OPTIONAL,



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext OPTIONAL,



hsdsch_physical_layer_category_ext2











HSDSCH_physical_layer_category_ext2 OPTIONAL,



hsdsch_physical_layer_category_ext3 










HSDSCH_physical_layer_category_ext3  OPTIONAL,



h_RNTI





H_RNTI,



dlHSPDSCHInformation

DL_HSPDSCH_Information_r9,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



ss_DTX_Info




DRX_Info
OPTIONAL,



hs_scch_LessInfo


HS_SCCH_LessInfo_r7

OPTIONAL,



mimo_Parameters



MIMO_Parameters_r9

OPTIONAL,



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


common_HS_PDSCH_Info
SEQUENCE
{



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext,


commonOrDedicated_H_RNTI
H_RNTI





OPTIONAL,



bcchSpecific_H_RNTI


H_RNTI,



hs_scch_SystemInfo


HS_SCCH_SystemInfo,



hs_dsch_PagingSystemInformation
HS_DSCH_PagingSystemInformation
OPTIONAL,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE,



ss_HS_DSCH_DtxCellFach

HS_DSCH_DrxCellfach_info OPTIONAL


},


spare2
SEQUENCE
{},


spare3
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	SS_E_DPCH_Info_r6OrLater

	Comment
	Rel-6 or later.

If there is an UL-DPCH configured in the cell the E-DPCH shall use the same scramblingCodeType and scramblingCode as the UL-DPCH.

Presence of ul_16QAM_Settings enables usage of 16QAM in UL. With 16QAM configured the value of "E-TFCI table index" is increased by 2, and indices in the SG-Table refer to Scheduling Grant Table 2 in 3GPP TS 25.321 [17].

The IEs "edch_PhysicalLayerCategory" , "edch_PhysicalLayerCategory_extension" and "edch_PhysicalLayerCategory_extension2" are mutually exclusive. One of the IE shall be present in the SS configuration. The IE "edch_PhysicalLayerCategory_extension" is present only for UE categories greater than or equal to 7. 

"edch_PhysicalLayerCategory_extension2" is present when Dual Cell E-DCH operation is configured.

	Type Definition

	CHOICE
{


r6
SEQUENCE {



e_DPCCH_Info




E_DPCCH_Info,



e_DPDCH_Info




E_DPDCH_Info,



scramblingCodeType



ScramblingCodeType OPTIONAL,



scramblingCode




UL_ScramblingCode OPTIONAL,



tti







E_DCH_TTI OPTIONAL,


edch_PhysicalLayerCategory

INTEGER (1..16)



},


r7
SEQUENCE
{



e_DPCCH_Info



E_DPCCH_Info_r7,



e_DPDCH_Info



E_DPDCH_Info_r7,



scramblingCodeType


ScramblingCodeType
OPTIONAL,



scramblingCode



UL_ScramblingCode
OPTIONAL,



tti






E_DCH_TTI


OPTIONAL,



edch_PhysicalLayerCategory
INTEGER (1..16)

OPTIONAL,



edch_PhysicalLayerCategory_extension
INTEGER (7)
OPTIONAL,



ul_16QAM_Settings


UL_16QAM_Settings
OPTIONAL



},

r8
SEQUENCE
{



e_DPCCH_Info



E_DPCCH_Info_r7,



e_DPDCH_Info



E_DPDCH_Info_r8,



scramblingCodeType


ScramblingCodeType
OPTIONAL,



scramblingCode



UL_ScramblingCode
OPTIONAL,



tti






E_DCH_TTI


OPTIONAL,



edch_PhysicalLayerCategory
INTEGER (1..16)

OPTIONAL,



edch_PhysicalLayerCategory_extension
INTEGER (7)
OPTIONAL,



ul_16QAM_Settings


UL_16QAM_Settings

OPTIONAL,



s_offset




INTEGER (0..9)
OPTIONAL -– Used for enhFACH UL


},

r9
SEQUENCE
{



e_DPCCH_Info



E_DPCCH_Info_r7,



e_DPDCH_Info



E_DPDCH_Info_r8,



scramblingCodeType


ScramblingCodeType
OPTIONAL,



scramblingCode



UL_ScramblingCode
OPTIONAL,



tti






E_DCH_TTI


OPTIONAL,



edch_PhysicalLayerCategory
INTEGER (1..16)

OPTIONAL,



edch_PhysicalLayerCategory_extension
INTEGER (7)
OPTIONAL,



edch_PhysicalLayerCategory_extension2
INTEGER (8..9)
OPTIONAL,



ul_16QAM_Settings


UL_16QAM_Settings

OPTIONAL,



s_offset




INTEGER (0..9)
OPTIONAL -– Used for enhFACH UL



},

spare1
SEQUENCE
{},


spare2
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	SS_E_AGCH_Info

	Comment
	Rel-6 or later.

Presence of ss_DTX_Info indicates DL_DRX is enabled and SS shall transmit any requested AGCH only in occasions when UE will be listening.

	Type Definition

	CHOICE
{


r6
SEQUENCE {




e_AGCHInfo



E_AGCH_Information,




tti





E_DCH_TTI,



e_AGCH_PowerOffset

INTEGER (0..255)









-- Range and Step are FFS (25.433, 9.2.2.13If)









-- Offset relative to P-CPICH,




e_RNTI_Primary


E_RNTI OPTIONAL,



e_RNTI_Secondary

E_RNTI OPTIONAL,




ss_DTX_Info



DRX_Info
OPTIONAL
-- Rel-7 or later

},


r8

SEQUENCE {


-- Rel-8 or later




e_AGCHInfo



E_AGCH_Information_r8,




tti





E_DCH_TTI,



e_AGCH_PowerOffset

INTEGER (0..255),









-- Range and Step are FFS (25.433, 9.2.2.13If)









-- Offset relative to P-CPICH



e_RNTI_Primary


E_RNTI OPTIONAL,



e_RNTI_Secondary

E_RNTI OPTIONAL,




ss_DTX_Info



DRX_Info
OPTIONAL,



initialServingGrantValue
INTEGER (0..37)

},


spare1
SEQUENCE
{},


spare2
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	SS_E_HICH_Info

	Comment
	Rel-6 or later.
Only one of e_HICHInfo and e_HICHInfoCommonEDCH can be present.

	Type Definition

	SEQUENCE {



e_HICHInfo



E_HICH_Information 
OPTIONAL,


e_HICHInfoCommonEDCH
E_HICH_Information_CommonEdch
OPTIONAL,



-- Rel-8 or later


tti





E_DCH_TTI,


e_HICH_PowerOffset

INTEGER (0..255)








-- PowerOffset = -32 + offset * 0.25








-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB








-- (25.433, 9.2.2.13Id), offset relative to P-CPICH

}


	ASN.1 Type Definition

	Type Name
	SS_E_RGCH_Info

	Comment
	Rel-6 or later.

Presence of ss_DTX_Info indicates DL_DRX is enabled and SS shall transmit any requested RGCH only in occasions when UE is going to listen.
Only one of e_RGCHInfo and e_RHCHInfoCommonEDCH can be present.

	Type Definition

	SEQUENCE {



e_RGCHInfo



E_RGCH_Information 
OPTIONAL,


e_RHCHInfoCommonEDCH
E_RGCH_Information_CommonEdch
OPTIONAL,



-- Rel-8 or later


tti





E_DCH_TTI,


e_RGCH_PowerOffset

INTEGER (0..255),








-- Range Range:-32 .. +31.75 dB, Step: 0.25 dB







-- Offset relative to P-CPICH



ss_DTX_Info



DRX_Info
OPTIONAL
-- Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	RL_Information

	Comment
	The range for powerOffsetOfTPC_PO2 and powerOffsetOfTFCI_PO1 and powerOffsetOfPILOT_PO3 is 0 dB to 6 dB, 0,25 dB per step.

The IE cfnTgtSfnFrameOffset is applied when adding another RL or moving the UE to another cell in DCH state in the timing-maintained hard handover or in the softhandover. The cfnTgtSfnFrameOffset is defined as being the time difference between the CFN and the SFN of the cell in which the RL is to be added. 

The use of cfnTgtSfnFrameOffset and DOFF (Default DPCH Offset Value) is mutually exclusive. The IE cfnTgtSfnFrameOffset is omitted when configuring the 1st RL, or configuring the RL in the timing re-initialized hard handover where the required synchronization information is provided in defaultDPCH_offsetValue in DL_CommonInformation.

In addition, TmTgt value is provided to dpch_FrameOffset in DL_DPCH_InfoPerRL_r5 or DL_DPCH_InfoPerRL_r6 as CFNchipOffset_Tgt. TmTgt can be observed by the UE, or calculated by the TTCN. If it is calculated,

TmTgt = (DOFF*512 + 38400 + TCell_Ref - TCell_Tgt) Mod 38400.

dl_FDPCH_ShoConfig set to TRUE, indicates that F-DPCH is configured in softHO.

	Type Definition

	SEQUENCE {



powerOffsetOfTFCI_PO1


INTEGER (0..24),



powerOffsetOfTPC_PO2


INTEGER (0..24),



powerOffsetOfPILOT_PO3


INTEGER (0..24),



dl_TxPower





DL_TxPower,



dl_TxPowerMax




DL_TxPower,



dl_TxPowerMin




DL_TxPower,



cfnTgtSfnFrameOffset


CfnTgtSfnFrameOffset
OPTIONAL,



dl_FDPCH_ShoConfig



BOOLEAN DEFAULT FALSE –- Rel-6 or later
}


	ASN.1 Type Definition

	Type Name
	CfnTgtSfnFrameOffset

	Comment
	1.
The observedValue is provided if the UE reads SFN when measuring "Cell synchronization information" and sends it to the SS in MEASUREMENT REPORT message. The OFF value in IE COUNT-C-SFN frame difference is applied to the observedValue.

2.
If the synchronization between the target cell and the reference cell is calculated the calculatedAbsoluteValue is applied. Depending upon how to interpret SfnOffset two valid calculations exist.

2.1
If SfnOffset is interpreted as the frames lagging behind:


calculated_sfnLagging = (((4096 * 38400) + SfnOffset_Ref * 38400 +TCell_Ref + DOFF*512 - (SfnOffset_Tgt * 38400 + TCell_Tgt)) mod (256 * 38400)) / 38400

2.2
If SfnOffset is interpreted as the frames in advance:


calculated_sfnInAdvance = (((4096 + SfnOffset_Tgt - SfnOffset_Ref) * 38400 +TCell_Ref + DOFF*512 - TCell_Tgt) mod (256 * 38400)) / 38400

The formula can be further simplified in the default condition if SfnOffset_Ref and TCell_Ref are equal to 0:

calculated_sfnLagging = (((4096 * 38400) + DOFF*512 - (SfnOffset_Tgt * 38400 + TCell_Tgt)) mod (256 * 38400)) / 38400

calculated_sfnInAdvance = ((DOFF*512 + SfnOffset_Tgt * 38400 - TCell_Tgt) Mod (256 * 38400)) / 38400

calculated_sfnInAdvance = (calculated_sfnLagging + 2* SfnOffset_Tgt) mod 256

calculated_sfnLagging = (calculated_sfnInAdvance + (4096 - SfnOffset_Tgt) * 2) mod 256

The TTCN provides calculated_sfnLagging.

	Type Definition

	SEQUENCE {



referenceCellId



INTEGER(0..63),



cfnFrameOffset



CHOICE {




observed



INTEGER (0..255),




calculated



INTEGER (0..255) }
}


	ASN.1 Type Definition

	Type Name
	SS_MBMS_MICHConfigurationInfo_r6

	Comment
	Rel-6 or later.

	Type Definition

	SEQUENCE
{


michinfo



MBMS_MICHConfigurationInfo_r6,


sccpchId_associated

INTEGER (0..31)
}


	Type Name
	E_AI_InfoType

	Comment
	defaultE_DCH_ResourceIndex is the index (range 0 to 31) in SIB5/5bis of the E‑DCH resource to be used by SS when providing the resource configuration index to UE in the E-AI indication. 
defaultE_DCH_ResourceIndex = -1 indicates that any E-DCH resource index is used as appropriate and as indicated by UE in the access preamble.

The totalNumberE_DCH is the total number of E-DCH resources configured in SIB5/5bis.

	Type Definition

	SEQUENCE
{


defaultE_DCH_ResourceIndex
INTEGER (-1..31),



totalNumberE_DCH


INTEGER (1..32)
}


<End of modified section>

< Start of modified section >
7.3.2.2.15
CMAC_BMC_Scheduling
	ASN.1 ASP Type Definition

	Type Name
	CMAC_BMC_Scheduling_CNF

	PCO Type
	CSAP

	Comment
	To confirm the BMC scheduling.

	Type Definition

	SEQUENCE
{


cellId





INTEGER(0..63),


routingInfo




RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_BMC_Scheduling_REQ

	PCO Type
	CSAP

	Comment
	Send the BMC scheduling information to the MAC.

	Type Definition

	SEQUENCE     {


cellId





INTEGER(0..63),


routingInfo




RoutingInfo,


ratType





RatType,


schedulingInfo



BMC_SchedulingInfo

}


	ASN.1 Type Definition

	Type Name
	BMC_SchedulingInfo

	Comment
	

	Type Definition

	SEQUENCE
{


level1Info




BMC_SchedulingLevel1Info,


level2Info




BMC_SchedulingLevel2Info
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	BMC_SchedulingLevel2Info

	Comment
	ctchBsIndexList contains a CTCH BS index offset value for each BMC PDU transmitted, the offset is relative to the previous BMC PDU transmitted. The offset for the first BMC PDU is set to 0.

	Type Definition

	SEQUENCE
{


ctchBsIndexList



SEQUENCE (SIZE(1..256)) OF INTEGER (0..255),


drxSelectionBitmap


OCTET STRING
}


	ASN.1 Type Definition

	Type Name
	BMC_SchedulingLevel1Info

	Comment
	0 ( K ( N-1 (3GPP TS 25.331 [21], subclause 8.5.16)

	Type Definition

	SEQUENCE
{


ctchAllocationPeriod

INTEGER (1..256),

-- N


cbsFrameOffset



INTEGER (0..255)

-- K

}


< End of modified section >

<Start of modified section>
7.3.2.2.17k
CMAC_MACi_Config (Rel-8 or later)

	ASN.1 ASP Type Definition

	Type Name
	CMAC_MACi_Config_CNF

	PCO Type
	CSAP

	Comment
	Confirm a previous CMAC_MACi_Config_REQ being successful.

	Type Definition

	SEQUENCE {



nodeB_Id


INTEGER(0..63)
}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MACi_Config_REQ

	PCO Type
	CSAP

	Comment
	

	Type Definition

	SEQUENCE
{


nodeB_Id


INTEGER(0..63),

configMessage

CHOICE
{







setup

MACiConfig,







reconfig
MACiConfig,







reset

NULL,







release

SS_ActivationTime







}

}


	ASN.1 Type Definition

	Type Name
	MACiConfig

	Comment
	If the macHeaderManipulation field is 'NormalMacHeader' in lCH_Mappinglist, then data received on the E-DCH (MAC_i PDU) shall have it's MAC header inspected to de-multiplex and to determine the appropriate routing, and the MACis PDU shall be passed to the MAC_is together with the relevant LCH_ID, length, F, CFN and subframe number.

If the macHeaderManipulation field field is 'OmitMacHeader', then data received on the E-DCH (MAC-i PDU) shall have it's MAC header inspected to de-multiplex and to determine the appropriate routing, then the MAC-i layer shall deliver the MAC-is PDU, SI and the related  CFN, subframe number to the MAC-is entity.

connectedToMAC_is field is used to provide the possibility that the E‑DCH‑MACdFlows from only one MAC-i entity are connected to the MAC_is entity in the inter node B soft handover test cases. When MAC-i is configured in enhanced FACH UL using commonMac_i_r8, the MAC-i entity is always connected to MAC-is.
The IEs lCH_Mappinglist and e_DCHMacdFlows can be OMITted when changing the serving cell MAC-i without modification of MAC-i configurations. It will be applied in EDCH SHO.

ss_DRX_MAC_Info  presence indicates  UL DRX shall be applied.

	Type Definition

	CHOICE
{


mAC_i_r8
SEQUENCE {


-- Rel-8 or later



activationTime

SS_ActivationTime,



lCH_Mappinglist

LCH_MappingList

OPTIONAL,



e_DCHMacdFlows

E_DCHMACdFlows

OPTIONAL,



connectedToMAC_is
BOOLEAN DEFAULT TRUE, 








–- can be set to FALSE in inter nodeB SHO



ss_DRX_MAC_Info

SS_DRX_MAC_Info

OPTIONAL


},

commonMac_i_r8
SEQUENCE
{



activationTime

SS_ActivationTime,



lCH_Mappinglist

LCH_MappingList



OPTIONAL,



e_DCHMacdFlows

CommonE_DCHMACdFlows

OPTIONAL,


additional_E_DCH_TransmitBackoff
INTEGER (0..15),



max_CCCH_ResourceAllocation


ENUMERATED { 












tti8, tti12, tti16, tti20, tti24, tti32,












tti40, tti80 },



max_PeriodForCollisionResolution
INTEGER (8..24)

},

spare1 NULL 

}


<End of modified section>
< Start of modified section>
7.3.4.3.1.3
ASPs for data transmission and reception through GERAN LLC

	ASP Name
	G_LLC_UNITDATA_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send L3 PDU to the UE/MS in LLC unconfirmed transmission.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI
	TLLI
	

	sAPI
	SAPI
	

	protectMode
	BITSTRING[1]
	0 -- unprotected;

1 -- protected

	cipherMode 
	BITSTRING[1]
	0 -sent without   encryption;

1 -sent with encryption 

	msg 
	PDU 
	L3 PDU

	Detailed Comments
	3GPP TS 04.64 or 3GPP TS 44.064 [33], clause 8.4.1

After the ciphering function is started in the SS by G_CLLC_Assign_REQ, the SS shall encrypt the "msg" when cipherMode = '1', and the SS shall not encrypt the "msg" if cipherMode = '0'.


	Type Name
	LLMEId

	Type Definition
	INTEGER 

	Type Encoding
	

	Comments
	The identifier of the Logical Link Management Entity in SGSN


	ASP Name
	G_LLC_UNITDATA_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive a L3 PDU from the UE/MS in LLC unconfirmed transmission.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	msg 
	PDU 
	L3 PDU

	Detailed Comments
	3GPP TS 04.64 or 3GPP TS 44.064 [33], clause 8.4.2


	ASP Name
	G_LLC_XID_RES

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send to the UE/MS the negotiated XID parameters agreed by the SS.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	xID_Info
	XID_Info
	the negotiated XID parameters agreed by the SS

	Detailed Comments
	


	Type Name
	XID_Info

	Type Definition
	OCTETSTRING

	Type Encoding
	

	Comments
	Exchange Identification Information


	ASP Name
	G_LLC_XID_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive the XID requested by the UE/MS.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	xID_Info
	XID_Info
	the XID parameters requested by the UE/MS

	Detailed Comments
	


	ASP Name
	G_LLC_NULL

	PCO Type
	G_DSAP

	Comments
	Please refer to TS 36.523-3 [62], clause 6.4.2 for the definition. This ASP is not used in ATSs in TTCN2.


<End of modified section>

< Start of modified section>
8.3.68.2
Configuration of Cell_FACH_UL_PS (Rel-8 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.7.1 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RRC tests related in the states CELL_FACH. They need a minimum radio configuration for testing.

The configuration is applied to RRC signalling tests in the FACH state where a PS RAB is setup:

-
PS RAB on DTCH is mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH and CCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

The downlink configuration is same as in clause 8.3.62 Cell_FACH_enhDL_PS.
Table 8.3.68.2: Uplink configuration of Cell_FACH_UL_PS

	RB Identity
	tsc_RB25

(25)
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH

	LogCh Identity 
	Tsc_UL_DTCH1

(7)
	tsc_UL_CCCH5

(5)
	tsc_UL_DCCH1

(1)
	tsc_UL_DCCH2

(2)
	tsc_UL_DCCH3

(3)
	tsc_UL_DCCH4

(4)

	RLC mode
	AM
	TM
	UM
	AM
	AM
	AM

	TrCH Type
	E-DCH

	TrCH identity/ Mac-d Flow Id
	0
	7
	1

	PhyCh Type
	E-DPDCH

	PhyCH identity
	tsc_E_DPCH

(22)


8.3.68.3
Configuration of Cell_FACH_UL_TM_PS (Rel-8 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.7.1 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RRC tests related in the states CELL_FACH. They need a minimum radio configuration for testing.

The configuration is applied to RRC signalling tests in the FACH state where a PS RAB is setup:

-
PS RAB in TM on DTCH is mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH and CCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

Table 8.3.68.3: Uplink configuration of Cell_FACH_UL_TM_PS

	RB Identity
	tsc_RB_DTCH_E_DCH_MAC1 (-21)
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH

	LogCh Identity 
	tsc_UL_DTCH1 (7)
	tsc_UL_CCCH5

(5)
	tsc_UL_DCCH1

(1)
	tsc_UL_DCCH2

(2)
	tsc_UL_DCCH3

(3)
	tsc_UL_DCCH4

(4)

	RLC mode
	TM
	TM
	UM
	AM
	AM
	AM

	TrCH Type
	E-DCH

	TrCH identity/ Mac-d Flow Id
	0
	7
	1

	PhyCh Type
	E-DPDCH

	PhyCH identity
	tsc_E_DPCH

(22)


Table 8.3.68.3: Downlink configuration of Cell_FACH_UL_TM_PS

	RB Identity
	tsc_RB_DTCH_E_DCH_MAC1 (-21)
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH

(-3)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH2

(2)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH6

(6)

	RLC mode
	TM
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	8
	1
	2
	3
	4
	5
	1

	TrCH Type
	HS-DSCH
	HS-DSCH
	HS-DSCH
	HS-DSCH

	TrCH identity / Mac-d Flow Id
	2
	0
	1
	NA

	PhyCh Type
	PDSCH



	PhyCH identity
	tsc_HSPDSCH

(18)


<End of modified section>

<Start of modified section>
8.8
AT commands

Table 8.8 shows a list of AT commands. By using these commands the ATSs communicate with the SS for an automatic execution. The column "ATS" indicates in which ATS the command is used.

Table 8.8: AT commands used in 3GPP ATSs

	Command
	Reference
	ATS

	+CGACT
	3GPP TS 27.007 [23]
	BMC, MAC, NAS, RAB, RLC, RRC, PDCP, SMS

	+CGATT
	3GPP TS 27.007 [23]
	BMC, MAC, NAS, RAB, RLC, RRC, PDCP, SMS

	+CGCMOD
	3GPP TS 27.007 [23]
	NAS

	+CGDCONT (Note)
	3GPP TS 27.007 [23]
	BMC, MAC, NAS, RAB, RLC, RRC, PDCP, SMS

	+CGDSCONT
	3GPP TS 27.007 [23]
	NAS

	+CGEQREQ
	3GPP TS 27.007 [23]
	BMC, MAC, NAS, RAB, RLC, RRC, PDCP, SMS

	+CLCC
	3GPP TS 27.007 [23]
	NAS

	H
	3GPP TS 27.007 [23]
	NAS, RAB, RRC, SMS

	+CBST
	3GPP TS 27.007 [23]
	NAS, RAB, RRC, SMS

	+CMOD
	3GPP TS 27.007 [23]
	NAS, RAB, RRC, SMS

	A
	3GPP TS 27.007 [23]
	NAS, RAB, RRC, SMS

	D
	3GPP TS 27.007 [23]
	BMC, MAC, NAS, RAB, RLC, RRC, PDCP, SMS

	+ CMGD
	3GPP TS 27.005 [22]
	SMS

	+ CMGF
	3GPP TS 27.005 [22]
	SMS

	+CMGW
	3GPP TS 27.005 [22]
	SMS

	+CMSS
	3GPP TS 27.005 [22]
	NAS, RAB, RRC, SMS

	+CPMS
	3GPP TS 27.005 [22]
	SMS

	+CSCA
	3GPP TS 27.005 [22]
	SMS

	+CSCS
	3GPP TS 27.005 [22]
	SMS

	+CSMS
	3GPP TS 27.005 [22]
	SMS

	+CVHU
	3GPP TS 27.005 [22]
	NAS, RAB, RRC, SMS, IR_U, IR_G

	+CHUP
	3GPP TS 27.005 [22]
	NAS, RAB, RRC, SMS, IR_U, IR_G

	Note:
The PDP Type in +CGDCONT is per default set to “IP” (IPv4).It can be changed to IPv6 in the specific TCs, for example, for SM NISPC in Rel-7. The setting IPv6 address will require IPv6 handling on the established RAB.


<End of modified section>

<Start of modified section>
B.1
Parameter values

B.1.1
BasicM test suite parameter declarations

The following parameters are common to all ATSs.

Table B.1.1: BasicM PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_AuthAMF
	Authentication Management Field (16 bits). The value shall be different from '1111 1111 1111 1111'B (AMFresynch).
	BITSTRING
	See note 2
	

	px_AuthK
	Authentication Key (128 bits)
	BITSTRING
	'01011110010010101011001101011000100100010011011101011101001010101110111010000001001011100110011111000011000010011010011000101001'B
	

	px_AuthN
	Value of n to initialize tcv_Auth_n (length of extended response) 

min 31, max 127 (3GPP TS 34.108 [3], clause 8.1.2)
	INTEGER
	127
	

	px_AuthRAND
	Random Challenge (128 bits)
	BITSTRING
	'01010101…01'B
	

	px_CipherAlg
	Cipher algorithm.
	B3
	Default value: (GEA/1) '001'B
	

	px_CipheringOnOff
	Security mode - TRUE if ciphering is applicable
	BOOLEAN
	TRUE
	

	px_CN_DomainTested
	CN domain to be tested. This parameter is used in test cases that handle both PS and CS domains.
	CN_DomainIdentity 
	ps_domain
	

	px_DL_MaxCC_TB_bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_DL_MaxCCTrCH
	Maximum number of Simultaneous CCTrCH for downlink 
	MaxSimultaneousCCTrCH_Count 
	8
	

	px_DL_MaxTB_bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_DL_MaxTF
	Maximum number of TF for downlink
	MaxNumberOfTF 
	tf1024
	

	px_DL_MaxTFS
	Maximum number of TFC in the TFCS for downlink
	MaxNumberOfTFC_DL
	tfc1024
	

	px_DL_MaxTrCHs
	Maximum number of simultaneous transport channels for downlink.
	MaxSimultaneousTransChsDL 
	e32
	

	px_DL_MaxTTI_TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval.
	MaxTransportBlocksDL 
	tb512
	

	px_FRESH
	Value for FRESH
	Fresh
	See note 1
	

	px_FDD_OperationBand
	Applicable for FDD
The operation band under test as defined in 34.108 clause 5.1.1.
	INTEGER
	1, see note 3
	 px_UARFCN_D_Mid, px_UARFCN_D_Low and px_UARFCN_D_High shall take the values according to the value of px_FDD_OperationBand.

	px_IMSI_Def
	Default IMSI value
	HEXSTRING
	'001010123456063'H
	

	
	
	
	
	

	px_JapanMCC
	Japan MCC to be used for Band VI
	HEXSTRING
	'442'H
	

	px_PriScrmCode
	Applicable for FDD
Primary scrambling code 
	PrimaryScramblingCode
	100
	

	px_MaxAM_EntityNumberRLC_Cap
	Maximum AM Entity Number for RLC.
	MaximumAM_EntityNumberRLC_Cap 
	am30
	

	px_MaxNoDPDCH_BitsTransmitted
	Part of UL_PhysChCapabilityFDD
	MaxNoDPDCH_BitsTransmitted
	b57600
	

	px_MaxNoDPCH_PDSCH_Codes
	Part of DL_PhysChCapabilityFDD. INTEGER (1..8).
	INTEGER 
	8
	

	px_MaxNoPhysChBitsReceived
	Part of DL_PhysChCapabilityFDD.
	MaxNoPhysChBitsReceived 
	b76800
	

	px_MaxRLC_WindowSize
	Maximum RLC window size.
	MaximumRLC_WindowSize 
	mws4095
	

	px_MS_ClsmkESIND
	default Early Sending Indication
	B1
	'0'B
	

	px_MS_ClsmkRevLvl
	default Revision Level
	B2
	'10'B
	

	px_PTMSI_Def
	default PTMSI
	OCTETSTRING
	'C2345678'O
	

	px_PTMSI_SigDef
	default PTMSI signature (3 octets, 3GPP TS 24.008 [9], clause 10.5.5.8).
	OCTETSTRING
	'AB1234'O
	

	px_RAT
	Applicable for FDD
This parameter is used to specify which radio access technology is being used for the current test execution.  Valid values: fdd and tdd
	RatType
	fdd
	

	px_RRC_CS_ServTested
	CS service to be tested for RRC test cases.
	RRC_ServTested 
	Speech
	

	px_RRC_PS_ServTested
	PS service to be tested for RRC test cases.
	RRC_ServTested 
	ps_Interactive
	

	px_SRNC_Id
	SRNC Id
	SRNC_Identity
	'0000 0000 0001'B
	

	px_SRNTI
	S RNTI
	S_RNTI
	'0000 0000 0000 0000 0001'B
	

	px_TCellA
	TCell value for cell A. Except for the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	256
	

	px_TCellB
	TCell value for cell B. Except for the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	512
	

	px_TCellC
	TCell value for cell C. Except  the  first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	1536
	

	px_TCellD
	TCell value for cell D. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	321
	

	px_TCellE
	TCell value for cell E. Except the  first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	833
	

	px_TCellF
	TCell value for cell F. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	6577
	

	px_TCellG
	TCell value for cell G. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	7253
	

	px_TCellH
	TCell value for cell H. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	4351
	

	px_TimerDequeuePCO
	Additional time for dequeueing PCO
	INTEGER
	5000 (ms)
	

	px_TMSI_Def
	Default TMSI
	OCTETSTRING
	'12345678'O
	

	px_TotalRLC_AM_BufferSize
	Total RLC AM buffer size for R99. The values are according to TotalRLC-AM-BufferSize defined in 3GPP TS 25.331.
	TotalRLC_AM_BufferSize 
	NA
	

	px_UARFCN_D_Mid
	Applicable for FDD
Mid Range downlink UARFCN value
	INTEGER
	10700
	

	px_UARFCN_D_Low
	Applicable for FDD
Low Range downlink UARFCN value
	INTEGER
	10563
	

	px_UARFCN_D_High
	Applicable for FDD
High Range downlink UARFCN value
	INTEGER
	10837
	

	px_UE_OpModeDef
	Default UE operation mode (either opModeA or opModeC). (For most UEs 

this corresponds class-A or class-C, and can not be changed by the user)
	UE_OperationMode
	opModeA
	

	px_UE_PositioningNetworkAssistedGPS_Sup
	UE positioning capability: supports the network assisted GPS
	NetworkAssistedGPS_Supported
	networkBased
	

	px_UE_PowerClass
	UE_PowerClass value.
	UE_PowerClass
	1
	

	px_UL_MaxCC_TB_bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_UL_MaxTB_bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_UL_MaxTF
	Maximum number of TF for uplink.
	MaxNumberOfTF 
	tf1024
	

	px_UL_MaxTFS
	Maximum number of TFC in the TFCS for uplink.
	MaxNumberOfTFC_DL
	tfc1024
	

	px_UL_MaxTrCHs
	Maximum number of simultaneous transport channels for uplink.
	MaxSimultaneousTransChsUL 
	e32
	

	px_UL_MaxTTI_TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time.
	MaxTransportBlocksUL 
	tb512
	

	px_UL_ScramblingCode
	Applicable for FDD
UL scrambling code value to be used by UE.
	UL_ScramblingCode
	0
	

	NOTE 1:
No default value can be proposed (Manufacturer defined value).

NOTE 2:
No default value can be proposed, because not enough information is available in 3GPP TS 34.109 [4], clause 8.1.2.

NOTE 3: 
This value shall be set in synchronization with the values that are being set for the 3 other pixits viz: px_UARFCN_D_High, px_UARFCN_D_Mid, px_UARFCN_D_Low


<End of modified section>

< Start of modified section >
B.1.14
HSD_ENH test suite parameters declarations

These parameters are used in the HSD_ENH ATS.

Table B.1.14: HSD_ENH PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	px_GERANIu_RadioAccessCapability
	MS GERAN Iu mode Radio Access Capability
	BITSTRING
	
	

	px_RAB_HS_Exec128_384Supp
	Execute UL 128 KBPS RAB HS test cases, when UE supports UL384
	BOOLEAN
	TRUE
	

	px_RAB_HS_Exec64_384Supp
	Set to TRUE if  384kbps is supported and if  tests on 64kbps shall be executed
	BOOLEAN
	TRUE
	

	px_RAB_HS_Exec64_128Supp
	Execute UL 64 KBPS RAB HS test cases, when UE supports UL128
	BOOLEAN
	TRUE
	

	px_CMAS_CB_Data01
	Contents of the first CMAS Cell Broadcast Message of 90 characters.
	IA5String
	"First CMAS message: CMAS Presidential Alert. ABCDEFGHIJKLMNOPQRSTUVWXYZ123456890abcdefghijklmnopqrst"
	

	px_CMAS_CB_Data02
	Contents of the second CMAS Cell Broadcast Message of 90 characters.
	IA5String
	"Second CMAS message: CMAS Imminent Threat Alert – Severity: Extreme, Urgency: Immediate. ABCDEFGHIJ”
	

	px_CMAS_CB_Data03
	Contents of the third CMAS Cell Broadcast Message of 90 characters.
	IA5String
	"Third CMAS message: CMAS Child Abduction Emergency. ABCDEFGHIJKLMNOPQRSTUVWXYZ123456890abcdefghijklm"
	


< End of modified section >
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