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F.4.4
Requirements for support of RRM

Table F.4.4: Derivation of Test Requirements (RRM tests)

	Test 
	Test Parameters in TS 25.133 [2]
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	<Unchanged skipped>.

	8.6.5.1 Correct reporting of neighbours in AWGN propagation condition
	During T0 to T5:

Cell 1 and Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

During T4 to T5:

RXLEV=-75 dBm
	During T0 to T5:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB

During T4 and T5:

+ 1 dB for RXLEV
	During T0 to T5:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

During T4 and T5

RXLEV + TT

	8.6.6.1 Correct reporting of E-UTRAN FDD neighbour in fading propagation condition
	UTRA cell during T1:

Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -13.00dB

E-UTRA cell during T1:

Noc: -100.00dBm/15kHz
Ês / Noc: -infinity dB
UTRA cell during T2:

Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -13.00dB

E-UTRA cell during T2:

Noc: -100.00dBm/15kHz
Ês / Noc: 16.00 dB
UTRA cell during T3:

Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -13.00dB

E-UTRA cell during T3:

Noc: -100.00dBm/15kHz
Ês / Noc: -4.00 dB
	UTRA cell during T1:

0dB
0dB
0dB

E-UTRA cell during T1:
-0.6dB

0dB

UTRA cell during T2:

0dB
0dB
0dB

E-UTRA cell during T2:
-0.6dB

0.6dB

UTRA cell during T3:

0dB
0dB
0dB

E-UTRA cell during T3:
-0.6dB

0.6dB
	UTRA cell during T1:

Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -13.00dB

E-UTRA cell during T1:

Noc: -100.60dBm/15kHz
Ês / Noc: -infinity dB
UTRA cell during T2:

Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -13.00dB

E-UTRA cell during T2:

Noc: -100.60dBm/15kHz
Ês / Noc: 16.6dB
UTRA cell during T3:

Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -13.00dB

E-UTRA cell during T3:

Noc: -100.60dBm/15kHz
Ês / Noc: -3.4dB

	8.6.6.2 Correct reporting of E-UTRAN TDD neighbour in fading propagation condition
	Same as 8.6.6.1
	Same as 8.6.6.1
	Same as 8.6.6.1

	8.7 Measurements Performance Requirements
	
	
	

	8.7.1 CPICH RSCP
	
	
	

	<Unchanged skipped>.
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