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1 Introduction

This contribution proposes the baseline text for 37.571-2 (Protocol conformance for UE positioning). It uses 36.571-2 v1.0.0 as baseline, and the additions from 34.123-1 v9.6.0 are shown with change bars. Changes to the text in 34.123-1 are shown in a different colour. These additional changes are only section numbers and cross-references, as well as table formatting. The proposed high level structure of 37.571-2 is as follows:

1. Scope
2. References
3. Definitions and Abbreviations 
4. Default Conditions for UTRAN
5. Default Conditions for E-UTRAN
6. Protocol Conformance Test Cases for UTRAN
6.1      Assisted-GPS Test Cases

6.2      Assisted-GNSS Test Cases

7. Protocol Conformance Test Cases for E-UTRAN

7.1     NAS Protocol Procedures

7.2      LCS Procedures

7.3      LPP Procedures

7.4      CS Fallback

A mapping table of clause numbers in 34.123-1 to the new clauses in 37.571-2 is attached. As agreed in [1], once 37.571-2 is under change control, pointers to the new clauses in 37.571-2 will be added to 34.123-1 and the actual prose text will be removed from 34.123-1.
2 Proposal

It is proposed to use the attached version 1.0.0 as baseline text for TS 37.571-2. 
Further, it is proposed to present TS 37.571-2 as v2.0.0 at the next RAN plenary (RAN#54, December 2011) for approval, including any additional agreed text proposals at this RAN5 Meeting #53. 
References

[1]
R5-113239
“Creating a single set of test specifications for positioning”. RAN5#52, August 2011.

Annex: Mapping of clause numbers

37.571-2
34.123-1

17.2


Location Services

17.2.1

Default conditions during LCS tests

4.1

17.2.1.1


Default system information

4.2

17.2.1.2


Simulated A-GPS and A-GNSS environment

4.2.1

17.2.1.2.1



A-GNSS sub-test cases

4.3

17.2.1.3


A-GPS assistance data sets

4.3.1

17.2.1.3.1



Adequate assistance data for UE-based A-GPS

4.3.2

17.2.1.3.2



Inadequate assistance data for UE-based A-GPS

4.3.3
17.2.1.3.3



Adequate assistance data for UE-assisted A-GPS

4.3.4

17.2.1.3.4



Inadequate assistance data for UE-assisted A-GPS

4.3.5

17.2.1.3.5



Response to assistance data requests from UE

4.4

17.2.1.4


A-GNSS assistance data sets

4.4.1

17.2.1.4.1



Adequate assistance data for UE-based A-GNSS

4.4.1.1
17.2.1.4.1.1




Sub-Test 1

4.4.1.2

17.2.1.4.1.2




Sub-Test 2

4.4.1.3

17.2.1.4.1.3




Sub-Test 3

4.4.1.4

17.2.1.4.1.4




Sub-Test 4

4.4.2

17.2.1.4.2



Inadequate assistance data for UE-based A-GNSS

4.4.3

17.2.1.4.3



Adequate assistance data for UE-assisted A-GNSS

4.4.3.1

17.2.1.4.3.1




Sub-Test 1

4.4.3.2

17.2.1.4.3.2




Sub-Test 2

4.4.3.3

17.2.1.4.3.3




Sub-Test 3

4.4.3.4
17.2.1.4.3.4




Sub-Test 4

4.4.4

17.2.1.4.4



Inadequate assistance data for UE-assisted A-GNSS

4.4.5

17.2.1.4.5



Response to assistance data requests from UE

6.1.1

17.2.2

Assisted GPS Network Induced Tests
6.1.1.1

17.2.2.1


LCS Network Induced location request/ UE-Based GPS/ Emergency
 





Call / with USIM

6.1.1.2

17.2.2.2


LCS Network Induced location request/ UE-Based GPS/ Emergency 







Call / without USIM

6.1.1.3

17.2.2.3


LCS Network induced location request/ UE-Assisted GPS/ 







Emergency call/ With USIM

6.1.1.4

17.2.2.4


LCS Network induced location request/ UE-Assisted GPS/ 







Emergency call/ Without USIM

6.1.2

17.2.3

Assisted GPS Mobile Originated Tests
--- 

17.2.3.1


Void

6.1.2.1

17.2.3.2


LCS Mobile originated location request/ UE-Based GPS/ Position 







estimate request/ Success

6.1.2.2

17.2.3.3


LCS Mobile originated location request/ UE-Based or UE-Assisted 







GPS/Assistance data request/ Success

6.1.2.3

17.2.3.4


LCS Mobile originated location request/ UE-Assisted GPS/ Position
 





Estimate/ Success

---

17.2.3.5


Void

6.1.2.4

17.2.3.6


LCS Mobile originated location request/ UE-Based GPS/ Transfer to
 





third party/ Success

6.1.2.5

17.2.3.7


LCS Mobile originated location request/ UE-Assisted GPS/ Transfer
 





to third party/ Success

6.1.2.6

17.2.3.8


LCS Mobile originated location request/ UE-Based or UE-Assisted
 





GPS/ Assistance data request/ Failure

6.1.2.7

17.2.3.9


LCS Mobile originated location request/ UE-Based GPS/ Position
 





estimate request/ Failure

6.1.3

17.2.4

Assisted GPS Mobile Terminated Tests
6.1.3.1

17.2.4.1


LCS Mobile terminated location request/ UE-Based GPS

6.1.3.2

17.2.4.2


LCS Mobile-terminated location request/UE-Based GPS/ Request
 





for additional assistance data/ Success

6.1.3.3

17.2.4.3


LCS Mobile-terminated location request/UE-Based GPS/ Failure –
 





Not Enough Satellites

6.1.3.4

17.2.4.4


LCS Mobile terminated location request/ UE-Assisted GPS/ Success

6.1.3.5

17.2.4.5


LCS Mobile terminated location request/ UE-Assisted GPS/ Request
 





for additional assistance data/ Success

6.1.3.6

17.2.4.6


LCS Mobile terminated location request/ UE-Based GPS/ Privacy
 





Verification/ Location Allowed if No Response

6.1.3.7

17.2.4.7


LCS Mobile terminated location request/ UE-Based GPS/ Privacy
 





Verification/ Location Not Allowed if No Response

6.1.3.8

17.2.4.8


LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy
 





Verification/ Location Allowed if No Response

6.1.3.9

17.2.4.9


LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy
 





Verification/ Location Not Allowed if No Response

6.1.3.10

17.2.4.10

LCS Mobile terminated location request/ UE-Based or UE-Assisted
 





GPS/ Configuration Incomplete

6.2.1

17.2.5

Assisted GNSS Network Induced Tests

6.2.1.1

17.2.5.1


NI-LR Emergency Call: UE-Based A-GNSS

6.2.1.2

17.2.5.2


NI-LR Emergency call: UE-Assisted A-GNSS

6.2.2

17.2.6

Assisted GNSS Mobile Originated Tests

6.2.2.1

17.2.6.1


MO-LR Position Estimate: UE-Based A-GNSS

6.2.2.2

17.2.6.2


MO-LR Position Estimate: UE-Assisted A-GNSS

6.2.2.3

17.2.6.3


MO-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough
 





Satellites

6.2.2.4

17.2.6.4


MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - 
 





Success 

6.2.2.5

17.2.6.5


MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS -
 





Failure

6.2.3

17.2.7

Assisted GNSS Mobile Terminated Tests
6.2.3.1

17.2.7.1


MT-LR: UE-based or UE-Assisted A-GNSS – Request for additional
 





assistance data/ Success

6.2.3.2

17.2.7.2


MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough
 




Satellites

6.2.3.3

17.2.7.3


Location Notification

6.2.3.4
17.2.7.4


Privacy Verification - Location Allowed if No Response

6.2.3.5
17.2.7.5


Privacy Verification - Location Not Allowed if No Response

