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1
Introduction

This contribution proposes various small corrections to the 37.571-2 baseline text. The attached text proposal uses the 37.571-2 version included in tdoc R5-115249 as baseline:

1. Number of satellites for the default conditions in A-GNSS Sub-Test 1 is corrected;

2. Various corrections for TC 7.3.3.1:

a. Allignment of conformance requirements with latest version of LPP.

b. Clarification of the pre-test conditions for the various sub-tests;

c. Completion of LPP Provide Assistance Data and Provide Location Information message content tables.

3. Removal of LPP Positioning Error test cases (as agreed in the work plan R5-113043).
4. Correction of tdoc number in change history table (Annex A).
Note: 
As agreed in [1], this text proposal is only proposed for 37.571-2 (and not for 36.571-2 and 34.123-1), to avoid parallel maintenance of both the “old” and the “new” specifications.  

2
Proposal

It is proposed to include the attached text proposal in the next version of the TS 37.571-2 baseline text. 

References

[1]
R5-113239
“Creating a single set of test specifications for positioning”. RAN5#52, August 2011.

4.4.1
Adequate assistance data for UE-based A-GNSS

For UE-based GNSS test cases requiring adequate assistance data, the IE “UE positioning GANSS assistance data” is spread across one or more (dependent on the sub-test) separate MEASUREMENT CONTROL messages, and set as follows:

4.4.1.1
Sub-Test 1

First MEASUREMENT CONTROL MESSAGE:

	Information Element
	Value/Remark
	

	UE positioning GPS assistance data
	Not present
	

	UE positioning GANSS assistance data
	
	

	- UE positioning GANSS reference time
	
	

	
- GANSS Day
	Set according to 4.2
	

	      - GANSS Day Cycle Number
	Set according to 4.2
	Rel-10 UE or later

	
- GANSS TOD
	Set according to 4.2
	

	
- GANSS TOD  Uncertainty
	Set according to 4.2
	

	
- GANSS Time ID
	2 (GLONASS)
	

	
- UTRAN GANSS reference time
	Not present
	

	
- TUTRAN-GANSS drift rate
	Not present
	

	- UE positioning GANSS reference UE position
	Set according to 4.2
	

	- UE positioning GANSS ionospheric model
	Not present
	

	- UE positioning GANSS additional ionospheric Model
	Not present
	

	- UE positioning GANSS Earth orientation Parameters
	Not present
	

	- GANSS Generic Assistance Data
	
	

	
- GANSS ID
	3 (GLONASS)
	

	
- UE positioning GANSS SBAS ID
	Not present
	

	
- GANSS Time Models
	Not present
	

	
- UE positioning DGANSS corrections
	Not present
	

	
- UE positioning GANSS navigation model
	Not present
	

	
- UE positioning GANSS additional navigation models
	Set according to 4.2
	

	

- Non-Broadcast Indication
	Not present
	

	

- Satellite information
	For satellites 1-6
	

	


- GANSS additional clock models
	Model-4
	

	


- GANSS additional orbit models
	Model-4
	

	
- UE positioning GANSS real-time integrity
	Not present
	

	
- UE positioning GANSS data bit assistance
	Not present
	

	
- UE positioning GANSS reference measurement
        information
	Not present
	

	
- UE positioning GANSS almanac
	Not present
	

	
- UE positioning GANSS UTC model
	Not present
	

	
- UE positioning GANSS additional UTC models
	Not present
	

	
- UE positioning GANSS auxiliary information
	Set according to 4.2
	

	

- GANSS-ID-3
	
	

	


- Aux Info List
	For satellites 1-6
	


7.3.3
LPP Error Handling

7.3.3.1
LPP Requested Method not Supported – UE-Assisted
7.3.3.1.1
Test Purpose (TP)

 (1)

with { 
a UE supporting at least one of UE-assisted GNSS, UE-assisted OTDOA, or UE-assisted ECID,
 

but not all of them }

and with { a NAS signalling connection for EPC-NI-LR session existing }

ensure that {
  when {
UE receives a LPP message requesting at least one location method not supported }
    then { the UE provides location information for the supported methods}
            }
7.3.3.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clauses 5.3.3 and 5.4.3. 

[TS 36.355, clause 5.3.3]

Upon receiving a RequestLocationInformation message, the target device shall:

1>
if the requested information is compatible with the target device capabilities and configuration:

[…]

1>
otherwise:

2>
if one or more positioning methods are included that the target device does not support:

3>
continue to process the message as if it contained only information for the supported positioning methods;

3>
handle the signaling content of the unsupported positioning methods by LPP error detection as in 5.4.3.

 [TS 36.355, clause 5.4.3]

Upon receiving any LPP message, the receiving entity shall attempt to decode the message and verify the presence of any errors and:

1>
if the message type is an LPP RequestAssistanceData or RequestLocationInformation and some or all of the requested information is not supported:

2>
return any information that can be provided in a normal response, which includes indications on other information that is not supported.

7.3.3.1.3
Test description

7.3.3.1.3.1
Pre-test conditions

System Simulator:

-
Subtests 1-4: Cell 1.

-
Subtest 5 and 7: Cells 1, 2 and 4, as specified in 5.2.2.
- 
Subtest 6: Cells 1, 2 and 4, as specified in 5.2.3.
-
Satellite signals (Subtests 1-4, 7): As specified in 5.2.1.
UE:

-


Preamble:

-
The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8].

Related PICS/PIXIT Statements:

-


7.3.3.1.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is identified by a sub-test case number as defined in Table 5.1-1.
Table 7.3.3.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sends a LPP message of type Provide Assistance Data.
	<--
	DLInformationTransfer

(LPP PROVIDE ASSISTANCE DATA)
	-
	-

	2
	The SS sends a LPP message of type Request Location Information including all specified positioning methods. 
	<--
	DLInformationTransfer

(LPP REQUEST LOCATION INFORMATION)
	-
	-

	3
	The UE sends a LPP message of type Provide Location Information including information for the supported method(s).
	-->
	ULInformationTransfer

(LPP PROVIDE LOCATION INFORMATION)
	1
	P

	3a
	IF

the UE LPP message at step 3 includes an acknowledgment request

THEN

SS sends a LPP Acknowledgement response.
	<--
	DLInformationTransfer

(LPP ACKNOWLEDGEMENT)


	-
	-


7.3.3.1.3.3
Specific message contents

Table 7.3.3.1.3.3-1: DLInformationTransfer (steps 1, 2 and 3a, Table 7.3.3.1.3.2-1)

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS  OCTET STRING
	Set according to Table 7.3.3.1.3.3-2
	DOWNLINK GENERIC NAS TRANSPORT
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.3.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1, 2 and 3a, Table 7.3.3.1.3.2‑1)

	Derivation Path: 24.301 Table 8.2.31.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	0010
	EPS session management messages
	

	Security header type
	0000
	Plain NAS message
	

	Downlink generic NAS transport message identity
	01101000
	Downlink generic NAS transport
	

	Generic message container type
	00000001
	LTE Positioning Protocol (LPP) message container
	

	Generic message container
	Step 1 :

Set according to Table 7.3.3.1.3.3-3
	LPP Provide Assistance Data
	

	
	Step 2 :

Set according to Table 7.3.3.1.3.3-4
	LPP Request Location Information
	

	
	Step 3a:

Set according to Table 7.3.3.1.3.3-8
	LPP Acknowledgement
	

	Additional information
	Present
	Routing Identifier/

Correlation ID
	


Table 7.3.3.1.3.3-3: LPP Provide Assistance data (step 1, Table 7.3.3.1.3.2-1)

	Derivation Path: Table 5.4-2

	Information Element
	Value/remark
	Comment
	Condition

	As defined in Table 5.4-2 with the following exceptions:

	transactionID SEQUENCE {
	
	
	

	     initiator
	locationServer
	
	

	     transactionNumber
	(0..255)
	
	

	}
	
	
	

	a-gnss-ProvideAssistanceData
	As defined in clause 5.4
	Present for all sub-tests
	

	otdoa-ProvideAssistanceData
	As defined in clause 5.4
	Present for all sub-tests
	


Table 7.3.3.1.3.3-4: LPP Request Location Information (step 2, Table 7.3.3.1.3.2-1)

	Derivation Path: Table 5.4-3

	Information Element
	Value/remark
	Comment
	Condition

	As defined in Table 5.4-3 with the following exceptions:

	locationInformationType
	locationMeasurementsRequired
	
	

	a-gnss-RequestLocationInformation
	As defined in Table 5.4-5
	Present for all sub-tests
	

	      gnss-ids
	bits 0 & 4 = 1
	
	

	otdoa-RequestLocationInformation
	As defined in Table 5.4-5
	Present for all sub-tests
	

	ecid-RequestLocationInformation
	As defined in Table 5.4-6
	Present for all sub-tests
	

	      requestedMeasurements
	bits 0, 1, 2 = 1
	
	


Table 7.3.3.1.3.3-5: ULInformationTransfer (step 3, Table 7.3.3.1.3.2-1)

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS  OCTET STRING
	Set according to Table 7.3.3.1.3.3-6
	UPLINK GENERIC NAS TRANSPORT
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.3.1.3.3-6: UPLINK GENERIC NAS TRANSPORT (step 3, Table 7.3.3.1.3.2-1)

	Derivation Path: 24.301 Table 8.2.32.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	0010
	EPS session management messages
	

	Security header type
	0000
	Plain NAS message
	

	Uplink generic NAS transport message identity
	01101001
	Uplink generic NAS transport
	

	Generic message container type
	00000001
	LTE Positioning Protocol (LPP) message container
	

	Generic message container
	Set according to Table

7.3.3.1.3.3-7
	LPP Provide Location Information
	

	Addional information
	present
	The UE includes the Routing Identifier received in the Additional Information IE of the DOWNLINK GENERIC NAS TRANSPORT message (step 2 Table 7.3.3.1.3.2-1)
	


Table 7.3.3.1.3.3-7: LPP Provide Location Information (step 3, Table 7.3.3.1.3.2-1)

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	      Initiator
	locationServer
	
	

	      transactionNumber
	(0..255)
	Contains the same value as the corresponding field in LPP Request Location Information message in step 2, Table 7.3.3.1.3.1-1
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	(0..255) 

	
	

	 acknowledgement SEQUENCE {
	present, or not present
	
	

	     ackRequested
	TRUE 
	
	

	     ackIndicator
	Not present
	
	

	 }
	
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	   c1 CHOICE {
	
	
	

	      provideLocationInformation SEQUENCE {
	
	
	

	          criticalExtensions CHOICE {
	
	
	

	               c1 CHOICE {
	
	
	

	                   provideLocationInformation-r9

                   SEQUENCE {
	
	
	

	                     commonIEsProvideLocationInformation
                     SEQUENCE {
	
	
	

	                          locationEstimate
	Not present
	
	

	                          velocityEstimate
	Not present
	
	

	                          locationError
	May be present
	
	

	                     }
	
	
	

	                     a-gnss-ProvideLocationInformation

                    
	Present if UE supports UE-assisted A-GNSS
	
	

	                     otdoa-ProvideLocationInformation
	Present if UE supports UE-assisted OTDOA
	
	

	                     ecid-ProvideLocationInformation
	Present if UE supports UE-assisted ECID
	
	

	                     epdu-ProvideLocationInformation
	Not present
	
	

	                   }
	
	
	

	               }
	
	
	

	        }
	
	
	

	     }
	
	
	

	 }
	
	
	

	}
	
	
	


Table 7.3.3.1.3.3-8: LPP Acknowledgement (step 3a, Table 7.3.3.1.3.2-1)

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	   transactionID 
	Not present
	
	

	   endTransaction
	TRUE
	
	

	   sequenceNumber
	Not present
	
	

	   acknowledgement SEQUENCE {
	
	
	

	       ackRequested
	FALSE
	
	

	       ackIndicator
	(0..255)
	Contains the same value of the sequenceNumber field in step 3, Table 7.3.3.1.3.2‑1.
	

	   }
	
	
	

	   lpp-MessageBody 
	Not present.
	
	

	}
	
	
	


7.3.4
LPP Positioning Procedures

7.3.4.1
E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE‑Based

7.3.4.2
E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE‑Assisted

7.3.4.3
E-SMLC Initiated Position Measurement without assistance data: UE‑Based

7.3.4.4
E-SMLC Initiated Position Measurement without assistance data: UE‑Assisted

7.3.5
LPP Abort

7.3.5.1
E-SMLC initiated Abort
7.3.5.1.1
Test Purpose (TP)

 (1)

with { a NAS signalling connection for EPC-NI-LR session existing }

ensure that {
  when {
UE receives a LPP Abort message carrying the transaction ID of an on-going procedure }

    then { UE aborts the on-going procedure }

            }

7.3.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clause 5.5.3. 

[TS 36.355, clause 5.5.3]

Upon receiving an Abort message, a device shall:

1>
abort any ongoing procedure associated with the transaction ID indicated in the message.

7.3.5.1.3
Test description

7.3.5.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1.

-
Satellite signals: Not present.
UE:

-


Preamble:

-
The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8].

Related PICS/PIXIT Statements:

-


7.3.5.1.3.2
Test procedure sequence

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined below: 

	Sub-Test Case Number
	Supported Positioning Methods

	1
	UE supporting GNSS with A-GPS only

	2
	UE supporting GNSS with A-GLONASS only

	3
	UE supporting GNSS with A-Galileo only

	4
	UE supporting GNSS with A-GPS and A-GLONASS only

	5
	UE supporting OTDOA

	6
	UE supporting ECID


Table 7.3.5.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sends a LPP message of type Request Location Information including a transaction ID.
	<--
	DLInformationTransfer

(LPP REQUEST LOCATION INFORMATION)
	-
	-

	2
	Immediately after step 2, the SS sends a LPP message of type Abort using the same transaction ID chosen in step 1.
	<--
	DLInformationTransfer

(LPP ABORT)
	-
	-

	3
	The SS waits for 10 seconds to ensure the UE does not send a LPP message of type Provide Location Information with the same transaction ID as in step 1.
	
	
	1
	P


7.3.5.1.3.3
Specific message contents

Table 7.3.5.1.3.3-1: DLInformationTransfer (steps 1 and 2, Table 7.3.5.1.3.2-1)

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS  OCTET STRING
	Set according to Table 7.3.5.1.3.3-2
	DOWNLINK GENERIC NAS TRANSPORT
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.5.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1 and 2, Table 7.3.5.1.3.2‑1)

	Derivation Path: 24.301 Table 8.2.31.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	0010
	EPS session management messages
	

	Security header type
	0000
	Plain NAS message
	

	Downlink generic NAS transport message identity
	01101000
	Downlink generic NAS transport
	

	Generic message container type
	00000001
	LTE Positioning Protocol (LPP) message container
	

	Generic message container
	Step 1:

Set according to Table 7.3.5.1.3.3-3
	LPP Request Location Information
	

	
	Step 2:

Set according to Table 7.3.5.1.3.3-4
	LPP Abort
	

	Additional information
	Present
	Routing Identifier/

Correlation ID
	


Table 7.3.5.1.3.3-3: LPP Request Locaton Information (step 1, Table 7.3.5.1.3.2-1)

	Derivation Path: Table 5.4-3

	Information Element
	Value/remark
	Comment
	Condition

	As defined in Table 5.4-3 with the following exceptions:

	transactionID SEQUENCE {
	
	
	

	    initiator
	locationServer
	
	

	    transactionNumber
	0
	
	

	}
	
	
	

	locationInformationType
	locationEstimateRequired


	In case of “UE-based” Location method supported by the UE
	

	
	locationMeasurementsRequired
	In case of “UE-assisted” Location method supported by the UE
	

	responseTime
	10
	
	


Table 7.3.5.1.3.3-4: LPP Abort (step 2, Table 7.3.5.1.3.2-1)

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	      initiator
	locationServer
	
	

	      transactionNumber
	0
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	Not present.
	
	

	 acknowledgement
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	   c1 CHOICE {
	
	
	

	      abort SEQUENCE {
	
	
	

	          criticalExtensions CHOICE {
	
	
	

	               c1 CHOICE {
	
	
	

	                   abort-r9 SEQUENCE {
	
	
	

	                       commonIEsAbort SEQUENCE {
	
	
	

	                          abortCause
	networkAbort
	
	

	                          }
	
	
	

	                       epdu-Abort
	Not present
	
	

	                       }
	
	
	

	                   }
	
	
	

	               }
	
	
	

	          }
	
	
	

	       }
	
	
	

	   }
	
	
	

	}
	
	
	




7.4
Circuit Switched (CS) Fallback

7.4.1
MO-LR Procedure
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