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<Start of modified section>
8.2.1.43
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of E-DCH transmission with enhanced TS0) (1.28 Mcps TDD)
8.2.1.43.1
Definition and applicability

All UEs which support 1.28Mcps TDD and HS-PDSCH and E-DCH and enhanced TS0.
8.2.1.43.2
Conformance requirement

Same conformance requirement as in clause 8.2.1.35.2

8.2.1.43.3
Test purpose

To confirm that the UE establishes a radio bearer mapped to HS-DSCH(include TS0) and E-DCH according to the received RADIO BEARER SETUP message. 

8.2.1.43.4
Method of test
Initial Condition

System Simulator: 1 cell, cell1 configures 3 carrier frequency, one is primary frequency, other are secondary frequencies. The frequency relation show as below: 
	Parameter
	Cell 1

	UTRA RF Channel Number1
	Ch. 1

	UTRA RF Channel Number2
	Ch. 2

	UTRA RF Channel Number3
	Ch.3


UE: PS_DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108.

Related ICS/IXIT statement(s)

-
UE supports TDD

-
UE supports HS-PDSCH

-
UE supports E-PUCH 
-
UE supports enhanced TS0
Test Procedure

The UE is in CELL_DCH state. Only signalling radio bearers have been established.

The test operator is prompted to make an out-going call. The SS transmits a RADIO BEARER SETUP message to the UE. This message requests the establishment of a radio bearer with RB mapping to HS-DSCH(TS0 Indicator is TRUE) and E-DCH. After the UE receives this message, it establishes a radio bearer and maps it to the HS-DSCH and E-DCH. Finally the UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER SETUP
	

	2
	(
	RADIO BEARER SETUP COMPLETE
	

	3
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER SETUP (Step 1)

Use the same message as specified for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH" in 34.108 with the following exceptions:

	Information Element
	Value/remark

	Downlink HS-PDSCH Information
	Not Present

	
- CHOICE mode
	TDD

	

- CHOICE TDD option
	1.28 Mcps

	


- TS0 Indicator
	TRUE

	Multi-frequency Info
	

	
- Second Frequency Info
	UTRA RF Channel Number2


8.2.1.43.5
Test requirements

After step 1, the UE shall transmit a RADIO BEARER SETUP COMPLETE message.

<End of modified section>
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