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<Start of modified section>
Table 1: Applicability of tests
	7.1.5.8
	MAC-hs transport block size selection (7.68Mcps TDD)
	Rel-7
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5.9
	MAC-hs data transmission with enhanced TS0
	Rel-9
	Cxx1
	UEs supporting 1.28Mcps TDD and HS-PDSCH and enhanced TS0
	

	7.1.5a.1
	MAC-ehs multiplexing / multiple logical channels on same queue
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.2
	MAC-ehs multiplexing / multiple logical channels on multiple queues
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.3
	MAC-ehs segmentation / UE handling of partial and full PDUs
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.4
	MAC-ehs reordering and stall avoidance
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.5.2
	MAC-ehs transport block size selection /QPSK and 16QAM
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	7.1.5a.5.3
	MAC-ehs transport block size selection / 64QAM
	Rel-7
	C588
	UEs supporting FDD and MAC-ehs and (FDD HS-DSCH category 13 or FDD HS-DSCH category 14 or FDD HS-DSCH category 17 or FDD HS-DSCH category 18) or FDD HS-DSCH category 19 or FDD HS-DSCH category 20
	1 Execution: PS

	7.1.5a.5.4
	MAC-ehs transport block size selection (1.28Mcps TDD)
	Rel-7
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	1 Execution: PS

	7.1.5a.6
	UE Identification on HS-PDSCH in CELL FACH
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	
	
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	7.1.5a.7
	HARQ retransmissions without ACK/NACK signalling in CELL_FACH
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	7.1.5a.8
	HARQ retransmissions without ACK/NACK signalling in CELL_FACH when Dedicated H-RNTI is not allocated
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	7.1.5a.9
	HARQ retransmissions with ACK/NACK signalling in CELL_FACH when Dedicated H-RNTI is allocated
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	7.1.5a.10
	MAC-ehs data transmission with enhanced TS0
	Rel-9
	Cxx2
	UEs supporting 1.28Mcps TDD and HS-PDSCH and MAC-ehs and enhanced TS0
	

	7.1.5b.1
	HARQ procedure for HS-SCCH less operation
	Rel-7
	C580
	UEs supporting FDD and HS-SCCH less operation
	1 Execution: PS


…
	8.2.1.42
	Radio Bearer Establishment for transition from CELL_FACH (Enhanced UL/DL) to CELL_DCH : Success (with ongoing  HS-DSCH reception and E-DCH transmission)
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS

	8.2.1.43
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of E-DCH transmission with enhanced TS0) (1.28 Mcps TDD)
	Rel-9
	Cxx1
	UEs supporting 1.28Mcps TDD and HS-PDSCH and enhanced TS0
	

	8.2.2.1
	RRC / Radio Bearer Reconfiguration (Hard Handover) from CELL_DCH to CELL_DCH: Success
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS


Table 1a: Applicability of tests Conditions

	C818
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.7/34 THEN R ELSE N/A

	Cxx1         IF A.1/3 AND A.18b/10 AND A.18b/25 THEN R ELSE N/A

	Cxx2         IF A.1/3 AND A.18b/10 AND A.18b/19 AND A.18b/25 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.

NOTE 3:
UE test loop mode 4,  is optional for Rel-7 UE. UE test loop mode 4 is optional for Rel-8 UE supporting E-UTRA. UE test loop mode 4 is mandatory for Rel-9 and later release UEs supporting network initiated secondary PDP context. (Reference: TS 34.109)


Table A.18b: TDD Layer 1 UE Radio Access Capabilities

	Item
	TDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	3
	Max.number of physical channels and TS per frame
	25.306, 4.5.5, 4.5.6
	R99
	
	Applicable for 3.84 Mcps and 7.68 Mcps

	4
	Max.number of downlink physical channels per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxPhysChPerSubFrame_DL
	Applicable for 1.28 Mcps only

	4a
	Max. number of downlink TS per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxTS_PerSubFrame_DL
	Applicable for 1.28 Mcps only

	4b
	Max. number of uplink TS per subframe
	25.306, 4.5.6
	Rel-4
	pc_MaxTS_PerSubFrame_UL
	Applicable for 1.28 Mcps only

	5
	Minimum downlink SF
	25.306, 4.5.5
	R99
	pc_MinimumSF_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	5a
	Minimum uplink SF
	25.306, 4.5.6
	R99
	pc_MinimumSF_UL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	6
	Support of PDSCH (Downlink)
	25.306, 4.5.5
	R99
	pc_SupportOfPDSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7
	Max.number of received physical channels per TS
	25.306, 4.5.5
	R99
	pc_MaxPhysChPerTS_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7a
	Max.number of transmitted physical channels per TS
	25.306, 4.5.6
	R99
	pc_MaxPhysChPerTS_UL
	Applicable for 3.84 Mcps and 1.28 Mcps

	8
	Support of 8PSK demodulation
	25.306, 4.5.5
	Rel-4
	pc_SupportOf8PSK_DL
	Applicable for 1.28 Mcps only

	8a
	Support of 8PSK modulation
	25.306, 4.5.6
	Rel-4
	pc_SupportOf8PSK_UL
	Applicable for 1.28 Mcps only

	9
	Support of PUSCH
	25.306, 4.5.6
	R99
	pc_SupportOfPUSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	10
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	11
	Support of MBMS p-t-m reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_PTM_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	12
	Support of MBMS MCCH reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_MCCH_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	13
	Support of MBMS service change for a ptp RB
	25.331, 10.2.16i
	Rel-6
	pc_MBMS_ServiceChangePTP_RB
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	14
	Support of E-PUCH
	25.306, 4.5.6
	Rel-7
	pc_HSUPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	15
	Support of TDD transmit and receive functions
	25.346, 7.2
	Rel-7
	pc_TDD_Tx_and_Rx
	Applicable for 3.84 Mcps and 7.68 Mcps

	16
	Support of TDD MBSFN receive only function
	25.346, 7.2
	Rel-7
	pc_TDD_MBSFN_Rx_only
	Applicable for 3.84 Mcps and 7.68 Mcps

	17
	Support of 16QAM in Uplink
	25.331, 10.3.3.25, 10.3.3.42oa

25.306, 5.1
	Rel-7
	pc_UL_16QAM
	

	18
	Support of 3.84 Mcps TDD IMB receiver function
	25.306
	Rel-8
	pc_IMB_MBSFN_Rx
	Applicable for 3.84 Mcps TDD IMB

	19
	Support for MAC-ehs
	25.306
	Rel-7
	pc_Mac_ehs
	

	20
	Support for MAC-i/is
	25.306
	Rel-8
	pc_Mac_iis
	

	21
	Support of SPS operation
	25.306, 4.5.5.2
	Rel-8
	pc_ SupportOf SPS
	Applicable for 1.28 Mcps only

	22
	Support of control channel DRX operation
	25.306, 4.5.5.2
	Rel-8
	pc_ SupportOf ControlChannelDRX
	Applicable for 1.28 Mcps only

	23
	Support of HS-PDSCH in CELL_FACH
	25.306, 4.5.5.2
	Rel-8
	pc_HS_FACH
	

	24
	Support of common E-DCH
	25.306, 4.5.6.2

25.331, 10.3.3.42 
	Rel-8
	pc_HS_RACH_EDCH
	

	25
	Support of enhanced TS0
	25.331, 10.3.3.42
	Rel-9
	pc_ SupportOf EnhancedTS0
	Applicable for 1.28 Mcps only


<End of modified section>
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