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5.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.3.4.3-1: Common Exception messages for E-UTRAN FDD - GSM handover
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1 

Table H.3.1-7

Table H.3.3-2

Table H.3.3-3


Table 5.2.3.4.3-2: SystemInformationBlockType7: Additional E-UTRAN FDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 5.2.3.4.3-3: MeasConfig-DEFAULT: Additional E-UTRAN FDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry 
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	    measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA Cell)
	

	    measObject CHOICE {
	
	
	

	      MeasObjectEUTRA
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	     }
	
	
	

	    }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	    measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(GERAN Cell)
	

	    measObject  CHOICE {
	
	
	

	      MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f2)
	GERAN Cell
	

	     }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {

	1 entry
	
	

	    reportConfigId
	idReportConfig-B1
	
	

	    reportConfig
	ReportConfigInterRAT-B1-GERAN
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	    measId
	1
	
	

	    measObjectId
	IdMeasObject-f2
	
	

	    reportConfigId
	idReportConfig-B1
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


Table 5.2.3.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	


Table 5.2.3.4.3-5: MeasResults: Additional E-UTRAN FDD - GSM handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 5.2.3.4.3-6: MeasResultListGERAN: Additional E-UTRAN FDD - GSM handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }
	
	
	

	  Cgi-Info SEQUENCE {
	
	
	

	   cellGlobalId
	CellGlobalIdGERAN
	
	

	   routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	
	

	    Rssi
	
	Set according to specific test 
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >
8.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.3.1.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7
Table H.3.1-9



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.1.4.3-2: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.3.1.4.3-3: MeasResults: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.1.4.3-4: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >
8.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.2.4.3-1: Common Exception messages for E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-7
Table H.3.1-9
Table H.3.7-1

Table H.3.7-2

Table H.3.7-3


Table 8.3.2.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirement
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.2.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventide CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.3.2.4.3-4: SchedulingRequest-Config-DEFAULT: Additional  E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.4.3-5: MeasResults: Additional  E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	    measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.2.4.3-6: MeasResultListEUTRA: Additional  E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	
	
	

	  physCellId
	PhysCellId
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.4.3-7: PRACH-Config-DEFAULT: Additional E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements
	Derivation Path: TS 36.508 [7] clause 7.3.2 Table 7.3.2-1

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	

	}
	
	
	


< Unchanged sections omitted >

8.3.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.4.4.3-1: Common Exception messages for E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7
Table H.3.1-9



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.4.4.3-2: ReportConfigEUTRA-A3: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.3.4.4.3-3: MeasResults: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServiCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.4.4.3-4: MeasResultListEUTRA: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	 
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult 
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.3.4.4.3-5: ReportConfigEUTRA-PERIODICAL: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step7)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms150
	
	

	  reportAmount 
	infinity
	
	

	si-RequestForHO-r9
	setup
	
	

	}
	
	
	


Table 8.3.4.4.3-6: MeasResultListEUTRA: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step9)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	cgi-Info SEQUENCE{
	
	
	

	cellGlobalId SEQUENCE{
	
	
	

	  plmn-Identity
	plmn-Identity
	
	

	  cellIdentity
	cellIdentity
	
	

	}
	
	
	

	trackingAreaCode
	
	
	

	plmn-IdentityList
	
	
	

	}
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    additionalSI-Info-r9 SEQUENCE{
	
	
	

	       csg-MemberStatus-r9

	
	Indicates whether or not the UE is a member of the CSG of the neighbour cell.
	

	       csg-Identity-r9
	
	identify a Closed Subscriber Group
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >
8.3.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.5.4.3-1: Common Exception messages for E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-7
Table H.3.1-9


Table 8.3.5.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.3.5.4.3-3: MAC-MainConfig-RBC: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.6-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	DRX_S

	    Release
	NULL
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	 
	sf1280 typical value in real network for real-time services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf1280
	
	


Table 8.3.5.4.3-4: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.6, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  …
	
	
	

	  schedulingRequestConfig 
	 SchedulingRequest-Config-DEFAULT
	
	 

	}
	
	
	


Table 8.3.5.4.3-5: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.5.4.3-6: ReportConfigEUTRA-A3: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12(-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.3.5.4.3-7: MeasResults: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step 6)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServiCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA
	
	

	   }
	
	
	

	}
	
	
	


Table 8.3.5.4.3-8: MeasResultListEUTRA: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	 
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult 
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.3.5.4.3-9: ReportConfigEUTRA-PERIODICAL: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step7)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms150
	
	

	  reportAmount 
	infinity
	
	

	si-RequestForHO-r9
	setup
	
	

	}
	
	
	


Table 8.3.5.4.3-10: MeasResultListEUTRA: Additional E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step9)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	cgi-Info SEQUENCE{
	
	
	

	cellGlobalId SEQUENCE{
	
	
	

	  plmn-Identity
	plmn-Identity
	
	

	  cellIdentity
	cellIdentity
	
	

	}
	
	
	

	trackingAreaCode
	
	
	

	plmn-IdentityList
	
	
	

	}
	
	
	

	  measResult SEQUENCE {
	
	
	

	    additionalSI-Info-r9 SEQUENCE{
	
	
	

	       csg-MemberStatus-r9
	
	Indicates whether or not the UE is a member of the CSG of the neighbour cell.
	

	       csg-Identity-r9
	
	identify a Closed Subscriber Group
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >
8.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.4.2.4.3-1: Common Exception messages for Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-7
Table H.3.1-9 

Table H.3.7-1
Table H.3.7-2
Table H.3.7-3


Table 8.4.2.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement

	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	 
	
	

	
	MeasConfig-DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-  HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.2.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.4.2.4.3-4: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	Channel-bandwidth-dependent parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.2.4.3-5: MeasResults: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	INTEGER(0..97)
	Set according to specific test
	

	     rsrqResult
	INTEGER(0..34)
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.4.2.4.3-6: MeasResultListEUTRA: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	INTEGER (0..503)
	

	  measResult   SEQUENCE {
	
	
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 8.4.2.4.3-7: PRACH-Config-DEFAULT: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: TS 36.508 [7] clause 7.3.2 Table 7.3.2-1

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	

	}
	
	
	


< Unchanged sections omitted >

8.4.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.4.3.4.3-1: Common Exception messages for E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used in test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-3

Table H.3.7-2

Table H.3.7-3


Table 8.4.3.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used in test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.3.4.3-3: MeasObjectEUTRA-GENERIC(f2): Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used test requirement

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC(Freq)

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq 
	Downlink EARFCN for frequency f2 defined in 36.508
	
	

	  allowedmeasBandwidth
	The number of the resource blocks for frequency f2 
	
	

	  presenceAntennaPort1
	FALSE
	
	

	  neighCellConfig
	'10'B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cells)
	
	

	  offsetFreq
	dB-14
	-14 dB is actual value in dB (Value dB-14 corresponds to -14 dB)
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 8.4.3.4.3-4: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used in test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventid CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	0 (0 dB)
	The actual value is IE value * 0.5 dB  IE Value INTEGER (-30.. 30)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	The  actual value is IE value * 0.5 dB
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.4.3.4.3-5: SchedulingRequest-Config-DEFAULT: Additional  E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used test requirement

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.4.3-6: MeaResults: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	    measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.4.3.4.3-7: MeasResultListEUTRA: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used test requirement

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	
	
	

	  physCellId
	PhysCellId
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.4.3-8: FilterCoefficient: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions with DRX when L3 filtering is used test requirement

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	filterCoefficient
	fc9
	
	


< Unchanged sections omitted >

8.4.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.4.4.4.3-1: Common Exception messages for E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7
Table H.3.1-9



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.4.4.3-2: ReportConfigEUTRA-A3: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.4.4.4.3-3: MeasResults: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA
	
	

	   }
	
	
	

	}
	
	
	


Table 8.4.4.4.3-4: MeasResultListEUTRA: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	 
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult 
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.4.4.4.3-5: ReportConfigEUTRA-PERIODICAL: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step7)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms150
	
	

	  reportAmount 
	infinity
	
	

	si-RequestForHO-r9
	setup
	
	

	}
	
	
	


Table 8.4.4.4.3-6: MeasResultListEUTRA: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step9)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	cgi-Info SEQUENCE{
	
	
	

	cellGlobalId SEQUENCE{
	
	
	

	  plmn-Identity
	plmn-Identity
	
	

	  cellIdentity
	cellIdentity
	
	

	}
	
	
	

	trackingAreaCode
	
	
	

	plmn-IdentityList
	
	
	

	}
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    additionalSI-Info-r9 SEQUENCE{
	
	
	

	       csg-MemberStatus-r9

	
	Indicates whether or not the UE is a member of the CSG of the neighbour cell.
	

	       csg-Identity-r9
	
	identify a Closed Subscriber Group
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

8.4.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.4.5.4.3-1: Common Exception messages for E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7
Table H.3.1-9


Table 8.4.5.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.4.5.4.3-3: MAC-MainConfig-RBC: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.6-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	DRX_S

	    Release
	NULL
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	 
	sf1280 typical value in real network for real-time services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf1280
	
	


Table 8.4.5.4.3-4: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.6, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  …
	
	
	

	  schedulingRequestConfig 
	 SchedulingRequest-Config-DEFAULT
	
	 

	}
	
	
	


Table 8.4.5.4.3-5: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.4.5.4.3-6: ReportConfigEUTRA-A3: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12(-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.4.5.4.3-7: MeasResults: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step 6)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServiCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA
	
	

	   }
	
	
	

	}
	
	
	


Table 8.4.5.4.3-8: MeasResultListEUTRA: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	 
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult 
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.4.5.4.3-9: ReportConfigEUTRA-PERIODICAL: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step7)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms150
	
	

	  reportAmount 
	infinity
	
	

	si-RequestForHO-r9
	setup
	
	

	}
	
	
	


Table 8.4.5.4.3-10: MeasResultListEUTRA: Additional E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX test requirement (step9)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	cgi-Info SEQUENCE{
	
	
	

	cellGlobalId SEQUENCE{
	
	
	

	  plmn-Identity
	plmn-Identity
	
	

	  cellIdentity
	cellIdentity
	
	

	}
	
	
	

	trackingAreaCode
	
	
	

	plmn-IdentityList
	
	
	

	}
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    additionalSI-Info-r9 SEQUENCE{
	
	
	

	       csg-MemberStatus-r9
	
	Indicates whether or not the UE is a member of the CSG of the neighbour cell.
	

	       csg-Identity-r9
	
	identify a Closed Subscriber Group
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

8.5.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.5.2.4.3-1: Common Exception messages for E-UTRAN FDD-UTRAN FDD cell search reporting for SON ANR in AWGN propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7


Table 8.5.2.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN FDD-UTRAN FDD cell search reporting for SON ANR in AWGN propagation conditions

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF  MeasObjectToAddMod
	2 entry 
	
	

	   MeasObjectToAddMod ::= SEQUENCE {
	
	
	

	    measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA Cell)
	

	    measObject  CHOICE {
	
	
	

	      MeasObjectEUTRA
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	    }
	
	
	

	   }
	
	
	

	   MeasObjectToAddMod ::= SEQUENCE {
	
	
	

	    measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(UTRA Cell)
	

	    measObject  CHOICE {
	
	
	

	      MeasObjectUTRA 
	MeasObjectUTRA-GENERIC(f2)
	UTRA Cell
	

	    }
	
	
	

	   }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF ReportConfigToAddMod
	1 entry
	
	

	  ReportConfigToAddMod ::= SEQUENCE {
	
	
	

	    reportConfigId
	idReportConfig
	
	

	    reportConfig  CHOICE {
	
	
	

	     reportConfigInterRAT
	ReportConfigInterRAT- SON-UTRA
	
	

	 }
	
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of  MeasIdToAddMod
	1 entry
	
	

	   MeasIdToAddMod ::= SEQUENCE {
	
	
	

	    measId
	1
	
	

	    measObjectId
	IdMeasObject-f2
	
	

	    reportConfigId
	idReportConfig
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


Table 8.5.2.4.3-3: ReportConfigInterRAT-SON-UTRA: Additional E-UTRAN FDD-UTRAN FDD cell search reporting for SON ANR in AWGN propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-SON-UTRA::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose ENUMERATED {
	reportStrongestCellsForSON
	
	

	         }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	1
	
	

	  }
	
	
	


Table 8.5.2.4.3-4: MeasResults: Additional E-UTRAN FDD-UTRAN FDD cell search reporting for SON ANR in AWGN propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.5.2.4.3-5: MeasResultListUTRA: Additional E-UTRAN FDD-UTRAN FDD cell search reporting for SON ANR in AWGN propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA
	
	
	

	MeasResultUTRA ::= SEQUENCE {
	
	
	

	  physCellId CHOICE {
	 
	
	

	    fdd
	PhysCellIdUTRA-FDD
	The primary scrambling code, as defined in TS 25.331
	

	  }
	
	 
	

	  measResult SEQUENCE {
	
	 
	

	         utra-EcN0
	
	Set according to specific test
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

8.5.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.5.3.4.3-1: Common Exception messages for E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-7

Table H.3.7-1

Table H.3.7-2

Table H.3.7-3


Table 8.5.3.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.5.3.4.3-3: MeasConfig-DEFAULT: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	   MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObject EUTRA
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	   MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f2)
	UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-UTRA
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	UTRAN

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


Table 8.5.3.4.3-4: ReportConfigInterRAT-B1-UTRA: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7B ReportConfigInterRAT-B1(EUTRA-Thres)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-UTRA(UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-ThresholdUTRA CHOICE {
	
	
	

	              utra-EcN0
	13 (-18 dB)
	-18 dB is actual EcNO value in dB ((13 - 49)/2 dB)
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    hysteresis
	0(0 dB)
	
	

	    }
	
	
	

	}
	
	
	

	}
	
	
	


Table 8.5.3.4.3-5: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.3.4.3-6: MeasResults: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.5.3.4.3-7: MeasResultListUTRA: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {
	
	
	

	    fdd
	250
	PhysCellIdUTRA-FDD
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	
	

	    utra-EcN0
	
	Set according to specific test
	

	   }
	
	
	

	  }
	
	
	


Table 8.5.3.4.3-8: PRACH-Config-DEFAULT: Additional E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause 7.3.2 Table 7.3.2-1

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	

	}
	
	
	


< Unchanged sections omitted >

8.10.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.10.1.4.3-1: Common Exception messages for E-UTRAN TDD-GSM event triggered reporting under fading propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7


Table 8.10.1.4.3-2: SystemInformationBlockType7: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.10.1.4.3-3: MeasConfig-DEFAULT: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(GERAN Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectGERAN
	MeasObjectGERAN-GENERIC(f2)
	GERAN Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-GERAN
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	GERAN

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


Table 8.10.1.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres) 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventIdeventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-ThresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    hysteresis
	0 (0dB)
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.1.4.3-5: MeasResults: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 8.10.1.4.3-6: MeasResultListGERAN: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  carrierFreq
	CarrierFreqGERAN
	
	

	  physCellId SEQUENCE {
	
	
	

	    networkColourCode
	
	BIT STRING(SIZE(3))
	

	    baseStationColourCode
	
	BIT STRING(SIZE(3))
	

	  }
	
	 
	

	  measResult SEQUENCE {
	
	 
	

	    rssi
	
	Set according to specific test
	

	 }
	
	
	

	}
	
	
	


Table 8.10.1.4.3-7: CarrierFreqGERAN: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqGERAN ::= SEQUENCE {
	
	
	

	  arfcn
	
	INTEGER (0..1023)
	

	  bandIndicator
	
	ENUMERATED {dcs1800, pcs1900}
	

	}
	
	
	


< Unchanged sections omitted >

8.10.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.10.2.4.3-1: Common Exception messages for E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-6

Table H.3.1-7

Table H.3.7-1

Table H.3.7-2

Table H.3.7-3


Table 8.10.2.4.3-2: SystemInformationBlockType7: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.10.2.4.3-3: PRACH-ConfigSIB-DEFAULT: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-7a PRACH-ConfigSIB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigInfo SEQUENCE {
	
	
	

	    prach-ConfigIndex
	4
	
	TDD

	  }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-4: RRCConnectionReconfiguration: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN

	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.10.2.4.3-5: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-ThresholdGERAN 
	30
	GERAN-Thres is actual value in dBm
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0
	The actual value is IE value * 0.5 dB
INTEGER(0..30)
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-6: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	Channel-bandwidth-dependent parameter 
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-7: MeasResults: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-8: MeasResultListGERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  carrierFreq
	CarrierFreqGERAN
	
	

	  physCellId SEQUENCE {
	
	
	

	    networkColourCode
	
	BIT STRING(SIZE(3))
	

	    baseStationColourCode
	
	BIT STRING(SIZE(3))
	

	  }
	
	 
	

	  measResult SEQUENCE {
	
	 
	

	    rssi
	
	Set according to specific test
	

	 }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-9: CarrierFreqGERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqGERAN ::= SEQUENCE {
	
	
	

	  arfcn
	
	INTEGER (0..1023)
	

	  bandIndicator
	
	ENUMERATED {dcs1800, pcs1900}
	

	}
	
	
	


< Unchanged sections omitted >

8.11.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.11.1.4.3-1: Common Exception messages

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-7


Table 8.11.1.4.3-2: MeasConfig-DEFAULT: Additional Multiple E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entry
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	serving frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f3
	f3 is the frequency of the neighbouring cell(inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f3)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	  }
	
	
	

	reportConfigToRemoveList
	Not present
	
	

	reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   reportConfig
	ReportConfigEUTRA-A3
	
	

	 }
	
	
	

	measIdToRemoveList
	Not present
	
	

	measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	2 entry
	
	

	measIdToAddMod ::=
SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	2
	
	

	   measObjectId
	IdMeasObject-f3
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	 }
	
	
	

	quantityConfig
	QuantityConfig-DEFAULT
	
	

	measGapConfig
	MeasGapConfig-GP1
	
	

	s-Measure
	Not present
	
	

	preRegistrationInfoHRPD
	Not present
	
	

	speedStatePars
	Not present
	
	

	}
	
	
	


Table 8.11.1.4.3-3: ReportConfigEUTRA-A3: Additional Multiple E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-6 * 0.5 dB)
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.11.1.4.3-4: MeasResults: Additional Multiple E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.11.1.4.3-5: MeasResultListEUTRA: Additional Multiple E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	
	
	

	MeasResultEUTRA ::= SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {  
	
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

8.11.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.11.3.4.3-1: Common Exception messages

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-7


Table 8.11.3.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entry
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA serving  cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	serving frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(E-UTRA inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f3
	f3 is the frequency of the neighbouring cell(UTRA cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectUTRA
	MeasObjectUTRA-GENERIC(f3)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	  }
	
	
	

	reportConfigToRemoveList
	Not present
	
	

	reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	2 entry
	
	

	reportConfigToAddMod ::= SEQUENCE {
	
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   reportConfig
	ReportConfigEUTRA-A3
	
	

	 }
	
	
	

	eportConfigToAddMod ::= SEQUENCE {
	
	
	

	   reportConfigId
	idReportConfig-B2
	
	

	   reportConfig
	ReportConfigInterRAT-B2-UTRA
	
	

	 }
	
	
	

	}
	
	
	

	measIdToRemoveList
	Not present
	
	

	measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	2 entry
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	2
	
	

	   measObjectId
	IdMeasObject-f3
	
	

	   reportConfigId
	idReportConfig-B2
	
	

	   }
	
	
	

	 }
	
	
	

	quantityConfig
	QuantityConfig-DEFAULT
	
	

	measGapConfig
	MeasGapConfig-GP1
	
	

	s-Measure
	Not present
	
	

	preRegistrationInfoHRPD
	Not present
	
	

	speedStatePars
	Not present
	
	

	}
	
	
	


Table 8.11.3.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-6 * 0.5 dB)
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.11.3.4.3-4: ReportConfigInterRAT-B2-UTRA: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: 36.508 clause 4.6.6 Table 4.6.6-7B

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-UTRA(UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	53(-88dBm)
	INTEGER(0..97), the mapping table is Table 9.1.4-1 in [36.133]
	

	          b2-Threshold2 CHOICE {
	
	
	

	            B2-Threshold-UTRA CHOICE {
	
	
	

	              thresholdUTRA- EcN0
	13 (-18dBm)
	UTRA-Thres is actual CPICH Ec/N0 value in dBm
	UTRA-FDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	      timeToTrigger
	ms0
	Value range FFS
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.11.3.4.3-5 MeasResults: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.11.3.4.3-6: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	
	
	

	MeasResultEUTRA ::= SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {  
	
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 8.11.3.4.3-7: MeasuredResults: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	[2]
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.11.3.4.3-8: MeasResultListUTRA: Additional E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {
	
	
	

	    fdd
	PhysCellIdUTRA-FDD
	INTEGER (0..127)
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	
	

	         utra- EcN0
	
	Set according to specific test
INTEGER (-5..91)
	

	 }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

H.3
Default RRC messages and information elements contents exceptions

This clause contains the default values of common sRRC messages and information elements, other than those described in TS 36.508 [7].

H.3.1
RRC messages and information elements contents exceptions for E-UTRAN measurement configuration

RRCConnectionReconfiguration: (FDD/TDD) to setup E-UTRAN Measurement Configuration
Table H.3.1-1: RRCConnectionReconfiguration: E-UTRAN Measurement Configuration

	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	
	
	

	   }
	MeasConfig -DEFAULT
	
	MEAS

	  }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for intra frequency measurment

Table H.3.1-2: MeasConfig-DEFAULT: E-UTRAN intra frequency measurement configuration
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	    reportConfigId
	idReportConfig-A3
	
	

	    reportConfig
	ReportConfigEUTRA-A3
	
	

	 }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f1
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for inter frequency handover
Table H.3.1-3: MeasConfig-DEFAULT: E-UTRAN inter frequency measurement configuration for inter frequency handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	reportConfigId
	idReportConfig-A3
	
	

	reportConfig
	ReportConfigEUTRA-A3
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to UTRAN cell search

Table H.3.1-4: MeasConfig-DEFAULT: interRAT UTRAN measurement configuration for E-UTRAN to UTRAN cell search
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f2)
	UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-UTRA
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	UTRAN

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to UTRAN handover

Table H.3.1-5: MeasConfig-DEFAULT: interRAT UTRAN measurement configuration for E-UTRAN to UTRAN handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell(E-UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f2)
	UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B2
	
	

	     reportConfig
	ReportConfigInterRAT-B2-UTRA
	
	

	  }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	measId
	1
	
	

	measObjectId
	IdMeasObject-f2
	
	

	reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	UTRAN

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to GSM cell search

Table H.3.1-6: MeasConfig-DEFAULT: interRAT GSM measurement configuration for E-UTRAN to GSM cell search
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell(E-UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(GERAN Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectGERAN
	MeasObjectGERAN-GENERIC(f2)
	GERAN Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-GERAN
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	GERAN

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


QuantityConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for L3 filtering is not used
Table H.3.1-7: QuantityConfig-DEFAULT: measurment configuration for L3 filtering is not used
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-3A: QuantityConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  quantityConfigEUTRA SEQUENCE {
	
	
	

	    filterCoefficientRSRP
	fc0
	
	

	    filterCoefficientRSRQ
	fc0
	
	

	  }
	
	
	

	  quantityConfigUTRA SEQUENCE {}
	Not present
	
	

	  quantityConfigUTRA SEQUENCE {
	
	
	UTRAN

	    measQuantityUTRA-FDD
	cpich-EcN0
	
	

	    measQuantityUTRA-TDD
	pccpch-RSCP
	
	

	    filterCoefficient
	fc0
	
	

	  }
	
	
	

	  quantityConfigGERAN SEQUENCE {}
	Not present
	
	

	  quantityConfigGERAN SEQUENCE {
	
	
	GERAN

	    measQuantityGERAN
	rssi
	
	

	    filterCoefficient
	fc0
	
	

	  }
	
	
	

	  quantityConfigCDMA2000 SEQUENCE {}
	Not present
	
	

	  quantityConfigCDMA2000 SEQUENCE {
	
	
	CDMA2000

	    measQuantityCDMA2000
	pilotStrength
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	CDMA2000
	For inter-RAT measurements with CDMA2000


Table H.3.1-8: MeasConfig-DEFAULT: interRAT HRPD measurement configuration for E-UTRAN to HRPD handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell(E-UTRA Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectEUTRA
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(CDMA2000 Cell)
	

	      measObject  CHOICE {
	
	
	

	         measObjectCDMA2000
	MeasObjectCDMA2000-GENERIC(f2)
	CDMA2000 Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B2
	
	

	     reportConfig
	ReportConfigInterRAT-B2-CDMA2000
	
	

	  }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	measId
	1
	
	

	measObjectId
	IdMeasObject-f2
	
	

	reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	CDMA2000

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for inter frequency measurement

Table H.3.1-9: MeasConfig-DEFAULT: E-UTRAN inter frequency measurement configuration
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	reportConfigId
	idReportConfig-A3
	
	

	reportConfig
	ReportConfigEUTRA-A3
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


< Unchanged sections omitted >

H.3.5
RRC messages and information elements contents exceptions for E-UTRAN RSRP and RSRQ Accuracy

MeasConfig: (FDD/TDD) to perform Measurement Configuration for E-UTRAN intra frequency RSRP and RSRQ accuracy
Table H.3.5-1: MeasConfig-DEFAULT: E-UTRAN intra frequency RSRP and RSRQ Accuracy

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-P
	
	

	     reportConfig
	ReportConfigEUTRA- PERIODICAL
	
	

	     }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f1
	
	

	   reportConfigId
	idReportConfig-P
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


MeasConfig: (FDD/TDD) perform Measurement Configuration for E-UTRAN inter frequency RSRP and RSRQ accuracy
Table H.3.5-2: MeasConfig-DEFAULT: E-UTRAN inter frequency RSRP and RSRQ Accuracy

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-P
	
	

	     reportConfig
	ReportConfigEUTRA- PERIODICAL
	
	

	     }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-P
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


ReportConfigEUTRA-PEROIDICAL: (FDD/TDD) for periodical configuration reporting of E-UTRAN RSRP accuracy
Table H.3.5-3: ReportConfigEUTRA-PERIODICAL: E-UTRAN RSRP Accuracy

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	Infinity
	
	

	}
	
	
	


ReportConfigEUTRA-PEROIDICAL: (FDD/TDD) for periodical configuration reporting of E-UTRAN RSRQ accuracy
Table H.3.5-4: ReportConfigEUTRA-PERIODICAL: E-UTRAN RSRQ Accuracy

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	Infinity
	
	

	}
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