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<Start of first modified section>
11.3.2a
PDP context deactivation initiated by the network / secondary PDP context active / deactivation of primary PDP context

<### Text skipped ###>
Test procedure

A PDP context activation is requested by the user and accepted by the SS. A secondary PDP context activation is requested by the SS and the activation procedure is completed by the UE.

A DEACTIVATE PDP CONTEXT REQUEST message is then sent to the UE requesting the deactivation of the primary PDP context. The UE shall reply with a DEACTIVATE PDP CONTEXT ACCEPT message. The SS shall then wait for T3395 seconds to ensure that no further messages are sent from the UE. The UE in manual mode may perform a detach procedure. The SS shall then send a MODIFY PDP CONTEXT REQUEST for the deactivated secondary context and if the UE has not started a detach procedure it shall reply with an SM STATUS message with cause #81 'invalid transaction identifier value'.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	SS
	
	The SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to either Originating Streaming Call, Originating Interactive Call or Originating Background Call or OriginatingSubscribedTrafficCall

	2
	(
	SERVICE REQUEST
	Service type = "signalling"

	3
	SS
	
	The SS starts integrity protection.

	4
	(
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	5
	SS
	
	The SS establishes the RAB

	6
	(
	ACTIVATE PDP CONTEXT ACCEPT
	The SS accepts the PDP context 

	6A
	
	
	EXCEPTION:

If the "PDP type" in the ACTIVATE PDP CONTEXT REQUEST message was 'IPv6' or 'IPv4v6' then stateless address auto configuration occurs on the user plane bearer established with the ACTIVATE PDP CONTEXT REQUEST

	7
	SS
	
	The SS initiates a secondary PDP context activation

	8
	(
	REQUEST SECONDARY PDP CONTEXT ACTIVATION
	The SS requests a Secondary PDP context activation and starts timer T3385.

	9
	(
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	The UE requests a Secondary PDP context activation, enters the state PDP-ACTIVE-PENDING and starts timer T3380. NSAPI IE value is different from the value in Step 4.

	10
	SS
	
	The SS stops timer T3385.

The SS reconfigures the RAB.

	11
	(
	ACTIVATE SECONDARY PDP CONTEXT ACCEPT
	The SS accepts the Secondary PDP context activation with the requested QoS

	12
	SS
	
	The SS waits for T3380 seconds to ensure no further activate request messages come from the UE

	13
	(
	DEACTIVATE PDP CONTEXT REQUEST
	Request a deactivation of the primary PDP context and starts waiting for 'T3395'. SM cause set to #36.

	14
	(
	DEACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context deactivation and timer ‘T3395’ is cancelled.

	14b
	(
	DETACH REQUEST
	The UE may (optionally) send a Detach Request (only Note 1). The SS shall wait up to 'T3395' seconds for the Detach Request. While waiting the SS releases the RAB associated with this PDP Context. If the SS receives a Detach Request the test execution continues from step A15, otherwise from step B15. SS shall check that no further deactivate request messages are sent during this time.

	A15
	(
	MODIFY PDP CONTEXT REQUEST (NETWORK TO UE DIRECTION)
	Send a modify request to UE for the primary context. 

	A16
	(
	MODIFY PDP CONTEXT REQUEST (NETWORK TO UE DIRECTION)
	Send a modify request to UE for the secondary context.

	A17
	SS
	
	Start timer 'T3386' and wait until is expires to ensure that UE does not respond to Modify PDP Context Request(Net) after Detach Request has been sent from UE.

	A18
	(
	DETACH ACCEPT
	SS responds with DETACH ACCEPT message as a Detach Request was transmitted by the UE

	B15
	(
	MODIFY PDP CONTEXT REQUEST (NETWORK TO UE DIRECTION)
	Send a modify request to UE for the primary context. (Allowed for Note 1 and Note 2).

	B16
	(
	MODIFY PDP CONTEXT REQUEST (NETWORK TO UE DIRECTION)
	Send a modify request to UE for the secondary context. (Allowed for Note 1 and Note 2).

	B17
	(
	SM STATUS
	Cause set to #81

	Note 1: Support of automatic PS attach procedure at switch on – no

Note 2: Support of automatic PS attach procedure at switch on – yes


<### Text skipped ###>
<End of modified section>
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