Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-RAN WG5 Meeting #53
(
R5-115551
San Francisco, US, 14th – 18th November 2011

	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	36.523-2
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Corrections to applicability of EMM test case 9.2.3.3.5a

	
	

	Source to WG:
(

	Anritsu Ltd

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	03/11/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Test case 9.2.3.3.5a is listed as applicable only to GERAN, while after changes introduced during this meeting it should also be applicable to UTRAN.

	
	

	Summary of change:
(

	Extended test case applicability to UTRAN.

	
	

	Consequences if 
(

not approved:
	Test case will remain not applicable to UTRAN, which will be inconsistent with 36.523-1.


	
	

	Clauses affected:
(

	4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4
Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well

The columns in Table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 36.523-1 [19] that contains the test body.

Title

The title column describes the name of the test and contains the clause title of the clause in TS 36.523-1 [19] that contains the test body.

Release

The release column indicates the earliest release from which each the test case is applicable. 

Applicability - Condition

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

NOTE:
The conditions are defined in Table 4-1a.

Applicability - Comments


This column contains a verbal description of the condition.

Additional Information - Specific ICS


This column contains the mnemonics of ICS(s) affecting the dynamic behaviour of the TC.

Additional Information - Specific IXIT


This column contains the mnemonics of IXIT(s) affecting the dynamic behaviour of the TC.
NOTE 1:
More columns may be added in the future if appropriate e.g. Number of test executions, etc.

Additional Information - Number of TC Executions


This column contains, wherever applicable, the recommended for certification purposes number of TC executions. Clarifying notes are listed in Table 4-1b.
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause nunber. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	IDLE MODE
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.1.3
	Cell reselection of ePLMN in manual mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.1.4
	PLMN selection in shared network environment / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.1.6
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode / User reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.1
	Cell selection, forbidden Tracking Area
	Rel-8
	C101
	UEs supporting E-UTRA and (CS fallback or 1xCS fallback)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	Cyy
	UEs supporting E-UTRA and (CS fallback or 1xCS fallback or IMS emergency call)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.2
	Cell selection / Qrxlevmin
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.3
	Cell selection / Intra E-UTRAN / Serving cell becomes non-suitable
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.4
	Cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.5
	Cell reselection for inter-band operation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.6
	Cell reselection using Qhyst, Qoffset and Treselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.7
	Cell reselection / Equivalent PLMN
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.8
	Cell reselection using cell status and cell reservations / Access control class 0 to 9
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.9
	Cell reselection using cell status and cell reservations / Access control class 11 to15
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.10
	Cell reselection in shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.11
	Inter-frequency cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.12
	Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.13
	Cell re-selection, Sintrasearch, Snonintrasearch
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.14
	Speed-dependent cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.2.15
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.1.1
	Inter-RAT PLMN Selection / Selection of correct RAT for OPLMN / Automatic mode
	Rel-8
	C34
	UEs supporting E-UTRA, UTRA and GERAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.1.2
	Inter-RAT PLMN Selection / Selection of correct RAT for UPLMN / Automatic mode
	Rel-8
	C35
	UEs supporting E-UTRA, and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.1.3
	Inter-RAT PLMN Selection / Selection of correct PLMN and RAT in shared network environment / Automatic mode
	Rel-8
	C35
	UEs supporting E-UTRA, and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.1.4
	Inter-RAT PLMN Selection/ Selection of correct RAT from the OPLMN list/ Manual mode
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.1.6
	Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.1
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to UTRA_Idle / Serving cell becomes non-suitable 
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.2
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_idle / Serving cell becomes non-suitable
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.3
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to HRPD Idle / Serving cell becomes non-suitable 
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.4
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to 1xRTT idle / Serving cell becomes non-suitable 
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.5
	Cell selection / No USIM
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.6
	Inter-RAT Cell selection / From GSM_Idle/GPRS Packet_idle to E-UTRA_RRC_IDLE / Serving cell becomes non-suitable
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.7
	Inter-RAT Cell selection / From GSM_Idle/GPRS Packet_idle to E-UTRA_RRC_IDLE ,when the serving cell is barred
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.2.8
	Inter-RAT cell selection / From UTRA_Idle to E-UTRA RRC_IDLE / Serving cell becomes non-suitable
	Rel-8
	C01
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.1
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_Idle
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.2
	Void
	
	
	
	
	
	

	6.2.3.3
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.4
	Inter-RAT Cell Reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE
	Rel-8
	C77
	UEs supporting E-UTRA and UTRA and UTRA Feature Group Indicators 1
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.5
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.6
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle according to RAT priority provided by dedicated signalling
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.7
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is higher reselection priority than E-UTRA
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.8
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is lower reselection priority than E-UTRA
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.9
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Dormant– When CDMA2000 1xRTT cell is higher reselection priority than E-UTRA
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.10
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Idle – When CDMA2000 1xRTT is lower reselection priority than E-UTRA
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.13
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE according to RAT priority provided by dedicated signalling
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.14
	Inter-RAT Cell Reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (priority of  E-UTRA cells are higher than the serving cell)
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.15
	Inter-RAT Cell Reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (priority of  E-UTRA cells are lower than the serving cell)
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.16
	Inter-RAT Cell Reselection / from GSM_Idle to E-UTRAN /based on H_PRIO criteria
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.17
	Inter-RAT Cell Reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (priority E-UTRA cells)
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.18
	Inter-RAT Cell Reselection / from GSM_Idle/GPRS Packet_Idle to E-UTRA (blacklisted E-UTRA cells)
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.19
	Redirection to E-UTRA upon the release of the CS connection
	Rel-8
	C115
	UEs supporting E-UTRA and GSM and not data centric
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.20
	Redirection to E-UTRA upon the release of the CS connection and no suitable cell available
	Rel-8
	C115
	UEs supporting E-UTRA and GSM and not data centric
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.21
	Inter-RAT autonomous cell reselection GPRS Packet_transfer NC0 mode to E-UTRA
	Rel-8
	C66
	UEs supporting E-UTRA and GERAN and GERAN to E-UTRAN neighbour cell measurements
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.22
	Inter-RAT autonomous cell reselection failure GPRS Packet_transfer NC0 mode to E-UTRA
	Rel-8
	C66
	UEs supporting E-UTRA and GERAN and GERAN to E-UTRAN neighbour cell measurements
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.23
	Inter-RAT Cell Reselection from GPRS Packet transfer to E-UTRA in CCN mode (PACKET CELL CHANGE CONTINUE)
	Rel-8
	C114
	UEs supporting E-UTRA and GERAN and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.24
	Inter-RAT Cell Reselection from GPRS Packet transfer to E-UTRA in CCN mode (PACKET CELL CHANGE ORDER)
	Rel-8
	C114
	UEs supporting E-UTRA and GERAN and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.26
	Inter-RAT Autonomous Cell Reselection GPRS Packet_transfer to E-UTRA (NC1 mode)
	Rel-8
	C114
	UEs supporting E-UTRA and GERAN and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.27
	Inter-RAT Cell Selection from GPRS Packet_transfer to E-UTRA  Cell (NC2 mode)
	Rel-8
	C114
	UEs supporting E-UTRA and GSM and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.28
	Inter-RAT Cell Reselection from GPRS Packet_transfer to E-UTRA (Network Assisted Cell Change)
	Rel-8
	C114
	UEs supporting E-UTRA and GSM and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.29
	Inter-RAT cell Reselection from GPRS packet_transfer to E-UTRA in CCN mode (PACKET MEASUREMENT ORDER)
	Rel-8
	C66
	UEs supporting E-UTRA and GSM and GERAN to E-UTRAN neighbour cell measurements
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.30
	Inter-RAT Cell Reselection failure from GPRS Packet transfer to E-UTRA (Network Assisted Cell Change)
	Rel-8
	C114
	UEs supporting E-UTRA and GSM and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.31
	Inter-RAT cell reselection / From UTRA_Idle (low priority) to E-UTRA RRC_IDLE (high priority) according to RAT priority provided by dedicated signalling
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.32
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle, Snonintrasearch
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.1
	Inter-frequency cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE CSG cell
	Rel-8
	C79
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.2
	Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA idle CSG cell
	Rel-8
	C94
	UEs supporting E-UTRA and GERAN and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C95
	UEs supporting E-UTRA and GERAN and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.3
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE CSG cell
	Rel-8
	C75
	UEs supporting E-UTRA and UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.4
	Inter-RAT cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
	Rel-8
	C82
	UEs supporting E-UTRA and UTRA and allowed CSG list and UTRA Feature Group Indicators 1
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.5
	Manual support for CSG ID selection
	Rel-8
	C79
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.6
	Ignoring CSG cells in cell selection/reselection when allowed CSG list is empty or not supported
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.7
	Inter-RAT Cell reselection from E-UTRA idle non-CSG cell to a UTRA CSG cell
	Rel-8
	C72
	UEs supporting E-UTRA and UTRA FDD and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C73
	UEs supporting E-UTRA and UTRA FDD and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.8
	Inter-RAT CSG Cell Reselection from E-UTRA CSG cell to UTRA CSG cell
	Rel-8
	C72
	UEs supporting E-UTRA and UTRA FDD and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C73
	UEs supporting E-UTRA and UTRA FDD and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.9
	Manual CSG ID selection accross PLMNs
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.1
	Manual CSG ID selection / Hybrid cell whose CSG ID is not in the Allowed CSG list nor Operator’s list
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.2
	Inter-frequency cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.3
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-CSG cell to UTRA_Idle member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.4
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-member hybrid cell to UTRA_Idle member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.5
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.6
	Inter-RAT cell reselection / From UTRA CELL_PCH to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.4.7
	Inter-RAT cell reselection / From GERAN to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C95
	UEs supporting E-UTRA and GERAN and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	LAYER 2
	
	
	
	
	
	

	7.1.1.1
	CCCH mapped to UL SCH/DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.1.2
	DTCH or DCCH mapped to UL SCH/DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / Non-contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.2
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE in PDCCH Order / Non-contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.3
	Correct selection of RACH parameters / Preamble selected by MAC itself / Contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.4
	Random access procedure / Successful 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.5
	Random access procedure / MAC PDU containing multiple RARs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.6
	Maintenance of uplink time alignment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.7
	MAC contention resolution / Temporary C-RNTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.8
	MAC contention resolution / C-RNTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.2.9
	MAC backoff indicator
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.1
	Correct handling of DL assignment / Dynamic case 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.2
	Correct handling of DL assignment / Semi-persistent case
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C100
	UEs supporting E-UTRA and Feature Group Indicator 29 and 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.3
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.4
	Correct HARQ process handling / DCCH and DTCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.5
	Correct HARQ process handling / CCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.6
	Correct HARQ process handling / BCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.7
	MAC padding
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.3.9
	MAC reset DL
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.1
	Correct handling of UL assignment / Dynamic case
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.2
	Correct handling of UL assignment / Semi-persistent case
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C100
	UEs supporting E-UTRA and Feature Group Indicator 29 and 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.3
	Logical channel prioritization handling
	Rel-8
	C19
	UEs supporting E-UTRA and Feature Group Indicator 6
	pc_eFDD
	
	

	
	
	
	
	 and 7
	pc_eTDD
	
	

	7.1.4.4
	Correct handling of MAC control information / Scheduling requests and PUCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.5
	Correct handling of MAC control information / Scheduling requests / Random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.6
	Correct handling of MAC control information / Buffer status / UL data arrive in the UE Tx buffer / Regular BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.7
	Correct handling of MAC control information / Buffer status / UL resources are allocated / Padding BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.7a
	Correct handling of MAC control information / Buffer status / UL resources are allocated / Cancellation of Padding BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.8
	Correct handling of MAC control information / Buffer status / Periodic BSR timer expires
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.10
	MAC padding 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.11
	Correct HARQ process handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.12
	MAC reset UL
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.13
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.14
	Correct HARQ process handling / TTI bundling
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C99
	UEs supporting E-UTRA and Feature Group Indicator 28 and 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.15
	UE power headroom reporting / Periodic reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.4.16
	UE power headroom Reporting / DL pathloss change reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.5.1
	Inter-TTI PUSCH hopping by uplink grant
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.5.2
	Predefined intra-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.5.3
	Predefined intra-TTI PUSCH hopping (N_sb=2/3/4)
	Rel-8
	C58
	UEs supporting E-UTRA and Feature Group Indiacator 21
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.5.4
	Predefined inter-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.5.5
	Predefined inter-TTI PUSCH hopping (N_sb=2/3/4)
	Rel-8
	C58
	UEs supporting E-UTRA and Feature Group Indiacator 21
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.6.1
	DRX operation / Short cycle not configured / Parameters configured by RRC 
	Rel-8
	C08
	UEs supporting E-UTRA and Feature Group 5.
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.6.2
	DRX operation / Short cycle not configured / DRX command MAC control element reception
	Rel-8
	C08
	UEs supporting E-UTRA and Feature Group 5.
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.1.1
	DL-SCH transport block size selection / DCI format 1 / RA type 0
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.1.2
	DL-SCH transport block size selection / DCI format 1 / RA type 1
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.1.3
	DL-SCH transport block size selection / DCI format 1A / RA type 2 / Localised VRB
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.1.4
	DL-SCH transport block size selection / DCI format 1A / RA type 2 / Distributed VRB
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.1.5
	DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to 0
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 or UE Category 3 or UE Category 4 or UE Category 5)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.1.6
	DL-SCH transport block size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to 1
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 or UE Category 3 or UE Category 4 or UE Category 5)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.7.2.1
	UL-SCH transport block size selection / DCI format 0
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.1.8.1
	Periodic RI reporting using PUCCH / Category 1 UE / Transmission mode 3/4
	Rel-8
	C103
	UEs supporting E-UTRA and UE Category 1
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.1
	UM RLC / Segmentation and reassembly / 5-bit SN / Framing Info Field
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.2
	UM RLC / Segmentation and reassembly / 10-bit SN / Framing Info Field
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.3
	UM RLC / Reassembly / 5-bit SN / LI value > PDU size
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.4
	UM RLC / Reassembly / 10-bit SN / LI value > PDU size
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.5.1
	UM RLC / 5-bit SN / Correct use of sequence numbering 
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.5.2
	UM RLC / 10-bit SN / Correct use of sequence numbering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.6
	UM RLC / Concatenation, segmentation and reassembly
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.7
	UM RLC / In sequence delivery of upper layer PDUs without residual loss of RLC PDUs / Maximum re-ordering delay below t-Reordering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.8
	UM RLC / In sequence delivery of upper layer PDUs without residual loss of RLC PDUs / Maximum re-ordering delay exceeds t-Reordering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.9
	UM RLC / In sequence delivery of upper layer PDUs with residual loss of RLC PDUs / Maximum re-ordering delay exceeds t-Reordering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.10
	UM RLC / Duplicate detection of RLC PDUs
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.2.11
	UM RLC / RLC re-establishment procedure
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.1
	AM RLC / Concatenation and reassembly
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.2
	AM RLC / Segmentation and reassembly / No PDU segmentation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.3
	AM RLC / Segmentation and reassembly / Framing Info Field
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.4
	AM RLC / Segmentation and reassembly / Different numbers of length indicators
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.5
	AM RLC / Reassembly / LI value > PDU size
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.6
	AM RLC / Correct use of sequence numbering
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.7
	AM RLC / Control of transmit window
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.8
	AM RLC / Control of receive window
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.9
	AM RLC / Polling for status 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.10
	AM RLC / Receiver status triggers
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.12
	Void
	
	
	
	
	
	

	7.2.3.13
	AM RLC / Reconfiguration of RLC parameters by upper layers
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.14
	AM RLC / In sequence delivery of upper layers PDUs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.15
	AM RLC / Re-ordering of RLC PDU segments
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.16
	AM RLC / Re-transmission of RLC PDU without re-segmentation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.17
	AM RLC / Re-segmentation RLC PDU / SO, FI, LSF
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.18
	AM RLC / Reassembly / AMD PDU reassembly from AMD PDU segments / SO and LSF
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.19
	Void
	
	
	
	
	
	

	7.2.3.20
	AM RLC / Duplicate detection of RLC PDUs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.2.3.21
	AM RLC / RLC re-establishment at RRC connection reconfiguration including mobilityControlInfo IE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.1.1
	Maintenance of PDCP sequence numbers / User plane / RLC AM
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.1.2
	Maintenance of PDCP sequence numbers / User plane / RLC UM / Short PDCP SN (7 bits)
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.1.3
	Maintenance of PDCP sequence numbers / User plane / RLC UM / Long PDCP SN (12 bits)
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.3.1
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.3.2
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.3.3
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.3.4
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.4.1
	Integrity protection / Correct functionality of EPS AS integrity algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.4.2
	Integrity protection / Correct functionality of EPS AS integrity algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.5.1
	Void
	
	
	
	
	
	

	7.3.5.2
	PDCP handover / Lossless handover / PDCP sequence number maintenance
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.5.3
	PDCP handover / Non-lossless handover / PDCP sequence number maintenance
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.5.4
	PDCP handover / Lossless handover / PDCP status report to convey the information on missing or acknowledged PDCP SDUs at handover
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.5.5
	PDCP handover / In-order delivery and duplicate elimination in the downlink
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	7.3.6.1
	PDCP discard
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	

	8.1.1.1
	RRC / Paging for connection in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.1.2
	RRC / Paging for notification of BCCH modification in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.1.3
	RRC / Paging for connection in idle mode / Multiple paging records
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.1.4
	RRC / Paging for connection in idle mode / Shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.1.6
	RRC / BCCH modification in connected mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.1
	RRC connection establishment / Ks=1.25 / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.2
	RRC connection establishment / Reject with wait time
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.3
	RRC connection establishment / Return to idle state after T300 timeout
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.5
	RRC connection establishment / 0% access probability for MO calls, no restriction for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.6
	RRC connection establishment / Non-zero percent access probability for MO calls, no restriction for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.7
	RRC connection establishment / 0% access probability for AC 0 to 9, AC 10 is barred, AC 11 to 15 are not barred, access for UE with access class in the range 11 to 15 is allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.8
	RRC connection establishment / Range of access baring time
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.9
	RRC Connection Establishment / 0% access probability for MO calls, non-zero percent access probability for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.10
	Void
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8.1.2. 11
	RRC connection establishment of emergency call
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.12
	RRC connection establishment of emergency call / Limited service
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.2.13
	RRC connection establishment / 0% access probability for MO calls, 0% access probability for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.1
	RRC connection release / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.3
	Void
	
	
	
	
	
	

	8.1.3.4
	RRC connection release / Redirection to another E-UTRAN frequency
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.5
	RRC connection release / Success / With priority information
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.6
	RRC connection release / Redirection from E-UTRAN to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.7
	RRC connection release / Redirection from UTRAN to E-UTRAN
	Rel-8
	-C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.8
	RRC connection release / Redirection from E-UTRAN to GERAN
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.9
	RRC connection release / Redirection from E-UTRAN to HRPD
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.1.3.10
	RRC connection release / Redirection from E-UTRAN to 1xRTT
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.1.1
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC_CONNECTED / Success / Default bearer / Early bearer establishment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.1.3
	RRC connection reconfiguration / Radio bearer establishment / Success / Dedicated bearer
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.1.5
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC CONNECTED / Success / Latency check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.1.6
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC CONNECTED / Success / Latency check / SecurityModeCommand and RRCConnectionReconfiguration transmitted in the same TTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.1.7
	RRC connection reconfiguration / Radio bearer establishment / Success / SRB2
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.1.8
	RRC connection reconfiguration / Radio bearer establishment / Success / Dedicated bearer / ROHC configured
	Rel-9
	C120
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7 and ROHC profile0x0001 and ROHC profile0x0002
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.2.1
	RRC connection reconfiguration / Radio resource reconfiguration / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.2.2
	RRC connection reconfiguration / SRB/DRB reconfiguration / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.3.1
	RRC connection reconfiguration / Radio bearer release / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.1
	RRC connection reconfiguration / Handover / Success / Dedicated preamble
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.2
	RRC connection reconfiguration / Handover / Success / Common preamble
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.3
	RRC connection reconfiguration / Handover / Success / Intra-cell / Security reconfiguration
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.4
	RRC connection reconfiguration / Handover / Failure / Intra-cell / Security reconfiguration
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.5
	RRC connection reconfiguration / Handover / All parameters included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.6
	RRC connection reconfiguration / Handover / Success / Inter-frequency
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.7
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.8
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.9
	RRC connection reconfiguration / Handover / Inter-band blind handover / Success
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.10
	RRC connection reconfiguration / Handover / Between FDD and TDD
	Rel-8
	C63
	UEs supporting E-UTRA FDD and TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	8.2.4.12
	RRC connection reconfiguration / Handover / Setup and release of MIMO
	Rel-8
	C28
	UEs supporting E-UTRA and Feature Group Indicator 1
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.1
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1
	Rel-8
	 R
	UEs supporting E-UTRA 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.2
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A2
	Rel-8
	 R
	UEs supporting E-UTRA 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.3
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.4
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra and inter-frequency measurements)
	Rel-8
	C11
	UEs supporting E-UTRA and Feature Group Indicator 16 and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.5
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous event A3 (intra-frequency measurements)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.6
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.7
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.8
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Handover / IE measurement configuration present
	Rel-8
	 R
	UEs supporting E-UTRA 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.10
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-frequency handover / IE measurement configuration not present
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.11
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of GERAN cells
	Rel-8
	 C90
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of GERAN cells
	Rel-8
	C20
	UEs supporting E-UTRA, GERAN and Feature Group Indicators 16 and Feature Group Indicator 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of UTRAN cells
	Rel-8
	 C91
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 22 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of UTRAN cells
	Rel-8
	C13
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 16 and Feature Group Indicator 22
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.5
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurements of E-UTRAN, UTRAN and GERAN cells
	Rel-8
	C61
	UEs supporting E-UTRA, UTRA, GERAN and Feature Group Indicators 16, Feature Group Indicators 22 and Feature Group Indicators 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.6
	Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Measurements of E-UTRAN, UTRAN and GERAN cells
	 Rel-8
	C17
	UEs supporting E-UTRA, UTRAN, GERAN and Feature Group Indicators 22 and 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.7
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of HRPD cells
	Rel-8
	 C92
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 26
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.8
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of HRPD cells
	Rel-8
	C24
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 16 and Feature Group Indicator 26
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.9
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of 1xRTT cells
	Rel-8
	 C93
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 24
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.2.10
	Measurement configuration control and reporting / Inte-rRAT measurements / Periodic reporting / Measurement of 1xRTT cells
	Rel-8
	C25
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 16 and Feature Group Indicator 24
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.3.1
	Measurement configuration control and reporting / SON / ANR / CGI reporting of E-UTRAN cell
	Rel-8
	C14
	UEs supporting E-UTRA and Feature Group Indicator 5 and Feature Group Indicator 17
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.3.2
	Measurement configuration control and reporting / SON / ANR / CGI reporting of UTRAN cell
	Rel-8
	C39
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group 22
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.3.3
	Measurement configuration control and reporting / SON / ANR / CGI reporting of GERAN cell
	Rel-8
	C40
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.3.4
	Measurement configuration control and reporting / SON / ANR / CGI reporting of HRPD cell
	Rel-8
	C44
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group Indicator 26
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.3.5
	Measurement configuration control and reporting / SON / ANR / CGI reporting of 1xRTT cell
	Rel-8
	C45
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group Indicator 24
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.4.1
	Intra-frequency SI acquisition / CSG cell and non-CSG cell
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.4.2
	Inter-frequency SI acquisition / Non-member hybrid cell
	Rel-9
	C118
	UEs supporting E-UTRA and allowed CSG list and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.4.3
	Inter-frequency SI acquisition / Member hybrid cell
	Rel-9
	C118
	UEs supporting E-UTRA and allowed CSG list and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.4.4
	Inter-RAT SI acquisition / RRC_CONNECTED / UMTS member CSG cell
	Rel-9
	C119
	UEs supporting E-UTRA and UTRA and allowed CSG list and Feature Group Indicator 22
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.1.2
	Inter-RAT handover / From E-UTRA to UTRA PS / Data
	Rel-8
	C36
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.1.4
	Inter-RAT handover / From E-UTRA to UTRA HSPA / Data
	Rel-8
	C36
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.1.5
	Inter-RAT Handover / from E-UTRA to UTRA(HSUPA/HSDPA) / Data
	Rel-8
	C117
	UEs supporting E-UTRA and UTRA  and HS-PDSCH and E-DPDCH  and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.2.2
	Inter-RAT handover / From UTRA PS to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and UTRA Feature Group Indicator 2
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.2.4
	Inter-RAT handover / From UTRA HSPA to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and UTRA Feature Group Indicator 2
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.3.1
	Inter-RAT handover / From E-UTRA to GPRS / PS HO
	Rel-8
	C107
	UEs supporting E-UTRA and GSM and Feature Group Indicator 9 and Feature Group Indicator 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.3.2
	Inter-RAT cell change order / From E-UTRA data RRC_CONNECTED to GPRS / Without NACC
	Rel-8
	C38
	UEs supporting E-UTRA and GSM and Feature Group Indicator 10 and Feature Group Indicator 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.3.3
	Inter-RAT cell change order / From E-UTRA data to GPRS / With NACC
	Rel-8
	C38
	UEs supporting E-UTRA and GSM and Feature Group Indicator 10 and Feature Group Indicator 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.4.1
	Inter-RAT PS Handover / from GPRS packet transfer to E-UTRA cell
	Rel-8
	C89
	UEs supporting E-UTRA and GSM and GERAN to E-UTRAN PS Handover
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.4.2
	Inter-RAT PS Handover / Synchronised / From GPRS Packet_transfer to E-UTRA cell (CCN mode)
	Rel-8
	C89
	UEs supporting E-UTRA and GSM and GERAN to E-UTRAN PS Handover
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.4.3
	Inter-RAT PS Handover / Synchronised / From GPRS Packet_transfer to E-UTRA cell (NC2 mode)
	Rel-8
	C89
	UEs supporting E-UTRA and GSM and GERAN to E-UTRAN PS Handover
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.5.4
	Pre-registration at HRPD and inter-RAT handover / From E-UTRA to HRPD Active / Data
	Rel-8
	C42
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 12 and Feature Group Indicator 26
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.7.1
	Inter-RAT handover / SRVCC from E-UTRA to 1xRTT(CS) / Speech
	Rel-8
	C52
	UEs supporting E-UTRA and 1xRTT and SRVCC from E-UTRA to 1xRTT (CS)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.7.3
	Pre-registration at 1xRTT and inter-RAT handover / CS fallback from E-UTRA RRC_IDLE to 1xRTT
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.7.4
	Pre-Registration at 1xRTT and inter-RAT handover / CS fallback caused by addition of CS service / From E-UTRA Data to 1xRTT
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.7.5
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_IDLE to 1xRTT/MT call
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.4.7.6
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT/MO call
	Rel-9
	Czzz
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.1.1
	Radio link failure / RRC connection re-establishment Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.1.2
	Radio link failure / T301 expiry
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.1.3
	Radio link failure / T311 expiry
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eRedirection to E-UTRAN / From UTRAN upon reception of RRC CONNECTION REJECTTDD
	
	

	8.5.1.4
	Radio link failure / RRC connection re-establishment reject
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.1.5
	Radio link failure / Radio link recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.2.1
	Redirection to E-UTRAN / From UTRAN upon reception of RRC CONNECTION REJECT
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.4.1
	UE capability transfer / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	
	

	9.1.1.2
	Void
	
	
	
	
	
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.2.2
	Void
	
	
	
	
	
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.2.4
	Authentication not accepted by the UE / MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.2.5
	Authentication not accepted by the UE / SQN failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.2.6
	Abnormal cases / Network failing the authentication check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.4.2
	Identification procedure / IMEI requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.5.1
	EMM information procedure
	Rel-8
	C51
	UEs supporting E-UTRA and  supporting the EMM information message
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.1.5.2
	EMM information procedure not supported by the UE
	Rel-8
	C46
	UEs supporting E-UTRA and  does not support the EMM information message
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.1
	Attach / Success / Valid GUTI
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.1a
	Attach / Success / Last visited TAI, TAI list and equivalent PLMN list handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.2
	Attach / Success / With IMSI, GUTI reallocation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.3
	Attach Procedure / Success / Request for obtaining the IPv6 address of the home agent
	Rel-8
	C68
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to request the IPv6 address of the Home Agent during Attach procedure
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.4
	Attach Procedure / Success / Request for obtaining the IPv4 address of the home agent
	Rel-8
	C69
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to request the IPv4 address of the Home Agent during Attach procedure
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.5
	Void
	
	
	
	
	
	

	9.2.1.1.7
	Attach / Success / List of equivalent PLMNs in the ATTACH ACCEPT message
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.9
	Attach / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.10
	Attach / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.11
	Attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.1.12
	Attach / Rejected / EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.1.13
	Attach / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.14
	Attach / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.15
	Attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.16
	Attach / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.17
	Attach / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.18
	Attach / Rejected / Not authorized for this CSG
	Rel-8
	C47
	UEs supporting E-UTRA and allowed CSG list and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.19
	Attach / Abnormal case / Failure due to non integrity protection
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.20
	Attach / Abnormal case / Access barred because of access class barring or NAS signalling connection establishment rejected by the network
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.21
	Attach / Abnormal case / Success after several attempts due to no network response
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.22
	Attach / Abnormal case / Unsuccessful attach after 5 attempts
	Rei-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.23
	Attach / Abnormal case / Repeated rejects for network failures
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.24
	Attach / Abnormal case / Change of cell into a new tracking area
	Rei-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.25
	Attach / Abnormal case / Mobile originated detach required
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.1.26
	Attach / Abnormal case / Detach procedure collision
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.1
	Combined attach / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.1b
	Combined attach procedure / Success / SMS only
	Rel-8
	C88
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined attach and registration to CS for  SMS only
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.1c
	Combined attach procedure / Success / EPS and CS Fallback not preferred
	Rel-8
	C86
	UEs supporting E-UTRA, UTRA, combined EPS/IMSI attach (with or without pre-configuration) ,not sending “SMS only” in the “Additional update type” IE and configured to voice centric .
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.1d
	Combined attach procedure / Success / EPS and CS Fallback not preferred/data centric UE
	Rel-8
	C87
	UEs supporting E-UTRA , UTRA, combined EPS/IMSI attach (with or without pre-configuration) ,not sending “SMS only” in the “Additional update type” IE and configured to data centric.
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.2
	Combined attach / Success / EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.3
	Combined attach / Success / EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.4
	Combined attach / Success / EPS services only / CS domain not available
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.5
	Combined attach / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.6
	Combined attach / Rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.7
	Combined attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.8
	Combined attach / Rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.9
	Combined attach / Rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.10
	Combined attach / Rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and  combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.11
	Combined attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.12
	Combined attach / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.13
	Combined attach / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.14
	Combined attach / rejected / Not authorized for this CSG
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.15
	Combined attach / Abnormal case / Handling of the EPS attach attempt counter
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down 
	pc_eFDD, pc_USIM_Removal
	
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	
	

	9.2.2.1.3
	UE initiated detach / EPS capability of the UE is disabled
	Rel-8
	C74
	UEs supporting E-UTRA and Disable EPS capability.
	pc_eFDD
pc_EPS_Disable
	
	

	
	
	
	
	
	pc_eTDD
pc_EPS_Disable
	
	

	9.2.2.1.4
	UE initiated detach / detach for non-EPS services
	Rel-8
	C106
	UEs supporting E-UTRA and detach for non-EPS services .
	pc_eFDD
pc_IMSI_Detach
	
	

	
	
	
	
	
	pc_eTDD
pc_IMSI_Detach
	
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / Local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.7
	UE initiated detach / Abnormal case / Detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.8
	UE initiated detach / Abnormal case / Detach and EMM common procedure collision
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.9
	UE initiated detach / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.10
	UE initiated detach / Mapped security context
	Rel-8
	C01
	UEs supporting E-UTRA and UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.2.1
	NW initiated detach / Re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.2.14
	NW initiated detach / Abnormal case / EMM cause not included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.1
	Normal tracking area update / Accepted
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.2
	Normal tracking area update / Accepted / "Active" flag set
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.4
	Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.5
	Periodic tracking area update / Accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.9
	Normal tracking area update / Correct handling of CSG list
	Rel-8
	C79
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.10
	Normal tracking area update / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.11
	Normal tracking area update / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.12
	Normal tracking area update / Rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.13
	Normal tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and   EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.14
	Normal tracking area update / Rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.15
	Normal tracking area update / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.16
	Normal tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.17
	Normal tracking area update / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.18
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.19
	Normal tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.20
	Normal tracking area update / Rejected / Not authorized for this CSG
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.22
	Normal tracking area update / Abnormal case / access barred due to access class control or NAS signalling connection establishment rejected by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.23
	Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.25
	Normal tracking area update / Abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	 C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.26
	Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.27
	Normal tracking area update / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.28
	Normal tracking area update / Abnormal case / Tracking area updating and detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.1
	Combined tracking area update / Successful
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.1a
	Combined tracking area update / Successful / Check of last visited TAI and handling of TAI list, LAI and TMSI
	Rel-8
	C121
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.1b
	Combined tracking area update / successful / SMS only
	Rel-8
	C88
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined attach and registration to CS for SMS only
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.1c
	Combined tracking area update / Success / CS Fallback not preferred
	Rel-8
	C87
	UEs supporting E-UTRA , UTRA, combined EPS/IMSI attach (with or without pre-configuration) ,not sending “SMS only” in the “Additional update type” IE and configured to data centric.
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.2
	Combined tracking area update / Successful for EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.3
	Combined tracking area update / Successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.4
	Combined tracking area update / successful for EPS services only / CS domain not available 
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.5
	Combined tracking area update / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.6
	Combined tracking area update / Rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.7
	Combined tracking area update / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.8
	Combined tracking area update / rejected / EPS services not allowed  
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.9
	Combined tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.10
	Combined tracking area update / Rejected / UE implicitly detached
	Rel-8
	C02
	UEs supporting E-UTRA and   combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.11
	Combined tracking area update / Rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.12
	Combined tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.13
	Combined tracking area update / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach(with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.14
	Combined tracking area update / rejected / EPS services not allowed in this PLMN 
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.15
	Combined tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.16
	Combined tracking area update / rejected / Not authorized for this CSG 
	Rel-8
	C02
	UEs supporting E-UTRA and  combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.17
	Combined tracking area update / Abnormal case / handling of the EPS tracking area updating attempt counter  
	Rel-8
	C02
	UEs supporting E-UTRA and  combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.3.1
	First Iu mode to S1 mode inter-system change after attach
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.3.2
	Iu mode to S1 mode intersystem change / ISR is active / Expiry of T3312 in E-UTRAN or T3412 in UTRAN and further intersystem change
	Rel-8
	C59
	UEs supporting E-UTRAN and UTRAN and ISR and not CS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.3.3
	Iu mode to S1 mode intersystem change / Periodic TAU and RAU/ ISR activated, T3423 expired
	Rel-8
	C59
	UEs supporting E-UTRAN and UTRAN and ISR and not CS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.3.4
	First S1 mode to Iu mode inter-system change after attach
	Rel-8
	C01
	UEs supporting E-UTRA and UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.3.5
	Periodic routing area update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.3.5a
	Periodic Location Update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.3.6
	E-UTRAN RRC connection failure / Reselection of UTRAN cell / NAS signalling to release old S1 interface connection
	Rel-8
	C01
	UEs supporting E-UTRA and UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
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