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4.4.3.2
Common contents of system information messages

-
MasterInformationBlock

The MasterInformationBlock includes the system information transmitted on BCH.
Table 4.4.3.2-1: MasterInformationBlock
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock ::= SEQUENCE {
	
	
	

	  dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	  phich-Config SEQUENCE {}
	PHICH-Config-DEFAULT
	See subclause 4.6.3
	

	  systemFrameNumber
	A valid value as defined in TS 36.331 [17]
	
	

	  spare
	'0000 0000 00'B
	
	

	}
	
	
	


-
SystemInformation

The SystemInformation message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity.
Table 4.4.3.2-2: SystemInformation
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation-r8 SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {}
	See subclause 4.4.3.1
	
	

	      criticalExtensionsFuture SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


-
SystemInformationBlockType1

SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Table 4.4.3.2-3: SystemInformationBlockType1
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	1 entry
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        mcc SEQUENCE (SIZE (3)) OF MCC-NMC-Digit
	See table 4.4.2-2
	For NAS test cases, see table 6.3.2.2-1.
	

	        mnc SEQUENCE (SIZE (2..3)) OF MCC-NMC-Digit
	See table 4.4.2-2
	For NAS test cases, see table 6.3.2.2-1.
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	    }
	
	
	

	    trackingAreaCode
	See table 4.4.2-2
	For NAS test cases, see table 6.3.2.2-1.
	

	    cellIdentity
	Cell ID for the simulated cell
	
	

	    cellBarred
	notBarred
	
	

	    intraFreqReselection
	notAllowed
	
	

	    csg-Indication
	FALSE
	
	

	    csg-Identity
	Not present
	
	

	  }
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-106 dBm
	For signalling test cases
	

	    q-RxLevMinOffset
	Not present
	
	

	  }
	
	
	

	  p-Max
	Not present
	
	

	  freqBandIndicator
	Operating band under test.
	
	

	  schedulingInfoList SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	See subclause 4.4.3.1
	
	

	  tdd-Config SEQUENCE {}
	Not present
	
	FDD

	  tdd-Config SEQUENCE {}
	TDD-Config-DEFAULT
	See subclause 4.6.3
	TDD

	  si-WindowLength
	ms20
	To allow sufficient number of retransmissions.
	

	  systemInfoValueTag
	0
	
	

	  nonCriticalExtension SEQUENCE {
	Not present
	
	

	lateNonCriticalExtension



	Not present
	
	

	ims-EmergencySupport-r9

	True
	Support IMS emergency call in limited service mode.
	Rel-9

	cellSelectionInfo-v920
	Not present
	
	Rel-9

	nonCriticalExtension
	Not present
	
	

	   }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment
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