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4.4.4
Common parameters for simulated UTRA cells

The parameters specified in this subclause apply to all simulated UTRA cells unless otherwise specified.

Default UTRA parameters for simulated cells are specified in table 4.4.4-1 and table 4.4.4-2.

Other parameters are specified in TS 34.108 [5].

Table 4.4.4-1: Default parameters for simulated UTRA cells
	cell ID
	Primary scrambling code for FDD
	Cell parameters ID for TDD

	Cell 5
	100
	0

	Cell 7
	150
	4

	Cell 8
	200
	8

	Cell 9
	250
	12


Table 4.4.4-2: Default NAS parameters for simulated UTRA cells
	
	PLMN
	Location Area Identification
	Routing Area Identification
	TMSI
	P-TMSI signature

	
	MCC
	MNC
	LA#
	LAC
	RA#
	RAC
	
	

	Cell 5
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	Arbitrarily selected according to TS 23.003
subclause 2.4 [2].
	Arbitrarily selected according to TS 23.003
subclause 2.7 [2].

	Cell 7
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	
	

	Cell 8
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	
	

	Cell 9
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	
	

	Note 1:
Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card (subclause 4.9.3).


4.4.4.1
Common contents of system information blocks for UTRA cells
-
System Information Block type 19
The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell.
Table 4.4.4.1-1: System Information Block type 19
	Derivation Path: 25.331 clause 11.3

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	3
	
	

	        s-PrioritySearch1
	0 (0dB)
	
	

	        s-PrioritySearch2
	Not present
	default value is 0
	

	        threshServingLow
	0 (0dB)
	
	

	      }
	
	
	

	      utran-FDD-FrequencyList SEQUENCE (SIZE(1..maxNumFDDFreqs)) OF SEQUENCE {}
	Not present
	
	

	      utran-TDD-FrequencyList SEQUENCE (SIZE(1..maxNumTDDFreqs)) OF SEQUENCE {}
	Not present
	
	

	    gsm-PriorityInfoList SEQUENCE (SIZE (1..maxNumGSMCellGroup)) OF SEQUENCE {}
	Not present
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	The same number of entries as the configured eutra carriers

For Signalling test cases, see table 6.3.1.7-1
	n denotes the index of the entry
	

	      earfcn[n]
	Downlink EARFCN under test

For Signalling test cases, see table 6.3.1.7-1
	
	

	      measurementBandwidth[n]
	See subclause 4.4.3.4
	
	

	      priority[n]
	4
	
	

	      qRxLevMinEUTRA[n]
	-53 (-106 dBm)
	For signalling test cases
	

	
	-70 (-140 dBm)
	For RF/RRM test cases
	

	      threshXhigh[n]
	2 (4 dB)
	
	

	      threshXlow[n]
	1 (2 dB)
	
	

	      eutra-blackListedCellList[n]
	Not present
	
	

	      eutraDetection[n]
	TRUE
	
	

	    }
	
	
	

	    nonCriticalExtensions SEQUENCE {}
	Not present
	
	

	}
	
	
	


4.4.4.2
UTRA SIB scheduling for inter EUTRA - UTRA test

Table 4.4.4.2-1: UTRA SIB schedule
	Block

Type
	MIB
	SB1
	SIB1
	SIB2
	SIB3
	SIB4
	SIB5/SIB5bis
	SIB6
	SIB7
	SIB11
	SIB12
	SIB18
	SIB19

	SIB_REP
	8
	16
	64
	64
	64
	64
	64
	64
	16
	64
	64
	64
	64

	SEG_
COUNT
	1
	1
	1
	1
	1
	1
	4
	4
	1
	3
	1
	1
	2


Table 4.4.4.2-2: UTRA SIB-repeat period
	Frame No / SIB_POS
	0
	2
	4
	6
	8
	10
	12
	14

	Block Type
	MIB
	SB1
	SIB7
	SIB6
	MIB
	SIB6
	SIB6
	SIB6

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	16
	18
	20
	22
	24
	26
	28
	30

	Block Type
	MIB
	SB1
	SIB7/SIB3
	SIB1/SIB2
	MIB
	SIB12
	SIB19
	SIB19

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	32
	34
	36
	38
	40
	42
	44
	46

	Block Type
	MIB
	SB1
	SIB7/SIB18
	SIB5/

SIB5bis
	MIB
	SIB5/

SIB5bis
	SIB5/

SIB5bis
	SIB5/

SIB5bis

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	48
	50
	52
	54
	56
	58
	60
	62

	Block Type
	MIB
	SB1
	SIB7/SIB4
	-
	MIB
	SIB11
	SIB11
	SIB11


4.4.4.3
UTRA SIB scheduling for inter EUTRA – UTRA - GERAN test

Table 4.4.4.3-1: UTRA SIB schedule
	Block

Type
	MIB
	SB1
	SIB1
	SIB2
	SIB3
	SIB4
	SIB5/

SIB5bis
	SIB7
	SIB11
	SIB16
	SIB18
	SIB19

	SIB Rep
	8
	16
	128
	128
	64
	64
	128
	32
	128
	128
	128
	128

	Max. No of seg.
	1
	2
	1
	1
	1
	1
	4
	1
	3
	8
	1
	3


Table 4.4.4.3-2: UTRA SIB-repeat period
	Frame No / SIB_POS
	0
	2
	4
	6
	8
	10
	12
	14

	Block Type
	MIB
	SB1
	SB1
	-
	MIB
	SIB1
	SIB18
	SIB2

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	16
	18
	20
	22
	24
	26
	28
	30

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB3
	-
	SIB4

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	32
	34
	36
	38
	40
	42
	44
	46

	Block Type
	MIB
	SB1
	SB1
	SIB5/

SIB5bis
	MIB
	SIB5/

SIB5bis
	SIB5/

SIB5bis
	SIB5/

SIB5bis

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	48
	50
	52
	54
	56
	58
	60
	62

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB11
	SIB11
	SIB11

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	64
	66
	68
	70
	72
	74
	76
	78

	Block Type
	MIB
	SB1
	SB1
	SIB16
	MIB
	SIB16
	SIB16
	SIB16

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	80
	82
	84
	86
	88
	90
	92
	94

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB3
	SIB19
	SIB4

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	96
	98
	100
	102
	104
	106
	108
	110

	Block Type
	MIB
	SB1
	SB1
	SIB16
	MIB
	SIB16
	SIB16
	SIB16

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	112
	114
	116
	118
	120
	122
	124
	126

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB19
	SIB19
	-


4.4.5
Common parameters for simulated GERAN cells

The parameters specified in this subclause apply to all simulated GERAN cells unless otherwise specified.

See TS 51.010 [25].

The contents of SYSTEM INFORMATION TYPE 2 Quarter message specified below are identical for all GERAN cells.

Table 4.4.5-1: System Information 2 Quater
	Derivation Path: 44.018 Table 10.5.2.33b.1

	Information Element
	Value/remark
	Comment
	Condition

	System information 2Quater
	
	
	

	L2 pseudo length
	1
	
	

	PROTOCOL DISCRIMINATOR
	‘0110’B
	RR management Protocol
	

	SKIP INDICATOR
	‘0000’B
	
	

	MESSAGE TYPE
	‘00000111’B
	
	

	SI 2QUATER REST OCTETS
	
	
	

	  BA Indicator
	0
	
	

	  3G BA Indicator
	0
	
	

	  MP Change Mark
	0
	
	

	  SI2Q Index
	0
	
	

	  SI2Q Count
	0
	
	

	  Measurement_Parameters Description
	0
	Not Present 
	

	  GPRS_Real Time Difference Description
	0
	Not Present 
	

	  GPRS_BSIC Description 
	0
	Not Present 
	

	  GPRS_REPORT PRIORITY Description
	0
	Not Present 
	

	  GPRS_MEASUREMENT_Parameters Description
	0
	Not Present 
	

	  NC Measurement Parameters
	0
	Not Present 
	

	  extension length
	0
	Not Present 
	

	  3G Neighbour Cell Description
	0
	Not Present 
	

	  3G Measurement Parameters Description
	0
	Not Present 
	

	  GPRS_3G_MEASUREMENT Parameters Description
	0
	Not Present 
	

	  Additions in release 5
	H
	
	

	    3G Additional Measurement Parameters Description
	0
	Not Present
	

	    3G ADDITIONAL MEASUREMENT Parameters Description 2
	0 
	Not Present
	

	  Additions in release 6
	H
	
	

	    3G_CCN_ACTIVE
	0
	
	

	  Additions in release 7
	H
	
	

	    700_REPORTING_OFFSET
	0
	Not Present
	

	    810_REPORTING_OFFSET
	0
	Not Present
	

	  Additions in release 8
	H
	
	

	    Priority and E-UTRAN Parameters Description
	1
	Present
	

	      Serving Cell Priority Parameters Description
	1
	Present

Note : Values as defined from TS 45.008, section 10.4 Table 3
	

	        GERAN_PRIORITY
	2
	
	

	        THRESH_Priority_Search
	15 (always)
	
	

	        THRESH_GSM_low 
	0
	
	

	        H_PRIO
	0
	
	

	        T_Reselection
	0
	
	

	      3G Priority Parameters Description 
	0
	Not Present
	

	      E-UTRAN Parameters Description 
	1
	Present
	

	        E-UTRAN_CCN_ACTIVE
	0
	CCN not supported 
	

	        E-UTRAN_Start
	1
	
	

	        E-UTRAN_Stop
	1
	
	

	        E-UTRAN Measurement Parameters Description
	0 
	Not Present
	

	        GPRS E-UTRAN Measurement Parameters Description
	0
	Not Present
	

	        Repeated E-UTRAN Neighbour Cells 
	1
	Present
	

	{
	
	
	

	          EARFCN
	Same as cell 1
	This field specifies the E-UTRA Absolute Radio Frequency Channel Number as defined in 3GPP TS 36.104.
	

	          Measurement Bandwidth
	0
	Not Present
	

	          E-UTRAN_PRIORITY
	‘100’B
	Same as cell 1 as defined in 3GPP TS 36.104.
	

	          THRESH_E-UTRAN_high
	‘00010’B
	Actual value =4 dB
	

	          THRESH_E-UTRAN_low
	‘00010’B
	Actual value =4 dB
	

	          E-UTRAN_QRXLEVMIN
	17 (-106 dBm)
	For signalling test cases
	

	
	0 (-140 dBm)
	For RF/RRM test cases
	

	} ** 0
	
	End of Repeated E-UTRAN Neighbour cells structure

Note: When this message is used in Tics where more than one E-UTRA cells are active, this structure needs to be specified for each cell.            EARFCN and EUTRAN_PRIORITY will then need to be configured to the corresponding EUTRAN cell
	

	        Repeated E-UTRAN Not Allowed Cells
	0
	Not Present
	

	        Repeated E-UTRAN PCID to TA mapping
	0
	Not Present
	

	    3G CSG Description
	0
	
	

	    E-UTRAN CSG Description
	0
	
	

	  Additions in release 9
	L
	
	

	  spare padding
	spare padding
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