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	Removal of UTRA TC 6.2.1.10
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	Category:
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	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
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	Reason for change:
(

	UE requirements for actions on “access technology priority” in field HPLMNwACT are different between R99 and Rel-6 (and higher) 

23.122 v3.10 cl. 4.4.3.1.1 f)

f)
In i, the MS shall search for all access technologies it is capable of. The MS shall start its search using the access technologies stored in the "HPLMN Selector with Access Technology" data field on the SIM in priority order as defined in clause 4.4.3 (i.e. the PLMN/access technology combinations are listed in priority order, if an entry includes more than one access technology then no priority is defined for the preferred access technology and the priority is an implementation issue).

23.122 v6.5.0 cl. 4.4.3.1.1 f)

f)
In i, the MS shall search for all access technologies it is capable of. No priority is defined for the preferred access technology and the priority is an implementation issue, but "HPLMN Selector with Access Technology" data file on the SIM may be used to optimise the procedure.

TC 6.2.1.10 is a Rel6 TC due to test of Shared Network. For this TC the test requirements must be dependent on if UE supports pc_AccessTechPriSuppInHPLMNwACT and also if UE uses this field to optimise the procedure.
TC 6.2.1.10 was changed in RAN5#53 meeting in R5-115595.After this change the test requirements are very vague and therefore it is proposed to remove the TC.

	
	

	Summary of change:
(

	TC 6.2.1.10 removed.

	
	

	Consequences if 
(

not approved:
	TC 6.2.1.10 will remain in test scope and has to be maintained even if it does not add any substantial test coverage.
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	This CR has TTCN impact.


< Part of specification skipped here >
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	
	< Part of specification skipped here >

	
	
	
	

	6.2.1.8a.3
	Selection of RAT for OPLMN; Different ITU regions; No service; Automatic mode
	R99
	C641
	UEs supporting FDD and GSM and at least one frequency band of different ITU region in each RAT.
	1 Execution: CS+PS preferred

	6.2.1.9
	Selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.10
	Void
	
	
	
	

	6.2.1.11
	Selection of PLMN and RAT in shared network environment, Manual mode
	Rel-6
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred
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