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Recommended test case applicability

[TEXT SKIPPED]
	Conditions/Options

	C00
	Void
	

	C01
	IF A.4/2B THEN R ELSE N/A (condition unused, see Note1 below)
	Initiating session

	C02
	Void
	

	C03
	IF A.4/2B AND A.4/16 THEN R ELSE N/A (condition unused, see Note1)
	Initiating session AND preconditions

	C04
	IF A.12/4 THEN R ELSE N/A
	Dedicated PDP Context

	C05
	IF A.12/5 THEN R ELSE N/A
	P-CSCF Discovery via PCO

	C06
	IF A.7/1 AND A.13/1 THEN R ELSE N/A
	IPv4 AND configured to initiate P-CSCF discovery via DHCPv4

	C07
	IF A.7/1 AND A.12/8  AND A.13/2 AND A.12/5 THEN R ELSE N/A
	IPv4 AND P-CSCF discovery via PCO AND P-CSCF discovery via DHCPv4 AND configured to initiate P-CSCF discovery via PCO

	C08
	IF A.12/7 THEN R ELSE N/A
	Configured to initiate P-CSCF discovery via DHCPv6

	C09
	IF A.12/8 AND A.12/10 AND A.12/5 THEN R ELSE N/A
	P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via PCO

	C10
	IF A.12/8 AND A.12/10 AND A.12/7 THEN R ELSE N/A
	P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via DHCPv6

	C11
	Void
	

	C12
	IF A.7/1 THEN R ELSE N/A
	IPv4

	C13
	Void
	

	C14
	Void
	

	C15
	Void
	

	C16
	Void
	

	C17
	IF A.6a/2 THEN R ELSE N/A
	IMS security

	C18
	IF A.6a/1 AND NOT A.6a/2 THEN R ELSE N/A
	GIBA AND NOT IMS security

	C19
	IF A.6a/2 AND A.6a/1 THEN R ELSE N/A
	IMS security AND GIBA

	C20
	IF A.6a/2 AND A.8/5 THEN R ELSE N/A
	IMS security AND indication of the willingness to receive the responses and requests compressed from initial REGISTER onwards by using the "comp=sigcomp" parameter

	C21
	IF A.3A/50 THEN R ELSE N/A
	MTSI

	C22
	IF A.3A/50 AND A.15/1 THEN R ELSE N/A
	MTSI and speech

	C23
	IF A.3A/50 AND A.15/1 AND A.16/6 THEN R ELSE N/A
	MTSI and speech and Communication Hold

	C24
	IF A.3A/50 AND A.16/7 THEN R ELSE N/A
	MTSI and Communication Barring

	C25
	IF A.3A/50 AND A.15/1 AND A.16/10 THEN R ELSE N/A
	MTSI and speech and Explicit Communication Transfer - blind transfer

	C26
	IF A.3A/50 AND A.4/2B AND A.4/16 AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND preconditions AND MTSI text, RTP

	C27
	IF A.3A/50 AND A.4/2B AND A.15/1 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech

	C28
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/2 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI speech, AMR wideband

	C29
	IF A.3A/50 AND A.15/1 AND A.16/11 THEN R ELSE N/A
	MTSI and speech and Explicit Communication Transfer - consultative transfer

	C30
	IF A.3A/50 AND A.16/5 THEN R ELSE N/A
	MTSI and Communication Diversion

	C31
	IF A.3A/50 AND A.16/5 AND A.15/1 THEN R ELSE N/A
	MTSI and speech and Communication Diversion

	C32
	IF A.3A/50 AND A.16/9 THEN R ELSE N/A
	MTSI and Conference

	C33
	IF A.3A/50 AND A.17/1 THEN R ELSE N/A
	MTSI and speech, add/remove video

	C34
	Void
	

	C35
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/3 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI video 

	C37
	IF A.3A/50 AND A.4/2B AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI text, RTP

	C38
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI text, RTP

	C39
	IF A.3A/50 AND A.4/2B AND A.15/3 AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video AND MTSI text, RTP

	C40
	Void
	

	C41
	Void
	

	C42
	Void
	

	C43
	IF A.3A/50 AND A.16/1 THEN R ELSE N/A
	MTSI and Originating Identification Presentation

	C44
	IF A.3A/50 AND A.16/2 THEN R ELSE N/A
	MTSI and Originating Identification Restriction

	C45
	IF A.3A/50 AND A.16/7 AND A.16/12 THEN R ELSE N/A
	MTSI and Communication Barring and Anonymous Communication Rejection

	C46
	IF A.3A/50 AND A.15/8 AND NOT A.4/16 THEN R ELSE N/A
	MTSI and Text, MSRP and no preconditions

	C47
	IF A.3A/50 AND A.4/2B AND A.15/3 AND A.15/7 AND A.17/1 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video and MTSI text, RTP AND text, add video remove video

	C48
	IF A.3A/50 AND A.16/3 THEN R ELSE N/A
	MTSI and Terminating Identification Presentation

	C49
	IF A.3A/50 AND A.16/4 THEN R ELSE N/A
	MTSI and Terminating Identification Restriction

	C50
	IF A.3A/50 AND A.16/8 THEN R ELSE N/A
	MTSI and Message Waiting Indication

	C51
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/8 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI text, MSRP

	C52
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/3 AND A.15/4 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI video AND MTSI video H.263 profile 3

	C53
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/3 AND A.15/6 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI video AND MTSI video H.264

	C54
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.15/3 AND A.15/5 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI video AND MTSI video MPEG-4

	C55
	IF A.3A/61 THEN R ELSE N/A
	 SM-over-IP sender

	C56
	IF A.3A/62 THEN R ELSE N/A
	SM-over-IP receiver

	C57
	IF A.3A/50 AND A.16/13 THEN R ELSE N/A
	MTSI AND communication waiting

	C58
	IF A.6a/2 AND A.8/5 THEN R ELSE N/A
	IMS security AND Indicate Sigcomp

	C59
	IF A.12/26 THEN R ELSE N/A
	IMS emergency services

	C60
	IF A.12/28 THEN R ELSE N/A
	P-CSCF discovery in home network while roaming

	C61
	IF A.3A/50 AND A.16/9 AND A.16/14 THEN R ELSE N/A
	UE supporting MTSI and Conference and three way session

	C62
	IF A.12/26 AND [3] A.2/2 THEN R ELSE N/A
	IMS emergency services and emergency speech call

	C63
	IF A.12/26 AND A.15/1 AND A.16/6 THEN R ELSE N/A
	IMS emergency services and speech and Communication Hold

	C64
	IF A.12/26 AND ([36.523-2] A.4.1-1/1 OR [36.523-2] A.4.1-1/2) THEN R ELSE N/A
	IMS emergency services and EUTRA FDD or EUTRA TDD

	C65
	IF A.12/26 AND [36.523-2] A.4.1-1/6 AND [3] A.3/2 THEN R ELSE N/A
	IMS emergency services and UTRA and PS domain

	C66
	IF A.3A/50 AND A.15/1 AND ([3] A.2/2 OR [73] A.4.1-1/4) THEN R ELSE N/A
	1xRTT or GERAN or UTRA, CS emergency call AND MTSI speech

	C67
	IF A.12/26 and A.3A/61 THEN R ELSE N/A
	IMS emergency services and SM-over-IP sender

	C68
	IF A.3A/50 AND A.4/2B AND A.15/1 AND A.18/1 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND E-UTRA

	C69
	IF A.3A/50 AND A.4/2B AND A.15/3 AND A.18/1 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video AND E-UTRA


A.4.2.1
Major capabilities

Prerequisite: A.2/1 - - user agent role.
Table A.4: Major capabilities

	Item
	Does the implementation support
	Reference
	Status
	Release
	Support

	
	Capabilities within main protocol
	
	
	
	

	2B
	initiating a session?
	24.229 [10], A.2.1.2

RFC 3261 [15], 13
	o
	Rel-5
	

	2C
	initiating a session which require local and/or remote resource reservation?
	24.229 [10], A.2.1.2

RFC 3262 [27]
	C43
	Rel-6
	

	
	Extensions
	
	
	
	

	
	
	
	
	
	

	16
	integration of resource management and SIP? (use of preconditions)
	24.229 [10], A.2.1.2

RFC 3312 [26]
	m
	Rel-5
	

	
	
	
	c44
	Rel-6
	

	53
	obtaining and using GRUUs in the Session Initiation Protocol (SIP)
	24.229 [10], A.2.1.2
	m (note 2)
	Rel-7
	

	
	Conditions/Options
	
	
	
	

	c43:
IF A.4/2B THEN o ELSE n/a - - initiating sessions.

c44:
IF A.4/2C THEN m ELSE o - - initiating a session which require local and/or remote resource reservation.

	NOTE 2:
If a UE is unable to become engaged in a service that potentially requires the ability to identify and interact with a specific UE even when multiple UEs share the same single Public User Identity then the UE support can be "o" instead of "m". Examples include telemetry applications, where point-to-point communication is desired between two users.
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