3GPP TSG-RAN WG5 meeting #54 
R5-120599
Dresden, Germany, 06 - 10 February 12


Agenda Item:
6.6.1.1
Source: 
Panasonic 
Title: 
List of test cases/scenarios proposal for LTE Protocol Testing in Full Configuration Option
Document for:
Discussion and Approval.


1
Introduction

In RAN5#53 meeting, 2 new RRC test scenarios for full configuration option were endorsed in [1] and include in the LTE SIG work plan [2]. However, these two new RRC test scenarios only verify on the signalling configuration instead of the UE user-plane behaviour upon handover or re-establishment with full configuration option. Thus, to ensure the UE user-plane behaviour upon handover or re-establishment with full configuration option is supported in LTE Rel-9, new test cases should be introduced in LTE Rel-9 SIG work plan as follow:

Changes:

- To include a new test case to support data radio bearer establishment with full configuration option for UE in handover procedure at earlier release eNB;

- To include a new test case to support data radio bearer establishment with full configuration option for UE after successful completion of re-establishment procedure at earlier release eNB;
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List of LTE scenario for Full Configuration Option
The number of test cases scenarios listed under each main area is summarized below: 
Table 1: List of Protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	13.3 Connection re-establishment
	
	
	
	
	
	
	

	13.3.1 Intra-system connection re-establishment
	
	
	
	
	
	
	

	
	36.523-1
	13.3.1.3
	Rel-9
	RRC connection reconfiguration / Full configuration / DRB establishment
	First Reconfiguration procedure where full configuration parameter from a target eNB is provided after successful completion of the Re-establishment procedure:

- data transfer prior and after the mobility
	Panasonic
	
	0%
	
	TS 36.331 clauses 5.3.5.3 “Reception of a RRCConnectionReconfiguration not including the MobilityControlInformation by the UE”

	<skipped rows>

	13.4 Mobility
	
	
	
	
	
	
	

	13.4.1 Intra-system mobility
	
	
	
	
	
	
	

	
	36.523-1
	13.4.1.4
	Rel-9
	RRC connection reconfiguration / Handover/ Full configuration / DRB establishment
	Handover procedure where full configuration parameter from a target eNB is provided:
- data transfer prior and after the mobility
	Panasonic
	
	0%
	
	TS 36.331 clauses 5.3.5.4 “Reception of a RRCConnectionReconfiguration including the MobilityControlInformation by the UE (handover)”

	13.4.2 Inter-system mobility packet
	
	
	
	
	
	
	


3
Conclusions and proposal

It is proposed to consider this updated list of features and/or scenarios as identified above as the new baseline for the Work Plan of LTE/SAE protocol testing part. 
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